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NOTES ON THE ORGANIZATION OF NDRC

The duties of the National Deferse Rescarch Commitiee were In a1corganization in the fall of 1942, tweaty-threc adminis-
(1) 1o recommend to the Director of OSRD ruitable projects  trative divisions panels, or committees were created, cach with
and research programs on (he instrumentalities of warfare, to-  a ¢hief selectad on the basis of his outstanding work in the par-
gether with contract facilitles for carrying out these projectsand  ticular field. The NDRC members theu became a reviewing and
programs, and (2) to adsinister the technical and scientific  advisory group to the Divector of OSRD. The final organization
work of the contiacrs. Morc specifically, NDRC functioned by was as follows:

initiating rescarch projects on requests from the Army or the Division 1-Ballistic Research

Navy, or on requests from an allicd government transmitted Division 2—Effects of Ywpact and Explosion
through the Liaison Office of OSRD, or on its own consldercd Division 3—Rocket Ordnance

taitiative av a rewlt of the experience of ity members. Proposals rivision {~Ordnance Accerories

prepared by the Division, Panel, or Commition for rescarch con- Divislon 5—New Missiies

tracts for perfermance of the work involved in such projects Division G6—Sub-Surfuce Warfare

were first reviewed by NDRC, aod if approved, recommended Division 7—Fire Control

to the Director of OSRD. Upon approval of a proposal by the Division 8~Explosives

Direcior, 2 contract permitting maximum Gexibility of scien- Divisicn f--Chemistry

tific cffort was armanged, The business 2spects of the onntract, Division 10-—-Alsorbents and Aerosols

including such maders as matcrials, dearanoes, vouitiers, pat.
ents, priocives, legal matters, and administration of patent mat.

ters were hantled by the Execiuve Secretary of OSRD.

Originally NDRC astministered its work through five divi-
sicm, each headed by one of the NDRC members. These vere:

Dividon A~ Arnor and Ordnance

Yivision B-Bomb, Fuels, Gases, & Chemical Froblems
Diviion C~Communication and "Framsportation
Pivision D=Detection, Controls, and Instruments

Division E~Patents 2ind Inventions

Division 11~Chemical Engincering
Division 12~Trazsporiation

Division 13-Elecirical Communication
Division 14—Radar

Division 15—Radie Coordination
Division 16—-Optics and Camouflage
Division 17—-Physics

Division 18-War Mctallurgy

Division 19—Miscellancous

Applied Mathematics Panel

Applied Psychology Panel

Committee on Propagation

Tropicil Deterioration Administrative Committee
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NDRC FOREWORD

s EvED s of the years preceding 1940 vevealed more
[@szd‘ more clearly the seriousness of the world
situation, many scientists in this country came to
rcalize the need of erganizing scientific research for
service in a naticnal emergency. Recommendations
which they made to the White House were given
careful and sympathetic attention, and as a result
the National Defense Research Committee [NDRC)
was formed by Exccutive Order of the President in
the suinmer of 1940, The members of NDRG, ap-
peinted by the President, were instructed to sup-
plement the work of the Army and the Navy in the
development of the instrumemalities of war, A year
later, upon the cstablishment of the Cffice of Scien-
tific Research and Development [OSRD], NDRC
became one of its units.

"The Summary Technicai Report of NDRC is a
conscientious effort on the part of NDRC to sum-
marize and cvaluate its work and to present it in a
useful and permanent ferm. It comprises some
seventy volumes broken into groups corresponding
to the NDRC Divisions, Panels, and Committees.

The Summary Technical Report of cach Division,
Panel, or Committee is an integral survey of the work
of that group. The first volume of each group's report
contains a summary of the report, stating the prob-
lems presented and the philosophy of attacking
them, and summarizing the results of the research,
development, and training activitics undertaken,
Some volumes may be “state of the art” treztises
covenng subjects to which varicus rescarch groups
have contributed information. Others may contain
descriptions of devices deveioped in the laboratories,
A master index of all these divisional, panel, and
committee reports which together constitute the
Summary T¢ * ical Report of NDRC is contained
in a separate volume, which also includes the index
of a microfilm record of pertinent technical labma.
tory reports and reference materiil.

Some of the NDRCsponsored researches which
had been declassified by the end of 1945 were of suf-
ficient popular interest that it was found desirable
to report them in the form of monographs, such as
thie series on radar by Division 14 and the monograph
oa sampling inspection by the Applied Mathematics
Pancl. Since the material treated in themn is not
duplica*ed in the Summary Techrical Report of

NDRG, the monographs are an important part of
the story of these aspects of NDRC research.

In contrast to the information on radar, which is
ot widespread incerest and much of which is released
to the public, the rescarch on subsurface warfare is
largely classified and ic of general interest to a more
restricted group. As a consequence, the report of
Division 6 is found almost entirely in its Summary
Technical Report, which runs to over twenty
volumes. The extent of the work of a Division can-
not thercfore be judged solely by the number of
volumes devoted to it in the Summary Technical
Report of NDRC; accoant must be taken of the
monographs and available reports published else-
where,

The field of wartime vesearch of Division 18 was
metailurgy. The objective of the Division, under
ihe leadership of Clyde Williams was to aid in im-
proving metallurgical processes and metollic mate-
rials of war and in promoting the conservation of
scarce and strategic materials.

The Division was unique among the NDRC
groups in that it carried out its technical functions
through the War Metallurgy Committee, a coordi-
nating unit of thirty outstanding metallurgists and
engineers created by the National Academy of
Sciences and the National Research Council.

The meiallurgical research program was not con-
cerned with the development of any specific military
equipment or finished product, but rather with mate-
rials and processes. Yet, though the program had no
startling device te advertise it, its results were liter-
ally built into plancs and rockets, ships and guns and
tanks.

The Division's Summary Technical Report has
been prepared under the direction of, and has been
authorized for publication by, the Bivision Chiel.
To him, to the divisional staff, to the members and
staff of the War Metallurgy Commaittee, and to
workers in the many contracting laboratories go our
appreciation and thanks.

VANNEVAR Busw, Director
Office of Scientific Research and Developnent

J. B. Conant, Chairman
National Defense Rescarch Gommitiee
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FOREWORD

HE FOLLOWING s ary technical report of the
Twork of the War Metallurgy Division (Division
i8) of the National Defense Rescarch Committee
[NDRC] gives a complete picture of the aims and
accomplishments of the Division's researca program
deseribed in such detail as seems adequate, To this
presentation the Divisien Chief bas nothing to add
by wav of technical comment or emphasis.

I do wish, however, to make acknoewledgment to
the editor, David €. Minton, Jr., for his painstaking
work in asembling, or himsclf writing, he several
sections of the report and in editing and coordinat-
ing the entire report. He already has made acknawl-
edgmenis in his preface to thase who prepared the
originai manuscripts for the several sections and
who otherwise assisted in the work, In all these
acknowledgments I wish to join,

After the specific acknowledginents in this report
have been made, there stll remains 2 very great
indebtedness on the part of the War Mealiurgy Divi-
sion o many other agencics, osganizations, and in-
dividuals,

The work of Division I8 was to undertake re
scarch to improve metallurgical processes, to improve
metallic materials of construction, and to promote
conservation and substitution of scarce or strategic
metallic materials, all as applied to the production
of instrumentalitics of war. Recognition of the de
sirability of the coordination of defense and war
research in metallurgy with industry and with re-
scarch agencies and technical socicties prompted the
Ofice of Scientific Research and  Development
[OSRD] and NDBRC in 1941 to enlist the assistance
of the National Acwiomy of Sciences and the Na-
tional Research Council as channels 1 cough which
NDRC metailurgical reseavch might be acvom.
plished.

The Division's thanks are tendered w USRD and
NDRC for providing and supporting this channel
of opciation and o the National Academy of
Sciences and the National Research Council for
arganizing and operating within their framework
the War Mectallurgy Committez to make effective
the desired cooperative cffort in mewallurgical re-
search. This cooperative efiort was made possible by
the members of the War Metallurgy Commiiiee and
wvera!l hundred industzial and university wmetal-
lurgists, engincers, and rescarch workers who servea
o the variows project advisory commiittees, their

time and technical advice being contributed by their
cmployers without charge.

In addition to contributing advice, industry gave
withour restrictions its accumulated knowledge, re-
sults of research, and helpful comments and criticiem.
This invaluable information was used by the War
Metallurgy Committee in appraising problems and
in planning and directing the research projects of
the Division's program. The members of the War
Metallurgy Committee and of the many project ad-
visory committees, who together represented all
phases of the metallurgical industry, were kept in-
formed of the progress of the investigations so that
the results could be utilized immediutely in their
research work and in war production. This free inter-
change of information and ideas was particularly
desirable in the work of the War Metallurgy Com-
mittee because its greatest value lay in obtaining and
disseminating industrial “know-how" so that in-
strumentalities of wai could be made froni materials
available, oftenr using substitute materials which
required special methods of processing, This is in
contrast with wnuch of the other work of NDRC
which was concerned with the development of spe-
cific miiitary devices oz finished products. Thus, the
Division was able to provide information not only
for the use of the Armed Services and their contrac-
tors, but also for the use of other Divisions of NDRC.,

The accomplishments of the Division, which were
made possibie by the activities of the War Metal-
furgy Committee, provide an outstanding example
of the resalts of cooperation between industry and
governmental agencies in time of emergency. Thus,
the Division’s activities throughomt were truly co-
operative and coordinating. The Division is fully as
proud of its accomplishments in these aspects of its
work as in any technical accoruplishments, and by
the same token it is sincerely grateful to all who
helped in this cooperation.

The Division is indebted and grateful also to the
Anned Services, not simply for the formally desig-
nated liaison, but for the sincere and active interest
and participation in the Division's program by all
cchelons of the Services' rescarch and development
organizations.

CrLYpE WiLLiAMs
Chiel, Division 18
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PREFACE

His REPOKT summuarizes the metallnrgy woik on
Tinstrumcmalizics of warfare carried out under the
direction of the War Metallurgy Division (Division
18) of the National Defense Research Committee
[NDRC]. '

The first purpose of this report is to serve as a guide
to help the future student of the original reports 1o
select those dealing with the subject in which he is
interested. Often a number of projects relate to the
sime general topic.

Asecond ebject is to give a broad view of the results
obtained and of their engineering meaning, which
may someiimes in iisell be sutficient for the reader’s
purpose, but more often may guide him to the par.
ticular report that he will want to consult for details.

In this connection, an attempe¢ has been made to
phrase the report ¢ that the meaning of the results
will be dear to a reader with general engineering
background, even though he is not a metallurgical
expert. However, some of the projects are so tech-
nical and specialized that a reader must be something
of an expert in the particular field to grasp even a
not-too-technical report. Reports on such topics prob-
ably will be referred to only by experts, so it has not
been considered necessary to define technical terms
or to discuss the elementary fundamentals involved.

The projects discussed in this report were given a
place on the war research program because experts
helieved that information on them could be used to
{urther the war effort, They were carried only as far
as it appeared that the information would be uscful
in World War II, although their further pro.ccution
in more leisurely fashion might be of value in com-
mercial problems or as a measure of preparedness
against a future war.

However, there are some projects in which matters
were brought to such a stage that continuztion and
expansion of the research programs obviously should
go on without interruption after demobilization of
NDRC. In these cases, further work by or for the
Armed Services usnally has heen arranged, and, since
the situation is continually changing, it appcars un-
desirable to go into detail velative to such projects in
this report.

An appraisal of the direct and indirect influence of
the work in some quantitative terms would be inter-
esting, bui the present writers, unable to make siuch
an appraisal, have not attempted it. Such an ap-
praisal could be made only by the Armed Services. It

would be a very difficult task, since many tributaries
fed the main stream of advancing knowledge of the
procuction and the processing of metals wnd alloys.
Service and civilian engmeering and research, the
civilian work directly sponsored by the Armed
Services, work of the other NDRC divisions and ol
the War Production Board [WPbB], as well as studics
carried on under still other auspices all blended to-
gether; and it wouldd be vivtually impossible 1o
determine which drop of water in the main stream
came from which tributary, That there already was
considerable water in the stream is indicated by the
fact that the bibliography? cn armor, armor-picercing
projectiles, and the welding of armor prepared by
Watertown Arsenal contained 1,197 entries on
armor, 457 on armor-piercing projectiles, and 121 on
welding. Tais bibliography covered work only
through 1942,

In accordance with the instructions issued for the
preparation of this report, no attempt has been made
to allocate credit to the individuals who contributed
to the work done. Rosters of the supervisory and ad-
visory persannel appear in the back of the volume,
Althengh the institutions where the research was
carried out are mentioned in the text of this - cporn
the bibliography must be consulted for the i es ol
the authors of the reports who were, in most instan
the principal investigators, The names of those who
supervised the work in bebalf of the government and
those who served on the many project advisory com-
mittees are given in the distribution lists cf the
various reports cited in the bibliography of this
report.

This summary technical report is based in part
on an editorial summary of most of the repotts of
Division 18 that was written by Dr. H. W, Gilieut,
a member of Division 18 and of the War Metallugy
Commiittee. Indeed, much of Dr. Gillett's sumimary
has been incorporated verbavim into this summary
technical report by these who prepared the several
chapteis. Chapter 2, “Armor,” was prepared by
Dr. C. H. Lorig of Battelle Memorial Institute and
Supervisor of Atmor Metallurgy Research, War Met-
allurgy Committee. Most of Chapter 3, “Guns and
Gun Steels,” was prepared by Dr, Cyril Wells, an in-
vestigator on the NDRCgunssteel projects at Carnegic
Institvte of Technology, The armor and ordnance
section of Chapter 6, “"Welding,” was prepared by
Dr. A, Muller; the secuon on ship welding and

CONFIDENTIAL ix
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welded steel ships of the samie chapter was prepared
by Dr. Finn Jonassen. Boti of these men are Assistant
Supervisors of Welding Research, War Metallurgy
Committee. Chapter 5, “Metals for High ‘Tempera-
ture Research,” was prepared by Mr, Howard C.
Crass of Battelle Memorial Institute and Supervisor
of High Temperature Metals Research, War Mesal-
lurgy Commiuee. Chapter 1, "Aircraft Materials™;
Chaper 4, "Ammunition”: Chapter 7, “Foundry
Matcrials and Processes”; Chapter 8, “"Encmy Maté-
riel”; and Chapter 9, “Miscellancons Materials for
Way,” were prepared by Mr. David C. Minton, J+,
Senior Technical Aide, Division 18, and Research
Supervisor, War Metallury Committee, The Sum-
mary was prepared by Mr. V. H. Schnee of Bautelle
Mecemaorial Institute and Chairman, Products Re-
scarch Division, War Metallurgy Committee, under

whose charge the technical administration of the
work of Division I8 was conducted.

In addition to those named above, the editor
acknowledges with thanks the assistance of Mr. Louis
Jordan, Technical Aide to the Chief, Division 18,
and Executive Secretary, War Metallurgy Com-
mittee; and Mrs, 8. L. Kruegel, Technical Aide of
Division 18 as well as of the War Metallurgy Com-
mittee,

In the editing and compiling of this report, con-
siderable license was taken with the material pre-
pared by those named above in order to make the
report as uniform as possible.

Davio C. MivroNn, Jr.
Editor
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INTRODUCTION

ORGANIZATION OF DIVISION 18

HE PéRSONNEL of the War Metallurgy Divisiont

(Division 18) comprised a chicf, three technicel
aides, and four members. These are listed on page
153 of this report.

Divisiun 18 carried on its functions through tae
War Mctallurgy Committee of the National Acud-
emy of Sciences and National Research Council,
which wae an outgrowth of earlier committees of the
National Academy of Sciences and National Re-
search Council.

The War Metalluygy Committee assumed the con-
tinuing functions of several smaller advisory com-
mittees; namely, the Technolegic Commirtee on
Manganese, which was appointed by the Mational
Academy of Sciences in July 1940 at the request of
the Advisory Commission to the Council for Na-
tional Defense (later succeeded by the Office of Pro-
duction Management which in turn was succeeded
by the War Production Board); the Advisory Com-
mittee on Tin Reclamation, which was appointed
in Septeisber 1940 at the request of the Advisory
Commission; the Advisory Committee on Metais and
Mincrals, which was formed in January 1941 at the
request of the Office of Production Management;
and the Metaslturgical Advisory Committee and the
Welding Advisory Committee, which were formed
as a result of a request of the Office of Scientific Re-
scarch and Development in July 1941,

It soon became apparent that the last two com-
mittees cculd be combined to advantage, since many
of the technical problems involved in the develop-
ment of new weapons involved not only metallur-
gical improvements but also definite advances in
welding techniques and materials, The Metallur-
gical Advisory Committee which began to function
in October 1941 undertook to develep the necessary
welding research programs as well as a metallurgical
rescarch program. In March 1942, the Metallurgical
Advisory Committee was asked by the War Produc-
tion Board to organize and supervise rescarch in the
ficld of production of metals and minerals. In May
1942, it began the organization of a comprehensive
research program financed largely by the War Pro-
duction Board!

In order to operate these various activities cffi-
ciently, in May 1942 the War Metallurgy Commitice
was organized. The relationship between the War
Mctallevgy Committee ana the vavious government
agencies which it served is shown diagrammatically
on page 154,

The committee proper was made up of 30 of the
nation's outstanding scientists, mctallurgists, and
engineers including 26 civilians, 3 Army officers, and
1 Navy officer. The committce laid down broad prin-
ciples and acted as an overall advisory committee.
Although it met in a body only once each yeur,
smaller groups of the members met from time to
time to discuss specific problems in their fields and
many decisions were arrived 2t through balleting by
mail, A listing of the members of the War Metallurgy
Committee is given on page 155.

The administration of the committee was under
a chairman who was responsible for overall opera-
tion-, a vice-chairman who was responsible for ad-
visory reporis and technical surveys, ard an executive
secretary who was responsible for administrative
matters.

The activities of the committee were carried on
by four major divisions, each of which was in charge
of a chairman whose duties were similar to those of
a section chief in the usual NDRC division:

1. The Advisory Division, which prepared reports
for, and at the request of, the War Productior Boara
primarily, but also other government agencies and
the Army and Navy.

2. The Processes Research Division, which was
responsible for the organization and supervision «f
research projects, largely for the War Production
Board, dealing with the development of new or im-
proved processes for the production of metallic or
mineral products and for the conservation and sub-
stitution of materials.

3. The Product: Research Division, which was
responsible for the organization and supervision of
projects dealing with development or application
of new or improved products and fabrication proc-
esses for insirumentalities of warfare. Maost of these
projects were conducted for the National Defensc
Research Committee [NDRCj or the Office of Scien-
tific Research and Development [OSRD].

CONFIDENTIAL !
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2 INTRODUCTION

4. The Research Information Division, which had
charge of the collection and dissemination of classi-
fied or unpublished information in the field of metals
and minerals as a service o the vesearch divisions
and to the contractors under their supervision.

In the work of the Advisory Division, emphieis
was placed on bringing to bear on every question o1
probicm submitted by government agencies the best
salent and all of the scientific and practical ininrma.
tiom available 1o the committee through the large
number of specialists serving on its subcommittess,
The work of the Advisory Division was performed
by the Advisory Committee on Metals and Minerals,
one of the forerunners of ithe War Metallurgy Com-
mittee, This Advisory Committee was comprised of
70 specialisty who were seiected hecause of their abili-
ties, not their positions. "Yhe basis for the selection of
this commiitee, 35 with subsequent conmitiees, was
cxperience, judgment, and leadership in the particu-
far field of activity. The Advisory Committee on
Mewals and Mineraly comprised live groups:

1. Metals conservation and substitution group.

2. Ferrous ninerals and ferro-alloys group.

3. Tin smelting and reclamation group.

1. Nonmetallic mincrals group.

5. Alumina group.

The Advisory Division and its predecessars have
prepared a total of 200 reports wuching on the fickds
of pracdcally all the importast metals end involving
studies of new methods of production, recommenda-
tions for the sabstitution of one metal for another
and of other materials for metals, and suggestions
as to how warce metals conld be conserved. Most of
these seports were prepared at the reguest of the
War Prodluction Board, although some weve pie-
pared at the vequest of variows branches of the
Armed Services, NDRC, the Dedense Flant Gor-
poration, and the National Advisery Comimiztee for
Acronautics [NACA]. Many included confidential
company information which was made available to
ihe committee by industry for the use of the various
governmem agencices in iaking decisions concerning
war production.

In the work of the research divisions, emphasis
was placed on clasc supervisien of cach project by a
competent research director who was provided with
the constant advice of comimittees of experts in the
particulas field concerned. In carrying out the re-
search program, 32 vewearch supervisors were om-
ployed. Each of these supervisors ad charge of one

or more projects in his field aind visited them from
tlime to time to consult with and advise the inves-
tigator 6n his research program. The research super-
visor also coordinaied the work of the velated proj-
ects in his field and consulted with representatives
of the government agencies interested in the work,
The duties of a research supervisor of the War
Metallurgy Committee were similar to those of a
technical aide in the usual NDRC divisional or-
ganization. Each projecr or group of related projects
had a project committee which assisted the super-
visor in outlining his program and establishing tech-
nical policy. These comniittecs consisted of experts in
the particular fieids concerned as well as liaison rep-
resentatives of the govermaent agencies interested in
the problem under study. In this manner, advice
from those experienced in the field as well as from
those who needed the information was avaiiable to
the supervisor and through him to the project inves-
tigator. Meetings of the project committees were held
at frequent intervals to review ihe results of the work
done when phases of the program were compieted
or when recommendations as to the contizuation of
the project or changes in the program were necessary.

Each research supervisor and his project commit-
tees were kept informed of the progress of the work
on each project under his supervision through in-
formai monthly reports and formal progress reports
prepared by the investigator on cach project.

The Office of the Executive Secretary of the War
Mectallurgy Committee not only handled the collec-
tion, duplication, and distribution of reports, but
also served as a Beadguanrters for the committee staff
and vecords, maintained liaison with government
agencies and the Armed Services, and performed
numerous wdministrative functions. Among these
were processing deferments for the contractons” per-
sonnel; obtaining the necessary priorities for the
purchase of rescarch supplies and equipment; ar-
ranging for the security clearances of staff and con-
tractess’ personnel; arranging for clearances for the
staff members and contractors’ personnel 1o visit
goverament laboratories, arsenals, proving yrounds,
etc., as well as other laboratories under government
contracts; and kecping the staff and contvactors ad-
vised of new regulations affecting their activitics.

The Research Tnformation Division collected in-
formation from domestic and allicd government
sources, classified it, and distributed it 1o the various
supervisors and investigatons concerned so that they
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could benefit by the cfforts of cther investigators
working in their fields. This infermation included
aot only that of our government and allied govern-
ment faboratories but also available information
concerning the aciivities of the enemy in the ficld of
metallurgy. The Research Information Division also
maintained a staff of libravians who abstiacted and
indexed the research reports issued so that the infor-
mation was correlated and made more readily usable
by the government agencies, Armed Services, and
their contractors engaged in war production.®?

A roster of the staff of the War Metallurgy Com-
mittee is given on pages 156-157.

SOURCES OF RESEARCH PROBLEMS

The research problems upon which the War Met-
allurgy Committee program was based emanated
from several sources. These are shown diagram-
matically on page 154. Manv projects were under-
taken as the result of recommendations made by
civilian ad hoc committees anpointed by NDRC or
the War Metallurgy Committee. Some projecis were
undertaken because the members or staff of the War
Metallurgy Committee were familiar with problems
of industry; others were studied at the request of the
War Production Board. To avoid overlooking such
problems vital to the war effort, the War Mctallurgy
Committee employed recognized experts to make
surveyvs of the available information in their fields
so that the gaps or research needs could he ascer-
tained and vesearch speedily initiated.

Naturally, these gaps were in widely varied fields,
the only necessary feature of similarity being that
the problems all coacerned snctallurgy or metal-
lurgical engineering in the war effort. In rare cascs,
projects were undertaken that, on the basis of avail-
able information, had but a slight chance of success.
"This was because the possibilities had not been ex-
hausted and even a slight chance of success was worth
taking. These were, in the main, unsuccessiul and
were terminated as soon as convincing evidence had
been accnmulated that, with present-day kncwledge
and facilitics, hope of securing information in time
for application in World War I) was still vanishingly
small, Many of the projects w:re on topics already
unaer investigation by the Arwed Services or already
in the minds of their represeriatives as deserving of
study when opportunity and funds permitted. When
the Armed Services were unable to continue their

work, a program was planned cither to carry it on
from whatevey point the Services had veached or to
dovetail it into their continuing work. These studies
were requested of NDRC through the War Depart-
ment Liaison Officer for NDRC, Headquarters, Army
Service Forces, or the Joordinator of Research and
Development (later the Office of Research and In-
vention) of the Exccutive Office of the Secretary of
the MNavy. A listing of the Army and Navy projects
assigned to Division 18 with the Divisior: 18 projects
pertaining to cach is given in Appendix E.

Almost all the projects established on problems
relating to instrumentalities of war and originating
outside of the Armed Services were subsequently
adopted by the interested branches of the Services
and appropriate liaison established so that they
coiild be conducted with maximum benefit 1o the
Services.

ESTABLISHMENT OF RESEARCH
PROJECTS

After appraisal of a problem, a research program
was formulated, and a contractor selected whose
facilities, personnel, and experience might best be
utilized to attack the problem and to conduct the
program speedily and efficiently. Proposals for the
financing of these projects were veviewed and ap-
proved by the merabers of Division 18 prior to
presentation to NDRC. As the War Metallurgy Com-
mittee also supervised rescarch on production, con-
servation and substitution, and process metallorgy
problems for the War Production Board, proposals
for financing research on such problems were sub-
mitted to the Office of Production Rescarch and 12e-
velopment [OPRD] of the WPH. (See page 154.)

The types of projects established included research
projects, correlation projects, and survey projects.
The research projects involved laboratovy investiga-
tions and were financed by OSRD) or OPRD under
contracts between those agencies and the research
laboratorics. Correlation projects were investigations
which were financed by industrial concerns but car-
ried out under the general supervision of the War
Metaliurgy Commuttee, the results of the investiga-
tions being submitied Ly the War Mctallurgy Com-
mittec to NDRC and distributed 10 the Arm-d
Services and their contractors in the form of NDRC
reports. Survey projects were field investigations car-
ricd out by cngincers or committees desigrnated by
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4 INTRODUCTION

the War Mcetatlurgy Commitiee to collect and cor-
reliate the available information on a given sabject
so that the research needs could be determined. In
many cases the information made available by indus-
try was sufficient for government purposes and obvi-
ated the necessity for establishing research projects.

All contructual and fiscal relationships with the
OSRD contractors under the jurisdiction of Division
18 were the responsibility of and were conducted by
the Division staff even though wechnical supervision
and administrative dutics weie cnvied cae by the
War Metallurgy Commiuee.

THE RESEARCH PROGRAM
OF DIVISION 18

The reseavch program of Division 18 included the
stutly of metallurgical problems involved in the pro-
duction of materials and instrumentalities of war.
The specific obicctives of the work were to improve
the qualities and properties of metals and alloys
used inwilitary vehicles, equipment, weapons, and
ammunition; to improve the methods of producing
and fabricating such metals and products; and to
increase the praduction of such  mitisary produocts
by the development of substitute materials having
acceptable propertics, Unlike most of the other
NDRC divisions, Division 18 was never concerned
with the development of a specific military device
or of a finished prodisct. The Division 18 work itsclf
comprised fundamental vesearch complemented by
applicd research designed o vediee the tecanical
findings to the practical production of military goods
by inddustry.

The technical program of Division 18 as carried
out under the supervision of the War Metallurgy
Committee embraced 91 contract vesearch projecss,
1 correlation projects inanced by industry, and 21
survey projects, or a wotal of 123 investigations on a
wice variety of subjecis. A listing of the Division 18

contract and correlztion projects is given on pages
162-165. "This listing also gives the contractual
information for cach contract, the pame, address,
amdl technical representative of cach contractor, and
the title of each project. A listing of the War Metal-
lurgy Committee survey projects carried out for
NDRC is given on page 166.

For convenience, the Division 18 progeam has been
subdivided by materials or processes in this sum-
mary technical report in the same manner as in the
semiannual Division 18 memoranda reports to the
Office of the Chairman, NDRC. These broad sub-
divisions, which are aiso chapters of this report, are
s follows:

Chapter 1. Aireraft Materials.

Chapter 2. Armor.

Chapter 3. Guns and Gun Steels.

Chapter 4. Ammunition.

Chapter 5. Metals for High-T _mperature Service.
Chapter 6. Welding.

Chapter 7. Foundry Materials and Processes.
Chapter 8. Enemy Matéricl.

Chapter 9. Miscellancous Materials for War.

The attention of the reader is called to a compre-
hensive index® of ail the 661 Division 18 reports.
As stated before, the War Metallurgy Committee
also supervised research on production, conservation
and substitution, and process metallurgy problems
for the Office of Production Rescarch and Deselop-
ment. 'These projects are not discussed in this report,
but, in many instances, particularly in investigations
oy aircraft materials and welding, tiie CPRD work
complements that of NDRC. An index? of the 163
research reports and 200 advisory reports submitted
by the War Metallurgy Committee to OPRD is given
in the bibliography and will assist in giving the
rcader a better understanding of the overall picture
of the metallurgical rescarch carried out by NDRC
and OPRD during World War 1L
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SUMMARY

AcH OF THE nine parts of the Division 18 rescarch
E program consisted of a group of related projects
concerned with metallurgical problems pertinent to
the production of materials for instrumentalities of
war. The program comprised fundamental rescarch
complemented by applied research to reduce the
technical findings to the practical production of war
matériel by industry. The specific objectives of the
work were to impiove the qualities and propertics of
metals used in military products, to improve the
methods of producing and fabricating suck metals
and products, and to increase the production of such
military products by the development of substitute
materials having acceptable propertics. A brief
résumé of the accomplishments of each of the rine
parts of the Division 18 research program is given
in the following summary, and more detailed treat-
ment is given in the body of this report.

AIRCRAFT MATERIALS

This part of the research program was concerned
primarily with the study of the light alloys, alumi-
num and magnesium. The mass production of air-
craft undertaken for the first time carly in the war
efforc introduced a host of new problems. The transi-
tion from hand forming and cut-and-try methods of
¢ called for the im-

fabrication to production
mediate collection and dissemination of a mass of
fandamental data on the forming properties of the
aluminum alloys. An extensive survey of industrial
fabrication operations was undertaken, and a cor-
related digest of the information was distributed
widely through the aircraft industry by the Produc-
tion Aids Unit, Burzau of Acronautics, Navy De-
partment, Based on this survey, three rescarch proj-
ects were cstablished to secure needed additional
information on the forming characteristics of alumi-
num alloys. These projects were extended later to
study the properties and forming characteristics of
the stronger aluminum alloys which became avaii-
able during the war.

Surveys to collect and disseminate information on
the effects of impurities in aluminum alloys, on the
fatigue and impact characteristics of the heat-treated
alloys, and on the high-temperature properties of

CONFIDENTIAL

poth magnesiam and aluminum alloys were conduc-
ted. A preliminary stndy of the possibilities of cast-
ing or forging high beryllium-aluminum alloys for
possible use in lightweight engine parts indicated
great commercial difficulties and consequently was
not carried to completicn.

Early in the war, there was considerable doubt
that sufficient supplics of aluminum could be devel-
oped in time to satisfy the leaping requirements of
the aircrafe production program. New and greatly
increased production facilities for magnesium were
authorized and ample supplies of this virtually new
metal seemed assured. It appeared necessary to secure

as rapidly as possible the engineering data which

would permit the aircraft designers to evaluate or to
use magnesium alloys in the construction of air-
[rames. Five research projects were estaklished, Two
of these were planned to study the mechanical prop-
erties and the fatigue characteristics of the then
available magnesium alloys. 'Fwo were concerned
with studies of forming characteristics and another
with the stress-corrasion of magnesium alloy sheet.
Alloys with a high level of property values were not
developed, but new techniques in casting and heat
treatment resulted in increasing matevially the re
sistance to stress-corrosion of cortain of the commer-
cial alloys. Work on the development of new mag-
nesium alloys is being continued both by the Burcau
of Aeronautics, Navy Department, and the Army
Air Forces,

Rescarch on the development of carbon steel air-
craft control cables, with adequate corrosion re-
sistance, to replace stainless steel cables resulted in
cable with improved performance characteristics and
provided data for use in the revision of specifications
covering aircraft control cables. A project on
mechanical surface treatment made possible a sub-
stantial improvement in performance of a number
of engine and ordnance parts. In many instances,
this treatment, shot peening, obviated the necessity
for redesigning parts which had been put into pro-
duction but were suffering premature failures in
service,

In order to assist in the standardization of test
methods used i the procurement of aircraft mate-
rials, a comprehensive survey was made of the test

5



et oo = — =

o

-

[/} SUMMARY

methods of the Materials Laboratory, Air Technicai
Service Command [ATSC), Wright Field. Another
survey was curied out un the fatigue of airaraft
stractures and materials <o that the research needs
i the field could be ascertained.

ARMOR

Ten projects on the metalluvgy of armor and wmor
steels were conducted, The principal project was
a broad study of the fundamental metaliwigical prob-
lems encountered in the production and heat treat-
ment of armor plate. Starting with preblems of con-
servation and substitution brought about by the
critical shortages in #lleying elements ar the begin-
ning of Waorld War I, the work included studies of
the effect of gas in armor steel, the correlation of
metallographic structure and hardness of armor
plate, the improvement of the ballistic properties of
low-alloy armor plate, the effects of various elements
on the quench-cracking susceptibility of cast armor,
and the development of methads for the production
ot face-havdened armor plate,

Supplementary projects were condacted to make
more detailed investigations of the more important
problems, notably the use of horon as a hardening
clement, the use of flame hardening, and the develop-
ment of nonalloy armor plate.

Other investigations were concerned with the de-
velopment of a nonballistic test and a direct explo-
sion test for armor quality. The nonballistic test was
capable of predicting failure by spalling but was not
relisble for predicting cracking. The direct explo-
sion test showed considerable promise for use as a
screening test prior to ballistic testing and as a
method of climinating much of the human equation
in evaiuating ballistic results.

These projects were conducted with the close
ceoperation of Watertown Arsenal and the subcom.
mittees on Cast and Rolled Avmor, Ferrous Metal-
Iurgical Advisory Board, Army Ordinance Depart-
ment. ‘They resulted in improvements in practice for
cast armor, improvements in face-hardened armer,
and a better understanding of the role of compaosi-
tion, gas content, and microstructure on the hallistic
properties of armor plate.

Another project of iniceest o the Bureau of Ord.
nance, Navy Department, and the Army Asr Force
wits an investigation of nonmagnetic or magnetically
stable armor plate for zivaraft. This included deter-

mination of the ballistic properties of a number of
nonmagnetic steel compositions made with various
heat treatments.

GUNS AND GUN STEELS

Eight coordinated projects refating to gun tubes
and gun steels were conducted in close cooperation
with Watertown Arsenal, Watervliet Arsenal, and
the Research Group of the Subcommittee on Gua
Forgings, Ferrous Metallurgical Advisorv Board,
Army Ordnance Department.

In this program, two projects were concerned with
the quality of steel used in the manufacture of
wrought gun tubes. Both laboratory and statistical
studies were made, and as a result of these studies
data were supplied for the revision of the specifica-
tions for wrought gun tubes, making it possible to
sccure adequate quality of gun steel as well as the
finished gun. Testing procedures were alsa simplified,
thus making substantial savings in timc and moncy
with an overail increase in the number of satisfactory
guns produced. Under a project on the improvement
of gun steel ingot practice, a study was made of the
relation between ingot practice and bove defects
and of the effects of bore defects on the perforniaiice
of 40-mm and 73-mm scamless gun tubes. A classifica-
tion of bore defects based on these studies was pre-
pared to assist in the inspection of gun tubes. Under
a project on the prevention of cracking in gun tubes,
a test for cracking susceptibility was developed, the
causes of quench cracking were determined, anc
remedies were outlined for reducing quench-crack
losses. Certain of these projects are being continued
under contract with the Ordnance Department.

A project on the control of basic open-hearth melt.
ing practice for the manufactrre of wrought gun
tubes correlated the numerous manufacturing vari-
ables with the qaality and physical properties of
gun tubes, Two ather projects on the processing of
wrought gea tubes dealt with the heat treasmernt
of gun steels. One of thes: projects developed a
test tyethod for deterrz’ ¢ the corvect tempering
temperatures fn fuils sk and tempered gun
tubes. This method v o manufacturers of
gun tubes and resub -+ development of im-
provad heat teanring pre oo matenially decreasing
rejections with a correspoining increase in iinished
gun tohes.

At the dose of World War 11 a project was under
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way to develop new gun steels with greatly improved
vroperties for usc in connection with new designs de-
veloped by the Army Ordnance Department.

AMMUNITION

At the request of the Office of the Chicf of Ord-
nance, investigations were carried out on materials
for three components of ammunition: armor-piercing
shot, cartvidge cases, and driving bands.

The project on armor-piercing shot was concerned
with studic. of nonalloy steels treated with special
addition agents and resulted in the development of
armor-picrcing shot with superior ballistic proper-
ties.

Three investigations relating to the stress-corre-
sion cracking of cartridge brass were conducted with
the close cooperation of Frankford Arsenal where
work of a similar nature was being carried on. One
project was concernea with the prevention of stress-
corrosion by surface protection or treatment and re-
sulted in the development of new protective coat-
ings, one of which demonstrated the cfficacy of thin
electroplated zinc coatings and the electrochen.ical
protection afforded to scratched areas. Under a proj-
ect relating to the detection and climination of
internal stresses contributing to stress-corrosion,
methods of measuring the stresses introduced in the
cartridge case manufacturing processes by X rays
were developed and applied to Jots of sumple cases
from Frankford Arsenal to permit better production
control. A study of the effect of volume changes
associated with phase changes in cartridge brass re-
vealed that the effect was negligible and that proper
anncaling eliminated the laminated structure caused
by the presence of the zincrich phase.

METALS FOR HIGH-TEMPERATURE
SERVICE

Work in this field was instituted at the request of
the Navy Department to develop new alloys and to
establish design data for the commercial alioys avail-
able for high-temperature service in the gas turbine
used for ship propulsion. In order to expedite the
investigation, the facilities of 12 laboratories were
utilized. Early in the investigation, it was recognized
that the results were ¢qually applicable to the high-
temperature service encountered in the operation of
turbosuperchargers and jet propulsion engines for

aircraft. The work therefore, was closely correlated
with the related research programs of the National
Advisory Committee for Aeronautics, the U. S. Naval
Engineering Experiment Station, the alloy pro-
ducers, and the manufacturers of the cquipment
being supplied to the Armed Services. Thus, all types
of test data were obtained over a temperature range
from 1200 to 2000 F.

Early in 1942, the Armed Services requested an
alloy that would give satisfactory servi ~ at a
temperature of 1500 F and at a stress of 7,000 psi. Six
heat-resisting alloys of promise for gas turbine and
turbosupercharger service were then available, but
none possessed the desired properties at  high
tempcratures, At the termination of the work, nearly
one hundred alloys had been tested, and ten or more
had been shown to possess properties at 1500 F equal
to or considerably better than the original goal of
the project. Several of the forged and cast alloys in-
vestigated were shown to have as good properties at
1600 F as those originally desired at 1500 F.

Concurrent with the determination of design data
at high temperatures for the available alloys and
those of similar base compozitions developed during
the project, two of the laboratories were engaged in
studies of the properties of new alloy systems. Limited
tests on these new experimental alloys at 1600 F
indicate these alloys to be superior in properties to
presently available commercial alloys and of great
future promise, but additional research work is need-
ed to determine satisfactorily their properties and
to develop suitable methods for commercial pro-
duction.

In addition to the foregoing investigations, a proj-
ect on metal and ceramic materials for jet propul-
sion devices was carried out in cooperation with the
Armed Services, their contractors, and other NDRC
div.sions. Under this project, assistance was given
on the development of materials of construction for
both solid-fuel and liquid-fuel rocket motors.

The rescarch work on developing engineering
data on heat-resisting alloys and the welding of these
alloys is being continued under the sponsorship of
the Office of Rescarch and Invention, Navy Depart-
ment. A comprehensive fundamental investigation
of heat-resisting alioys and cevamic materials has also
been sponsored by this agency. This work is closely
correlated with the engincering studies now in prog-
ress.
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WELDING

The welding vescarch program comprised 29 lab-
aratory projects, 1 of which were concerned with
the welding of ordprance and aireraflt materials, and
15 with ship welding and welded steel ships.

A Jarge part of the programs of two of the prin-
cipal projects on the welding or ordnance material
dealt with the development of methods for welding
low-altoy homogencous armor and the development
of a welding electrode which was substituted satis-
factorily for the high nickel-chvomium alloy com-
monly used for welding of armor. This development
provided not only a mean. for saving large amounts
of nickel and chromium but also an clectrode which
produced welds with ballistic properties comparing
favorably with those made with the high nickel-
chromivm types. Details of the properties and per-
formance characteristics of this elecirade were
worked out so that Army Ordance Deparunent
specifications could be written. In the later stages of
World War I, work was done also leading to the ap-
plication of this type of electrade to the repair weld-
ing of cast armor. Also studied at the request of the
Army Ordnanee Department was the low-tempera-
ture ballistic performance of welded armor plate in
connection with the Canadian Cold Test Program,

Fundamental studies of electrode coatings and the
cases of weld metal porosity and underbead crack-
ing were begun, but not completed. Uander this proj-
cct, however, an clectrode was developed for the
welding of high-strength structuras steel such as
is used in the fabrication of mabile gun miounts and
other ordnance material.

A direct explosion test was developed which holds
promise for the casy and cconomic evaluation of
welded armor and of prime plate. Other projects
carried out dealt with the development of a ceramic
backup strip, the effect of oxygen cutting on the
weldability of armor plate, residual stresses in weld-
ments and their relief, wnd the welding of face-
hardened armor,

Five projects concerned with investigating  the
weldability of allov steels provided procedures and
data of considerable value to industiy in the im-
proverent of welding techaiques.

Spot welding and flash welding protesses were in-
vestigated 1o provide information on which wider
application of these fabricating methods could be
based. Nondestructive testing meinads for welds

made by these methods were investigated also under
two projects. An interpretation of radiographs of
spot welds which was developed under one of these
investigations was adopted by the Bureau of Aero-
nautics, Navy Department, in a specification,

The research program to investigate the causes of
failures of welded ship structures and to develop
remedial measures was sponsorzd by the Coast
Guard, the Maritime Commission, and the Navy
Departnent, 1t was still in progress at the close of
the war and is being continued under direct Bureau
of Ships contracts, Studies completed, however, com-
prised investigations of welding stresses in laboya-
tory scale specimens as well as the measurement of
those in actual ship structures during fabrication and
during voyages. T'wo investigations were completed
also on the cffect of combined loads on the behavior
of ship steel. Continuing projects include studies
of the weldability and metallurgica?  rality of steels
for hull construction, the effect of no.ches and struc-
tural discontinuities on the behavior of ship steel, a
correlation of laboratory tests with full-scale ship
plate fracture tests, and the fatigue of ship welds.

FOUNDRY MATERIALS AND PROCESSES

In ovder to assist in alleviating overloaded facili-
ties for the manufacture of cast steel products and to
make availuble a pertion of the large productive
capacity of the malleable iron industry, an investi-
gation of the properties, particularly the low-tem-
perature properties, of malleable iron for use in
ordnance matériel was carried out at the request of
the Office of the Chief of Ordnance. The results of
this investigation provided data upon which the
substitution of malleable iron for cast steel could
be based.

As in the case of malleable iron, it was believed
that steel castings might to some extent veplace forg-
ings and thus relieve the pressure on forging facili-
ties. ‘Therefore, a vesearch program on the cenirif-
ugal casting method was carried out. "This program
comprised a survey of the possibilities of the. method
and the research neads, preparation of a bibliography
on centrifugal casting, study of the heat fluw in
metal molds, study of mathematics underlying the
process, and experimental work to develop and ex-
tend the process to the production of ondnance
matériel. The methods proved successful for the
experimental production of trench mortar barrels,
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recoil cylinders, and other applications, and were
applied in produciion.

Precision casting methods were investigated also
to ease the demand on forging and machining facili-
ties. As a vesult of this work, the process was adopted
by Watervliet Arsenal, the Naval Research Labora-
tory, the Winchester Arms Company, and others,
for the production of war matériel such as iztricate
parts for artillery and small arms mechanisms, and
for other applications which required an extensive
amount of hand work in theix.production,

At the request of Watertown Arsenal, two refrac-
tory prohlems were solved. ‘They involved the de-
velopment of a substitute for sillimanite in pouring
rings and the development of an acceptance test for
pouring bex relractories,

EXAMINATION OF ENEMY MATERIEL

Captured enemy matériei was examined in order
to determine significant changes in the composition
of materials which might indicate impending short-
ages in cnemy supplies and in order to advise the
Armed Services, the Foreign Economic Administra-
tion, the investigators on the various Division 18
vesearch projects, and industry of enemy develop-
ments thar appeared to offer improvements or alter-
natives in our production or military products.

This project supplemented the work of the Armed
Services and was conducted in close cooperation with
the Army Grdnasnce Department Collection Center
at Aberdeen Proving Ground, the Naval Technical
Air Intelligence Center at Anacostia, and the Air
Technical Service Command at Wright Field. In
the 215 topical reports issued, 794 individual samples
or shipments of diverse nature were covered, ranging
from aircraft engines to machine guns.

‘This projeci brought to the Armed Services the
nation’s specialists o materials and their produc-
tion and made available many of the nation's indus-
trial laboratories for special advice and service.

MISCELE ANEQUS MATERIALS
FOR WAR

Under this classification are grouped a number
of investigations relating to studics of materials used

for miscellareous instrumentalities of warfare not
included in the above-mentioned groups.

At the request of the Office ot the Ouartermaster
General, several investigations wee undertaken.
These comprised the development of noncritical
tused inorgasiic coatings for steel canteens and cook-
ing utensils, the dev clopment of plated steel flatware
for military use, a study of the proper materials for
use in a variety of products requivec by the Quarter-
master Corps, investigation of methods of camouflag-
ing mess gear, and the evaluation of the corrosion-
resiiting properties of an alloy that had been sug-
gested for quartermaster’s items.

‘The properties of a number of miscellancous
materials were also investigated, These projects in-
cluded a compilation of the low-temperature proper-
ties of metals, the behavior of metals under rapid
rates of strain, and the effects of impuritics on the
ferromagnetism of nonferrous alloys used in instu-
inents.

Although most of the problems involving the con-
servation, substitation, or processing of various ma-
terials were sponsored by WPB, several NDRC re-
search ana survey projects in this field were con-
ducted at the request of the Armed Services. The
survey projects cemprised a comprehensive stady of
the industrial applications of chromium plating to
provide 2 basis for rescarch on the use of chromium
plating in war matériel, an appraisal of a proposed
investigation on ivets and rivet steels, a study of the
use of rare metals in ciectrical contacts and the pos-
sibility of making substitutions of less critical metals,
and a study of methods of rechiiming lead-bearing
copper-alloy scrap for re-use. The vesearch investi-
gations vclating to conservation and substitution and
processing comprised an investigation to develop
heat treavments for the National Emergency steels so
that these steels could be utilized fully in ordnance
maiéricl, a study of the hardenability of cast alloy
steels which provided data of wide applicability in
the utilization of alloy steels to attzin high suength
and toughness, and an investigation of the accept-
ance tests for plain carbon steel forgings in an at-
tempt to provide information of value in the prep-
aratien of specifications for ordnance forgings.
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14 INTRODUCTION

HE GREATER part of the NDRC work on aircraft
Tmatcriuls was concerned with studies of the use
of aluminum and magnesium alloys, principally in
sheet form. When the aircraft production program
was anncunced carly in 1942, it was obvious that,
in order to securc the most efective use of the then
commercially available materials, it would be neces-
sary to securc fundamental information on their
properties both in service and during processing.
Tie program of this part of the work of Division
18 was orgarized to secure this infermation as
quickly as possible. At the same time, projects were
cestablished to investigate the use of the beryllium.
aluminum alloys for aircraft engine parts, the use
of substitute materials for aircraft control cables,
and the use of mechanical means for the improve-
ment of the properties of aircraft materials by sur-
face pretreatments. ‘The results of this latter proj-
ect, as the successful use of the surface pretreatment
was demonstrated, was applied widely by both the
Army and Navy and by their suppliers for many
ordnance and naval applications other than air-
craft. All this work was coordinated with the work
of the National Advisory Committee for Acro-
nautics and the Officc of Production Research and
Development of the War Production Board which
were supporting  extensive research programs in
the ficld of light alloys.

1.2 ALUMINUM ALLOYS

(kX Preliminary Surveys

Before planning = detailed 2xperimental attack on
a suggested problem, a preliminary survey usually
was made by the War Metallurgy Commiittee, not
only of the Jiterature but also of unpublished infor-
mation which nonnally would not have been avail-
able but which, in the spirit of cooperation engen-
dered by the war emergency, was frecly supplied by
industry. Such compilations of available datz on
aluminum alloys included Survev Project SP-17

»SP numbers and NRC numbers refer to the Division 18

raject numbers. Listings of the titles of these with contractual
nformation arc presented in Appendix G and Appendix F,

respectively.

(NA-119)," The Effect of Impurities in Aluminum
Alloys,* SP-18, Fatigue and Impact Character-
istics and Notch Effect in Tension of Artificially-
Aged Aluminum  Alloys;® and SP-15 (NA-137),
High-Temperature Properties of Light Alloys."?
The problems involved in the use of aluminum
and magnesium alloys at clevated temperatures be-
came morce pressing late in World War 11, and ex-
perimental work on them was taken up under
NACA and the Army Air Forces’ sponsorship as
NDRC was in the process of bringing its research
program to a close.

22 FORMING OF ALUMINUM
ALLOY SHEET

The aircralft industry forms a vast variety of
structurai paiis out of strong aluminum alloy sheet
using a great variety of forming processes, tools,
dies, and me*bds. These processes for forming
aluminum ¢y theet vary from simple stretching,
simple bending etc., to highly complex ones in
which the metai has o undergo plastic deformation
in many directions, is thinned down in somc places,
thickened in others, and subjected to various
stresses in the operations. These processes have
often been empirically worked out for commer-
cial material in a condition of high plasticity,
greater strength being later given to the formed
part by suitable heau treatment,

However, still stronger parts can be made by
forming cold-rolled shect or preheat-treated sheet.
Moreover, several stronger alloys, cach with dif-
ferent cold rolling and heat treating characteristics,
have become availatle recently. and no one knows
when still further strides will be made along the
path of providing stiil stronger alloys. As fast as the
stronger alloys become available and enough is
known about their uniformity and reliakility to
justify their use, the aircraft designer wants to
specify their use. The production engincer then
must form them and is confronted with the fact
that the stronger alloys are, as a rule, less ductile
than those he has been forming heretofure. He then
" b Numbers in parentheses refer to the Armed Service control

numbers. The Armal Scrvice titles of these as well as the
Division 18 projects pertaining to cach are listed in Apper 'ix E.
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cut whether his previous  processes,
methods, toul  dies, ete., will serve or whether they
must be modificd. He may find that some odd
shaped part wanted by the designer cannot be made
at all from the new alloy, in which case there must
be time out for redesign. When a new part is made
in the shop, dies are made for it. If the new alloy
breaks instead of forming properly, or springs back
more or less than was anticipated, the dics have to

has o find

be remade.

Predetermination of the suitability of a given
alloy or a given lot of an alloy for plastic forning,
or of the applicability of a given process and tech-
nigue for forming a new part from a known alloy
would be a godsend.

SeeveEy 0f AVAHABLE INFORMATION ON
FABRICATING ALUMINUM ALLOYS

i) S o P 4
she information avail-

To collect and correlate s
able on the forming of aluminwmn alloys, Project
NRC-43  (NA-126), Correlation of Information
Available on the Fabrication of Aluminum Alloys,
was cstablished at the Case School of Applied
Science in January 1943, An exhaustive survey of
plant practice showed many gaps in the fundamen-
tal knowledge necessary for the effective ase of
these afloys. Thercfore, at a later date, the project
was extended 0 jreviniv invesiigation of the more
important forming operations in the laboratory.

The initial objective of this project was to as-
semble and to correlate all the available informa-
tion concerning the materials and methods used in
typical and critically forming parts so that the
"know-how” could be made more readily available
to parts producers, particularly the subv-contractors
who were new to this work.

A group of ficld engineers gathered all the specific
information in the aircraft plants on materials used,
sach step of [abrication, kinds of dies, machines,
lubricauts, speeds, treatments, rejections, cte. This
information was then broken down and correlated.

A system of classification, which was primarily
dependent on the geometry of the finished part,
was cvolved. However, many parts of essendally
the same geometry may be made in several ways on
different equipment. Also, parts which at first ap-
near to be essentially alike may prove to be sul-
ficiently different in detail to cause them to have
classifications  and  different  fabrication

separate
The classification consists of the follow-

micthods,
ing parts:

I Singly curved parts.

I Curved channels.

[11 Contoured flanged parts.

IV Double curvature smoothly contoured parts.
V Deep recessed parts.

VI Shallow recessed parts.

VII Minor forming features.

VIII Tubing,.

Over 100 types of parts were covered in detail,
and the correlations show that several noteworthy
conclusioiis can be drawn concerning:

t. Preferred forming method for cach type of

part.

2. Preferential use of one- or two-step forming.

3. Comparison of different methods on similar

parts.

4. Preferred material for particular types of parts.

5. Maximum strains during forming.

6. Some cngineering analysis of several forming

opcravions.

Because of the naturce of this phase of the work,
essentially a survey to find and report facts, it is not
feasible to attempt a summary of the results other
than to state that the volumes of reports provide a
veritable library of forming information and have
proved useful to both the engincering and the shop
personnel. The following titles of these reports in-
dicate their scope:

Section 1, Classification and Analysis of the Form-
ing of Various Parts, Volumes I* and 11.°

Section I, Examples of Fabricating Individual
FParts, Volumes 1'? and 1.1

Section I1I, Summary, Contents, and Index of
Sections I and 11}

To supplement its series of publications on pro-
duction methods, the Production Aids Unit of the
Burcau of Acronautics, Navy Department, repub-
lished these reports for wide distribution to aircraft
fabricators,

PROVERTIES OF NEW ALUMINUM ALLOYS

The initial results of the work emphasized also
the need for information on the forming limits,
propertics, cte. Conscquently the second phase of
work was, at the requese of the aircraft industry,
centered on the new high-strength alloys. The ac
cumvlated data are given in Section IV of the series
of reports on the project which cover 245-T38 sheet,'?
24818 extrusions,”™ R-301 sheet,' XA75S sheet, '
andd 758 sheet.! Specific information is grouped
under several headings for cach alloy, these includ-
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ing (1) Mechanical Properties—Metallurgical Rela-
tions, (2) Mechanical Properties—Design Data, (3)
Physical and Chemical Properties, (4) Production—
Forming, (5) Production--Other than Forming, (6)
Corrosion and Surface Treatment, and (7) Bibli-
ography and Additional Pertinent Information.

‘This survey of properties of new aluminum al-
loys relates to alloys of higher static yicld strength
and lower ductility than those in past use and still
in large current use. Therefore, the corrosion, stress-
corrosion, fatiguce, notched fatigue, and corrosion
fatigue behaviors are discussed wheie the data were
available. Since the strong alloys can be, and almost
universally are, clad with a corrosion-preventing
layer of pure, or nearly pure, aluminum, major
corrosion troubles appear to be preventable.

The fatigue, and especiaiiy the notched fatiguc,
behaviors are insufficiently known. There is evi-
dence that in some of the new alloys fatigue resis-
tance is not beiter than that of the alloys wed
previously, although static strength is materially
increased. This means that the service of aircraft
parts needs te be examined to see whether a de-
sign aimed to utilize the improved static strength
neglects the possibility that fatigue failure will
occur. If so, design should be on a fatigue basis,
ana the apparent virtues of some of the “strong”
alloys might prove an illusion. Extensive fatigue
and notched fatiguc testing to establish which of
the alloys afford the best compromise between static
and fatigue strengths is in order, as is the refine-
ment of design to avoid stress concentrations, the
absence of which is not particularly material from
the static point of view but very important from the
fatigue point of view. In this way the use of the stat-
ically strong alloys without overtaxing their limited
ability to resist fatigue can be further developed.

The series of reports on properties of new alu-
minum alloys serves as a detailed handbook for
cngineers and shopmen, collecting the known in-
formation pertinent te the application and use of
these ailoys for aircraft siructural components. Be-
cause of the nature and magnitude of this work,
it serves as a ready cross reference for cither the
comparison of materials or the sclection of a suit-
able material for a particular application.

FORMABILITY INVESTIGATIONS AND DEVELOPMENT OF
TEsT METHODS

The third phase of this project was concerned
with laboratory studics of the actual formability of

several aluminum alloys used in aircralt construc-
tion. This involves fundamental considerations of
the plastic flow of these materials under widely
varying stressstrain conditions, particularly with
respect to the more complex stresses, and  with
strain gradients,

Beginning with the study of simple bends and
the allied operations of stretching, both of which
subject a uniform and symmetrical metal section to
a combined tensile load and bending moment act-
ing in the plane of symmetry of the cross section,
the first step in the procedure is the accurate analy-
sis of the stress conditions existing throughout a
given operation and the correlation of this with the
strains attained. Thus, when the exact conditions
are formulated mathematically and checked practi-
cally on special equipment, the results should pro-
vide a basic engincering tool enabling the predic-
tion of formability.

In the initial experimental phase of the work,
preliminary tests and some theoretical analyses of
the various factors of the problem revealed that
the relations between the external forces and gross
movements on onc hand and the internal stresses
and strains on the other were extremely complex
and that there were numerous factors exeriing a
definite influence on the maximum stretch of the
tension fiber at the forming limit. For example, it
is generally recognized that a sirip or bulky section
of the aluminum alloy 245-0 can be bent to a very
small radius, with a local stretch of the order of
100 per cent, while on a thin-walled sheet section,
such as an angle with the outer leg in tension, the
web or the flange will fail when a stretch exceeding
20 to 30 per cent is attempted. The numerous vari-
ables were studied and attempts were made to out-
line a series of tests in which only one or two vari-
ables would be involved in order to determine the
relative importance of cach. The problem of thus
limiting the variables “taxed ihe ingenuity of the
investigators to the limit. They found it rather in-
triguing that visualizing the fundamental relations
of an apparently simple group of forming opera-
tions clearly exceeded their capacity,”10

The reports covering the experimental phase of
this project, Seciion V, are as follows:

Part 1, Genrial Introduction.ié

Part 11, Effects of Non-Unifcrm Stresses and
Strains.'®

Part 111, Stretch Forming of Angles with the
Quter Leg In Tension 7
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Part 1V, Fundamentals of Pure Bending of an
Fdeal Plastic Metal under Conditions of Plane
Stregs,

Part V, Simple Bending of Rectangular Shapes
by Means of Dies'®

Part VI, Stretching of Rectangular Bars.*"

Part VII, Experimental Strain Analysis of Bent
Rectangular Shape 1.2

PPart VIII, Combined Bending and Tension of
Rectangular Bars.®:

Part IX, Bending of T-Sections.®

The results of this comprehensive investigation
were useful in the engineering and production of
aircraft parts, While such information apparently
is of primary significance to the engineer and de-
signer, it has two very practical potentialities in
the shop: (1) to predict formability limits of the
given material, and (2) to apply this toward the
engincering of forming dies. ‘These objectives, how-
ever, were not attained, since a simple method or
methods for evaluating formability in the shop
were nat yet developed when the preject was ter-
minated in September 1945 because of the demobil-
ization of NDRC.

Related projects carried out under War Metal-
lurgy Committee supervision, but classed as process
projects and hence under WPB rather than NDRC
auspices, were NRC-547, Hot Forming of Aluminum
Alloy Parts, and NRC-548, Forming Properties of
Aluminum  Alloy Sheet at  Elevated Tempera.
tures.® Since the stronger aluminum alloys are less
amenable to cold forming than the weaker oncs,
and, since operating at somewhat cievated temper-
ature greatly facilitates the forming of magnesium
(sce Scction 1.8.5), it was logica! to examine the
responise of the strong aluminum alleys to <levated-
temperature forming. They were found to respond
excellently, Indeed, at 460 to 450 F, the strong 755
aluminum alloy forms as readily as does soft 24S-0
at room temperature. Many of the techniques de-
veloped for magnesium alloys discussed later in this
report should be appdicable to the forming of alu.
minum alloys. Hot forming of the strong aluminum
allovs is being utilized in commercial shop practice.

Suppicmentary to the work on the forming of
aluminum alloys, Projects NRC-51 (NA-149) and
NRC-52 (NA-150), Plastic Flow of Aluminum Air-
craft Sheets under Combined Loads, were estab-
lished at Carnegic Institute of Technology and
Penusylvania State College to secure information
on certain limiting properties of these materials.

Predetermination of ability for plastic forming
Is no casy matter, as is evidenced by experience in
attempting to cvaluate the decp-drawing steels.
However, it does scem possible to acquire enough
'derstanding of the fundamentals of plastic de-
formation a2nd of forming processes to decrease ap-
preciably the amount of cut and uy necessary,
even though considerable must remamn.

The first approximation to a criterion of ability
for plastic forming, and the one on which the
engineer has to rely in the absence of better infor-
mation, is the clongaiion determined by the ordi-
nary tension test, However, some alloys, quite
ductile by this criterion, will not stand much plastic
deformation of certain types, while other less duc
tile ones will stand an astonishing amount,

In most types of plastic forming, the metal is
under biaxial stress, not uniaxial as in the tension
test. Biaxial stress can be produced by pulling on
the ends of a hollow cylinder while it is simultane-
ously being stressed by internal hydraulic pressure,
bue this method is not applicable to sheet.

The initial phasc of the rescarch program was the
development of a series of laboratory tests capable
of evaluating those plastic properties of importance
in sheet metal forming operations. Particular em-
phasis was placed on the plastic behavior of sheet
metads under a wide variety of strain combinations.
‘This resulted in the development of several tests,
which in combination yicid a great deal of useful
information concerning the formability of a par-
ticular material. These tests are as follows:

Circular Hydraulic Bulge Test.2* A bulge method
was developed in which a round or elliptical bulge
or bubble is blown by hydraulic pressure from a
sheet anchored at the periphery. Previously, a cross-
hatched grid is placed on the sheet by photographic
methods. As the bulge grows, the distortion of the
grid is measured and the limiting deformation at
fracturc is noted, From these data and from the
thickness at the places where uniform deformation,
not necking down at fracture, has occurred, the
stress can be calculated. This test had been used to
some extent previously to study the ductility of
sheet materials, but it was not well understood. In
this investigation it was adapted to the study of
streas-strain relationships in the plastic range and
used to obtain stress curves under balanced biaxial
tension, the state of stress being set up in the dome
of a circular hydraulically formed bulge.

Elliptical Hvdraulic Bulge Test.*s This test is a
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modification of the circular hydraulic bulge test.
By altering the shape of the opening over which
the bulge is blown from circular to elliptical, it is
possible ro sct biaxial tensile strains, the ratio of
whiclt depends on the cllipticity of the opening.
Use of the cliiptical opening provides strain ratios
comparable to those obtained in many practical
forming opcrations.

Microcompression Test.* To overcome the in-
trinsic difficulties in compression testing of sheet
matcrials, namely, the tendency for the ordinary
specimen to buckle, a test was designed in which
a specimen 0.04 in. by 0.04 in, by 0.12 in, is em-
ployed. This test permits the stress-strain curves in
compression to be determined for sheet naterials
of 0.040 in. thickness.

Micyotension Test.*™ This test wzs developed
primarily to check against size eflect in the micro-
compression test and utilizes a specimen of 0.04 in.
by 0.04 in. corresponding to that of the microcom-
pression specimen. It was possible to demonstrate
by means of this test that size effect is absent in the
microcompression test described above for commer-
cial aluminum aircraft sheet. In the course of de-
veloping these tests, a study was made of the stress-
strain relationship for Alclad 245-0 and 24S-T sheet
under combined stressus. It was found that these
materials obey a gencralized stress-strain relation-
ship in the plastic range.

Direct Tension Tests.*® In addition to these tests,
two direct tension icsts were developed which pro-
vide complementary information to that obtained
in the above tests, In those types of nlastic flow
where simple stretching of wide sheet is concerned,
the uniform stretch, before necking begins, is a
criterion of behavior. In other types of flow, such
as bending over a sharp radius, the local deforma-
tion over a very minute gage length, which occurs
during the necking process, is the criterion. The
standard ASTM teasile specimen for sheet does
not distinguish between these two types of flew.
The uniform stretch is hampered by the preximity
of the wider grips (the picce is not long enough),
and the local deformation occurs over too great a
length  (the picce is too long). To separate these
factors, a long specimen 2 in. wide by 12 in. long
in the gage length and a short specimen 12 in. wide
by I in. long were used. The first specimen yields
data representative of that obtained when stretch-
ing over long gage lengths, and the second, data
representative of that obtained when stretching un-

der conditions of severe lateral restraint, Tests us-
ing these two types of specimens were made for
Alclad 2458-0 and 248-T, and flow curves in simple
tension were dewermined for these materials.

When the series of tests just described became
available, it was deemed advisable to apply the
tests to a study of the ductility at room temperature
of the important aluminum sheet metal alloys. This
study was carried out for the following materials:
248.0, 24S-T, 24S-RT, 24S-T81, 248186, 755-0,
7581, R301-0, R301-W, R301-T. All sheets tested
were (.04 in. thick and in the dad condition. As
a supplementary investigation, the cffect of aging
at room temperature on the prepertics of 75§ in
the circular bulge test was studied.

The detailed results of this serics of tests are
covered in Parts 11 and {II of the final report for
the project.*™ 8 Certain regularities were observed
which can be summarized as follows:

1. Uniform clongation is strongly dependent
upon the method of loading. Loading in the cir-
cuiar hydraulic bulge test favors high uniform
clongations in the annealed materials in which it
is possible for unstable plastic flow to sccur.

2. In the circular bulge test, the behavior of the
aged materials where instability does not occur
varics with the stress-strain characteristics of the
material being tested. For very high ratios of yicld
strength to tensile strength, the uniform elongaiion
in the circular bulge test is considerably greater
than in simple tension. On the other hand, for
lower yield strength-tensile strength ratios, the uni-
form clongation is about the same or somewhat less
than in simple tension.

3. For annealed materials, the uniform elonga-
tion in the circular bulge test is always greater than
in the elliptical bulge test. In the heat-treated
materials, this difference is stili present but is much
less pronounced and, in some cases, the results from
the tests are quite similar.

4. The local veduction of arca for the anncaled
tension tests is unaffected by lateral restraints im-
posed in the wide specimen. In the heat-treated
materials, however, the reduction of area is con-
siderably lower in the wide test than in the narrow.

5. It was found that 755-W could not be formed
satisfactorily in the circular bulge test because
of the strong tendency for the formation of strain
markings similar to Liider's lines which lead to
premature failures.

In order to provide a more rational basis for the
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interpretation and understanding ol these results, a
mathematictl analysis of some of the conditions
leading to unstable plastic flow and rupture was
carried out. The role of these factors in establishing
forming limits is discussed in Part 1V of the final
report on the project.*®

Inasmuch as the most profitable application of
data on forming limits can be realized only if some
previous knowledge of the critical strains arising
in forming a part of given design is available, con-
sidevabie attention was devoted to this problem.
Analyses were developed for the strain distribution
in a circular hydrazulically formed bulge and an
cliiptical hydraulically formed bulge, these parts
representing pure stretching, The problem of com-
bined stretching and drawing was next considered
and an analysis derived for a circolar cylindrical
cup with a spherical bottom.3? Good agreement
with observed strain distributions was obtained
with all these solutions,

These methods allow a better evaluation of the
plastic behavior of different aluminum alloys in
ditferent conditions of cold work or heat treatment.
With a background of experience in the forma-
bility of, and die design for forming, a few com-
mevcial alloys, the way in which a new alloy will
behave under conventional forming methods and
existing dies could be predicted approximately
from the long and short ensile specimens and the
bulge test data,

However, if a new part has o be made, even
these data on formung limits may be inadequate,
and the best guide will be the “know-how” accumu-
lated from experience with more or less analogous
parts with similar types of deformation.

123 Casting of Aluminum-Beryllium
Alloys

A decade or so ago, tests of some small forgings
and castings ot aluminum alloys containing 20 0
35 per cent of beryllium indicated interesting prop-
erties, and rather claborate plans, which never
materialized, were made for relatively large-scale
production of sheet and forgings, Sporadic experi-
ments were carvied un thereafter, both by producers
of beryllium and by producers of aluminum. A
particuiar aim. desired for the aircraft service, was
the production of sound alloys of this type, cither
cast or forged in a size suitable for pistons of air-

eraft engines. Considerable commiercizl effort along
this line produced nothing but a succession of fail-
ures and a belief among those who had worksd on
the problem that the alloys were not amenable to
processing in the size required. Others were not
convinced of this and argued that there was a
possible chance that more exhaustive experimental
work would show how processing might be accom
plished.

Because the properties that would be secured if
the alloys could be processed were so attractive,
the Burcau of Aeronautics, Navy Department, de-
cided to explore this chance. Project NRC-7
(NA-100) (AC), Beryllium-Aluminum Alloys for
Engine Parts, thercfore was established at the
Naticnal Burean of Sitandards, everyone concerned
being advised that the prospects of success were
very remote.

Much careful work, even trying out methods such
as not only melting in vacuum but even pouring
in vacuum, led to the conclusion that the com-
mercial investigators were quite correct in their
opinions that the alloys a:e not amenable o proc-
essing. Morcover, the reason for this was estab-
lished as being the long range between the
beginning and end of solidification which prevents
adeguate feeding and, therefore, on first freezing,
produces a mass full of shrinkage veids and a
matrix that will not withstand forging to close the
voids. Only the casting of a very thin layer followed
by another very thin layer, and so on, offered any
possibilitics, and no technique was found by which
this solution could be utilized successfully. Various
alleying additions were tried with the idea of trying
to reduce the long free:*ng range, but none were
suceessful 3!

It became obvicus that the chances of overcom-
ing the difficultics were so snall and so great an
amount of work would be required to produce
sound masses of the size wanted, if it were ever
possihle to produce them, that the effort would be
far better spent on more practical war problems.
The project, therefore, was terminated.

144 Needs for Research on Aluminum
Alloys

Latec in World War II, at the request of the
Committee on Materials Research Coordination of
NACA, a survey was undertaken to determine the
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i rescarch needs of the aircraft producers with re-
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spect to aluminum alloys, Although Project SP-30,
Suggested Rescarch orr Aluminum  Alloys from
Members of the Aircraft Industry, was completed
after the close of the war, the report® outlines the
problems that still existed.

125 Indexing of Division 18 Reports
on Aluminum Alloys

An index3 of the Division 18 reports on alumi-
num ailoys was prepared by the Research Informa-
tion Division of the War Metallurgy Committee, It
gives a subject list of the various projects with the
reports issued on each, a brief abstract of each report,
and a subject index of the reports. It is believed that
this index will enhance the usefulness of the many
reports on the subject.

13 MAGNESIUM ALLOYS

131 Intreduction

The very slight commercial use so far made of
magnesium alloy sheet naturally portends a lack of
knowledge of its possibilities and limitations to a
degree even greater than exists for the more widely
used aluminum alloys. Mcreover, magpesium has
problems of its own not present in aluminum. The
magnesium crystal is not cubic but hexagonal, and
this involves the possibility of directional differ-
ences in magnesium sheet. Also, the hexagonal crys-
tal is less suited to plastic deformation than is the
cubic crystal, so that magnesium alloys as a class
cannot be subjected to severc plastic deformation
at ordinary temperatures but must be warmed con-
siderably in order to stand even a reasonable
amount of such deformation.

While it may be that the corrodibility of magne-
sium alloys has been overemphasized, some do
corrade badly under certain circumstances, and
attempts to clad them with a protective metal layer
analogous to that used on clad aluminum alloys
have not been commercialiy successful The possi-
bility of failure of certain magnesium alloys as a re-
sult of stress corrosion has come recently to the fore.

Current magnesium alloys are rather notch sen-
sitive, and their static and fatigue strengths are,
cven on a strength-weight basis, little better, if any,

than those of aluminum alloys.

Thus, a multiplicity of unknown or inadequately
known factors must be taken into account when
magnesium sheet is proposed for aircraft use.

However, enough possible aircraft uses were in
sight in which it might be at least a competitor
with aluminum to warrant a comprehensive stuey.
Morcover, the existence of adequate production
facilitics for making the metal was an added spur
toward obtaining a truc cvaluation of its proper
position as an engineering material,

In mid-1942 two projects were established o
investigate the propertics of commercial magnesium
alloys—-one dealing with mechanical properties and
hecat treaiment, the other, with fatigue propertics.
Subsequently the program was extended to include
studies of the formability and deformation charac-
teristics of magnesium alloys. In March 1943 i
became apparent to the members of the War Metal-
lurgy Committee Project Comunittees for these
projects that an independent and comprehensive
study of the stress corrosion of commercial magne-
sium alloy sheet should be made. As a result of this
study, a project was established to develop new fab
rication mecthods to minimize stress corrosion in
commercial alloys and to develop new alloys less
susceptible to stress corrosion.

132 Mechanical Properties of Magnesiuin
Alloys

At the request of the aircraft indusury, the War
Metallurgy Committee initiated the establishment
of Project NRC-21, Propertizs and Heat Treatment
of Mzgnesium Alloys, at the University of Cali-
fornia, Subsequently, the Burcau of Acronautics,
Navy Department, endorsed this project and ac-
tively cooperated in its prosccution under their
control number NA-144. The objectives of this in-
vestigation were the determination of the effects
of size and notches on the mechanical propertics
of commerciali magnesium alloys for aircraft and
combat vehicle use, the evaluation of the damping
properties of these alloys, and an investigation of
heat treating processes with a view to the develop-
ment of superior properties for these alloys. After
the first year of study the program was extended
at the suggestion of the producers of magnesium
te include studics of the notch sensitivity of new
alloys in sheet, strip, cast, and extruded forms,
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Eerpcr ov Size Uron TENSILE PROPERTIES
oF SPEGIMENS OoF MaaNesiust ALLoy SiEer™

Fowr magnesium alloys (both the hard-rolled and
anncaled 61490 Al 349 Zn alloys and 1149, Mn
alloys) were investigated for the effect of size on the
tensile properties of sheet. In general, the material
investigated was within the manufacturer's stated
specifications.

‘The tensile strength, vield, and percentage of
clongation in a 2in. gage length show very little
size effect. The reduction at the fracture section
reveals that the percenmtage of reduction in area
and the true breaking swress decicase as the width
increases. From the nominal tensile properties ob-
tiined, it does not appear that a true sive cffect
exists for the materials investigated. However, nar-
row specimens exhibit a greater percentage of re-
duction in width than wide specimens, which
indicates thai greater local necking down occurs
in the narrow specimens. 'FThe percentige of elonga-
tion in 2 in. does not show any definite variation
with size.

The difficultics encountered in industrial prac-
tices are probably associated more with gripping
and load application than with a size effect of the
matcrial.

NOTCH SENMITIVITY OF MAGNEsSIUR ALLoyz50:348

In the order of increasing sensitivity to a reasned
hole, the alloys tested were hard-rotled 1149, Mn al-
loy, anncaled 1149, Mn alloy, hard rolled 6149, Al,
347 Zn alloy, 248-T aluminum alloy, Alclad 24S-T
aluminum alloy, and anncaled 6149, Al 4%, Zn
magnesium alloy, The annealed and more ductile
magnesium alloys are more notch sensitive than the
hard-rolled and less ductile alloys of the same com-
position. For 114% Mn alloys, the thin sheets are
more notch aensitive than the thick sheets, but for
the 614% Al 349 Za alloys, the notch sensitivity
is invariant with sheet thickness. A large increase
in sensitivity to the notch occurs as the width ot
the specimen increases for constant form factor for
all alloys tested for this cffcct (both the hard-rolled
and annealed 6149, Al 3%, Zn alloys and 114, Mn
alleys). The tensile strengths of both notched and
un 1otched specimens, based on both originai and
final cross section area, are considerably greater at
—318 F than at rcom temperaturc. For a condition
of very small ductility (anncaled 6149 Zn, 349, Al

alloy at =318 F, clongatien about 5 per cent, and
havd-rolled 61440 Zn, 347, Al alioy at —-318 F, clon.
gatior. about 1 to 2 per cent) the stress distribution
in a notched specimen does not follow that pre-
dicted by clastic theory but agrees in general with
the distribution existine for a ductile material,
Henee, only a very small amount of ductility is
required to redistribute completely the stresses at
the root of the notch.

The notch efficiencies in tension for American
Magnesium Corporation annealed and hard-rolled
304 AL 195 Zn sheet alloys and the equivalent Dow-
mctal alloys were evaluated. The notch used
throughout this investigation consisted of a single
ceniral hole in a tensile test specimen, and the
notch efficiency was exprassed as the ratio of the net
average tensile strength notched divided by the ten-
sile strength unnotched. As in previously reported
investigations on other magnesium sheet alloys, it
was found that the notch efficiency depended upon
the ratio of hole diamcter to specimen width for
constant width specimens, and the notch efficiency
depended upon specimen width when the ratio of
hole diameter to specimen width was held constant.
The hard-rolled alloys were practically insensitive
to a notch except for the wider speamens which
were investigated. The anncaled alloys exhibited
minimum notch cfficiencies of about 0.90 for l-in.-
wide specimens at ratios of hole diameter to speci-
men width of about 0.125 in. As the specimen
width increased from 1 inch to 6 inches, the notch
cificicncy was reduced from about 0.90 w0 about
(.82, These observations are in agreement with the
general trends previously repovted for other alloys.

In general, variations in the procedure of pro-
ducing the hole had litle influerice on the noich
cfficiency. Variations in drilling speeds and fceds
had no influence ont the notch efficiencies. Drilled
and rcamed holes presented only slightly superior
notch cfficiencies to those obtained by drilling
alone. Qther factors such as lubrication, <rill design,
and drill dullness were investigated.

Difficulties owing to the formation of small
cracks were encountered in punching fcles in mag-
nzsium alloy sheet a: ammospheric temperature.
Thesc difficulties were overcome by punching the
magnesium alloy shect at clevated temperatures.
The opiimum temperature at which the highest
notch cfficicncy occurs is unique for cach alloy.
Complete data for the optimum punching temper-
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atures, punch an die design, and clearance were ob-
tained. Under the best combinations of conditions for
punching, some alloys exhibited a higher notch cffi-
ciency for punched holes than for drilled holes.

Standard dimpling procedures always resulted in
cracking magnesium alloys when the operation was
carried out at atmospheric temperatures. However,
all of the standard magnesium alloys may be satis-
factorily dimpled at elevawed temperatures. The
optimum temperature for dimpling as evaluated by
the notch efficiency closely corresponds to the op-
timum temperature for punching. Each alloy, there-
fore, exhibits highest notch efficiencies when dimpled
at the optimum temperature for that alloy.

The sensitivity of magnesium alloys to scratches
is of about the same order of magnitude as the sen-
sitivity of 24S-T aluminum alloy, but it is greater
than the sensitivity of Alciad 24S.T.

The notch sensitivities of extrusions of four mag-
nesium alloys (6149, Al, 349, Zn alloy, 114% Mn
alloy, 8149, Al, 14%, Zn alloy, and the 8%, Al, 39,
Zn alloy) in the “as received” condition were in-
vestigated under conditions of axial and eccentric
tensile stress. The notch sensitivities of extruded
aluminum 248-T and sand cast magnesium alloy,
99, Al, 29, Zn, were studied for comparison,

Extrasions of the 6149, Al, 34%, Zn alloy, 8149,
AL 149, Zn alloy, and the 39, Al, 39, Zn alloy, like
aluminum alloy 24S-T, displayed notch strengthen-
ing under axial tension. The 1149, Mn alloy
showed little notch effect, whiie the 99, Al, 29
Zn alloy showed reduction in strength under the
notch. Notch sensitivity in the “as received” con-
dition did not correlate with grain size, hardness,
clongation in 2 in,, stress-strain relationships, er
any of the conventional tensile test data.

Under cceentric stress, the sirength of notched
bars was reduced greatly. The order of notch sen-
sitivity of the magnesium alloys studied, namely,
6149, Al, 3%, Zn aiioy, 3Y, Al, 39, Zn alloy, 8149,
Al, 149, Zn alloy. 1149, Mn alloy and 99, Al, 29}
Zn alloys in order of decreasing ratio of notched
strength to unnotched strength, was the same in
axial and eccentric tension. However, aluminum
alloy 24S-T showed greater sensitivity to notches
under small cccentricities of stress than the 6149,
Al, 349, Zn alloy, the 39, Al, 39 Zn alioy, and the
8149, Al, 149, Zn alloy. In the “as received” condi-
tion, the magnesivm alloys are similar to aluminum
alloy 24S-T in notch sensitivity.

Within the limits of this investigation, prestretch-
ing of extrusions of the 6149, Al, 349 Zn alloy,
1% Mn alloy, and 8149, Al, 149, Zn alloy re-
sulted in increased ratios of notched strength w
unnotched strength,

While the 8149, Al, 149, Zn alloy extrusions in
the “as received” and in the solution heat-treated
conditions showed notch strengthening, these ex-
trusions showed reduction in notched strength on
aging. For this alloy aged “as received,” the ratio
of strength notched to strength unnotched was
about 0.83, but when aged after solution heat treat
ment, this ratio fell to 0.50. In the heat treatment
study, changes in microstructure were found to ac-
company changes in tensile notch sensitivity.

Dampeing Caracity oF MAGNESIUM ALLOYSY

The mean specific damping capacities of three
magnesium-base extrusions, nine magnesium-base
sand castings, and seven aluminum-base san! and
permanent mold castings were investigated, These
investigations indicated that magnesium alloys have
rather high damping capacitics which may be use-
ful in absorbing energy in [reely vibrating systems.
These capacities were evaluated and compared with
those of aluminum alloys. 'The high damping capa-
city of magnesium was correlated with the forma-
tion of twins in the waterial.

HEAT TREATMENT OF MAGNESIUM ALLOYS™

The solution heat treatment and aging of the
9% Al, 29 Zn alloy were investigated. Solution
temperatures of 770 F to 775 T were found to give
the best results. Local fusion occurs in this tempera-
ture range but does not become harmful unless
temperatures are higher. Preheating does not pre-
vent local fusionn and is of no bencfit except in
overheated specimens. Overheating may be detected
by the presence of grain boundary voids in polished
specimens. Some heats which manifest coarse grain
sizes, presumably as a result of variations in
foundry practice, require higher temperatures or
longer times for solution treatment.

Direct quenching into hot or cold water from the
solution temperature results in cracking, probably
because of hot shortness. If bars are cooled to tem-
peratures between 715 and 750 F before quenching,
cracking is avoided. This procedure has been called
a modified quench. Properties of bars subjucted to
such a treatment are about the same as those of
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bars cooled in air according to the commercial prac-
tice. After aging, however, quenched bars develop
10 per cent greater tensile strength and  yield
strength than bars cooled in air, To develop maxi-
mum properties a high degree of solution must be
obtained before aging. Coarsc-grained castings re-
quire special care.

Two modes of precipitation of the beta phase
have been observed, a lamellar type growing from
nuclei in the grain boundaries and a genceral pre-
cipitation in crystallographic planes throughout the
grains. The mode of precipitation does not vary
with aging wmpcerature, There are indications that
recrystallization of the matrix accompanies lamellar
precipitation and that the strengthening effect of
such precipitation is small. Recrystallization does
not attend general precipitation, which is mainly
responsible for age hardening. Less lamellar preci-
pitation resuits from the aging of bars quenched in
hot water than from bars cooled in ait or quenched
in cold water previous to aging. This treatment
minimizes the extent of lamellar precipitation and
yiclds the best tensile properties. It is found that
aging time may be considerably shortened, obtain-
ing equivalent results, tirough substitution of 375
F for e usual aging temperature of 350 ¥. A new
heat treating schedule is recommended contisting
of solution treatment, cooling of the furnace to 730
F, quenching in boilimg water, and aging for 4 to
5 hours at 875 F,

The data given in the repor cited in the fore-
going discussion arc of direat value to designers of
sircraft and military cquipment and it is believed
that they will help to extend the use of light struc-
tural alloys.

It was evident in the work of this project that
the control of grain sizc in magnesium castings is
essential, Work on this, together with much other
work on avoidance of microporasity so as to get
sound castings and sound [orging blanks, was car-
riecd on under War Metallurgy Commitiee super-
vision, but, since these projects were classified as
process rescarch and came under OPRD rather than
OSRD auspices, they are not summarized here. “The
OPRD projects were Project NRG-546, Cast Magne-
sinm Alloys and Existing Foundry Techniques and
Practices, conducted by Battelle Memorial Institute,
and Project NRC-550, Control of Grain Structure
awd Its Effect on Quality of Magnesium Alloy Cast-
ings. conducted by the University of California.

Other OPRD projects on the fabrication of mag:
nesintm were Project NRC-549, Machinability of
Cast Magnesium and Magnesium Alloy Ingots, con-
ducted by Battelle Memorial Institute, and Project
NRC-552, Production and Propertics of Mag-
nesium Press and Hammer Forgings, conducted by
the Wyman-Gordon Company.

138

Fatigue Properties of Magnesium
Alloys

I'o complement the work on the investigation
described above, Project NRC-22 (NA-145), Fatigue
Properties of Magnesium Alloys and Structures, was
established at Battelle Memorial Institute. The aim
of this project was not only to determine the
[atigue properties of commercial magnesium alloys
but also to study the fatigue properties of welded
and riveted structures fabricated from magnesium
afloy sheet. The program was revised subsequently
to include the cbtaining of fatigue data on mate-
rials supplied by Project NRC-67, Physical and
Stress-Corrosion  Propertics of Magnesium  Alloy
Sheet, and Project NRC-68, Spot Welding of Mag.
nesium Alloys. The first of these projects is discus-
sed in this chapter of the report, while the latter is
described in Section 6.1.4 on welding. Also included
in the program was the further exploration of
promising methods of joining magnesium and the
obtzining of fatigue data on joints other than simple
fap joints.

Static notch sensitivity, discussed in Section 1.3
and stress-corrosion behavior, to be discussed in
Section 1.3.4, tell little or nothing about notch sen-
sitivity in fatigue or about corrosiou fatigue.

‘The unnotched fatigue beliaviors of the strong
(Al-Zn) magnesium alloys arc very much alike, and
in the anncaled state these alloys are nearly as fa-
tigee vesistant as the hard-rolled. The 1149, Mn
alloy, hard-relled, is superior to the other 2lloye at
stresses that reqaire more than 100,000 cycles for
failure.

With drilled rivet holes, the 39, Al, 19, Zn alloy
is more notch sensitive than the 6149, Al, 34%
Zn alloy or the hard-rolled 1149, KMn alloy.
All are more notch semsitive in fatigue than in
static tension, But if the rivet holes are filled with
“sab” rivets, the fatigue strength jises close to that
of a monoblock specimen.
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Riveted lap joints failed in the sheet rather than
through the holes. The fatigue values are not sim-
ply related to the static values and difier with the
ratio of static component to alternating component
of the load, as well as with the alloy. The fatigue
strength was much below that of monoblock speci-
mens. Prediction of behavior, without test, would
therclore be difficult, Snet welded lap joints failed
at or near the weld ad . {atigue strength was
very low, without muen difivience among the vari-
ous alloys testedd,

Joints made by are welding under helium (Heli-
arc) were only slightly better in fatigue resistance
than riveted joints in the 1149, Mn alloy, but very
much better in the 6149, Al, 49, Zn alloy. Fatigue
strengths of Cycle-Weld joints, made with an or-
ganic adhesive, came close to the values for Heliare
welded joints in the 6147, Al, 34%, Zn alloy and
were vastly superior i the 14% Mn alloy. The
cificiency of a joint that was merely stuck together
was striking, failure occurring in the metal rather
than in the joint. However, similar joints made at
a later date by the same firm swhich made the
carlicr Cycle-Weld joints were inferior, the joint
scparating. This difference probably related to the
care taken or the neglect shown in cleaning the
joint surfaces before applying the adhesive. The
potentialities of a properly made adhesive joint
are vas', and the method deserves intensive develop-
ment. Of .course, room temperature tests do not
show how much such joints will behave at higher
temperatures where some adhesives of this rlass tend
to soften. or at low temperatures where most of
them tend to kecome brittle, However, static tests
show encouraging behavior of some adhesives un-
der extremes of temperature. Once the technique
of cleaning the met.{ and making the joints is un-
der control, high- and low-temperature fatigue
studies of these joints would be in order.

Corrosion fatigue tests were made on monobiock,
unnotched specimens, using the solution that was
sclected for static stress-corrosion testing in Froject
NRC-67, (described in Section 1.3.4) as well as
othier solutions. The specimens were aliowed to cor-
rode, stressed or unstressed, both hefore fatigue test-
ing and simultancouslty with fatigue testing. Natur-
ally, corrosion increases the stress concentration
and decreases the resistance to fatigue. Fatigue (ests
reveal the presence and cffect of corrosion before
corrosion is detectable by static tests,

The heat treatments developed in Project NRC-
67 (described in Section 1.34) to prevent static
stress-corrosion cracking do not matcerially affect the
fatigue or corrosion fatigue results, and thus the
static improvement is achieved without harmful
cflects from the point of view of repeated stress.
Heliarc-welded specimens appear no more sensitive
to corrosion fatigue than monoblock specimens,

Details of the experimental work and equipment
used are given in three progress reports, 004
Generalizations of the principal conclusions reached
in the final reports*24444 are as follows:

1. An extension of fatigue data on the 6149, Al,
%4 % 7n alloy sheet to ncgative ratios of minimum
to maximum stress indicates that, for ratios as large
as —0.5, values for the negative ratios fall on smooth
curves obtained from positive ratios.

2. Measured stress  concentration factors  for
notche. in the 6149, Al, 349, Zn alloy arc lower
than those computed theoretically. The measured
stress concentration factor depends on the mean
load and is lower for high mcan loads. It is prob-
able that high mean loads produce some creep
which relieves part of the stress couceatration,

& Studies of the cffect of precipitation heat treat-
menes which were developed to combat static stress-
corrosion on the fatigue strength of magnesium
alloys show that such treatments have very little
cliect ¥n the 6149, Al, 349, Zn alloys. However,
they lower the fatiguc strength of the 39, Al, 19
Zn type alloys. These heat treatments do not appre-
ciably alter the corrosion fatigue characteristics of
the alloys, although they do affect the static stress-
corrosion 1imit,

4. Some tests which were conducted to find out
whether unusually bad corrosion fatioue cffecis
might be associated with Hcliare welds indicate
that these welds do not affect the corrosion fatigace
strength unfavorably.

5. Cycle-Welded joints vary widely in strengih,
and the technique of making reproducible joints
was not under control in the making of the second
lot tested.

144 Stress-Corrosion of Magnesium Alloys

One of the greatest drawbacks to the use of mag-
nesium alloy sheet materials was the failures of
structures by fracture of the sheet through ihe
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mechanism of stress-corrosion aracking, Consider-
able concern was aroused by the observation that
some commercial magnesium alloy sheet structures,
under moderate stress and subjected only to atios-
pherie corrosion, cracked spontancously. Some of
he very striking observations were later found to be
due to assembly merhads that disregarded the limi-
tations of magnesium, owing to unfamiliarity of
workmen with the behavior of the material, bue it
was nevertheless shiown that stress-corrosion ovack-
ing could occur.,

To bring out the vital problems and determine
the research needs i the subject of stress-corrosion
cracking of magnesium alloy sheet, Survey Project
SP-12, An Investigation of the Present Status of
Magnesium Alloy Sheet in the Airerafe Industry,
was established in March 1943 by the War Metal-
urgy Committee at the suggestion of representatives
ol the atreraft anufacturers. This was an engineer-
ing survey covering commercial information much
of which was confidential company information on
the fimitations of magnesivm alloy sheet 4

The principal undesirable properties of magne-
sinm alloy sheet for aircraft construction were sus-
ceptibility o stress-corrosion, low compressive yield
strength, extreme notch sensitivity, wide variations
between minimum specification values and those of
the majority of the stock received, tendency for
mechanical properties to become lower on™cyclic
loading, and anisotropy. With respect to these un-
desirable properties, the 6149, Al, 349, Zn alloy
was the poorest and the 1149, Mn alloy the best,
with the 39, Al 19, Zn alloy being intermediate.
Unfortunately, the 1159, Mn alloy has the lowest
micchanical properties of all, although it is the best
in most other respects. The British and the Ger-
mans scemed o have solved their problems by us-
ing allovs similar to the 1149 Mn exclusively.
However, there are no indications that they used
wmagnesium alloy sheet for highly stressed primary
aircraft structures,

Of all the objectivias 10 the use of magnesium,
its susceptibility to stress-corrosion cracking is the
one that makes its use for critical parts question-
able, Most of the other werknesses can be overcome
by desigy changes, but it appears that stress-corro-
sion cannot be overcome by structural engineering
techniques alone.

The mast probable theory for stress-corrosion
cracking scemed to be that at ordinary tempera-

tures stress favors the separation of material which
would otherwise remain in solid solution. If this
scparated material, or precipitate, comes out on
grain boundarics, it can be corroded away more
readily, leaving a branching stress-raising void be-
tween the external grains, at which cracking may
start. If, by changing the composition, the material
can be kept in solution or if it can be precipitated
diffusely within the grains where corrosion cannot
reach it, the material should be immune to stress-
corrosion cracking.

In an attempt to cope with the stress-corrosion
problem, Project NRC-67 (NA-147), Physical and
Suress-Corrosion Properties of Magnesium - Alloy
Sheet, was cstablished at Rensselaer Polytechnic
Institute in june 1943, The original objectives of
the project were to study (1) the variations in the
physical properties of available commercial alloy
sheet with a view to reducing the spread in physi-
cil properties which retard the adoption of this
material by designers in the aircraft industry, (2)
the effect of alwminum and zinc on the susceptibil-
ity of the resultant alloys to stress-corrosion, (3) the
effcct of variations in aluminum and zinc content
on the mechanical properties of sheet material and
the possibilities of their improvement by heat treat-
ment, and (4 new alloying additions and their
cffect on the mechanical properties and resistance
L0 stress-corrosion.

Obvious difficulties arose in the rapid correlation
of the results of any selected laboratory test for
propensity toward corrosion cracking and behavior
under long-time atmospheric corrosion. This was
handled by assuming that, if a laboratory test weie
made using some chemical selution which produced
the same type of failure as had occurred in the at-
mosphere and an 2lloy or a treatment found that
would withstand swressing above normal design
loads in such a solution without failure, that alloy
or treatment would probably be immune in atmos-
pheric service. It was recognized that the elapsed
times for relatively carlv failures in such a test
might ot be commensurate with the probable life
in actual service. Therefore, such test could not be
interpreted quantitatively, though there should be
some qualitative indicat.on of how different vari-
ables were influencing the tendency toward, or
away from, stress-corrosion cracking.

It was necessary, therefore, to make a compre-
hensive study of methods for determining the re-
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sistance 1o stress-corrosion and  to correlate the
resuits of each method. "This resulted in the estab-
iishment of laborzatory procedures for investigating
the problem of improving the physical and stress-
corrosion properties, It was found that in cold-
rolled commercial stock a stress relief anneal at
350 I for 2 hours greatly mitigated corrosion crack-
ing without seriously impairing other properties.
Subsequently, cold rolling to about 20 to 30 per
cent reduction followed by a 250 ¥ stress-relieving
treatmensi was found to produce metal with a mini-
mum tendency toward stress-corrosion cracking and
with mechanical properties at least as good as those
produced by the carlier, conventional methods.
This afforded a solution to what at first appeared
a problem most difficult to solve.¢ In addition to
studying various heat wreatments, rolling proced-
ures, and combinations of the two, the effects of
various surface treatments on stress-corrosion were
also investigated.4? These included anodic treat-
ments, selenium treatment, dichromate treatment,
and shot peening.

The first phase of the studies of the development
of alloys with improved mechanical properties and
resistance to stress-corrosion involved investigating
the cftects of minor zddition agents and minor varia-
tivns in melting practice on the properties of alloys
of the 6149, Al, 349, Zn and 59, Al, 19, Zn types.
In this work, observations were made that agreed
with those made under Project NRC-70, discussed
in Section 1.3.6, as to the desirability of pure metal,
that is, metal presumably free from oxide. Although
improvements were made in the resistance to stress-
corrosion of alleys of the 6147, Al, 349, Zn and
5%, Al, 19; Zn types, alloys with a new high ievel
ot mechanical properties were not developed.

Studies were then started on the development of
new alloy compositions with improved propertics.
This was approached by investigating precipitation
hardening in alloys of widely varying compositions.
The response to precipitation hardening treatment
was evaluated through hardness tests.

It was found that additions of Cd and Ce to-
gether caused precipitation hardening and that ad-
ditions of Ag to Mn-Al-Sn alloys improved precipi-
tation hardening. Encouraging results were ob-
tained with Mn-Zn and Mn-Zn-Zr alloys. This work
was incomplete when the project was terminated
in October 1945 in accordance with NDRC demob-
ilization plans. It is being continued under a direct

contact with the Materials  Laboratory, A'TSC,
AAF, Wright Field, Rescarch on the development
ol new magnesium alloys with improved propertics
is also being sponsored by the Burcau of Aeronau-
tics, Navy Department.

135 Forming of Magnesium Alioy Sheet

Another obstacle to the use of magnesium alloy
sheet in aircraft construction was the lack of knowl-
cdge of its forming propertics. Owing to the very
limited use of magnesium as a material of construc-
tion and almost complete lack of experience in its
use in fabricating aircraft, it was imperative that
data be obtained as expeditiously as possible which
would be of value to the designers and fabricators
in determining the possibilities and limitations of
these alloys.

At the insistence of the aircraft industry, the War
Metallurgy Committee initiated the establishment
of two projects, one dealing with studies of form-
ability and the other with fundamental informa-
tion on deformation characteristics. Subsequently,
these projects were endorsed by the Bureau of Acro-
nautics, Navy Department, and their control num-
bers were assigned.

Project NRC-44 (NA-146), Formability of Mag-
nesium Alloy Sheet, was catabliched av the Univer-
Sity of California in December 1942 with the ob-
jective of cstablishing design limitations and im-
proving press and deep-drawing techniques. The
program included the determination of variable
speed stressstrain characteristics of magnesium al-
loys, minimum bend radii in rubber-press forming,
and the limits of the deep drawing of cups. This
program was later extended to include studies of
the forming of stretch flanges, beads on fiat panels,
shrink flanges by hydropress forming, and stretch
{orming of contour pancls.

ErevaTed TEMPERATURE VARIABLE
SpEED TENSILE TEsTS*8

The most important fundamental 'ata for the
evaluation of the formabiiity of metals is obitained
from siressstiain curves. The formability of mag-
nesium alloy sheet is limited at atmospheric tem-
peratures, but it is sufficiently improved at elevated
temperatures up to 700 F to make severe forming
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feasible. At the elevated temperatures, however,
the strain rate influences the plastic flew curve,
Therefore, in order o provide adequate data for
the determination of the formability of magnesium
alloy sheet, flow curves were obtained for strain
rates of about 10 inches per minute up to approxi-
mately 140 inches per minute over the useful range
of forming temperatures from 70 tw 700 F. These
data are directly useful in determining the sizes and
dimensions of parts attainable in a number of the
common forming operations,

Grid analyses of the specimens yielded data for
evaluation of the strains obtainable over various
gage lengths for all conditions of strain rates and
temperatures which were studied. These data pro-
vide the numeciical values that are essential in de-
tenmining minimum bend radii and in determining
values for strewching operations in genceral.

ForanG o Bexps ox THE GUERIN Press??

The minimum berd radius for forming straight
flanges of magnesium alloys at atmaspheric *emper-
atures is too great for aiveralt forming require-
ments. Elevated temperature forming not only
provides the possibility of producing adequately
low minimum bend radii but also reduces the
springvack. The investigation on bending provided
the caential design data  for fovming sraight
flanges over temperatures from 70 to 450 F for six
standard magnesium alloy sheet materials,

Evatuation o Deer-DraviING PROPERTIES AT
Erevaten TeErmpPERATURESS

The deep-drawing properties of annealed 1147,

Mn alloy, 89 Al 19, Zn alloy, and 6149, Al, 349,
Zn alloy at clevated temperatures weie determined
by deep drawing cylindrical cups. The drawability
was cvaluated in terms of the maximum diameter
and the maximum cup height which could he
drawn successfully. Effects of punch radius, die
radius, clearance, hold-down load, punch tempera-
ture, and dic temperzture on the drawability were
investigated.

At mom temperature only shallow draws are
possible. At 560 F improved drawability is obtain-
able, and at higher temperatures very decp draws
can be protuced. The highest drawability at cleva-
ted temperatures was obtained with a heated die
plate and hold-down pad and a water-cooled punch.

On the basis of hot shortness and excessive grain
growth, the maximum permissible drawing temper-
atures of about 700 F for the 1159, Mn alloy, 850
F for the 39, Al, 19, Zn alloy, and 800 F for the
614% Al 4% Zn alloy were tentatively cstab-
lished, At these temperatures the maximum per-
centage of draws obtained by using a water-cooled
puach were approximately 67159, for the 1149,
Mn alloy, 67149, for the 39, Al, 19, Zn alloy, and
659, for the 6149, Al, 349 Zn alloy.

ForainGg SHRINK FLANGES IN THE GUERIN PrEssto?

Many aircraft parts consist of a flat web with a
convex flange, generally produced on the Guerin
press. The forming action consists of bending the
flange around the die bend radius and simultane-
ously shrinking the outer fiber of the flange from
the original length in the blank to its length when
the flange contacts the die. The maximum success:
ful shrink obtainable depends on several faciors.

I. For a 360-degree flange, the flange height must
be sufficiently small to prevent buckling of the flange.

2. The die bend radius must be sufficic -7 Varge
to prevent bend cracking.

8. The pressure must be sufficiently great to per-
mit complete forming.

The improvement in shrink flange formability of
magne ium alloys, in which buckling gives the
forming limit for scgment lengths 8 inches or
greater, is minor at forming icmperatures up to
450 F. The investigation demonstrated thii con
siderable improvement can be achicved, however,
for rcom temperature and clevated temperature
forming, if cutouts arc used and if the resulting
scgment lengths are made about 2 inches in length
or shorter. The increase in percentage of shrink for
decrease in segment lengths is greater at elevated
temperature forming than at reom temperature
forming. The shrink flange formatility at 450 F
for the 0.40-in. sheet is best for the annealed
14%, Mn alloy and the poorest for the annealed
616% Al, %% Zn alloy. The hard-rolled 6149, Al,
%% Zr alloy, the hard-rolled 1149, Mn alloy, the
anncaled 39, Al, 19, Zn alloy, and the hard-rolled
3% Al 19} Zn alloy give intermediate results. The
percentage of shrink which may be achicved for all
segment lengths decreases with an increase in the
dic contour radius.

Springback of the Hlange in shrink fiange forming
proved to be approximately the same as that for
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straight bends for the forming temperatures and ra-
ios of die bend radius to sheet thickness investigated.

FoaMING BEaDS IN THE GUERIN PrEss®

The major factor which determines the maxi-
mum forming limit of beads is the maximum
strain which may be achieved over the bead con-
tour. Under all conditions whicn were investigated,
it was found that the atmospheric internal beads
fracture at or near the point of tangency of the cir-
cular portion of the bead contour and the die bend
radius. At the point of tangency local deformation
was ohserved consistently for all test conditions.
Grid analyses revealed that the strains are essen-
tially uniform over the entire circular portion of
the bead contour, Maximum design limits were
calculated from the grid analyses.

The maximum uniform strains which can be
achieved were found to increase with an increase
in the forming temperatures up to 3060 F. A de-
crease in the maximum permissible strain was ob-
served at 450 F as compared with that at 300 F for
all alloys except the annecaled 114% Mn alloy and
hard-roiled 39, Al, 19, Zn alloy. Also, greater uni-
form strain can be achicved with beads formed on
external beading dies than those formed on in-
ternal dies at the forming temperature of 70 F. The
formability of magnesium alloy beads on external
dies proved to be so good for most ailoys at 70 F
that no tests were run at clevated temperatures,

STRETCH FORMING™

‘The maximum perinissible limits for the stretch
formability of six magnesium alloys were deter-
mined for a series of singly and doubly convex
parts and also for a series of saddleback parts, The
maximum permissible stretch at 70 F was small.
At this temperature, stretch forming was found to
be limited to contours where the maximum contour
line is only a few per cent greater than the mini-
mum contour line. The maximum permissible
stretches were found to increase with increasing
temperature over the range of temperatures in-
vestigated. At 300 to 400 F, high strctches were
successfully obtained and severely contoured doubly
convex and saddleback parts were casily fabricated.
Llevated temperatures also minimize the occurrence
of grip failures and the presence of buckles in sad-
dleback parts.

The average stretches which were obtained ex-

ceeded the wniform strain obtained in tension tests
by wide margins. These data reveal that, contrary
to prevalent opinion, the limits of stretch forma-
bility are not dependent upon the uniform strain
as obtained in a tension specimen, but frequently
cxceed this value. In several examples, strains ap-
proximating the local ductility for the existing
stress ratios were obtained over several inches of the
maximum contour lines. The cffect of die contour
and friction are very important in influencing the
maximum permissible stretches, Under ideal condi-
tions of control of friction by means of lubrication
and grip adjustment, it may be possible to approxi-
mate the local ductility along the total length of
the maximum contour line of the die.

This project was carried out as an engincering
investigation and provided much information on
the requirements as to die design, press capacity,
technique of carrying out operations at the proper
temperature, considering the practical limitations,
and on the way in which the different commercial
alloys behave in response to many important vari-
ables. While some cut-and-try methods will stili be
necessary in working out forming conditions for
specific parts, a study of these reports should vastly
decrease that necessity. They tell a good deal about
how to form a part, but information on how that
part mzay be expected to stand up in aircraft service
was still scanty. Again, since cxtended actual air-
craft use was lacking, reliarce had to be placed on
laboratory data.

Two advisory reports bearing on the forming
problems were submitted by the War Metallurgy
Committee at the request of the University of Cali-
fornia where they had been prepared as theses for
advanced degrecs.

The first, Effect of Combined Stress on the Duc-
tility of Metals,® reviews the cxisting knowledge
on the subject and presents a method of calculat-
ing permancnt strains at fracture under combined
stresses when (1) the stress combination at the be-
ginning and end of plastic deformatior and (2) the
work hardening cffects, are known. The calcula-
tions based on the theory presented are in good
agreement with the experimental data.

The othcer report. Stress-Strain Relationships for
5 Magnesium  Alloy Extrusion under Biaxial
Stress,%0 presents a study of some of the fundamen-
tai assumptions of the theory of plastic flow under
combined stresses, Few data are available on the
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flow of metal under arbitrary conditions of stressing
or straining, but ihis investigation indicates that
good predictions of the strain are possible from a
knowledge of the true stress-strain curve in tension
and the known stress path.

138 Deformation Characteristics

By analogy to the other hexagonal metais, nota.
bly zine, it was indicated thae the difficulties en-
countered in the failures of magnesium alloy sheet
might be due 1o the unusual deformation charac
teristics of this type of metallic structure, To obtain
fundamental information on the relation between
the internal structure of magnesiu n alloys and
their ability o take deformation, Project NRC-70
(NA-148), Deformation Characteristics of Magne-
sinm Alloys, was established at Carnegie Institute
of Technology in June 1943,

By mcans of X-ray and microscopic methods, the
crystallographic and wmetallographic structure of
magnesinm was correlated with e deformation
characteristics. This nccessitated the development
of a special ctching technique which would at once
reveal both the grain structure and the twinning
due to mechanical working.57

The program of the investigation embraces two
problems: (1) investigation of the mechanics of de-
formation in sheets, covering slip, twinning, crack
propagation, microstructure, and preferred orienta-
tion, and their reiation to physical propertics; (2)
investigation of possible presence of embrittling
agents, perhaps oxide films in the metal, or possibly
nitrogen, carbon, sulphur, chlorine, or other im-
puritics, and exploration of the possibility of pro-
ducing more ductile material by the climination
of them.

The work indicated thai aveidance of directional
propertics in sheet that result from the tendency
of magnesium to form twin crystals can be achieved
bv the right combinations of hot and cold work.
It was demonstrated that twinning depends on the
speed and temperature of deformation, decreasing
with inareasing temperature and decreasing speed
of deformation. The pronounced change in orienta-
tion (86 degrees) which is produced by twinning,
combined with the above knowledge, was employed
to produce randomly oriented magnesium sheet.
The tensile strength of this sheet was siigitly lower
and the reduction of arca slightly higher than that

of commercial sheet. Such randomly orieuted sheet
may be desirable for certain operations where
isotropy is of prime importance. However, the ex-
treme ease with which the twinning takes place at
room temperature. returning the sheet to its nor-
mal orientation, makes extremely doubtful the pro-
duction of magnesium sheet with any marked ie:
provement in room temperature properties by
alteration of orientation of its crystals. Further-
more, the production of randomly oriented sheet
may complicate rolling practice. Twinning occurs
less veadily at clevated than at room temperature,
but, under rapid deformation in forging or rolling,
it may occur even at elevated temperature.

Different lots of magnesium and the same lot
cooled at different rates after freezing fracture in
different ways, that is, cither intercrystalline or
transcrystalline. Intercrystalline fracture is theught
to denote less dependable material. Metallographic
studies revealed the presence of an impurity in
magnesinm melied fron: distilled crystals, It was
suspected that this impurity was thrown out of
solution during cooling, and that when the precipi-
tation cicurred at grain boundaries, it was the
cause of intercrystalline fractures. Sublimation
studies at 480 C in a vacuum of 0.005 micron in-
dicated the presence of thin films, believed to be
MgO, located at the grain bsundaries and extend-
ing in from the thicker film of MgQ thac forms the
outcr surface of the sample, 'The problem of pro-
ducing mctal or purifying it so it is free from such
impurities thus appears to be of basic importance.
Certain degrees of deformation prior to heat treat-
ment accentuate the propensity for the impurities
to separate at the grain boundaries where they are
harmful.

Although incompleteq, this project was not ex-
tendled because at that time, November 15, 1944,
it was felt that it could not be completed in time
to be of value in World War I1. Five progress re-
ports?T.MH0.00.81 pive the details of the experimen-
tal work, and a final report"? summarizes the results
of the investigation.

137 Status of Research on Magnesium
Alloys

In addition to the work donc Ly NDRC, con-
siderable research was carried out on magnesium
alloys during World War 11 by the magnesium pro-
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Jducers, the aiveraft indusury, the Armed Forces,
INACA, and OPRD. The NACA Committee on
I Materials Research Coordination compiled a listing
:;'uf these research projects and, in order to deter-
{mine the rescarch needs that required attention,
frequested the War Metalivegy Committee to re-
view the projects completed and being carried out
and to make comments and suggestions as to re-
scarch that should be undertaken.

In February 1945, the War Metallurgy Commit-
tee cstablished Survey Project SP-26, A Survey of
Research on Magnesium Alloy Being Conducted by
i Government Agencics, Branches of the Armed Ser-
vices, and Producers and Fabricators of Magresium.
The report on this project®™ comprises three major
sections: (1) a summary of the current and cur-
rently interesting research projects on magnesium,
(2) suggestions and comments on this research and
on magnesium, obtained from those interested in
the use of the metal, and (3) a recapitulation of the
first two sections, with suggestions as to which re-
search and development work appears to be most
necessary to make magiesium a more useful metal,

A digest of the report led te the following general-
izations of the rescarch needs in magnesium alloys:

I. The greatest need appears to be for improved
magnesium alloys for wrought products, especially
shieet. The features most desired for aircraft appli-
cations are: less sensitivity to stress-corrosion crack-
ing: higher mechanical properties, particularly ten-
sile and compressive yield strengths; lower notch
sensitivity; decreased ammability; greater ductility
and the ability to be cold-worked.

2. An observed impurity in “pure” magnesium
should be studied for its influence on the present al-
loys and on any new alioys which may be developed,
with the idea that this impurity may be potent in
determining the properties of these alloys. Methods
of removing or controlling this impurity during the
melting of the alloys should be investigated.

8. There is a need for the engineering develop-
meat of experimental units employing magnesium
to be used in cvaluating the serviceability of mag-
nesiumy structusal parts and 10 serve as a souree of
enginecring information for those interested in ap-
plying the metal.

4. The development of improved melting meth-
ods and molding techniques presents the best ap-
proach to the eventual production of higher quality,
lower cost, sand, permancnt mold, and dic castings.

To make available the information collected in
this survey to universitics and 1o other rescarch
agencies contemplating vesearch on magnesium al-
loys, in September 1945 the NACA Committee on
Materials  Rescarch  Coordination  requested  the
War Metallurgy Committee 10 appoint a special
committee to review the above-described report and
to point out where additional rescarch might be
warranted or where the scope of the existing proj-
cct might be expanded to advantage. An unclassi-
fied supplementmy report® was issued covering
the specific topics upon which research is recom-
mended. The NACA Committee on Materials Re-
scarch Coordination proposes to reduplicate this
report for wide circulation in order to promote
research on magnesium in the fields of greatest im-
portance at this time.

148 Indexing of Division 18 Reports
on Magnesium Alloys

An index% of the Division 18 reports on the mag-
nesium alloys was prepared by the Rescarch Infor-
mation Division of the War Metallurgy Committee,
This index covers the subjeci list of the various proj-
ccts with the reports issued on cach, a brief abstract
of each report, and a subject index of the reports.
Also included is a table of the commercial mag-
nesium alloy symbols and compositions. This index
should add to the uscfulness of the many reports on
the subjects.

14 MISCELLANEOUS MATERIALS

14.1 Control Cables

In December 1941, the Coordinator of Rescarch
and Development, Navy Department, suggested
that NDRC initiate investigations to develop air-
aaft control cables with improved wear resistance.
‘The cable which was being furnished to the Bureau
of Acronautics in accordance with Navy Specifica-
tions ANRRC-43 and ANRRC8 was fabricated
from 18-8 stainless steel or tin-coated carbon steel.
A number of failures had been reported after 100 to
150 hours in service, while in other cases the service
life was from 800 to 1,000 hours. The Navy Lepart.
ment was interested in determining the causes of
these failures as well as in developing satisfuctory
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cables from noncritical materials, A bricef program
of investigation was to be conducted at the Naval
Aircraft Factory o obtain some information on the
problem. Owing to time limitations and lack of
facilitics at the Naval Aircraft Factory, the program
could not cover the eatire field. Consequently, the
Office of the Coordinator of Rescarch and Develop-
ment reguested that NDRC undertake a compre-
hensive  investigation.  After meetings  between
reprosentatives of the War Metallurgy Commitree,
the Bureau of Acronautics, and John A. Rocbling’s
Sons Company, the largest producers of aircraft
control cable for the Navy, Project NRC-15 (N-101),
Corrosion-Fatigue  Failure of  Aircraft  Control
Cables, was established in May 1942 in the research
laboratories of John A. Roebling's Sons Company.

The original program embadied the determina-
tion of the clfects of compomsition and cperating
conditions on the performance of control cables as
shown by standard wire cable fatigue wests, corro-
sion fatigue tests, and low-temperature fatigue tests.
Since this original program was designed for the
development of improved cables using 18-8 stainless
steel wire and since the supply of alloying clements
fer stainless steel was becoming more critical, the
program was maodified to include the invostigation
of galvanized carbon steel cables, as well as cable
lubricants for low-temperature service. The pro-
gram was subsequently extendad 1o include the
determination of cable performance with actual
service loads and sheaves for the purpose of obtain-
ing data which could be used in the design of air-
craft control systems,

Among the various factors affecting the fatigue
failure of controi cabies are the tension on the cables
ay installed, the ratio of sheave diameter to cable
diamcter, the material of the sheave, the number of
wires in the cable and their arrangement within it,
the material of the wires and their surface (plain or
coated), the carrasive conditions to be met and the
protection against corrosion, the temperatures ie.
volved, and the lubricants within the cable.

The cable sizes investigated were 14 in., 3. in,
Na i, 3y i, and 14 ine in diameter with a 7 by
19 ;monstruction, and 344 in. with a 7 by 7 construc-
ticn. "The materials included 18-8 stainless steel and
carbon steel, bright, galvanized, tinned, and lead-
alloy coated. The galvanized cables were made of
wire with various weights of hot galvanized and
cleairogalvanired  coatings.  Standard  commercial

lubricants and special lubricants containing hithium
soap grease, mineral oils, paralketone neutral base,
rust preventative, and extreme pressure additives
were studied.

The fatigue and internal {riction properties of
cable as affected by corrosion in a salt atmosphere
and by temperatures ranging from 4160 F to —65
' were studied. The fatigue properties of cables
were investigated under normal laboratory condi-
tions with sheaves and loads similar to those used
in aircraft control systems. The results of these
tests with 1 per cent loads showed that under the
severe conditions of a salt atmosphere and at —G5
F, 18-8 stainless steel cables were the most effective.
However, without corrosion and at room tempera-
ture, carboun steel cables are equal to or better than
stainless steel cables. Service load fatigue tests
in the absence of corrosion showed that 18-8 stain-
less steel has a considerably lower fatigue life than
galvanized carbon sieel cables. Heavy galvanized
cables are the best of the carbon steel cables for
corrosion fatigue but have the poorest fatigue life
at —65 F. The tin-lead alloy and light zinc coatings
did not materially improve the corrosion fatigue
life of bright carbon steel cables. The tinned cables
had the lowest internal friction in the absence of
corrusion. Corrosion by salt spray increases the in-
ternal friction of tinned cables and decreases that
of heavy galvanized cables. The continuous flexing
of the cables during fatigue test in the absence of
corrosion lowers the internal friction of the galvan.
ized cables but not sufficiently to equal that of the
tinned cables. 'The internal friction of cables in-
creases with an increase in cable tension and a de-
crease in sheave diameter,

The fatiguc and internal friction of cables are
improved by the use of lubricants. The effectiveness
of lubricants is dependent upon the temperature and
the protection which they afford against corrosion.
The commercial cable lubricants are affected consid-
erably by temperature, whereas some of the greases
perform quite uniformly over the range of tempera-
tures investigated. Externally applied paralketone
(An-C-52) is very cffective in providing protection
against corrosion, but it becomes brittle at —65 F
and flakes off the cable where it bends over a sheave,

The service load tests with micarta and 248-1
aluminum alloy sheaves indicated that for a given
cable tension the fatigue life was satisfactory pro-
vided the ratio between the sheave diameter and
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cable diameter was above a critical value, The criti-
cal sheave ratio increases with the cable tension, For
a 1 per cent lead, the critical sheave ratio for 7 by
'Y galvanized cables is approximately 10; for 10 and
20 per cent loads, the ratio is approximately 20 and
28, respectively. The relationship between the visible
wire breaks and the average loss in strength was inves-
tigated, as well as that between the loss in strength
and the number of reversals in fatigue under various
load conditions for 7 by 19 galvanized cables. The
fatigue life of 7 by 7 construction cables with 1 per
cent loads is less than that of 7 by 19 construction
cables with the same loads and sheave ratios.

The AN-210 micarta pulleys operate satisfactorily
under relatively low service loads, but under higher
loads they fail by wear, splitting, or bearing failures.
The 24S-T aluainum alloy sheaves equipped with
large ball bearings operate satisfactorily under loads
up to 60 per cent of the specified cable strength.

The results of the investigation are suinmarized
in the final report'® on the project, while the prog-
ress reports present the many details of the inves-
tigation, covering integrai phases of the investiga-
tion as follows: the cffect of lubrication on fatigue
properties,%7 the cffect of metallic coatings and lubri-
cants on fatigue properties, the cffect of sheave
diameter on fatigue life,%® the effect of metallic coat-
ings and lubricants on fatigue and internal fric-
tion,™ fatiguc tests under service loads,” and mis-
cellancous tests and the examination of German
and Japanese aircraft cables.”

From the experiments made and data presented,
the mechanical details and the proper type of lubri-
cation for satisfactory service are made clear. The
choice of cable material will vary according to serv-
ice conditions. This comprehensive work has mate-
rially clarified the problems of design of control
cable installations an - the methods of testing the

cable to insure reliability and long life.

142 Surface Prestrescing of Metallic
Materials

During World War 11, considerable progress was
made toward the application of fundamental knowl-
cdgze to problems of practical significance. A char-
acteristic example of this type is the wide
application of surface peening, the basic theory of
which had been developed between 1920 and 1930
with little support from industry.

It has been known that cold working the surface
of a part greatly increases its endurance under con-
ditions of repeated stress, which are of such nature
that failure tends to start at the surface. In analo-
gous fashion, carburizing or nitriding the surface
increases its endurance as long as cracks do nou start
in the hard surfaces, However, it is known also that
the coid-worked surface can be over-cold worked
to such an extent that cracks are formed, in which
case the cold work can do more harm than good.

The advent of high-frequency surface hardeuing
and of flame hardening brought the realization that
surfaces can be hardened and strengthened by these
means much more rapidly than by cafburizing and
miriding.

Surface peening by impact of hard balls, the
“cloudburst hardening” method, had been used
more as a method of evaluating uniformity of hard-
ness than as a processing method for improvement,
though the latter aspect was given seme attention,

Springs normally are very highly stressed, and
their {atigue behavior is governed by the condition
of their surface. Automotive valve springs were es-
pecially prone to failure. In 1926, an epidemic of
valve spring failures in one motorcar was overcome
by shot peening. Shot peening of springs used for
individual wheel suspension on automobiles soon
followed with gratifying results. Surface peening
had proved to be effective in increasing the fatigue
life of some machine parts at their operating loads
by 200 to 1,500 per cent.

These commercial examples brought to the atten-
tion of the automotive industry the value of cold
working the surface of parts subject to fatigue, In
that industry, some individuals became enthusiastic
about the possibilitics of shot peening and, through
many articles in technical jowrnals, a missionary
campaign had been carried on for its more wide-
spread application.

In order to determine the possibilities and limi-
tations of surface peening for the improvement in
survice life of engine and structural parts of air-
planes, the Burcau of Acronaatics, Navy Depart-
ment, requested NDRC to initiate investigations
on the subject, Two projects were established, one
on shot peening and one on induction hardening.

Sxot PEENING

Project NRC40 {NA-115), Effects of Shot Blast-
ing on Mcchanical Propertics of Steel, was carried
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out by the Rescarch Laboratories Division of Gen.
eral Motors Corporation. The objective of this proj-
et way twofold: (1) to correlate and  develop
principles for the practical application of mechan-
ical surface treatments by a study of their effects
on the properties of different materials in various
sizes, and (2) o develop techniques for the mechan-
ical surface treatments of certain specific engineer-
ing parts such as engine connecting rods, propeller
blades, fusion steel weldments, landing gear cast-
ings, ctc.

For the most part, the investigation comprised
(}) the experimental shot peening of numerous
parts of military cquipment and a substantial num-
ber of laboratory specimens which then were tested,
largely in other laboratories, and (2) the assembly
and consolidation of pertinent data into case his-
tories, The cffeet of shot peening was determined
on fatigue durability, static strength, impact, dimen-
sions, hardness, fricton, stress-corrosion cracking,
corrosion, surface roughness, and surface failure.
Studies also were made of the shot-peening process
and equipment and methods of measuring the in-
tensity of peening.

‘The principal generalizations on the effects of
shot peening on the properties of various partsi3.74.
5,96 are as follows: (1) fatigue properties are
improved, (2) there is little fafluence on static
strength, (3) the cffect on resistance to impact is
not determined fully, (4) the efiect on hardness is
not established fully, although there is an indica-
tion that hardness may be increased slightly, (5)
frictionai properties of sliding surfaces are some-
what affected, (6) the tendency toward stress-corro-
sion cracking of brass and magnesium alloys is
restuced, (7) general corrosion is not reduced, (8) the
roughness of the surface of shot-peenced steel varies
in depth up to 00040 in. depending upon the shot
size and peening intensity used, and (9) its influence
on surface failures such as pitting, gatling, scufling.
scoring, and fretting corrosion is not yet established.

A major difficulty in the application of shot peen-
ing has beew knowing wiaien to siop, that is, ascer-
taining to what degree peening should be carried
to secure optinnn results and yet to preclude over-
cold working and the starting of cracks. This is
still a difficulty, and the performance, in actual or
simulated service. of parts peened to diflerent de-
grees is the final criterion. Once this is kaown,
directly or by analogy, the degree of peening can
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be regulated to produce the optimum by subjecting
one side of a standard test strip of a standard steel
to the intensity and time of peening it is desired to
use on the part in question and by noting the
amount of bowing that is produced.

The conditions of greatest applicability of sur-
face cold working cucur where a part is failing after
relatively few applications of repeated stress, the
stress being at a very high level, considerably above
the endurance limit of the material. Such high
stresses may have to be applied because of an initial
design error, and because space limitadons permit
no opportunity to redesign to bring the stress down
to a proper level. However, a limited life may be
accepted for the sake of saving weight. Because of
this, the comparisons of peened versus nonpecned
parts are often made at a single level of repeated
stress in terms of life at that stress rather than over
a range of stresses such that endurance limits would
be determined. In terms of life, a stress often can
be chosen just above the knee of the fatigue curve
such that the increased life appears most phenom-
enal and spectacular, but around the knee of the
curve, duplicate determinations often show very
wide scatter and more than a few tests are needed
to establish the true life expectancy. While a selec.
ted test stress may, therefore, give an exaggerated
picture of the real imprc vement, there is plenty of
evidence that in the cases where surface hardness is
helpful, the improvement is decidedly werth while,

After the project had been in progress about a
year, it became evident that the practical achieve-
ments were contributing more to the war cffort
than the more fundamental research work. There-
fore, cmphasis was shifted to “trouble shooting,”
namely, (1) giving service to war production plants in
overcoming failure of machine parts by surface treat-
ment, thus aveiding changes in design or tool equip-
ment, (2) increasing the fatigue strength of machine
parts, thus permitting increase in power input, and
(3) reducing the labor in finishing machine parts
by climinating polishing and manual operations.

A few applications were not helpful or were of
doubtful value. Magnesivm alloys subject to stress-
corrosion were shot peened, but particles of iron
from the shot greatly accelerate general corrosion and
are difficult to remove. The remedy was 10 ase glass
beads instead of iron shot. Shot peening of light
armor plate did not improve its ballistic behavior.
On some parts of a severely notched contour, tested
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in impact, the hardening of the surface was no help.
On others, more smoothly contoured, it was useful,
one peculiar case being a carburized pitman arm ball
on which the impact was not improved at room
temperature but was greatly improved at —60 F.

A malleabilized iron, engine valve rocker arm,
which failed on engine tests in 18 to 58 hours when
nonpeened, consistently survived  140-hour  iests
when shot yeened.

A spectacular result was obtained in a laboratory
tension-compiession fatigue test on Allison engine
eonnecuig rod bolts where, by cold rolling the
threads and shot peening the balance of the bnly,
the life under the particular test conditions was in-
creased 16 times.

Ocrlikon gun hammers of regular production
failed in 8,000 to 30,000 rounds, while those shot
peened lasted 20,000 to 40,000 rounds. The aver-
age life of several parts for a 20-mm AN-M2
gun were doubled or more by shot peening. In
general, the shortest life for the peened part was
somewhat greater than the longest life of an un-
peened one, but the scatter was wide in both cases.

A recoil spring heat treuted to 61-63 Rockwell C
failed in about 5,000 cycles, When shot peened, it
withstood 460,000 o 7¢0,000 cycles.

Articulated Pratt & Whitney connccting rods,
laboratory tesied, were compared (1) with rods
which had the usual highly polished finish and (2)
with rods which were rough polished, then shot
peened. At a calculated maximum stress of 90,000
psi, the former ran 80,000 to 100,000 cycles, the lat-
ter, 90,000 te 240,000, At 80,000 psi, the former ran
200,000 to 400,600 cycles, the latter, 400,000 to
1,000,000, During the shot peening, the diameter of
the 1-in. and 114-in. holes in the connecting reds in-
creased by about 1/10,000 to4/10,060 in. and the 9-in.
overal! length increased by some £0/10,000, evidence
that compressive stress was induced at the surface.

It is argued that this compressive stress provides
increased resistance to fatigue failure, since it is
tensile stress (tending to open and extend a crack
once formed) that produces the damage, whereas,
if compressive stress is present, that stress must be
released by the applied tensile stress, thereby de-
creasing the cffective tensile stress. It is argued also
that it is this compressive stress rather than the
strengihening of the surface that confers improved
fatigue resistance. The results from some of the case
hiswiries demonstrate rather spectacular improve-
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ment. In other cases it is a tossup whether any im-
provement has been effected. In a few cases actual
deterioration occurs, as in a case of a final drive
pinion carburized and treated to 58-65 Rockwell C.
On the other hand, a carburized ring gear at the
same hardness was rauch improved. On torsion bars,
surface rolling was equivalent to shot peening.

An enthusiastic “missionary” attitude prevailed
throughout the reports, and on the whole this was
justified. Specific exceptions bring out the impor-
tance of avoiding over-cold work, the existence of
scatter, and the necessity of putting the peening
aperation under close control.

A factor to consider is decarburization, which is
extremely damaging in fatigue, this damage not
heing cntirely repairable by peening. In evaluating
the benefits of peening, concurrent attention must
be paid to decarburization.,

One of the useful conclusions to be drawn from
the assembled case histories is that some improve
ment ordinarily is to be expected from the treat.
ment, but there are sufficient exceptions to prevent
its being classified as a cure-all. Especially where the
life of unpeened parts shows a wide variation, the
causes of that scatter are not necessarily overcome
by peening, so that there also may be cerrespond-
ingly wide scatter in the life of the peened parts,
Experience with large numbers of tests and evalua-
tion of the data from the probability point of view
would be required to appraise such cases accurately.

In July 1944, the Office of the Chief of Ordnance,
Army Service Forces, requested NDRC to under-
take the preparation of a manual on the shot peen-
ing process and its effective application for the
guidance of design engineers. This project, OD-177,
was not undertaken since there was insufficient time
or personnel to carry out the more important
phases of the original program and prepare the
manual as wed, The Research Laboratories Divi-
sion of General Motors Corporation recognizes the
need for such a manual, however, and plans to pre-
parc one when time pesmits.

Innucrion HArRbENING

To augment the studics of surface pre-stressing by
shot peening, Project NRC-78, Study of Surface Pre-
Stressing on Dynamic Properties of Metals, was estab-
lished in the research laboratories of the General
Electric Company. The aim of the program was to
study the effects of JdJame and induction halening,
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carburizing, nitriding, cyaniding, ctc., on the fatigue
fife of varicus metal parts of war materiel. Since the
progress was not encouraging on the initial phase of
the program, which consisted of experimental induc-
tion heat treatments on SAL 1050, X1050, and a
chromium-aolybdenum steel, the project was aban-
doned. It was indicated, however, that the fatigue en-
durance limit is inereased by 50 per cent and that the
origin of fatigue failures in induction-hardenied bars
is sub-surface, It was found also that induction hard-
ening produces tension in the center of cylinders and
compression at the surface, The report on this work
was not issued beczuse more comprehensive informa-
tion of this nmature can be found in the technical
literature on induction hardening.

1.4 Methods of Testing Aircraft

Materials

The test methods used by industry for evaluating
the various materials used in aircraft construction
frequently vary considerably from thase used by the
testing andd procurement agencies of the Army Air
Forces and the Bureau of Acronautics, Navy Depari-
ment, In order to promoes the standardization of
these test methods, the NACA Committee on Mate-
tials Rescarch Coordination requested the War
Metallurgy Committee to review and compile the
test methods currently in use ac the Materials Labo-
vatory, Engincering Division, ATSC, Wright Field.

Accordingly, Survey Project SP-24 was established
and carried out, Twelve NDRE reports were issued
covering the test methodz used at Wright Field on
various aircraft materials, as {ollows:

Par¢ I Test Metheds of the Structural and
Mechanical Test Branch.

Part Il Test Methods of the Metallurgical
Branch.

Part I Routine Chemicai Anaiysis Methods
of the Physics Branch.

Part IV Test Methods of the Waod and Glue
Branch.

Part 'V Electrochemical Methods of the Chem-
tcal Branch,

Part VI Physical Test Methods of the Physics

Bresich,
Part VII  Tese Methods of the Welding Branch.
Part VIII Textile, Paper, Leatker, and Fungi.
cide Test Methods of the Textile and

Rubber Branch.

Part IX  Fuel and Lubricant Test Methods of
the Chemical Branch.
Part X  Paint and Protective Coating Test

Methods of the Chemical Branch.
« Part XI' Rubber Test Methods of the Textile
and Rubber Branch.
Part XIU Titie Index of Parts I to X1, Inclusive.
These reports are unclassified and werce distribu-
ted widely throughout the aircraft industry as well
as to the Armed Services. In addition, the Mzaterials
Laboratory of Wright Field has reduplicated these
reports for distribution to suppliers of aircraft mate-
rials so that they may utilize in their own testing
the metheds by which their materials will be evalu-
ated by the Army Air Forces. -

144 Fatigue of Aireraft Structures
and Materials

Both laboratory tests and service experience have
demonstrated that a structural material will fail
after many repetitions of a stress which is substan-
tially less than the sivess at which failure eccurs un-
der continuously increasing load. Such failure under
repeated loading is catled failure by fatigue. Since
aircraft structures particularly are subject to vibra-
tion, impacts, and other repetitive loads, it is rea-
sonable to anticipate the failure of some aircraft
parts by fatigue.

Present aircraft structural designs are based upon
static load distributions and generally have afforded
adequate fatigue strength in primary structures.
Prior to 1939, few failures had accurred in which
fatigue was a primary cause, and in no instance had
it been proved that any airplane wing spar or air-
ship structural girder had failed in service owing to
fatigue. Fatigue failures, noied since then, have
been very few in proportion to all known aircraft
failures. -

Nevertheless, present trends in modern airplane
design may lead to greater danger of fatigue failure
in the near future. Higher speeds, increased wing
loading, and in military plancs increased fire power
and mancuverability tend to produce greater dy-
namic loading. The use of new materials which
have higher static strengths, but which do not have
proportionately higher fatigu. strengths, increases
the possibility of failure of parts by fatigue. Radical
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changes in design, as may occur in jet-propelled
ships or in rotary-wing aircralt, need to be consid-
ered in the light of dynamic loading and possible
fatigue faifure of parts. ,

To determine the extent and na.. ¢ of the avail-
able information on the fatigue properties of ma-
terials and structures in aircraft so that rescarch
needs could be ascertained, the NACA Commiittee on
Materials Research Coordination requested the War
Metallurgy Committee to review the published and
unpeblished information availablc from aircraft
companies, manufacturers, and other laboratories.

To carry cut this survey, the War Metallurgy
Committee established Survey Project SP-27, Fa-
tigue Properties of Aircrafc Materials and Struc-
tures. Although there nad been many instances of
fatiguc failures of attachments and fittings which
are not structurally important, the study was lim-
ited to the primary load-bearing structure of thc
airframe. Engines and propellers also were ¢initted
because of the considerable amount of readily avail-
able information concerning the fatigt @ properties
of their materials and parts.

More than 1,000 references were reviewed from
the library of Battelle Memorial Institute, from air-
crait manufactupers, and from other laboratories.
Of these, about 600 concern the fatigue properties
of materials. Fewer useful references were found

concerning the fatigue properties of airframe struc-
tural elements, repeated-load tests of assemblics,
and service loading of aircraft structures.

Part I of the report on this survey?™ summarizes
available information concerning the fatigue prop-
erties of materials communly used in airframe con-
struction. This suramary is designed to indicate the
extent of available information rather than to offer
a handbook of design values. For many dctails, re-
ference is made to available publications.

Part Il summarizes the results of fatigue tesis on
fabricated parts, on simple joints, and on stificned
pancls. Although actual stress values usually are not
known, the tests are of considerable interest because
they include the effects of the stress raisers and sur-
iace conditions encountered in production.

Part IIT describes resulis of typical tests of struc-
tural assemblies under repeated loads. Such tests in-
clude an additional factor of importance in service,
namely, the deflection characteristics of the struc-
ture under the dynamic loading applied.

Part 1V of the report discusses the correlation of
information fiom laboratory fatigue tests with in-
formation from service records of joading during
flight and lardings. This discussion does not con-
tain definite conclusions for use in design, but sum-
marizes available information and points out prob-
lems for future consideration.
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Chapter 2
ARMOR

21 INTRODUCTION

=5 ALY 1N 1912 the War Metallurgy Committee ini-
h tinted several vesearch projects in the metaturgy
of armor as a result of the reecommendations of the
NDRC ad hoc Committee on Armor Plate in its
report to Dr. James B, Conant, dated November
18, 1941.7% These projects comprised studics on in-
vestigations of the effects of hydrogen, oxygen, and
nitrogen in armor plate, the correlation of the
metallographic structure of armor plate hardness,
and the developmert of a nonballistic test for de-
termining armor plate quality. At the same time, a
comprehiensive investigation of fundamental prob-
lems in production and heat wreatment of armor
broughit about by the critical shortages of the alloy-
ing clerents used in armor plate at the beginning
of World War Il was initiated at the suggestion of
Watertown Arscnal. Starting with problems of con-
servation and substitution, this work included stud-
ies of the influence of melting practices on the
vesultant armor, the effects of various clements on
the quench-cvacking susceptibility of cast armor,
the eficcts of heat treatments on the properties of
homogencous armor plate, and the development of
improved methods for the production of homogen-
cous armor plate and of face-hardened armor plate.
Supplementary projects were established for a more
detailed investigation of other problems such as the
use of boron as a hardening clement, the use of
flame hardening, and the development of low-alloy
asmor compositions. All this work was carried out
in close cooperation with Watertown Arsenai and
with the Subcommittees on Cast and Rolled Armor,
Ferrous Metaltwigical Advisory Board, Ordnance
Department, the membership of which included
many representatives of the various producers of
cast and rolled armor, as well as government repre-
sentatives. Reports on this work were distributed
to the members of these subcommittees at the re-
quest of the Ordnance Department.

22 CORRELATION OF TECTING
METHODS

Determining the suitability and acceprability of
armor by ballistic testing at the Proving Grounds

is an expensive and time-consuming task. The test
has been appraised by those in position to know it
as “arbitrary and not sufficiently discriminating.”
If more precise ballistic tests or some simpler
method of evaluation couvld be found whose corre-
lation with actual ballistic tests were definitely and
fully established, the development of better armor,
the proving of suitability of alternate, alloy-saving
compositions, and the prompt acceptance or rejec-
tion of armor would be facilitated,

As a result of the recommenaauons of the NDRC
ad hoc Committee on Armor Plate,™ the War
Metallurgy Conwnittee established at Carnegie In-
stitute of Technology Project NRC-6 (01-84), Non-
Ballistic Test for Armor Plate. The investigations
inade on this project established a rough corrclation
between poor ballistic behavior of rolled homogen-
cous armor of 114-in. and 2-in. thickness and cither
the reduction in arca on specimens taken in the
thickness direction or the low energy absorption of
normal-size notched impact specimens broken at a
low temperature, That is, with certain reservations,
the conclusion was reached that good ballistic be-
havior is characteristic of rolled homogencous armor
plate in which the reduction of area in the thick-
ness-tensile test is consistently greater than 30 per
cent and the Ve-notch Charpy values exceed 25 ft-1k
at minus 40 C, whereas plates in which the reduc-
tion of arca in the thickness-direction tensile test
[alls below 10 per cent and the Ve-notch Charpy
values at minus 40 C are less than 17 ft-lb will be
rejected by ballistic tests, ™

‘These conclusions are valid only when the failure
to pass Specification AXS 488 is caused by cracking
or because the exit dimension in the penetration-
through-plate test is in excess of the specification
limit. Furthermore, they are applicable only when
the uniformity of a lot of armor plaxe has been
cstablished by an adequate number of both types
of tests. These conciusions do not apply to badly
laminated plate for which the propertics are known
to be widely diffrrent at different points, nor to lots
of plate which for any other reason are markedly
nonuniform.

Some theoretical justification of these conclusions
was claimed on the grounds that high impact
velocity allows little deformation and in low-tem-
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perature tests deformation is likewise restrained.*
However, consideration immediately brings out a
significant lack of similiarity in the two cases, for,
when a projectile hits armor, the spot becomes ex-
trancly hot, a condition which is lacking in
notched-kar tests.

In any cvent, the assumption oi a basic correla-
tion rests on inadequately demonstrated grounds,
since cases are on record where armor which the
impact test would reject passes ballistic tests and
vice versa, Therefore, it must b concluded that a
nonballistic test sufficiently discriminating to dif-

fcrentiate the acceptable from the unsatisfactory

armor was not developed on this project.

However, the indications are that a 114-in. or 2-
in. plate with less than 10 per cent reduction of
arca (averages of six specimens) in specimens taken
normal to the plate will fail by back spalling, that
is, the exit dimension in penetration will excced
the specified limit, Such plate could be rejected
without ballistic test. Plate with values of 30 per
cent or over will not fail by back spalling and, if
there is adequate evidence that such a plate would
have proper resistance to penctration, ballistic test-
ing wmight be omitted, provided that the plate were
also resistant to cracking, Cracking is not necessit-
ily prevented by high ductility. Plates with 59 to
60 per cent reduction of area on specimens taken
normal to the plate have failed by cracking, while
others with 15 per cent reduction of area have been
accepiable,

Cracking showed a fair correlation with notched
impact behavior. Data from standard Charpy V-
notch specimens, taken with the long axis in the
width direction of the plate and the notch in the
thickness direction and at —40 C indicated that
plates with over 25 fe-lb Charpy value will be free
from cracking, while those under 17 ft-Ib usually
are not. There was no correlation betweep notched
bar results and spalling.

It is recognized that the spread in energy ab.
sorbed between plates that have been accepted and
those that have been rejected is at times small in-
deed. It 1s well known that the type of fracture,
whether fibrous or brittle, is of quite as much im-
portance in cvaluating notched behavior as is the
numerical figure of ft-lb of energy absorbed. One
important advantage of the notched-bar test using
cither the smail Charpy specimens or the fracture
specimen recommended bv Army Ordnance is that

the type of fracture, whether fibrous or britde, is
readily disclosed.

Various other lines of attack failed to show any
correlation between the other mechanical proper-
ties and cracking or spalling. Only the two prop-
ertics mentinned held forth any promise.

It must be recognized that an insufficient number
ol plates were tested to allow evaluation of the data
by probability methods or to justify drawing sweep-
ing conclusions. Further extensive work is necessary
to prove a degree of correlation that would justify
substitution of tests of cither reduction of arca in
the plate-thickuess direction or Charpy notched-bar
results for ballistic testing in specifications for ac-
ceptable armor plate.

As a supplementary topic of investigation,™ the
size cffect in slow beand testing of keyhole-notched
bars was studicd on one billet of SAE 4140 steel.
Rather consistent relations were found between en-
crgy absorbed per volume deformed in geometri-
cally similar bars, the unit work (o fracture drop-
ping as the size increases from 14 in. to 2 in. in
width, or as the hardness of quenched and tem-
pered specimens increases from 250 to 450 Vickers,

Although the notched bar fracture test, devel-
oped and employed by the Army Ordnance Depart-
ment, has proved fairly satisfactory as a criterion
for rejection for both rolled and cast homogeneous
armor, it has the weakness that its value depends
so much upon the personal judgment of the in-
spector that carcful training is necessary before
readings of the appearance of the fractures by the
inspectors are interpreted alike.

There is a belief, based on early observations by
von Kdrmdsi, that the stress wave resulting from a
very high-velocity impact travels in a peculiar
fashion so as to build up peaks of extremely high
stress. This theory and the experimental work
which attempted to evaluate these stresses and their
distribution when the impact is produced by other
than ballistic means is discussed under the subject
of the behavior of metals under dynamic conditions
in Scction 9.3.2 of this report. The attainable velo-
cities weie so low that the questions remained un-
answered. Pioneering experiments indicated only
how great arc the experimemal difficultics and
failed to advance the situation with respect to ar-
mor plate much beyond the original statement of
von Kirmén. The results of some experiments did
not agrec very clasely w'th the theory. This served
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ter emaphasize the fact that the simplest way to attain
explosive velodity is to use explosives.

Work donc by the Navy has indicated interesting
possibilities in the use of a test on notched impact
biirs of the Lod type but larger than the conven-
ticnal Izod bar, in which the bar is broken by an
impact deliveredd by a bullet instead of by a low-
velocity pendulum. The results are reported, not
as the foor-pounds of energy abscrbed, but as the
bullet velocity that is just sufficicnt to fracture. This
brings in higher velocities, although the stress raiser
inducing fracture is not that produced by the pro-
jectile,

A preliminary methed developed for the shock
testing of welded armor plate joints by the use of
a demolition explosive also showed promise as a
nonhallistic st for prime homogencous armor.
The work was conducied at Trojan Powder Com-
pany ont Project NRG-25 (OD-76) (NS-255), Direct
Explosion ‘T'est for Welded Armor and  Ship
Plate. - #3

In one of the wsts developed, a charge of closely
controlled explosive, placed just where the impact
is desired, is detonated in contact with the plate.
‘This test detected differences in heat treatment of
the armor, in welding technique, or in quality of
weld as related to the welding electrode used.®*

This work included also the development of a
point blank test. In testing armor, the impacts of
the projectiles must be on or near the weld in order
to determine the resistance of the weld to penetra-
tion. With ‘current ballistic testing methods, it is
often necessary to firc many shots to get an impact
in the desired location. Better positioning of im.
pacts would be a boon. With modern methods of
measuring projectile velocity, only a few. inches of
travel are required for a determination, A comuner-
cial “gun,” which shoots a projectile into a stcel
plate to a distance regulated by the charge, was de-
signed long ago for embedding studs {for example,
to attach a lifting device to the shell of a sunken
submarine). With careful selection of the explosive
and carcful weighing and loading, the distance of
penctration is under close contvol, which means
that the velogity is accurately controilable,

Combining these methods, a smooth-boic gun is
loaded with a controlled charge which propels a
piston to which is attached a projectile. This pro-
jectile, for test of relatively thin plate, travels only
a few inches, and the poim of impact can be de-

termined within 0.1 in. Thus a projectile can he
directed at v exact spot it is desired to hit and
propelled with an exactly known and measured
velocity.

There seems no reason why this method cannot
be scaled up for testing heavy plate. The variables
that impede ordinary ballistic testing would thus
be avoidable and the way opened to secure accurate
testing of armor and to obtain data for the corre-
lation of actual ballistic resistance, determined at
velocities that meet service conditions, with the re-
sults of low-velocity notched-bar impaci tests. Hazi-
ness of the claimed correlation between iow-velocity,
low-temperature impact results and ballistic test
results is at present ascribed to the deficiencies of
the ballistic test. Since with the above-described
method the point of impact is under control, the
arca of the armor plate tc be tested can be smaller.
Therefore, cooling the armor to subnormal temper-
atures for cvaluation of low-temperature behavior
and for direction comparison with low-temperature
impact tests becomes more feasible, and s field is
opened up which obviously requires intersive
tilling.

The direct explosion test is also discussed in Sec-
tion 6.1.2 of this report in connection with the test-
ing of welded armor and ship plate.

23 INVESTIGATIONS ON
¥MPROVEMENTS IN ARMOR PLATE

The majority of the Division 18 investigations on
armor plate had to do with improving the proper-
ties of armor plate compositions in existence at the
initiation of the program and with secking to reduce
their alloy contents, One of the basic ebjectives of
the work was to save strategic alloying clements at a
time when their scarcity made it imperative that
the wtmiost attention be given to the production of
high-quality armor steel with a minimum expen-
diture of alloys. Later, as the scazcity of alloying
clements cased, the emphasis was directed toward
pessible improvements in the gencral quality of
armor through further studies of such variables in
heat treatment, structure, composition, and manu-
facture as are likely to influence the ballistic be-
havior of armor. While the work in its carly stages,
exclusively concerned armor under 2 iaches in thick-
ness, the protection of nmiuch heavier mechanized
equipment which developed as the war continued
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made it necessary to focus attention on armor in
thicknesses up to 6 inches,

The various phases of rescarch with respeat to
improvements of armor involved both face-hard
ened and homogencous types, ‘The work fell within
the following three principal divisions:

1. Face-hardened armor.

2. Low-alloy homogencous armor steel,

3. Higl-alloy homogencous armor steel,

25 Face-Hardened Armor

The regular methods by wiudh armor plate is
given a hard penctration-resisting face and a tough,
spall-resisting back are by carburizing the face, heat
treating for diffusion to secure a desired carbon
gradient, then quenching and tempering. These
methods are time consuming. Quicker methods and,
of course, better armor were cagerly desired. Sev-
cral projects under the sponsorship of NDRC dealt
with face-hardened armor,

Experiments were conducted at the Massachu-
setts Institute of Technology under Project NRC-
23 (OD-88), Determination of the Effects of Flame
Hardening on the Ballastic Properties of Pre-Heat-
Treated Homogencous Armor Plate, to study the
effects on ballistic properties of flame hardening
one face of homogeneous armor of accepted compo-
sition and to compare these properties with those
obtained on similar thicknesses of carburized plate.
Flame hardening was accomplished by heating one
face of the plate very rapidly with a very hot flame,
thus producing a temperature gradient of such
magnitude that, on guenching, a hard surface was
obtained, leaving the center and the opposite face
of the plate in their original condition, The vari-
ables investigated were thickness of plate, depth of
hardened layer, the effect of overlap, post-heat treat-
ment, and distortion of plate. A somewhat similar
program was carried out by flame softening as
quenched fully hardened homogencous armor in
order to obtain a greater depih of hardened metal
than was possible by flame hardening.#?

An improvement in the ballistic limit of L4-in.
armor was produced by flame hardening, but warp-
ing was excessive. In l-in. plate there was less dis-
tortion and the ballistic resistance against projec-
tiles striking head on was improved, but for oblique
impacts it was decreased. A decrease in ballistic re-

sistance was tound in To-ine plate. It was therelore
concluded that flame-hirdening Vo-in, plate was
impractical, that flame-hardened  1-in. plate af-
forded insufficient overall inmprovement to warrant
its use on combai vehicles, and that flame-harden-
ing D-in. plate was injurious,

Flame softening, a practice which consists of tem-
pering with a hot flame the back side of a quench-
hardened plate in order o obtiin a sofier condition
on the back than on the front, produced less dis-
tortion in Ve-in, plate, and the ballistic results ap-
proached these of regular 14-in. face-hardened
armor, In Lin, flamesoftened plate, there was little
distortion, and plates tested with caliber 0.50 AP
M2 projectiles at normal impact were as good as the
usual carburized face-hardened armor. In 1y-in.
plate. it does not appear feasible to soften in this
manner a depth sufficient to avoid back spalls.

Thus flame softening appears better than flame
hardening. Flame softening may be useful on Y4-in.
armor if some warping is not objectionable. It ap-
pears to have distinct possibilitics for 1-in. armor,
although the process does not seem applicable to
plate much thicker than 1 inch.

Another method of producing hard surface on
plate without changing its composition was investi-
gated by the Buick Motor Division of General
Motors Corporation on Project NRC-24 (OD-74),
The Development of a Process for Manufacturing
and Welding Face-Hardened Armor Plate. In this
method, two plates placed back to back were
welded together around the cdges, heated to the
quenching temperature, quenched in brine, tem-
pered at 400 F, and then cut apart. Steels were
chosen of such hardenability that only the faces of
the plates toward the quench were hardened, while
the backs remain unhardened. A simultancous ob-
jective of this investigation was to use steel of plain
carbon composition in which the hardenability is
regulated by raising the mangancse contesnt as the
plate thickness is increascd, and, mn order te use as
little manganese as possible, to induce hardenabil-
ity by the use of boron in finishing of the heat, thus
conserving critical alloys.

Eucouraging results, initially obtained for two
small 14-in. plates of 0.409, C, 0.859, Mn, and
0.209, Si boron-treated steel, were the basis for an
arrangement to investigate the proposed differential
quenching process. Attempts to produce plates of
the size v ired for ballistic testing produced dif-

CONFIDENTIAL

"2 Y



o b el o s gt e o Yo

ot ol

et e o e vt i b b At e B S e T

18 ARMOR

ficulties and discordant results, neither Vy-in, nor
Lin, differenually quenched plate being produced
in these larger sizes that passed ballistic require-
ments, Few approached the requirement as to resis-
tance to penctration, and, in those which did, back
spalling was excessive, It was finally concluded that
the pearlitic structure of the unhardened back of the
plate was inherently unadapted 1o resist spalling,#4

‘The Buick Motor Division on Project NRC-30
(OD-74), Development of Processes for the Manu.
facturing and Welding of Case-Carburized Armor
Plate fiom Non-Alloy Sieels, also investigated a
process for case-carburizing armor plate in an effort
to develop satisfactory armor with the use of boron-
treated plain carbon or low-alloy steels.

In this investigation, gas carburizing with proper
control of the carburizing atmosphere was used 10
produce a lower carbon case than is normally ob-
tained by earburizing with solid carburizers. A wide
variety of case depth and modifications in carburiz-
itgg thines and diffusion times were investigated. At
the time this research was undertaken, the conser-
vation of ¢ritical alloying elements was still highly
important, so the u.e of manganese and boron treat.
ment or of some of the low-alloy National Emer-
gency [NE] steels, whase alloy content is derived
chiefly from scrap, were studied. The work was con-
centrated on light armor. The steels chiefly -used
were the plain carbon type with 0.167, C, 0.769,
Mn, boron-treated, and the NE 94720 type contain-
ing 0.207%, C, 1.09, Mn, 0.509; Si, 0.309;, Ni, 0.507,
Cr, and 0.109], Mo with boron treatment,

The latter steel, gas carburized and then given a
diffusion treatment in a neutral atmosphere, had a
carbon content of about 1 per cent at the face, with
the case depth extending about haif the thickness
of %-in. plate. Such plate gave ballistic results
cquivalent to these required for somewhat thicker
plate with no spalling. These promising results led
to an extension of the work to aircraft armor and
ammunition test plate using V-, %= V4 and $4-in.
thicknesses, the steel chosen being NE 86T17 type
(0.179 C, 0.809; Mn, 0.50%; Si, 0.15% Ni, 0.509;
Cr, 0209, Mo, boror-treated). After gas carburizing
ar! tempering at 325 F for 2 hours, all the plates
showed excelient resistance to penetration but were
marginal in shock test.

A scries of regular commerdal-grade face-hard-
ened armor plate with about 4 per cent nickel and
another series of plates of NE 86T17 and 86T20

steel were prepared and sent to Aberdeen Proving
Ground for testing at normal and sub-zero temper-
atures. Both series had plate in the four thicknesses
mentioned above with case depths of 25 and 40 per
cent of the plate thickness, The results of the room-
temperature test indicated that with the NE 86°T'17
and B6'T20 analyses satisfactory resistance to pene-
tration can he obtained, bur the general shock
and penetration-through-plate  characteristics were
cither boi vrline or definitely below the require-
ments of spcsification ANOS-2, The low-tempera.
ture test brought about a very marked decrease in
the shack propertics of this armor with plates fail-
ing to weet ballistic requirements by more than
700 [ps.

On the other hand, regular cemmercial-grade
face-hardencd armor gave excellent shock and pene.
tration through plate results at both normal and
sub-zero temperatures, Thetr resistance to penctra-
tion also was fairly high for this s -l

It appcars that the NE 86T17 and NE 86720
steels are not suitable for processing armor under
Specification ANQOS-2 using the weatment em-
ployed.8a. /6

In somewhat analogous fashion, work was con-
ducted at Battelle Memorizl Institute aimed at in-
creasing the toughness of the case on face-hardened
armor by holding down the surface carbon in ordi-
nary pack carburizing” This work was part of
Project NRC-14 (OD-87), Improvement of Low-
Alloy Armor Stecls. Some earlier work suggested
compound would result in lower surface carbon in
the case. In tests of this on armor steels, erratic
resuits were obtained, and it appeared that the fer-
rosilicon was acting as a diluent just as so much
magnesiz or silica flour does. However, when
both ferrosilicon or silicon carbide and certain
chlorides, especially nickel chloride or chromium
chloride, were added, a reduciion in surface carbon
was obtained. The chlorides alone were energizers,
and in 8 hours at 1760 ¥ carburizing witnout the
silicon compound they produced surface <arbon
contents of 1 to 110 per cent. With the silicon com-
pound, the surface carbon could be held down to
0.4% to 0.90 per cent carbon as desired.

In effect, this process climinates the need for a
diffusion treatment to lower the maximum carbon
content of the case after the carburizing cycle. Since
appreciable lowering of the carbon content can be
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accomplisticd without reducing the hardness of the
case, it is thus conceivable that the ductility and
toughness of the case could be decidedly improved
without any sacrifice of ballistic properties. No bal-
listic tests were carried out, however, oa plates so
carbuiized,

222 Low-Alloy Homogenecous Armor Steel

As part of Project NRC-14, Improvement of Low-
Alloy Armor Stecels, the literature and patents were
surveyed for information regarding the use of small
additions of various clements or alloys to improve
certain qualities of steel. The object of this survey
was to determine whether or not any of these mate-
rials could be used to improve the ballistic proper-
tics of the armor steels or to reduce their alloy
content with no reduction in ballistic properties.
As a result of this survey, a large number of tests
were made of various additions. A list of these ad-
dition agents includes boron, aluminum, silicon,
tellurium, calcium, selenium, titanium, columbian,
lithium, zirconium, nitrogen, and a number of pro-
prietary alloy additions of complex analyses.88.89.
00,91

Outside of the boron addition, none of the treat-
ments were outstanding in their cifects, although
several of them contributed minor improvements.
Zirconium, for instance, gave a definite boost to the
depth hardening propertics, although it scemed to
decrease the notched bar toughness. On the basis of
these preliminary tests, it was decided to discon-
tinue further study on all other treatments and to
concentrate on an investigation of boron in armor

steels.

INVESTIGATION OF BoRrRoN IN ARMOR PLATE

‘The amount of boron required to increase miate-
rially the hardenability of an already somewhat
hardenable steel is almost unbelievably small. The
proper amount to add is considered never to be
over 0.007 per cent. Peacetime commercial experi-
ence with boron stecls was sufficient to justify much
hope but teo meager to supply all of the answers to
the questions that must be answered before the
boron-treated steels could be adopted for armor.
Not al! aiwinpis to confer hardenavility by boron
trecatment were successful. The mechanisin by
which boron confers hardenability is nct under-
stood, and. while the conventional metaliurgical

tests for mechanical properties had been made on
manv boron-treated steels that were mechanically
cquivalent to more highly alloyed steels without
the treatment, there was little experience with them
in various types of severe service, and none at all
in armor. The various unknowns in respect 10
boron-treated steels, therefore, became the basis for
investigations to determine the actual possibilitics
and limitations of these steels in order to establish
confidence in their use. The problems directly re-
lated to armor were of great interest to the Army
Ordnance Department, and several projects were
sct up to bring out the unknown facts.

A study of the influence of boron on some of the
properties of experimental and commercial steels
was carried out at the National Bureau of Stand-
ards under Project NRC-31 {OD-87), fnvestigation
of Roron in Armor Plate. The results of this inves-
tigation are summarized in a scries of progress re-
ports covering a period of twe years of work on the
following subjects:

1. Influence of variations in boron, carbon, and
mangancse contents on some properties of steels for
armor plate and other military applications.?*

2. Influence of variations in boron, carbon, and
manganese contents on the weldability of steel for
armor plate and other military applications,

3. Influence of nitrogen on snme properties of
steels with and without boron and titanium addi-
tions,™

4. Influence of variations in boron, composition
of ferro-alloys used for making boren additions and
deoxidation practice on some properties of experi-
mental steels containing 0.39, carbon and 1.6
mangancse,

5. Influence of boron and nickel on some proper-
ties of experimenial steels containing 0.39, carbon
and 0.89], manganese.9

6. Influence of boron and chromium on some
properties of experimental steels containing 0.397,
carbon and 0.89, 1.259,, or 1.69, manganesc.h

7. Influence of nitrogen on some propertics of
experimental steels without and with boron.?8

8. Influence of boron on some propertics of ex-
perimental steels containing nickel and chromium."

9. Irfluence of variations in boron and composi-
tion of ferro-alloys used for making boron addi-
tions on some properties of basic open-hearth steels
containing 0.49, carbon and 1.69, manganese.190

The final report on this project covered an in-
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vestigation of boron in armsor plate dealing with the
influence ¢f boron on some properties of experi-
mental steels containing 0.39; carbon and varying
amounts of manganese, chromivm, and molyb.
denum!

Tests were made on approximately 250 experi.
mental and 20 commercial steels. All of the experi-
mental steels were prepared ar Bauelle Memorial
Institute on Project NRG-31A, In the work at the

rational Burcaun of Standards it was shown that
variations from nil to 0.006 per cent boron addi-
tions made with intensifiers cither with or without
grain refining clements had no significant influence
on the following properties of the steels: (1) clean-
liness, (2) hot working, (3) transformation tempera-
tures, (1) revistance to softening by tempering, and
(5) tensile strength when the steels were fully hard-
ened and tempered, except possibly in improve-
meni in ductility when tempered at low tempera-
tures, Although boron lowered the coarsening tem-
perature of austenite, steels with relatively high
additions of boron could be rendered fine grained
at heattreating temperatures by the judicious use
of grain-growth inhibitors such as aluminum, titan-
ium, zirconium, and vanadium. It vas shown that
the influence of boron on hardenability and notch
toughness varied with the base compaosition of the
steels, the composition of the intensifiers, and the
amount of boron present. Small amounts of boron
were often beneficial 1o notch toughniess at room
temperature when the steels were fully hardencd and
tespered at low temperatures, When tempered at
high temperatures, however, the presence of boron
in steel, especially when added in relatively high
amounts as intensifiers containing  titanium, was
usually cither without effect or was detrimental to
notch toughness at room and sub-zero temperatures,

The hardenability of many of the experimental
steels prepared in an induction furnace and of all
the steels comprising a basic open-hearth heat was
markecdly improved by additions of boron. How-
ever, no definite correlation was found between the
hardenability cffect and the amount of boron added
or retained in the steels. In many of the experimen-
! 2teels, the optimum handenability was obtained
with small additions of boron (0.001 per cent or
less), while in other steels the hardenability in-
crcased contintiously with increasing boron content,
In still other steels, the addition of boron, cither as
a simple or as a complex ferresalloy or intensifier,
was without cffect on hardenability. In general. re-

latively small additions were more cffective than
large. The complex intensifiers were more effective
than the smnple ones, and the improvement in
hardenability was not so critically dependent upon
the amount present when the additions were made
with a complex intensifier,

‘The effectiveness of boron in improving the hard-
enability of the experimental steels increased with
increased amounts of clements that conferred deep
hardening properties, such as manganese, chrom-
ium, and molybdenum.

A progress report on the endurance properties of
basic open-hearth steel containing 049, carbon and
169, manganese without and with boron additions
comains the results of additional work done at Ba:-
telle Memorial Institute on Project NRC-31A. This
report*™ covers the endurance properties of three
steels from the special connmercial addition agent
Heat No. 126405, Army Rescarch and Development
No. R.AD-1448, Two of the steels were treated in
the mold with proprictary boron-containing alloys,
while the third was a refcrence steel from the same
heat containing no boron. This work was designed
to supplement that conducted at the National Bu-
rcau of Siandards on physical properties of steels
from the same heat which was summarized in a prog-
ress report cited carlier. 190 The endurance properties
of boron-treated steel were comparable to those of
the reference steel when tempered to the same hard-
ness value, thus indicating that boron had no meas-
urable cffect on the endurance properties.

Further information on boron is contained in a
War Mctallurgy Committee advisory report entitled
Boron in Steel.™ ‘This report is a very interesting
presentationn of the state of the knowledge in this
ficld in 1942. It contains a comprchensive statement
of the history of the use and cffect of boron in stecl.

A final report on the improvement in low alloy
armor steels dealing with boron in steel of armor
composition, 194 contains also the results of an inves
tigation of boron as an alloy in steel. The investiga-
tion was part of the program of Project NRC-14
(OD-87) and covered the use of boron in armor steel
but more soecifically its use as a substitute for molyb-
denum. About the time the work got under way,
the use of molybdenum was drastically restricted,
and it seemed appropriate, in view of the proba.
bility of a continued shortage, to limir the investi-
gation of boron as an alloy to its possible use as a
substitute for molybdenum. The results show that
beron can be substituted for a much larger quan.
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tity of molybdenum as far as hardenability gocs,
but it does not have the specific efiect of molybde-
num in mitgating temper brittlencss, It does not
fower the critical temperature and the quenching
temperature as nickel does, but that is not very im-
portant. On the whole, amounts ol nickes, molyb-
denum, and chromivm well worth saving can be
replaced by a tiny amount of boron on the basis of
mechanical test results,

‘The presumption is, therefore, that the much de-
sired avoidance of slack quenching in the interior
of relative heavy armor can be achieved by boron
treatment up to thicknesses that would require ex-
cessive amounts of the usual alloying clements,
Depending somewhat upon the quenching tech-
nique, there is, of course, a maximum thickness be-
yond which no combination of elements, whether
or net assisted by boron, can achieve avoidance of
slack quenching, and structures less desirable than
tempered martensite have to be put up with, How
useful boron may be in very heavy armor that can-
not be given any but a slack quench structure re-
mains to be evaluated.

The use of boron in steels suitable for 3- to 6-in.
cast armor was also investigated.1¥ A fairly com-
prehensive testing program was conducted on mate-
rial cast into 6-in. plate to investigate the use of
boron in steels of armor composition and to deter-
mine the effects of variations in deoxidation reat-
ment on the boron effect. Boron did enhance the
hardenability of these steels without increasing
their susceptibility to quench cracking or to temper
brittleness, and, so far as could be determined, con-
ferred no undesirable characteristics. A deoxidation
treatment with aluminum seemed 1o give consis-
tent and better results than were obtaired when
titanium was used prior to the boron addition.

The studies of the use of boron for reducing the
alloying clements in armer steel without sacrificing
ballistic properties boic out the fact that armor
with relatively low alloy content but with the
boron treatment would be equivalent te armor
richer in alloy content.

An inquiry to Watertrwn Arsenal brought out
the fact that boron additions used by some produc-
ers had not been consistently reported, but that in
so far as segregation can be made, V4-in. and 114-in.
rolled homogencous armor steels with higher molyb-
denum and no boron and those with fower molyb-
denum and a boron addition are indistinguishable
in ballistic tests. Seme producers of rolled armor

nutde cffective voluntary use of boron to insure
hardenability in alloy-poe: compositions that would
otherwise be on the borderline of hardenability.
With the information now available, a much greater
saving of alloy than was actually accomplished
would now be feasible. Producers of cast armor do
not scem to have made much use of boron, as their
understanding of its use sceras, in general, to be
less than is the case with steel mills,

As a further step toward conserving strategic al-
loying clements by employing boron in alloy-free
or low-alloy steels, the Buick Motor Division of
General Motors Corporation carried out Project
NRC-29, Development of Processes for the Manu-
facturing and Welding of Homogeneous Arior
Plate from Non-Alloy Steels. The basic idea again
was the saving of strategic alloying elements by us-
ing alloy-frce or low-alloy stecls whose hardenabil-
ity had been augmented by boron treatment. The
project dealt with homogencous plate from 1 in,
to 1 in. thick, both in the machinable and high-
hardness grade.106.107

Using steel of about 0.279%, carbon, 1159, man-
gancse, plus an addition of boron, it was
found possible to produce Vp-in. plate with satisfac-
tory ballistic performance, but it was difficult to
secure both resistance to penetration and freedom
from spalling. Commercial varjations in hardenabil-
ity made it doubtful if uniformly high quality could
be readily maintained in production. Attention
was, thercfore, shifted to steel with a greater mar-
sin: of hardenability, such as steel with 0.459
carbon, 159, mangancse, which was boron treated.
Satisfactory Vo-in. and 34-in. plates were produced
from this steel, but a higher resistance to penetration
would have been desirzble. When the scrap situation
became favorable for making the triple alloy tyve
of National Emergency steel, attention was centered
on the NE 9430 type without and with boron treat-
ment. The non-boron-treated NE 9430 steel gave
satisfactory Vy-in. plate, and the boron-treated stecl
of the same type gave satisfactory 1-in. plate, These
steels were later put into production.

INVESTIGATIONS ON THE Errects or GASEOUS
ELEMENTS IN ARMOR PLATE

Although it is known that the common gases,
nitrogen and hydrogen, may have a material effect
on the quality of steel, analysis for these clements
is seldom made because of difficulties involved in
the analytical method. In armor plate, wherz every
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means of improving quality is of paramount impor-
tance, the role played by the gases becomes of spe-
cial interest, Obviously, any information leading to
a greater appreciation of the importance of oxygen,
nitrogen. and hydrogen would uitimately lead o
bewer armor.! This problem was recommended
for study by the NDRC ad hoc Committee on Ar-
mar Plate.”™ Therefore in Projece NRC-4 (OD-
38-2), Effects of Hydragen, Nitrogen and Oxygen in
Armor Plate, established at Battelle Memorial Insti-
tute, it was planned to make a study of these gases
from the standpoint of their influence upon ballistic
properties, One of the methods used to attack this
problem was to carry ot direst analyses of armor
plate samples in an cffort to obtain some correlation
between the gas content and baliistic propertics. A
considderable number of fractional vacuum fusion
analyses were made on rolled and cast commercial
armor plate representing ballistically satisfactory
and unsatisfactory material,'® Neither hydrogen
nor nitrogen values could be correlated with ballis-
tic properties. It was found that rolled plate which
faited because of back spalling tended to have
higher oxygen content than satisfactory plate. In
cast steels, the oxygen content was founid to be
roughly related to inclusion type. Cast plates of low
oxygen content generally contained duplex sul-
phides. When the oxygen content was relatively
high, the inclusions were globular silicates and sul-
phides. The network or cutectictype inclusions
which lexd to inferior ducility, low notch tough-
ness, and generally poor ballistic properties pre-
vailed when intermediate oxygen contents we.e en-
countered. Residual aluminum contents were found
to vary inversely with ihe total oxygen valusgs as
would be expecied from the nature of the non-
metallic inclusions.

In early studies on this project, a pecaliar inter-
crystailine type of fracture was observed in several
samples of commercial cast armor. It was noted that
the clongation and reduction of area values of steel
exhibiting this type of fracture were abnormally
low, which is tantamount 1o saying chat the steel
had poor ballistic propertics. The contour of a frac-
ture suggested that the failure occurred through
regions that were originally the primary austenite
grain boundaries. Careful examination of a sample
under the microscope revealed the presence of a
chain of nonmetallic particles which were extremely
small in size and became apparent only at magni-

fication of 1,000 diameters or more, The aluminum
conteni of the steel was noted to be somewhat
greater than normally found where aluminum is
used simply for the purpose of deoxidation. Fur-
thermore, analyses showed that the steel contained
a higher than normal nitrogen content, Experi-
menis were undertaken which gave conclusive evi-
dence that the presence of aluminum nitride was
the cause of the intergranular precipitate in the
samples of commercial armor examined.'? The
amount of the intergranular precipitate found in
the steel increased with the amount of aluminum
usced for deoxidation, with the nitrogen content of
the melt, and with a decrease in the cooling rate
following casting.

As the experimental work on imprevemeat in ar-
mor proceeded, additional examples of intergran
wlar fractures weve received from various producers
of armer plate, and, upon their examination, it be-
came apvarent that 2 number of different conditions
coulit cause such fractures. Various causes of inter-
granular fracture met with on Project NRC-14 are
presented in a report on the causes of intergranular
fiacture in cast armor plate. The following causes
are now recognized: (1) aluminumn nitride precipi-
tation at the primary grain boundarics, (2) ferrite
precipitation as a network at the primary grain
boundaries, (3) massive carbides in the primary grain
boundaries, (4) extreme cases of Type 1 sulphide
inclusions, and (5) internal hot tears. Of these, the
prime cause was found to be aluminum nitride pre-
cipitation at the primary austenite grain boundaries.
The information found in these investigations was
wed in overceming intergranular fracture problems
in a number of foundries producing cast armor.

INVESTIGATICNS OF STRUCTURE IN
HoriocENEoUs ARMoRr

During the early periods of World War Ii, ques-
tions arose as o the effect 9n ballistic properties of
the various structural constituents formed during
the quenching of armor plate. Investigations soon
showed that the effectiveness of the quench was all
iizportant. Examination of a large number of speci-
mens of comnercial armor plate revealed that some
producers did not always obtain full hardening,
with the result that some ferrite, pearlite, or bainite,
or combinations of these constituents were present
after the auench. At the recommendation of the
NDRC ad hoc Armor Plate Committec™ a swudy
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was underaaken ac Battelle Memorial Institute with
the inteation of determining the effects of micro-
structure on the ballistic limit and shock resistance
of armor plate. This work constituted the program
for Project NRC-5 (OD-88), Correlation of Metal-
lographic Structures and Hardness Limit in Armor
Plate. The final reports on this project covered the
cffects of austenite transformation products on bal-
listic properties,!'* the corrclation of microstruc-
varc and ballistic propertics,'® and analyses of
problems presented by individual producers. '3

In a study of the effects of austenite transforma-
tion products on ballistic propertics, V4-in. rolled
armor from a single heat was received and was
given the three general types of heat treatment: (1)
full quench followed by tempering to the desired
hardness, (2) intercritical quench followed by tem-
pering to the desired hardness, and (3) subcritical
quench in molten lead. After heat treatment, the
plates were sent 10 Watertown Arsenal for ballistic
testing and were then returned for physical testing
and metallographical examination. While, for a
given hardness, ferrite was shown to have no effect
on the ballistic limit, it lowers the resistance to back
spalling and causes back spalling to occur at a low
hardness value. Plates which were isothermally
treated to produce bainite and a small amount of
uniform network of ferrite have higher ballistic
limits for a given hardness than fully quenched and
tempered plate. The fact that isothermal quenching
of armor has a serious limitation in that it can be
applied at the present time only to thin plate is dis-
couraging to any attempt to develop isothermally
transformed armor plate commercially.

In connection with the correlation of micrestruc.
ture and ballistic properties, metallographic speci-
mens from a large number of cast and rolled
ballistic test plates ranging from [ to 2 in. in thick-
ness were carefully examined from surface to core
to note the character of the matrix struciure and
the inclusions. Examples of both acceptable and
unacceptable plates were represented. This investi-
gation disclosed that failure by cracking occurs
most frequently in plates having excessive amounts
of free ferrite or excessive hardness, but that crack-
ing failures are reduced when the ferrite is fortified
by such ferrite strengtheners as copper or silicon.
Hardenability data indicated that poor quenching
technique is an important factor in the appearance
of free ferrite.

In addition to excessive ferrite, nonhomogencous
microstructure and excessive amounts of porosity or
nonmetallic inclusions were shown to be undesir-
able and detrimental to hallistic propertics.

Attempts to produce, by controlled heat treat-
ment, various types of metallographic structures in
plates substantiated evidence that, for case of manip-
ulation and best results, a full quench followed
by tempering to the desived hardness gave the best
type of microstructure for resistance to ballistic
pti.etration and shock.

In cxamining a limited number of spalled and
cracked plates of rolled armor, it was observed that
the spalled plates contained much larger oxide in-
clusions than either the cracked or satisfactory
plates, while banding also was found in many of
the spalled plates. On the other hand, cracked
plates showed a much greater drop in notched-bar
toughness when the testing temperature was low-
ered from rcom temperature to —40 F than did
cither the spalled or satisfactory plates. The cracked
plates contained much morce ferrite at the core and
were softer at the core than the satisfactory plate,
whereas the spalled plates helc a position interme-
diate to the satisfactory and cracked plates with re-
spect to hardness and ferrite contents of the core,

Inasmuch as proper microstructure is a requisite
for good armor plate, the extent to which heat
treating variables affect the microstructure and
mechanical properties of low-alloy armor steel was
investigated under Project NRC-14 (OD-87), Imi-
provements of Low-Alloy Armor Steels,

The purpose of the study was to determine the
importance of heating rate, holding temperature,
and holding time prior te the quench, and cooling
rate during the quench on the microstructure and
propertics of 2-in. cast armor. Variations in heating
rates, holding time, and holding temperature were
found to be of little consequence in regard to aus-
tenitizing the steels and getting uniformity of tem-
perature through the cross section, provided the
holding temperature was above the Acy tempera-
ture for the composition. Undesirable microstruc-
tures appeared more likely to form as the result of
improper handling in the quench.

Tensile test bars that were heat treated to pro-
duce 160 per cent martensite in the quenched struc-
ture as well as being heat treated to other types of
structure indicated that the best combination of
strength and ductility is obtained in those bars con-
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sisting of 100 per cent martensite. Any variation of
this structure resulted in lower ductility with the
decrease in ductility being proportional o the
amount of ferrite present in the microstructure. In-
creasing the holding time and holding temperature
was found 10 be beneficial in the case of steels con-
taining carbides which inherently are difficult to
dissolve in austenite.t?

Heat TrEATMENT AND MECHANICAL PROPERTIES OF
Low-ALLOY HOMOGENEOUS ARMOR

It was common practice o homogenize the hetero-
geneous  coarse-grained structure  developed  dur-
g the solidification of homogencous cast armor
on the assumption that the treatment refined the
grain, difuscd segicgsied areas resulting from the
dendritic wmode of freezing, and impeoved the me-
chanical propertics, particularly ductility and tough-
ness, The homogenizing heat treatment is generally
carricsh out at temperatures considerably higher
than thuse used for norma! heat weating practice,
but there was no consisiency among producers of
cast armor in regard to cither the temperature or
the lvadiag time at temperature used. It was not
unusual to find one steel foundry homogenizing at
1700 ¥ for 4 hours and another at 200C ¥ for 10
hours for castings of the same section size, The im-
plication derived from this decided lack of uniform-
ity in homogenizing heat treating practice was that
there is no unanimity of opinion in the cast steel
industry regarding the value of homogenizing, 1€
it were true that a drastic heat reatment of nany
hours at high temperature is necessary, then those
who employed lower temperatures and shorter
helding times were not realizing the maximum
properties frosa their armor. On the other hand,
if there were do particular advantage in going to
higher temperatures and longer holding times, or
if the advantage was so stight that 2 minor adjust-
ment in composition would compensate for it, then
the \rastic heat weatment could be curtatled in
order 1o save time and heat treating capacity.

When the immediate importance of this problem
to the cast armor producers was recognized, an
extensive survey of the homogenizing heat treat-
ment was undertaken wt Batelle Memorial Insvtute
as part of Project NRC-14 in order to obtain a
boiter understanding of the value of homogeniza-
tion and o accumulate dawa thatr would be useful
to the cast steel producess in governing their heat

treating practice. Cast armor plates submitted by
five producers were examined carefully after being
given various homogerizing heat treatments,

No significant effects or trends from the homo-
genizing treatment were observed on the austenitic
grain size, hardenability, notched bar toughness,
or V-notched Charpy at room and subatmospheric
temperatures, temper britteness susceptibility, or
tensile properties. The properties of unhomogen-
e snecimens were generally equivalent to those
from homogenized material. Successive increases in
homogenizing temperatiire or holding time brought
about a gradual diffusion of the dend.itic pattern on
ctched macrospecimens. However, even the most
drastric heat treatment did not obliterate this struc-
ture. It was generally concluded that, in the steels
examined, the various homogenizing treatimenty
produced no appreciable change in the characteris-
tics of the hardened and tempered specimens and
that true homogenization can be effected oniy by
holding the steels at temperature in excess of 2200 F,

On the other hand, work described in a report
on the causes of quench cracking in cast armor
steelV? showed that a decrease in quench-crack sus-
ceptibility accompanied the substitution of homo-
genizing pretreatment for a normalizing treatment.
A hemogenizing treatment of 8 hours at 2300 F was
particularly cffective in decreasing the quench-crack
susceptibility,

In line with the investigation of quench cracking
in cast armor steel, a test was developed for nea-
suring the quench-crack susceptibility of fully
hardened cast armor plate. Quench-crack suscep-
tibility 2s mzasured by the test was influenced
greatly by the composition of the armor. Steels with
less than 0.25 per cent carbon scemed not to be
immunc te quench cracking, but quench-crack sus-
ceptibility increased rapidly as the carbon content
increased from 0.25 to 0.35 per cent. Quench-crack
susceptibility also increased with increasing nickel,
chromium, mangancse, and phosphorus conients,
but no cffects were obscrved for variations in silicon,
stiiphur, molybdenum, or boron contents, or in the
pereentage of added aluminum. On the other hand,
increases in the time at the austenitizing tempera-
ture and a decrease in the quenching temperature
reduced the quench-crack susceptibility.

Two possible factors irfluencing quench-crack
susceptibility of stecls are the temperatures at which
martensite is formed and the amount of expansion
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involved in the transformation to martensite. To
investigate this point, an attempt was made to de-
velop a dilatometer which would be sufficiently fast
and sensitive enough to show the temperature and
expansion of the martensite transformation. This
investigation was part of Project NRC-14, and the
results are described in two reports on the determi-
nation of martensite transformation points!!¢ and
the continuatien of dilatometric studies of armer
with respect to quench cracking. 117

For this work, a high-speed dilatometer, using
strain gages to register dilation, was designed and
built. Difficulties with the drift of the zero point of
the instiument and difficulties encountered with a
switching device in the electrical circuit were obsta-
cles to the satisfactory performance of the instru-
ment. Martensite transformation points, however,
weze determined for a number of steels from cool-
ing curves obtained with pait of the dilatometer
apparatus,

In the production of the cast armor, it was recog-
nized that variations in physical properties of cteel
are associated with melting and deoxidation prac-
tice as well as with variations in heat treatment.
Since no universal melting practice is employed
among the foundries manufacturing cast armor,
and since a number of foundries unacquainted with
its production were encouraged to enter the field
without adequate knowledge of the problems in-
volved, investigations were undertaken under Proj-
ect NRC-14 to assist the umnformed foundries by
investigating some of the variables in melting prac-
tice which have an effect on the quality of cast
armor. Several types of melting practice were ex-
amincd ir both acid-lined and basic-lined electric
furnaces. The sulphur content itself or the sulphide
distribution appcared to be the principal variabie
controlled by the melting operation which affected
the physical and notched bar properties of the stecl.
When the sulphur content increased or the sul-
phide inclusions were distributed along grain
boundaries, the toughness decreased as it did also
with increased amounts of inclusions and in the
presence of the aluminumenitride precipitate. As a
general rule, acid cast steels were inferior in prop-
ertics to basic steels, though much of the difference
probably resulted from the higher sulphur content
in the acid steels. The hardenability of the steels
examined was found to vary over a greater range
than coald he accounted for by their chemistry. On

the average, cast steels were at lower hardenability
than wrought steels of the same analyses, '8

‘The relationships between chemical composition,
mechanical propertics, tempering  characteristics,
and hardenability of cast steels of armor compozi-
tions was investigated by the American Brake Shoe
Company under Correlation Project NRC-83A,
Hardenability of Cast Steels for Use in Ordnance
Materiel. This project was financed by the com-
pany and carried out under the general supervision
of the War Metallurgy Committee. The depth-
hardening characteristics of the cast steels were de-
termined, employing single and double end-quench
tests to show the cffect on hardenability of several
alloying clemenis in several base compositions. It
was pointed oui, however, that other variables be-
side compositional chznges may effect inherent
hardenability. In castings, for example, it was evi-
dent that the cast section size may exert considerable
influence. Melting and deoxidation practices also
were considered significant, while scgregation was
recognized as a variable of particular importance,

For all practical purposes, the data confirmed the
hypothesis that different alloy combinations had
little effect upon the usual mechanical properties
of fully hardened and tempered cast steeis. There
was some indication that over alloying, as repre-
sented by greater hardenability than needed for full
hardening, may resuit in a slight mimpairment in
properties, particularly by lowering the reduction
of area. The influence of several alloying clements
upon resistance to tempering also was examined in
this investigation, As would be expected, the in-
creased resistance to seftening, evidenced by the
higher temperature required to temper to a known
Brinell hardness value, was associzted with steels
containing the strong carbide-forming elements,
chromium and molybdenum.11?

Producers of armor plate exercise a certain
amount of choice in deciding the tempering time
and tempering temperature to be used in meeting
a hardness specification. The fact that different pro-
ducers do make use of different practices in obtain-
ing the same hardness in armor plate led 10 the
question of whether any advantage in mechanical
properties could be assigned to a particalar tem-
pering practice. Qther questions arose as to effect
on the mechanical propertics, particularly notched
bar strength and temper brittleness, of replacing
molybdenum with boron, An investigation was un-
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dertaken, therefore, as part of Project NRC-14, Im-
provement of Low-Alloy Armior Steels, to study the
etiect of tempering practice on mechanical proper-
ties of a number of low-alloy armor plate composi-
tians. The steels tested were fully hzrdened and
then tempered to within the range of about 200 to
400 Brinell. The results are contained in one of the
final reports, bt was shown that tempering practice
involving either time, temperature, or cooling rate
aficr tempering does not effect cither tensile
strength, ylcEd point, clongation, or reduction of
arca, cxtept in so far as the tempering practice
simultancously affects the Brinell hardness.'*? An
excellent correlation was.observed between Brinell
hardness and either tensile strength, yicld point, or
elongation, and a less pronounced though still good
correlation was found 0 exist between Brinel! hard-
ress and reduction of arca.

‘Tempering practice had, however, a very definite
cffect on the V-potch Charpy values of those steels
subject te tewper britleness. Short draw times fol-
lowed by water quenching produced the best
Charpy valucs in steels subject to temper brittle-
ness. ‘The Charpy values obtained for stecls not sub-
ject to temper brittleness, that is, steels containing
0.40 prr cent melybdenum, were observed to corre-
late with Brinel! havdness almost as well as did the
tensife strength.

Armor steel must retain a large percentage of
woughness at sub-zero temperature. While the qual-
ity of the steel and the heat treatment employed
are known to have a large effect on this property,
the + y content of the steel must slso be corsid-
cred. Nickel, for instance, has been rdvocated as a
desirable element for  promoting low-temperature
toughness, particularly if used in amounts exceed-
ing V4 per cent. Because some of the armor plate
compositions currently used during the war did not
contain nickel as one of the specified elements but
often contained appreciable quantitics of vesidual
nickel brought in through melting scrap, considera-
tion was given to the poasibility of making good nse
of this residual nickel by adjusting its amount
within a composition range that might contribute
0 the properties of the steel, The possibilities for
obtaining some slight gain in the low{emperature
wughness by employing nickel in such armor com:
positions that normaliy do not contain nickel con-
stituted part of the program,

While quantitics of nickel up ~ 1 per cent were

employed in the manganese-molybdenum and the
manganese-chromium-molybdenumn low-alloy armor
compositions in thie investigation, no significant
change in the toughness of these steels at low tem-
peratuse a3 a result of the presence of nickel was
found. 13!

233 High-Alloy Homogeneous Armor Steel

The attainment of a martensitic structure is not
difficult normally provided sufficient alloy can be
usedd, but because of past scarcities as well as for
production and metallurgical reasons, the goal of
100 per cent martensite after the quench has not
always been an casy one to reach, In the carly stages
of zarmor plate rescarch dpring the war, the lack of
alloys and the restriction of the carbon content to a
maximum of about 0.50 per cent to aveoid quench
cracks and welding failures required that the steel
be hardled skillfully to obtain full hardening with
the chosen compesition. Alloys could not be used
promiscuously, and compositions assigned to the
heaviest sections were too rich for use in lighter
paris. In many ways though, the metallurgical prob-
lems were straightforward, for, if the alloy require-
ments of a plate of one size were known, it was not
difficult to make usc of a hardenability test and a
knowledge of coviing rate to asceitain the alioy re-
guirements for a plate of another size. In terms of
the isothermal transformation curves, the nose of
the S-curve would have to be displaced one way or
another to assure adequate hardcnabnhty with mini-
mun alloy content for the section concerned.

These considerations were applicable to relatively
light armor plate up to 2 inches in thickness. The
fact that an analogous situation docs not exist with
armor plate of heavier sections is a basis of much
ressarch work covered during the latter part of
World War 1. Many complicating factors prevent
the study of heavy armor plate from being similar
in kind to that of the lighter sections. Firse of all,
the cooling rates in the heavy sections are below the
range of those considered herctofore for quench
matcrial. Consequently. it was necessary to deter-
mine what these rates were. This was done by ex-
trapolation of experimental results on sections rang-
ing from 3 to 6 inches and by calenlations making
use of published tables en cooling rates in plates.

A nrogress renort on Project NRC-14, lmprowcn*em
of Low- -Alloy Armor Steels, summarizes the experi-
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mental work on heavy armor steels and records the
experimental and calenlated cooling rates at 760 F,
1600 ¥, and 1300 F for plate thirknesses up to 10
inches.’** Details are given in an earlier report on
the heating and cooling rates of heavy armor plate
and the calibration of an air-cooled hardenabiiity
specimen, 148

A somcewhat analogous investigation was com
ducted at the Research Laboratories Division, Gen-
cral Motors Corporation, to determine accurate
cooling rates at 1300 F between center and surface
of various sizc rounds and plates when heated under
different conditions of temperature and atmosphere
and quenched in different media at various veloci-
ties. The object of rhis investigation was to obtain
a more accurate cori~lation of cooling rates of
rounds and plates with thase of the standard end-
quench hardenability bar. While this project was
not directed specifically toward armor plate re-
search, nevertheless the field covered was of direct
value in interpreting the cffect of the massiveness
of the section involved in the heat treatment of
heavy armor plate. This work was conducted on
Project NRC-55, Heat Treatment of National Emer-
gency Steels for Use in Tanks, Combat Cars, Gun
Mounts and Other Ordnance Matériel, The progress
reports on this project contain a description of the
scope of the project, the procedure, and equipment
used, ' a discussion of the cooling curve recorder
with sample curves and the methods for analyzing
sample curves and the methods for analyzing the
the data,'?® and the cooling rates and cooling times
in end-quench hardenability test bars of four steel
compositions.!*® The final report' summarizes
all of the data on the project and contains cooling
rates and cooling times for water-qaenched rounds
up to 4 inches in diameter and for 8-in. plate speci-
mens of NE 9445 steel. This project is also discussed
in Section 9.4.5 of this report.

In the production of heavy armor plate, 4 in. in
thickness and greater, a knowledge of the harden-
ability required to produce full hardening at the
center of such massive plates was desirable. A epe-
cial type of kardenability specimen having a range
in cooling rate below those of an end-quenched bar
was developed!?® as part of the program of Project
NRC-14.

The cooling rate at 1300 F obtained with the spe-
cial hardenability bar ranged from about 5 to 1 de-
gree F per sccond. The utility of this air-cooled

hardenability test bar was not so great as originally
anticipated because, when testing 20 steels of heavy
armor composition, not one changed by more than
2 points Rockwell C between the slow- and fast-
cooled end, and only one steel exhibited a conspicu-
ous cirasge in microstructure within the length of
this special hardenability bar.

In heavy armor sections, e cooling rate on
quenching at the center of the section is much
slower than that of the slowest cooling location on
the standard end-quench hardenability specimens,
and the amounts of aislocation of the isothermal
S-curve produced by continuous cooling is unknown
and unpredictable. An attempt was made to de-
velop a more rational relationship between trans-
{ormation during cooling and transformation 2t
constant temperature. ‘The results were intended
to make possible predictions of the microstructure
present at the center of heavy armor plate by using
the isothermal transformation diagram of several
proposed heavy armor plate analyses and by using
the cooling data on heavy plate.

In the investigation, five 0.3 per cent carbon alloy
steels of various chromium conients were used,28
Cooling was fizst closely approximated by constant
cooling, With this treatment. it was found that
from the Aey temperature down to about 1130 F
the time spent at a given temperature divided by
the time required for beginning isothermal trans-
formation at that temperature may be regarded as a
fraction of the nucleation period, and that when
the sum of such fractions is equal to 1, nucleation
begins, Temperatures from about 1150 F to the Ms
temperature constitute a distinct range that is not
additive with the higher range mentioned., ‘These
findings were used as a basis of a mathematical ex-
pression which permit calculation of the tempera-
ture at which transformation begins during cooling.
In checking the validity of the mathematical ex-
pression by use of an end-quench bar, for which
accurate cooling curves were available, it was found
that the experimental data and calculated data dif-
fered appreciably for two of the five steels.

While the discrepancies that occurred between the
experimental data and the czlculated data can not
be properly explained at present, there was some
suggestion that stress may play a highly important
role in beginning transformation. If stress is capable
of affecting the decomposition of austenite to bain-
ite, ferrite. or pearlite, the subject becomes of con-
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sidevable practical interest since present-day use of
isothermal transformation curves and end-quench
hardenability data do not consider stress as a trans-
formation variable. The effect of stress and strain
on the iothermal wanslormaticn of austenite,
therefore, becane part of the research program, Un-
der certain special conditions, stress and/or strain
was shown to be capable of affecting the decomposi-
tion of austenite to ferrite, peaslite, or bainite,!*
Because the tests indicated that, at least under
certain special conditions, stress or strain can mate-
rially affecy the kineties of the austenite decompuosi-
tion, the question arose as to whether the stiesses
or strains which developed during the quenching of
commercizl parts are sufficient to affect transforma-

tion. While the data in this study could not shed .

any light on this practical problem, further consid-
cration was given to the problem in a study of the
carrelation between the hardness and structure pre-
dicted on the basis of end-quench tests and the hard-
ness and structure actually obtained in various sized
rounds amd plates, This investigation also was part
of Project NRC-14.

In this work, plates and rounds of three different
steels 1 oto 4 in. in thickness were water quenched,
after which bardness traverses and metallographic
cxaminations of the sprcimens were made and the
results compared with those obtained from end-
quenched havdenability bars taken from the same
heat. These hardness and metallographic compari-

sous were in tirn compared with the relationship

between cooling rates in the end-quenched harden-
ability bar and cooling rates within the various
plates and rounds previously determined on Project
NRC-55 mentioned eaclier. The results indicate
that, at the present time, it is not practical to at-
tempt to predict cither the hardness or microstric
ture that will be obtained in rounds and plates on
the basis of egual cooling rates. In otier words, a
point on the end-quench hardenability bar having
a cooling rate very similar to a particular position
within some plate or round will not necessarily ex-
hibit either the same hardness or the same micro-
structure found at the corresponding location in
the plate or sound. Evidently, {zctors other than
couling rate are capabie of appreciably affecting the
transformation characteristics of the steel. One of
these factors may be stress. 13

Onc of the subjects investigated was the metal-

lurgy and properties of armor steels cast or rolled
in sections 4 in. or more. Because the cooling rates
in these heavy sections are low, even when the part
is water quenched, the chance for bainite to form
during the quench becomes greater than in smaller
sections despite an increase in alloy content to com-
pensate fov the heavier scctions, Pearlite formation,
on the other hand, becomes dess likely because gen-
crally the pearlite and ferrite transiormation is
repressed more by the increased alloy content than
is the beinite transformation,

Although martensite is the desired quenched
structure in armor plate, the bainite transformation
products found in the higher alloy steels approach
closely enough o martensite in structure and hard-
ness to suggest that their properties after tempering
may be, at jeast to a certain degree, comparable
with those of tempercd niartensite.

Yast experience in this research program and the
experience of others have resulted in the unfavor-
abie report on the properties of tempered bainite
structures in 0.3 per cent carbon steels. If it is rec-
ognized that bainite structures reduce the low-tem-
perature’ notched bar toughness of 0.3 per cent
carbon alloy steels tempered to low hardness and
that they, therefore, can be presumed to affect dis-
advantageously the ballistic properties, it then be-
comes important to establish the degree of tough-
ness depreciation associated with various percent-
ages of bainite and with bainite formed at several
temperatures. ‘This information would lead te some
idea of the perceniages and types of bainite prod-
ucts that can be tolerated in heavy armor plate
and hence aid in establishing the necessary alloy
limitations. Comparison along this line was made
on four heavy anmor-plate compositions, using heat
treatments that simulate those in commercial opera-
tions as well 2s a number of isothermal treatments
intended to produce various mixed bainite and mar-
tensite struciures. Both room-temperature tensile
propertics and V-notch Charpy values, the latter
also at sub-zero temperatures, were determined on
specimens tempered to a hardness of 240 10 260
Brinell afier the specific hardening treatment,

It was shown that steels having compositions in-
tended for use in heavy-sectioned armor plate have
mostly bainite in the quenched structure when
cocled at a rate equivalent to that in a 3-in. water-
quenched plate, but the notched bar toughness of the
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tempered product remains high even when the cool-
ing rate approaches that of the water-quenched 9-in.
plate. Smail percentages of pearlite in the micro-
structure were shown to be highly detrimental. The
presence of small percentages of ferrite, on the other
hand, did not appezr o be too objectionable, pro-
vided the balance of the structure did not contain
pearlite. Bainite structures produced by isothermal
transformation had lower V-notch Charpy values
than did structures of martensite tempered to the
same hardness. The notched bar values of bzinitic
structures are improved, however, in going from high-
temperature bainite to low-temperature bainie,'

As mentioned carlier, the attributes of boron to
increase the hardenability of steel and to achieve
this increase in hardenability without a concurrent
increase in quench-crack susceptibility led to a
study of boron in steels suitable for heavy armor
with the possibility of obtaining structure appreci-
ably more martensitic in character. As stated carlier,
boron added to the hardenability of the steels with-
out conferring other less desirable characteristics, 1%

The suni total of all the investigations on heavy
armor indicates that there is no acceptable short-cut
to the evaluation of structure and properties at the
center of very heavy scctions and that actual
quenching of heavy sections, cutting them up, and
determining the interior structure and mechanical
properties will, in the long run, be the best way of
obtaizing reliable information,

24  NONMAGNETIC ARMOR PLATE
FOR. AIRCRAFT

Prior to World War 11, it had becn considered
that aircraft armor should he nonmagnetic or mag-
nctically stable so that it would not interferc with
the functioning of the magnetic compass. Although
the compensaling magnets in the compass could
correct for the effect of steel in the engine and in
structural parts, aircraft armor appeared to change
its polarity continually so that compensation could
not he satisfacterily accomplished.

In the Spring of 1941, the Burcau of Ordnance,
Navy Department, urged NDRC to investigate
steels of the nonmagnetic type, pointing out that
il nonmagnetic armor of standard type could not
be developed, it would be helpful if the magnetic
rtability of aircraft armor could be inereased. This

problem was also of interest to the Army Air Forces
under control number AC.6,

Accordingly, the Metallurgy Section of the former
Division B, NDRC, established Projects B-104 and
B-208 (AC-6) (NO-B13), Development of Non-
Magnetic Armor Steel, at the Massachusetts Ingti-
tute of Technology in July 1941, The program in-
cluded a survey of the requirements as well as the
materials available for nonmagnetic armor and a
laboratory investigation of these materials. This in-
vestigation included studics of steel making meth-
ods, heat weatment, metallographic studies. and
tests, such as magnetic tests, hardness tests, tensile
tests, and ballistic tests.

The principal phase of the investigation was a
study of Hadiield’s mangancse steel as it was the
most promising of the nonmagnetic materials avail-
able. It contains usually 1.0 to 1.4 per cent of car-
bon and 11 to 14 per cent of manganese and, when
quenched from above 1800 F, it is nonmagnetic. Its
properties were varied by changes in composition
through the use of alloy addition agents, cold work,
and heat treatment. Forty-three heats of steel of this
general type were made, forged, and tested. 132 133

The hardness, yield strength, and ultimate tensile
strength in the quenched state are increased by ad-
ditions of silicon, chromium, molybdenum, tuag-
sten, and vanadium. At the same time, ductility is
sometimes diminished but never below an clonga-
tion of 20 per cent in 2 in. Aluminum and nickel
have a slight softening effect but at the same time
increase the clongation and tensile strength,

Cold reduction increases the hardness and tensile
strength of all specimens tested. Many but not all of
the steels retained most of their ductility even when
cold rolled to a hardness of 35 Rockwell C. In most
cases the steels retained their nonmagnetic character.

Heat treatment in the form of tempering or ag-
ing at 500 to 1100 F caused a slight increase in
hardness and generally a marked decrease in ductil-
ity. At the same time, many of the steels became
magnetic. In no case could it be said that the prop-
ertics were improved by heat treatment.

Several compositions had good physical proper-
ties and were nonmagnetic in the quenched or cold-
rolled states, although they were somewhat mag-
nctic after rupture in tension. These and several re-
lated compositions offered considerable promise as
nonmagnetic armor and investigations of their bal-
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listic propertics were made at Watertown Arsenal
and the Naval Proving Ground. 34

In none of these ballistic tests on specimens of ar-
mor 35 in. thick was the ballistic limit as high as
that of good homogeneous armor plate. It was
found that penctration resistance was improved by
cold rolling, giving rise o a slight increase in msg-
netic permeability in most cases. Tempering at any
temperature failed to improve and oftea lowered
the ballistic properties,

23 INDEXING OF DIVISION 18 REPORTS
ON ARMOR

An index of the Division 13 reports en armor
was prepared by the Rescarch Information Division
of the War Metallurgy Committee. This index!®?
gives a subject list of the various projecrs with the
reports issued on cach, a brief abstract of each ve-
port, and a subject index of the reports. It is be-
lieved that this index will enhance the uscfulness
of the many reports on the subject.
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Chapter 3
GUNS AND GUN STEELS

o

8.1 INTRODUCTION

FEHE DIVISION 18 program on guns and gun steels
Tembcdicd nine research investigations. These
included studies of the steel quality required for
wrought gun tubes, improvement in gun steel ingot
practice, the prevention of cracking in gun tubes,
the heat treatment of gun steels, the control of steel
making and plant practice in the manufaciure of
scamless gun tubes, and the development of new
gun steels of improved physical properties.

The various projects were escablished as the re-
sult of suggestions of the Research Group of the
Subcommittee on Gun Forgings, Ferrous Metallur-
gical Advisory Board, Army Ordnance Dcpartment;
Watertown Arsenal; and Watervliet Arsenal. These
organizations cooperated very closely with the War
Metallurgy Cominittee in the conduct of the proj-

“ects. The work resulted in an increased output of
large guns of all sizes and much better testing pro-
cedures, insuring higher quality in the finished
guns. In one instance, simplified testing procedures
based on the NDRC studies reduced the number of
required tests by 75 per cent, thus making sub-
stantial savings in time, manpower, and testing
equipment. It has been estimated that the annual
savings as a result of this one development might
have amounted to $1,000,600, 2 sum more than
twice the total cost of the entire Division 18 gun steel
researcit program,

The results of these studies were distributed in
NDRC reports to the Armed Services and to all the
manufacturers of gun forgings supplying gun tubes
to Army Ordnance. The latter comprised the mem-
hership of the Subcommittee on Gun Forgings,
Ferrous Metallurgical Advisory Board, Army Ord-
nance Departmeat.

5.2 STEEL FOR GUN TUBES

The quality of gun steel is considered good if the
gun tube behaves satisfactorily when used in the
manner for which it was designed, and if when
worn out it endured a normal useful life.

In the spring of 1941 the following major ques-
tions arose with respect to gun steel quality:

1. What minimum steel quality is essential for
the best performance of gun tubes?

2. What tests are of the most value for measuring
this quality?

3. Does practically all gun steel produced have a
quality higher than that essential for best perform-
ance?

4. Do specifications for gun tubes insure that (x)
all tubes accepted have adequate quality, and (b)
all wibes rejected have inadequate guality for good
periormance?

Answers to these questions were considered im-
portant because it was believed that from them
could be determined the kind of research program
likely to be most valuable to the Armed Services.
For example, if for forgings the minimum stecl
quality that sheuld be tolerated were known in
terms of certain properties such as yield sirength,
transverse reduction of area, and transverse impact
resistance, then a specification could be written
utilizing this information, Further, if the quality
produced were practically always higher thzn the
minimum 1equired to give besi performance, in-
spection and testing could be reduced to a mim-
mum. Under these conditions, research to improve
the steel quality of gun tubes would tend io be
discouraged.

When the NDRC program first was started, it
was believed that (1) the minimum steel quality
essential for the best performance of gun tubes was
not known, (2) the best tests for measuring gun
steel quality were tensile, impact, macroctch, and
proof tests, (3) more than 80 per cent of all steel
produced for gun tubes had a quality above the
minimum specified and above the minimum re-
quired for good performance, and (4) specifications
in use in 1941 accepted with considerable certainty
only tubes of adequatc stecl quality.

Most of the gun tube work on NDRC projects
was planned to secure information to answer the
questions listed above more quantitatively than had
previously been possible and to be used in the de-
velopment of better specifications for the accept-
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ance of gun twbes. Practically all work on steel for
gun tubes was done on wrought tubes,

321 Sreel Quality of Wrought Gun Tubes

T'he steel quality of a heat-treated gun tube forg-
ing ia said to be good whes (1) the yicld strength fally
hetween the specification limits, (2) the transverse
impact resistance is high, (3) the transverse ductility
is high, (1) the forging is free from porosity or
unsoundness, excessive nonmetallic matter, and in-
ternal and extermal defects of harmful character.

Yield strength is probably the most important
property in gun tubes, and fortunatcely it is the one
about which there is practically complete agrec-
meng as o its importance. The magnitude of the
pressure a tube of given yield strength and of given
dimensions will resist in service before the bore is
expanded significantdy is quite definitely known.
Such knowledge ts used in the design of gun tubes
and in the establishment of specification limits for
yickd strength. Minimum yield strength require-
ments as written into specifications permit liberal
allowances for normal variations of yield strength
in a tube, among tempering batches, and among
heat treatment practices, The choice of a maximum
yicld strength limit is much more arbitrary than is
the choice of the minimum. Some even believe that
a maximum yield strength should not be specified
at all. Somctimes a maximum hardness but mo
maximum yicld stréngth limit is specified.

It is often stated that gun tube steel should have
maximum toughness ar the yickl swength level w0
which the tube is tempered. Maximum toughness
is obtained by quenching to martensite and subse-
quent tempering. Therefoie, this statement is likely
16 be more correct when referring to tubes which
will be critically stressed in service and subjected
to high circumferential elastic strain, such as in a
radial bore smain of 0.003 in. or more,’** than
when referring 0 ordinary gun tubes, It may be
tk- . practically all the ordinary gun tubes of large
wail ratioy, 2.0 or above, and worn out by crosion,
perform just a8 well whether they have or have rot
maximum toughness providing that the yield
strength is adequate. Despite this, it is probably well
worth while 10 try always to develop the maximum
toughness at a given-yield strength, since tubes with
maximum toughness when subjected to stresses de-
velopea by premature explosions are less likely to

fragment into as many small pieces as tubes with
inferior toughness. Frequently, however, because of
siz¢ effect it is not possible to develop maximum
toughness by quenching completely to martensite
and drawing to the required yield strength.

The uncertainty concerning the toughness is re-
quired in the average gun tube, for best perform-
ance has led to much controversial discussion
regarding the choice of minimum transverse reduc-
tion of arca and minimum transverse impact values
to be written into specifications. Opinions have
varied from the one extreme that no minimum
tronsverse reduction of area and no minimum trans-
verse impact resistance values should be specified
for the acceptance of the garden variety of gun
tubes, to the other extreme that minimum trans-
verse reduction of area and minimum transverse
impact requirements should be as high as possible,
providing they do not cause a serious loss in pro-
duction. As a result of the work done at Watertown
Arsenal and by NDRC, more is known now about
the relation between transverse impact resistance
and performance and the relation hetween trans-
verse reduction of arca and performance than was
known at the beginning of World War 1L

Watertown Arsenal has reported that many tubes
of recent design which are critically stressed in ser-
vice develop progressive damage to the extent that
they must be taken out of service before they are
worn out by erosion. If this were not done it is he-
licved such tubes would finally burst. Obviously it
is much more serious to have tubes fail because of
progressive stress damage than because of erosion.
More recent results from Watertown Arsenal hzve
indicated that the higher the impact resistance at
a given-yield strength, the better the tube wil} resist
progressive stress damage. It was decided on the
basis of Watertown Arsenal’s findings on progres-
sive stress dainage that every cffort should be made
io deiennine what factors cause progressive stress
damage and how this damage can be avoided. Work
on this problem was started under NDRC and con-
tinued wnder an Army Ordnance contract super-
vised by Watertown Arscnal. Watertown Arsenal
recommended that specifications used for the ac
ceptance of those gun tubes likely to suffer seriously
from progressive stress damage should include an
impact requirement, and this recommendation was
accepted by Army Ordnance. Statistical studies
were made under Project NRC-38 (OD-34-8), Im-
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provement in Wrought Gun Tubes, conducted by
Carnegic Institute of Technology. These studies
viclded the highest transverse impact values at va -
ous yield strength levels which could be specified
without causing any serious loss oif production,
These values were accepted tentatively by Army
Ordnance and were written into U. S. Army Speci-
fication 57-106A after minor changes had been
made by Watertown Arsenal.

Since the cstablishment by the Metallurgy Sec-
tion of the farmer Division B, NDRC, of the initial
investigation, Project B-90 and B-160 (OD-34-3),
Steel for Gun Tubes, it has been the opinion of the
investigators at Carnegie Institute of Technology
that, down to well below an average transverse re-
duction of arca of 20 per cent, the effect of trans-
verse ductility in gun tubes on their performance
is practically insignificant, providing the tubes in
service fail by crosion.'s? In one investigation an
attempt was madc to determine whether or not the
performance of four 37-mm M6 tubes with trans-
verse reduction of arca which averaged between 19
and 26 per cent was inferior to the performance of
two similar tubes with averages of 43.8 and 39.6 per
cent, respectively. The 19 to 26 per cent averages
represent material of the lowest raduction of arca
in the transverse direction [RAT] values likely to
be accepted under specification 57-105-1, whercas
the 43.8 and 39.6 per cent averages represent mate-
rial of high RAT quality. In this study a frequency
curve was determined for each tube which indi-
cated roughly the magnitude of the variation of
RAT per tube and the average RAT for each tube,
No sigrificant difference could be found between
the performance of the two 37-mm M6 gun tubes
with high transverse ductility (average RAT, 40
per cent) and the performance of the four 87-mm
M6 tubes with low transverse ductility (average
RAT, 20 per cent). The tube with the lowest RAT
quality (average RAT, 198 per cent) had the
longest life. The results suggested that seme vari-
able or variables other than RAT had a much more
significant influence on gun life and that the rela-
tion between RAT and performance was relatively
of minor importance. All six tubes failed because of
excessive erosion and scoring and not bectuse of
progressive stress damage. It was tentatively con-
cluded that transverse ductility down to 20 per cent
average RAT does not control the length of useful
life or the performance of tubes which fail by ero-

sion, It was pointed out, however, that it is not
known whether transverse reduction of area is an
important variable in those gun tubes whose useful
lile is controtled by progressive stress damage rather
than by crasions The 75-mm M6 and 76-mm M 1A2
tubes are in this class.'*® Probably RAT does tend
to influence the behavior of tubes with respect to
progressive stress damage, since a deficiency ot im-
pact resistance aids the development of such dam-
age and a positive corrclation has been found to
exist between impact resistance and transverse re.
duction of arca among tubes from different heats.
Of the several hundred tubes used in the determina-
tion of the corrclation, those from low average RA'T
heats usually gave low transverse impact averages
and those from high average RAT heats usually
gave high transverse impact averages. All tubes
were severely quenched before being tempered and
there was no reason to suspect that temper brittle-
ness or an inadequate querich was responsible 1or
the low impact values observed. The yield strength
level selected for the study was 150,000 psi.

2 Significance of Tests Used in
BDetermination of Gun Tube Quality

Most tubes which are worn out fail because of
crosion. Some are taken out of service because the
probability of the development of serious pregres-
sive damage in tubes continued in service for a
longer period is considered too high. Practically
none fail because of a deficiency of yield strength
or because of extrancous metallurgical defects, such
as cracks, voids, or bore defects, Apparently, the
tensile test used to insure adequate yicld strength
and the macroeich and visual tests used to insure
frecdom from damaging defects in accepted tubes
have been extremely effective in achieving the ob-
jectives sought.

It is believed that gun tube steel quality bears no
significant relation to erosion. Much more impor-
tant factors which control crosion are the character
of the projectile and the conditions of usc.

Since tubes of maximu n toughness at a given

sDuc consideration must be given to the limitations imposed
by this small number of firing tests. Rigid general conchusions
from these tests alone are not possible in view of the ceffect of
lz‘pe of failure and the relation thereto of specific designs and
character of service. Specifications cannot be influenced until
more data are available.
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yield strength ruesist progressive stress damage bettes
than do others, a Charpy impact requirement is in-
cluded in U. 8. Army Specification 57-106A to in-
sure that all tubes subjected 10 conditions which
normally cause serious progressive stress damage
shall have more toughness than the specified
minimum,

Under Project NRC-38 (OD-34-3) carried out at
Carnegie Institute of Technology, a study was made
of the significance of the various tests used in de-
termining the quality of gun tubes. Statisticai stud-
ivs weve made also to determine the minimum
requirements for yield strength, transverse impact,
and transverse reduction of area.

Transvenst Trensine Tesr For
Wrovenr Gun Tuars

In this test yield strength, tensile strength, trans.
verse elongation, and transverse reduction of arca
values are determined. Of these, the yicld strength
value is important for reasons already mentioned,
but the tensile strength value is relatively unimpor-
tant. T'o what extent transverse clongation and
transverse reduction values are of value is open to
considerable question, primarily because too Jittle
is known about the relations between transverse
clengation and gun wibe performance, or between
transverse  veduction of area and gun  tube
performance.

It is quite certain that a minimum yicld strength
requitement should always be specified for the ac-
ceptance of gun tubes. It is not at all certain, how-
ever, that a minimum (ransverse elungation or a
minimum transverse reduction of prea should be
specifed. Nevertheless, with present knowledge such
minima in specifications are the best known assur-
ance of adequate quality. Probably much more
transverse ductility is needed in tubes to be auto-
frevtaged than in others.

Taansversy CHarrey Iapact Test ror
Weaovent Gun ‘Tunes

it alrcady has been pointed out that by use of
this test in U. S. Army Specification 57-106A assar-
ance is given that tubes which usually suffer sc-
wiely from progressive stress damage practically
always have a certain minimam toughness. For this
reason the impact test is considered important. The
present level of this minimum is sufficiently low to
allow acceptance of almost all tubes of the types
referred to above, The extent 1o which the impact

test requirements catses an increase of average
toughness or an inarcese of minimum toughness in
aceepted gun tubes is not known, w0 that a quanti-
tative evaluation of the usefulness of the test cannot
be given, although it is probable that significant
benefits have been obtained directly or indirectly by
specifying an impact test. The direct beneficial cffect
results from the rejection of a few tubes of very
low impact resistance, and the indirect beneficial
effect, which is probably much more important,
results from the extra cfforts made by producers to
insure that the average impact resistance quality
shall be so high that no tubes are likely to fail because
of deficiency in impact resistance when presented for
inspection. Improved impact quality may result from
the use of a steel of higher alloy content, a more
severe quenich before the temper, and an improved
tempering procedure to avoid temper Giittleness,
The significance of this test has been thoroughly
discussed in Watertown Arsenal reports and in
publications by the Arsenal's personnel.

MacroeTcst TEsT

The macroetch test has been used with consider-
able success for locating extraneous defects in gun
tubey, such as all kinds of cracks, flakes, poresity or
unsoundness, excessive nonmetallic mateer, and
bare defects,

Often when <disks are ctched, especially when
they come from large tubes, the acid attacks some
regions faster than others with the result that the
ctched surfaces to be examined show numerous
deep holes which are usually round. Such holes in
macroctched disks from 8-in. howitzer forgings have
been observed to be as large as 14 in. deep and 14
in. in diameter. It is imperative that these holes and
the apparcut poresity caused by the etchant not be
confused with the voids and true porosity which
obviously may be presert in a tube before etching.
At the beginning of World War 11, the quality of
macractched disks having this appearance was con-
sidered inferior by many inspectors and for a time
they rejected tubes from which such disks were cut.

Several tensile spreimens were cut from  disks
such as those referred to above, and RAT values
were dewermined. The results showed very definitely
that wransverse reduction of arca is on the average
quite as high for specimens taken from those re-
gions most rapidly dissolved by acid as for speci-
mens taken from regions least rapidly dissolved by
acid. Additional studics indicated that the average
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RAT value for specimens from a macroctched disk
containing a considerable number of ctched-out
holes is about as high as the average RAT value
for specimens from a comparable macroetched disk
relatively free from the eiched-out holes. When in-
spectors becaine aware of these results, tubes were
not rejected simply because macroetched disks from
them showed round holes or pits such as those de-
scribed above,

Other work indicated that the quality of forgings
with respect to transverse ductility cannot be
judged from the dendritic pattern observed among
macroctched disks, at least for the range of pattern
variation studied at Carnegic Institute of Technol-
ogy under Project NRC-38. It was shown that the
macroctch test has but a limited usefulness in show-
ing the depths to which forging has penetrated and
destrayed the pattern, 18

Proor-I'mine Test

The proof-firing test is essentially a performance
test in which at least one round is fired at about
115 per cent of normal pressure. The bore of any
tube deficient in yield strength will expand when
proof fired. Gne advantage of the proof-firing test
over the others referred to earlier is that the entire
tube is involved.

There is considerable assurance that tubes of
types which normally do not sufier seriously from
progressive stress damage and which mcet proof-
firing test requirements will behave satisfactorily in
the field and will not fail because of inferior steel
quality. However, the proof-firing test does not in-
sure that a tube subjected to conditions responsible
for serious progressive stress damage will not fail
within its normally expected useful life. One tube
with low impact resistance which met proof require-
ments failed because of progressive stress damage
after about three rounds, while a similar tube
which also met proof requirements failed by pro-
gressive stress damage after 1,800 rounds. This tube
also had a low impact vesistance. Since the proof-
firing test does not necessarily insure that those tubes
of certain designs, that is, the 75-mm M5, which meet
the test requirements will not fail by progressive
stress damage within their normally expected lives,
it is imnerative that such tubes have considerable
toughness or high impact resistance. Tubes with
high toughness resist progressive stress damage bet-
ter than do tubes of low toughness.

*23 Primary Objective Sought as a Result
of Statistical Studies

One of the major objectives of the work done
under Project B-90 and B-160, Steel for Gun Tubes,
and Project NRC-38, Improvement in Wrought
Gun Tubes, was to supply information based on a
statistical analysis of transverse tensile and trans.
verse impact test data so that a specification could
be written which would give an extremely high de-
gree of assurance that the steel quality of accepted
wrought gun tubes® with respect to yield strength,
transverse impact, and transverse reduction of arca
would be above the minimum needed for good per-
formance, and that only an extremely small number
of tubes having more than the minimum required
would be rejected. In addition, it was desired that
new specifications for gun tubes should require less
inspection and testing than formerly.

To attain the objectives sought cvery effort was
madc to determine (1) the quality needed, (2) the
quality produced, and (3) the minimum require-
merits for yield strength, transverse impact, and
transverse reduction of area which should be speci-
fied in order to guarantee with better than a 99
per cent certainty that no tubes with less than the
minimum needed for good performance would be
accepted. As a result of these cfforts, specifications
for gun tubes written by Army Ordnance and in
use at the end of World War II were far superior
to those in use at its beginning.

3.2.4

Minimum Quality Needed and
Specification Requirements

The fundamental weakness of most specifications,
including those for gun tubes, is that generally
they are based on what quality is produced or can
be produced, rather than on what quality is needed.
Unfortunately, information relating to the required
quality is gencrally so scanty as to make it impos-
sible to write a specification which will accept all
material of a quality above the minimum necded
and will rcject all other material.

From results obtained under NDRC Project NRC-
38 (OD-34-3) and from results supplied by Water-

h Wrou ht gun tubces consist of (1) seamlcss tubes, and (2)
forgings. \'org on centrifugal castings similar to that referred
to above is now being done at Cacnegie Institute of ‘T'ech-
nology under a direct contract with the Army Ordnance

Department.
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town Arsenal the following conclusions can be drawn,

. ‘The minimum required vield strength needed
is relatively well known. 'The minimum given in
specificarions was determined {rom available infor-
mation about (a) the minimum needed and (b) the
variation of yvicid sirength normally present in tubes
submitted for inspection,

2. The highest possible value of transverse impact
iesistance is necessary, at deast for (ubes likely o
suffer seriously from progressive stress damage. The
minimum needed for other wibes which normally
fasl by crosion is nor well known; it is frequently
accepted as being so low that no minimum need
be specified. The minimum transverse impact re-
quirement specificd in U, S, Army Specification 57-
106A for acceptance of tubes likely to suffer seri-
ously from progressive stress damage was  deter-
mined more by production impact resisiance quality
than by what impact resistance was thought to be
needed for the bese performance of gun tubes. If
the production quality bad been higher than it was
in World War I, then the minimum transverse im-
pact requirement specified in 57-106.\ would prob-
ably have heen higher also.

3. The minimum transverse reduction of area
needed is not known, It appears probable from work
done!® that the RAT quality produced is practi-
cally always above the minimum needed for the
good performance of gun tubes and above the mini-
mwm specified.

Oun the basis of information presented in the
above sumumary, it is believed that speciiications for
vicld surength as set by Army Ordnance in U, S.
Army Specification 57-106A and in appropriate
drawings are abeut as they should be. Specification
requirements for RA'T, which are now so low that
they are unlikely to cause more than an insignificant
number of rejcctions, should remain unchanged, at
least undil RAT needs are much better known and
more clearly defined than at present. Specified min.
imum transverse impact requirements for  tubes
likely to suffer severely from progressive stress dam-
age should be raised whenever that can be done
without interfering seriously with producrion.

= Relation Between NDRC
Investigations and Development of
Army Ordnance Specifications

After the minimann  specifications were  deter-
mined with respect o vield streagth, ransverse re-

duction of area. and transverse impact, the next
problem was to write specifications insuring that
only tubes of adequate yicld strength, transverse re-
duction of arca, and transverse imnact resistance be
accepted. It was necessary to make @ thorough sta-
tistical analysis of gun wbe tensile and impact data
in order to obtain the information required for the
best solution of the problem. This analysis was
started under NDRC Project NRC-38, Improve-
ments in Wrought Gun Tubes, at Carnegic Insti-
tuic of Technology and is continuing under a di-
rect contract with Army Ordnance. Obviously, a
complete statistical analysis of all existing tensile
and impact World War Il data is very time con-
suming, involving the use of approximately enc
million data. Fortunately, extremcly valuable re-
sults were obtained on the basis of a study of about
one-fifth of the total data available.

Before Army Ordnance could write a new speci-
fication which would allow production of gun tubes
o operate as cfficiently as possible and at the same
time would guarantee that only tubes having more
yield strength, transverse reduction of arca, and
transverse impact than the minimum would be ac-
cepted, it was necessary to know what quality of
product with respect to the properties indicated was
being subinitted for inspection,

Under Project B-99 and B-160, Steel for Gun
Tubes, and Project NRC-38, Improvement in
Wrought Gun Tubes, investigations were carried
out at Carncgic Institute of Teclinology to deter-
mine the following:

L. Average transverse reduction of arca quality.

2. Transverse reduction of area variation.

3. Degree of control of transverse reduction of
arca.

4. Average yield strength quality,

5. Yicld strength variation,

6. Degree of control of yicld strength,

7. Average transverse impact quality,

8. Transverse impact variation.

9, Degree of control of transverse impact.

10. Relation between yield strength and trans-
verse reduction of area,

1. Effect of rcheat treatment  (requench and
draw) and redraw on transverse reduction of
arca.

12, Relavion between yizld strength and wans-

verse impact.
Effect of forging reduction on transverse re-
duction of arca.

13
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4. Effect of angle of test, relative (o fiber diree-
tion, on transverse reducton of area and on
transverse impact resistance.

AVERAGE TRANSVERSE REDUCTION OF AREA QUALITY

Statistical studies to determine average RAT
quality of tubes presented for inspection were made
first using RAT data for scamless tubes. There were
several reasons for this procedure. Sceamless tubes
were not used in any war before World War 1L
Furthermore, the specification writen for the ac
ceptance of such tubes was considered Imporfect
and was for temporary use only until a better specifi-
cation could he developed. Scamless tubes were
made from high RAT heats and were quenched and
heat treated using practices which, with modern
metallurgical knowledge, should give an excellemt
uniformity of product. Furthermore, carly in World
War 11, scamless tubes were being produced at a
rate of about 6,000 per month (4,000 40-min M1
and 2,000 75-mm M3). Since heat lots consisted of a
very large number ef tubes, usually more than 250
40’s and 100 75's per heat, the probability that the
war effort would benefit quickly and significantly
from results of statistical studies seemed high.

The average RAT quality of seamless tubes was
feund to be about 50 per cent for 40-mn tubes, 41
per cent for 75-mm M3 tubes, and 48 per cent for a
few 75-mm howitzers. Average yield strengths were
approximately 110,000 psi for 40-mm M1 tubes,
115,000 psi for 75-mm M3 tubes and 110,000 psi for
the 75-mm howitzers, The lowest and highest heat
RAT averagese were found to be 42,5 per cent and
56.0 per cent for 40', 34.8 per cent and 48.0 per
cent for the 75's and 47.7 per cent and 48.4 per cent
for the howitizers. Heat RAT averages were deter-
mined for about 150 40-mm heats, 250 75-mm M3
heats and 8 75-mm howitzers heats. 'The averages
determined for tubes were found to be usually about
the same as their respective heat averages. The max-
imum difference, based on a large number of valucs,
between a tube RAT average and the heaw RAT
average generally was found to be less than 3 per
cent, although there was some indication that the
maximum difference between a tabe and heat aver-
age might be accasionally 5 per cent or 6 per cent

cAll RAT values for heat-treated scamless tubes from a given
heai are averaged and this is called the heat RAT average.
Accually the true heat averages for 404nm heats may he slightly
lower than given, hecause specimens for tensile tests of 40-mm

tubes were cut from the upset breech ends. Values for upset
emds arc on the average about 3 per cent higher than for other

parts of the tubes,

higher. By requiring that the minimum average
quality of 40-mm M1 and 75 mm M3 tubes accepted
as heat lots shall be ai least 6 per cent higher than
the minimum average quality of tubes accepted as
individual tubes (by the prescribed method of sam-
pling and testing), it is more thian 99.9 per cent cer-
tain that the minimum average RA'T quality of any
tube accepted in a heat lot is not less than the min-
imum average RA'T quality of any tube accepted
on an individual rather thaw on a heat lot basis.
This conclusion was reached because all statistical
evidence supported the belief that this higher min-
imum average quality required of tubes accepted in
heat lots is sufficient to insure that differences be-
tween tube RAT average and the heat RAT aver-
age, and differences between the maximum varia-
ton of RAT in a tube and the maximum variation
of RAT among all the wubes of the heat, are small
cnough so that the minimum RAT quality of ac-
cepted tubes is not lowered, '

Statistical studies of RAT wvzlues for forgings
were much less compiete than were those for seam-
less tubes. Data for forgings from all companies of
all sizes, 37 mm to 16 in., give heat RAT averages
which fall between limits of about 30 per cent and
55 per cent at a yield strength level of about
110,600 psi, between 30 and 50 per cent at a level
of 130,600 psi, between 25 and 40 per cent at a level
of 150,000 psi, and between 20 and 38 per cent at
a level of 165,000 psi.

TRANSVERSE REDUGTION OF AREA VARIATION

The observation that RAT at a given vyicld
strength varies considerably in ali gun tubes and
the realization of the importance of this fact in its
relation to specifications was probably the most im-
portant singie result of the statistical work done on
gun tubes under NDRC. It changed completely the
fundamental approach to the problem of writing
gun tube specifications. Specifications were subse-
quently written by the Army Ordnance Deparument
substituting a statistical approach for the one pre-
viously used, and the benefits derived by bo h the
Army Ordnance Department and producers of gun
tubes were considerable.

Statistical studies of RAT values for specimens
from scamless tubes of 40-mm M1 and 75-mm M3
sizes indicated that the maximum variation of RAT
usually is about the same in a small section of a gun
tube as (1) in the whole gun tube, (2) among all
the gun tubes from one ingot, and (3) among all
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the gun tubes from a heat. In poor quality heats the
maximum RA'T variation among the tubes is us
ually higher thar among tubes from good heats.
The maximum variaion observed was rarcly less
than 20 per «eat from a minimum of 35 per cent
RAT to a minimuin of 55 per cent RAT at a yield
strength of 120,000 psi. It was obvious from these
results that 10 establish RAT quality precisely a
large number of RA™ values are required. A single
value has practically no meaning except as it relates
to other values. Fortunately, since tubes from a
given heat are usually about alike, and since a large
nummber of tubes, usually from 100 to 360 or more,
are generally made from the same heat, a tensile
icst per wube is not necessary for the determination
of the RA'T quality of the heat, and within the de-
sived acenracy, the RAT guality of any tube in the
heat. Obviously, for the determination of RAT
quality in a large unit, the laiger the number of
small units (tubes) making up the large unit (heat
ov practice), the smaller the number of RA'T values
per small unit requived. Generally more than 100
scantless 75-mm M3 and 200 scamless 40-mm M
tubes were made per heat and many fewer tests
than one per tube were necessary to evaluate the
RAT quality of a heat,

From the above discussion and from cther facts
previously stated in this summary, it is much more
desirable to consider the heat unit, or even a large
unit, rather than the individual tube unit as the
logical unit 10 use in specifications of RAT quality
for wrought gun tubes. This is especially true when
the praduct presented is consistently excessively
good or excessively bad. The use of the heat lot
unit in Specification WWVXS-78, developed by the
Army Ordnance Department on a basis of this
NDRC investigation, resulted in the saving of
about 100,609 tensile tests in enc year during
World War 11 Gther savings of tests, not yet esti-
matesl but known to be quite considerable, have
resulted from the use of the heat unit concept in
ather specifications developed later in these studies,
namely, WVXS-88, WVXS-93, and U. 8. Army Speci-
ficktion 57-105A used for the acceptance of gun
tube fergings. Of course, when the heat is of border-
line RAT quality, the use of the individual tube
unit in specifications way be justified since, as al-
ready pointed out, the average RAT value of the
vorst tube in a heat may occasionally be 6 per cent
or more lower than the average RAT value of the
tiest tube in the same heat.

I general, studies of RAT data for gun wbe
forgings of sizes from 37 mm to 16 in. onfirmed
the above conclusions,

Drcarr or CONTROL OF TRANSVERSE
REDUCTION OF AREA

When RAT determinations are made on speci.
mens from breech and muzzle ends and a wube is
accepted or rejected on a basis of these RAT values,
it iy at least tacitly assumed that the RAT quality
of the whole tube is indicated by the RAT quality
of muzzle and breech ends. When a whole heat of
tubes is accepted or rejected on a basis of RAT
values for specimens from the breech (or muzzle)
ends of some, but not all, of the tubes, then the
assurhption has been made that the RAT quality
of the whole heat is indicated by the RAT quality
of the breeches (or muzzles) of the tubes tested.
The extent to which these assumptions are justified
is determined by the degree of RAT control result
ing from a given practice. Fortunately, so far as is
Anown, these assumptions have never been sufi.
acntly in error to have allowed, cither at the prov-
ing greunds or in the ficld, the failure of accepted
gun tubes owing to RAT deficiency.

Statistical studies were made to determine as
quantitatively as possible the degree of conirol of
RAT achieved in the various practices used by pro-
ducers of gun tubes in World War 11. Plotted con-
trol charts!4141 reveal that the degree of control
of RAT in tubes, among tubes in a heat, and
among heats in a practice is usually sufficient to
justify the usc of the known laws of chance for the
determination of RAT quality in gun tubes. By
use of these laws of probability to determine RAT
quality, advantages of considerable practical im-
portance were gained by both the Army Ordnance
Department and the gun tube producers. Thou-
sands of RAT data were used for the plotting of
the control charts, but despite the overwhelming
evidence of the validity of the conclusions drawn,
the consequences of its acceptance are still viewed
with scepticism by many inspectors. Often tubes
have been accepted from unusually low average
RAT hcats because the one (for small tubes), two
(for intermediate-sized tubces), or four (for large
tubes) RAT values were by chance abeve the mini-
mumn specified. The weakness of such a procedure
can be amply demonstrated by examining the re-
sults obtained from the statisticr] analyses. Before
long it is prebable that specifications will be based
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on statistical knowledge with respect to the more
cfficient selection of good and rejection of poor qual-
ity, and with espect to the reduction of the number
of tests per tube required for the determination of
RAT quality within a required accuracy.

AVERAGE YIELD SIRENGTH QUALITY

Yicld strength values, maximum and minimum,
are usually chosen by designers of gun tubes, They
vary, of course, with the size and type of tube and
with the purpose for which the tube is to be used.
‘Thercfore, the average yield strength quality must
be considered in relation to the values chosen by
the designers. For cxample, if the maximum and
minimum yicld strength values specified should be
115,000 psi and 95,000 psi, respectively, and the
product inspected should have an average yield
strength quality of 105,000 psi, then the average
yield strength quality would be considered good.
The probability of accepting tubes with untested
regions above or below the specified limits would
be at a minimum.

Statistical studics of yield strength data for prac-
tically all sizes and types of gun tubes revealed that
initially some producers of gun tubes had difficulty
in mecting yicld strength requirements after the
first quench and temperd This was because the
maximum range of yield strength in certain prac-
tices was too large to permit observed individual
yield strength valves to fall always between pre-
scribed limits, and because the average value of the
yieid strength was too close to the minimum yield
strength specified for all the observed individual
values to fall above that minimum. Obviously, the
producer could easily have tempered his quenched
tubes at a temperature a little lower than the one
used, to raise his practice average. However, he did
not do this in the carly monchs of World War 1i
because he was faced with another problem whose
soiution also depended ox heat treatment; the speci-
fication of RA'T quality, which is higher for low-
than for high-yield strength tubes. RA'T values for
the acceptance of gun tubes had to be above a cer-
tain minimum which was the same over the whole
range of yield strength between the maximam and
minimum limits specified. Studies were carried out
to detennine the relation between RAT and yield
strength,’*? and subsequently the specification for

4N wbe with (00 bigh a yield strength was reiempered

while a tube with o low a yicld rrength was requenched
and tempered,

wrought gun tubes was modified to take this rela-
tion into account. As a result, producers in general
raised their practice average, and this brought
abott a drastic reduction in the frequency of occur-
rence of yi'd strength values below the minimum
specified, and greater assurance that no tube ac-
cepted by Army Ordnance would be deficient in
yicld strength,

Yierp STReENGTH VARIATION

As far as is now known, the variation of yieid
strength in gun tubes, which normally fail by cro-
sion, has no significant cifect on their performance,
provided of course that the tube is not actually de-
ficient in yield strength. However, a tube with a
yield strength above the minimum specified and
with a very large variation may be so hard in some
parts of the tube as to cause trouble in machining.
The more uniform the product, the easier it is to
standardize machining operations.

As already pointed out, toughness should be zs
high as possible in those tubes which, if worn out
in service, would fail by progressive stress damage.
Since impact resistance or tovynness is decreased
usually at a rate of 2 ft-1b or more for each increase
of 5,000 psi in yield stremgth, it is important that
the maximum yield strength be as low as possible.
Ideally perfect tubes would have the minimum
yreld strength necessary for best performance and
would be perfectly uniforin. In actual practice, the
nced for a small variation of yicld strength for
tubes most likely to suffer from serious progressive
stress damage must be balanced against what is
being or can be produced in industry with sufficient
speed and in suificicnt quantity to meet production
schedules.

The variation of yield strength in 40-mm M1 and
75-mm M3 seamless tubes and forgings is rarely less
than 2,000 psi, is usually about 4,000 psi, and may
be occasionally as high as 10,000 psi. A producer of
scamless tubes and a producer of forgings, both us-
ing clectrically controlled heating for tempering,
preduced a more uniform product than did any
other producers of gun tubes whose products were
studied. The seamless tubes were tempered in a con-
tinuous furnace, and one tube followed another of
the same heat until all the tubes from that heat had
been started through the furnace. Tubes of another
heat were then similarly tempered. The forgings
mentioned above were suspended in the tempering
furnace in such a way as to afford as uniform heat-
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ing ol all the tubes in the batch as possible. Studies
of the variation of yicld strength in heavy tubes
from good practices are not complete. However, they
do show that the maximum variation is on the aver-
age more pronsanced in large than in small tubes.

in poor practices the variation of yield strength
in gun tubes was found to be rarely below 2,000
psi, usually about 10,000 psi, and occasionally as
high as 30,000 psi. Variations of these magnitudes
have been observed in 27-mm tubes,

The maximum variation of yield strength among
tubes in a heat lote or in a batch was found 1o be on
the average about 10,000 psi in a good practice.
Occasionally a variation as high as 20,000 was ob-
served. In poor practices the maximum variation
per batch was on the average about 30,000 psi and
occasionally a variation as high as 50,000 psi was
observed. It was found that the maximum variation
of yield strength in batches containing tubes from
several heats was on the average much higher than
in batches comtaining tubes from only onc heat.
When this information became available, at least
one produser immediately changed his practice of
using mixed-heat batches o that of using only one
heat per batch, with the result that the maximum
variation per batch dropped on the average to about
one-half of what it had been before,

Drarer or ContrOL 0F YIELD STRENGTH

Conwrol-chart studies'® indicated that for each
of about half the practices considered the variation
of yicld strength in one heat lot was about the same
as in annther from the same praciice, and the varia-
tion of yield strength in one batch was the same as
in another from the same practice. A few exceptions
to this general conclusion were noted. Variations
were observed among the heat lot or batch averages
in cach of the practices. These were usually of rela-
tively small practical importance. As long as the
quality of control observed in cach of the above
practices remains unchanged, the yicld strength
quality of a tube from any onc of the practices may
be predicted, both with respect to the average for
the tube and its variation, within an accuracy of
5,000 psi. Such a prediction probably would be cor-
rect within the amount mentioned more than 99

tnzes out of every 100

e As long as one tube immediately follows another from the
same heat thiough a continuous temnpering  roace, all the
tubes from that heze considered together comprise a heat unit

ar heat lot
2

Practices of other producers were in much poorer
statistical control than those just mentioned. As a
result, more information is required per tube or per
batch to indicate within a given accuracy what the
yield strength quality of a tube or batch from these
producers is likely to be.

In considering the averail picture of variation
of yicld strength among tubes, it was observed that
the maximum variation in scamless tubes was
29,000 psi for 40amm M1 wubes, and 27,000 psi for
75-mm M3 tubes. The maximum variation observed
among 3-in. forgings was 18,000 psi. In each of the
remaining practices, a waximum variation of more
than 50,600 psi was observed, indicating poor
control,

AVERAGE T'RANSVERSE InpacT Quanity

As previously indicated, transverse impact quality
should be as high as possible in those tubes which,
if worn out in service, would fail by progressive
stress damage. For this reason the Army Ordnance
Iiepariment decided to specify an impact require-
ment for the acceptance of such tubes and needed
to know what values should be written into the
specification to insure the best compromise hetween
quality accepted and production fosses. A correct
choice of such values depends on a knowledge of
how critical is the need of transverse impact quality
at various levels for good performance, and what
quality is being produced by industry. Under Proj-
ect NRC-38, a study was made or quality of mate-
rial being produced with respect to average impact,
variation of impact, and control of impact.

Average transverse impact quality varies with
yield strength.'#? Therefore, transverse impact aver-
ages or single valucs have meaning only as they re-
late to yield strength. An increase of yield strength
of 5,000 psi usually causes a decrease of 2 ft-lb or
more in transverse impact resistance,

With few exceptions, the average transverse im-
pact quality of any one tube in a heat lot or batch
was essentially the same as that in any other tube
from the same heat lot or batch Differences of con-
siderable magnitude were observed among averages
of heat ot and among averages of batches, At a
yield strength lever of about 165,600 psi, the differ-
ence was 8 [t-1b among heat lots of scamless tubes
(17 minimum, 25 maximum), 9 fi-1b among batches
of furgings from one vroducer (17 minimum, 26
maximum), and 7 ft-lb among batches of forgings
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from another producer (1Y) minimum, 26 maxi-
mum). On rare occasions the differences are larger
than indicated. Occasionally some tubes in a batch
are, while others are not, quenched drastically
cnough to give high impact values in the tempered
material, and this causes large differences of average
transverse impact quality among the tubes.

Differences wmong practice transverse  impact
averages were usually small. In the case of two pro-
ducers, cach making 76-mm tubes, the practice aver-
ages were 26 felb and 29 ft-lb, respectively. The
yicld strength level was about 150,000 psi. Among
three producers making 75-mm M5 or M6 tubes,
the practice averages were 22 ft-lb for each of two
of the practices, and 24 ft-lb for the third with a
yield strength of about 165,000 psi. Obviously, at a
lower yield strength level, the practice average trans-
verse impact quality is higher. One practice average
of 45 ft-Ib was observed when the yicld strength
level was about 115,000 psi. This was for 155-mm
mortars.

TRANSVERSE IMpPACT VARIATION

Statistical analyses of a large number of data from
cach of several tubes and a large number of data
irom various commercial practices indicate that the
maximum variation of transverse impact in a gun
tube is usually about (1) 10 ft-lb at cach yield
sirength level in the range between 95,000 and
150,000 psi, (2) 8 ftIb between 150,000 psi and
170,000 psi, and (3) 6 fe-Ib betweer 170,000 psi and
185,000 psi. Occasionally, one part of a tube may be
quenched so much more cffectively than another
part of the samc tube as to cause a much larger
va, iation of transverse impact resistance in the tem-
pered tube than would be expected normally. Val-
ucs as low as 4 ft-lb and as high as 25 ftIb have
been obtained for specimens cut from one tube.
Otherwise, the maximum variation of impact in
any one tube from a heat lot or batch is practically
always about the same as that in any other tube
from the same heat lot or batch.

DecreE oF ConNTROL OF TRANSVERSE IMPACT

Considerably more work must be done before the
degree of control of transverse impact in a practice,
and throughout industry as a whole, can be defined

completely.
Control charts indicate that each tube in a batch

usually has esseatially the same impact quality

(average and variation) as any other tube from the
same batch,

Impact quality differences of consider able mag-
nitude exist among batches in cach practice studied.
For batches consisting of tubes from  ly one heat,
these differences result primarily fron. a variation
of batch average transverse impact quality, since
the difference of variation of transverse impact qual-
ity in onc batch as compared with that in any other
from the same practice is rarely sufficiently large to
be of any practical significance. In any one of the
better practices, impact averages for batches con-
sisting of tubes from only one heat in a batch varies
by about 7 ft-1b at a yield strenpth level of 165,000
psi. At lower yicld strength levels, the differences
among batch avevages in a practice are higher,

RELATICN BETWEEN YIELD STRENGTH AND
Transvirsk REDUCTION OF AREA

Studies were made to determine linear correla-
tions among the various properties disclosed by the
tensile test and the impact test in quenched-out and
tempered gun tubes. It was found that in the yicld
strength range of 95,000 psi to 180,600 psi a good
linear correlation exists between yicld strength and
transverse reduction of area and that an increase of
5,000 psi in yield strength causes a decrease of about
1.5 per cent in transverse reduction of arca.'#?

This information was used by the Army Ord-
nance Department in the development of specifica-
tions WVXS.88, WVXS.95, WVXS-181, and the
U. 8. Army Specification 57-1066A. In general, use of
the above relation in specifications ¢ncouraged
cach producer of gun tubes to raise his practice
average for yield strength. ‘This had two beneficial
effects: (1) it decreased the possibility of accepting
tubes with a deficiency in yield strength, and (2) it
drastically reduced the frequency of redraw and of
requench and draw treatments, The percentage of
redraw and of requench and draw treauments,
which at least in one instance was more than 40 per
cent of the total treaunents made, was reduced to
below 1 per cent.

Errecr o ReMEAT TREATMENT (REQUENCH AND
Draw) AND REDRAW ON TRANSVERSE REDUCTION
OF AREA

Studies of the effect of a redraw and of a re-
quench and draw on transverse reduction of area
led to the coaclusion that at a given yield strength

g Y
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nesther & redraw nor a requench and draw improve
the average RAT of gun tubes, providing they were
quenched out before the first draw. ! The cfiect of
a redraw and of a requench and draw on transverse
reduction of arca in very heavy tubes is uncertain,
Laboratory results showed that a vedraw improved
the transverse reduction of area average for one
tube but had no eftect o the average for another
tube, and a requench and draw did not improve
the transverse reduction of area average.

On the basis of the above information, specifica-
tions were written which encouraged producers not
to redraw nor to requench and draw tubes which
fail for transverse reduction of arca, unless there
was cvidence that such tubes were improperly heat
treated. As a result, redraws and requench and
draw treatments, supposedly made in order to im-
prove transvevse ductility at a given yieid strength,
were reduced very greatly.

BELATION BETWEEN YIELD STRENGTH AND
TRANSVERSE IMPACT

As previously pointed out, studies were made to
determine linear correlations among the tensile and
impadt properties in quenched-out and tempered
gun tubes. It was foumd that between 95,000 and
180,000 psi a correlation exists between  yield
strength and transverse impact such that an increase
of 5000 psi in yield stvengih usually results in a
decrease of 2 ftlh or more. An excellent correlation
between vield strength and impact was observed in
cach tube used in correlation studies, but the reia-
tion was found to vary among tubes, In 40-mm M1
and 75-mm M3 scamless tubes, a 5,000 psi increase
of yield strength results in o decrease of 2 ft-ib in
transverse impact, while in 75-mm M5 and 76-mm
tubes from a producer of furgings, a 5,000 psi increase
of yield strength results in a decrease of 3 fedb in
transverse impact.

‘The relationship between yicld strength and im-
pact was taken mto account by the Army Ordnance
Department in writing Specification WVXS-85 and
UL S Army Spedification 57-106A. As these specifica-
tions were writtenn at yield strength levels above
150,000 psi, it is more difficult to meet the mini-
mum impact requirement than ae lower  yield
strength levels. Tubes which usually just meet sped-
fication impact requirements 2t 140,000 psi will
practically always fail if requenched and drawn to
180,000 pai.

ErvecTt oF Forcineg R¥puirion o TRANSVERSE
R¥DUCTION OF AREA

Studies showed that with increasing torging re-
duction the average for transverse reduction of arca
increascd at fins, passed through a maximum (prob-
ably at below 4:1 reduction), deareased rapidly, and
finally decreased more slowly. Also, with increasing
forging reduction, the average for longitudinal re-
duction of area at first increased rapidly, reached a
maximum value (probably at below 4:1 reduction),
and then remained practically constant.149

There were those in Army Ordnance who be-
lieved that the effect of forging reduction on trans-
verse ductility should be taken into account in spec-
ifying minimum transverse reduction of area re-
quirements for the acceptance of those gun tube
forgings which, if worn out in scrvice, would be
more likely to fail by progressive stress damage than
by ecrosion. For this reason, a higher minimum
transverse reduction of area quality was required
for the acceptance of forgings (Specification 57-
106A).

ErrecT 0F ANGLE OF TEST (RELATIVE TO FIBER
DirecTion) oN TRANSVERSE REDUCTION OF AREA AND
ON TRANSVERSE IMPACT RIESISTANCE

Ag the angle of test is increased from 0 degrees
{transverse) to Y0 degrees (longitudinal), both aver-
age impact and average reduciion of arca values are
increased. However, up to 20 degrees the increase
is too small to be of much practical significance.!#¢
Since the twist of seamless tubes at positions away
from the upwet or breech end rarely causes the
angle between the fiber and the longitudinal axis
of the tube to be much above 20 degrees, both aver-
age reduction of area and average impact values for
nominal transverse specimens cut perpendicular to
the longitudinal axis of the tube are not signifi-
cantly different from. comparable true transverse
averages for specimens cut perpendicular to the
fiber direction. Since the $pecification WVXS-131
used for the acceptance of seamless tubes requires
specimens to be cut only from muzde ends of tubes,
that is, away from the upset breech end, and in
view of the above considerations, modification of
Specification WVXS-181 does not appear to be
nceded.
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2.2.6 Specificafions released {for other duties, equipment was released
pee for additional work, the smoothness of operation

Information accumuiated by the investigators on
Project NRC-38 resulted in a better understanding
of quality needs in gun tubes, especially with re-
spect to transverse reduction of area, and allowed
better evaluations to be made of the quality pro-
duced with respect to yield sirength, transverse im-
pact, and transverse reduction of area than had
previously been possible. On a basis of this and
other information available to Army Ordnance,
specifications for wrought gun tubes were written
from time to time during World War II. These
specifications are (1) WVXS-78, (2) WVXS-88, (3)
WVXS-95, (1) WVXS-131, and (5) U. S. Army 57-
106A.

SeecIFIcATION WV XS-78

Specification WVXS-67, adopted February 28,
1942, was found to be inadequate for procurement
of cannon tubes made from seamless tubes and heat
treated in continuous furnaces, largely because the
amount of teasile testing required was excessive, As
a resuit of utilizing statistical methods for consider-
ing tensile data for acceptance and rejection of gun
tubes, it became possible to develop Specification
WVXS-78, cffective November 3, 1942. This specifi-
cation has proved highly efficient in obtaining tubes
of a quality equal to or better than those accepted
by the older specification and in rejecting tubes of
unsatisfactory properties. At the same time, it re-
duces the number of tests required and encourages
the producer to make tubes of higher minimum
quality than hitherto in order to take full advan-
tage of the reduced testing features. The specifica-
tion is applicable to any method of wbe manufac-
ture, provided the number of tubes per heat is
large and also that the heat treatment is closely
conrolled.

Under this specification, tubes of superior quality
with respect to yield strength and transverse reduc-
tion of area are accepted in heat lots, whereas tubes
of much poorer quality which are rejected in heat
lots often were accepted, at least in part, on an
individual tube unit basis.

As a result of replacing WVXS-67 by WVXS-78
for the acceptance of seamless tubes made between
November 1942 and February 1944, about 100,000
tensile tests and between 1,500 and 4,000 heat treat-
meats were saved. Because of this, perionael were

and of scheduling was improved, and cost was re-
duced. These savings occurred at a critical period
in World War II when a more fruitful utilization
of man power and equipment was of utmost impor-
tance, ‘The operating characteristics of Specification
WVXS-78 are described in detail in Part 1 of the
final report on Project NRC-38.141

SPECIFICATIONS WVXS-88

This specification was written primarily for the
acceptance of 37-mm gun tube forgings supplied by
onc company. Tubes having superior transverse
ductility are accepted in heat lots, while tubes hav-
ing poor transverse ductility are rejected in heat
lots, but may be accepted, at least in part, on an
individual tube unit basis. Tubes are accepted for
yield strength in batch lotsf whenever yield strength
data indicate that the batch yield strength average
is far enough removed from specification limits and
the variation of yicld strength in the batch is sufh-
ciently low to insure that all tubes in the batch
have adequate yield strengths. However, tubes from
failed batches are resubmitted for inspection on an
individual tnbe unit basis.

In WVXS-88, the minimum average reduction of
area requirement was decreased as the yield
strength of tubes submitted for inspection was in-
creased. The values written into this specification
were based on work done on Vroject NRC-38.

Since only about 1,300 forgings were submitted
under Specification WVXS-38 before it was super-
seded by WVXS-95, the benefits derived from its
use were small, However, it did result in the saving
of about 2,000 tensile tests and 500 heat treatments.
A report on the operating characteristics of Spetr-
fications WVXS-8 and WVXS.95 was prepared .t

SrECIFICATION WV XS-95

This specification was developed for general ap-
plicatien to all wrought gun tubes of various types
and sizes for which yield strength requireineats are
above about 90,000 psi.

It is estimated that about the stme number of
tubes have been accepted under WVXS-88 and
WVXS-95 as were accepted under U, S, Army Spedi-
fication 57-105-1 formerly used. However, the aver-

fA hatch lot consists of & group of tubes from the same beat
which are tempered together.
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age transverse ductility of the tubes accepted by the
Army Ordnance Departinent as a result of using
WVXS-88 and later WVXS-95 is higher, primarily
because more tubes of low ransverse ductility and
fewer tubes of high transverse ductility were re-
jeared by either WVXS-88 or WVXS-95.

The magnitude of savings in tensile tests and
heat wreatments which resulted from the use of
WVXS-95 has not vet been estimated, but they are
certainly very considerable.

SeectFicaTioN WVXS-131

This specification superseded WVXS.78, primar-
ily hecatgre WVXST8 did not specify an impact
reqanrenent, nor did it allow the transverse reduc-
tion of arca requirement to change with the yield
stiength of tubes inspected. Both of these features
were added to WVXS-13E The values written inte
this specification were based on information result
ing from the NDRC werk on Project NRC-38.

SPECIFICATION 57-106A

Since January 1, 1945, U. S, Army Specification
57-106A has been in cffect for the aceeptance of steel
torgings for cannon tubes. Its development resulted
from the combined cflorts of the Army Ordnance
Departnent ana NDRC investigations. Army Ord-
nance objecuves were to write a single specification
to cover the purchase of gun tubes which, if worn
out, would fail by erosion, as well as gun tebes which,
if wornout, would probably fail by progiessive stress
damage.

It is believed that U, 8. Army  Specification
57 106A adequately protects the quality of accepied
gun tubes, provides an incentive for the producer
to submit for inspection, material of consistently
Ligh quality, and does not hamper production
significantly.

327 Significance of Angular Fracture,
Homogenization, and Upsetting in
Relation to Transverse Buctility

Ancurar Fracreer

At the stare of World War I, the presence or
abserce of angular fractures was one basis for re-
jeciion oi acceptance of gun tubes on the premise
that angular fractures indicate low ductility. Since
investigation of the significance of angular fractures

reveled that they alone are not indicative of low

dudtility, it is believed that they should not influ
ence decisions to accept or reject gun tubes. 144

HoOMOGENIZATION

Studies of the effect of homogenization reat-
ments on transverse ductlity in forgings indicated
that practical homogenization treatments are un-
likely 1o improve the steel quality of forgings. 14

UPSETTING

An investigation of the cffect of upsetting on
transverse ductility in seamless tubes showed that
upseeiing raised average wansverse reduction of
arca by about 2 or 3 per cent.’#

2 IMPROVEMENT IN GUN STEEL
INGOT PRACTICE

The scamless process for making gun tubes came
into use early in 1942 primarily because an ex-
tremely large number of 40-mm M1 and 75-mm M3
tubes were required immediately by the Army, and
it was not possible to supply forgings for such needs.
Within a short time after tubes were first inade by
the seamless process, rejections owing to bore de-
fects were excessively high. Actuaily, before the pro-
gram for making 40-mm M1 and 75-mm M3 tubes
vas completed, approximately 10,000 tubes had
Leen lost owing o bore defects and, unfortunately,
about half of these were at least partially and often
completely machined before the defects were found.
The bore defects referred to here should not be con-
fused swith quench cracks, nonmetallic inclusions,
or flakes. They usually are quite shallow and are
believed to be internal ruptures caused by hot work-
ing.

As a result of the above situation, twe projects
were established, Project NRC-50 (OD-34-3), Con-
ol of Basic Open-Hearth Melting Practice for
Manufacture of Wrought Gun Tubes, at the Tim-
ken Roller Bearing Company, and Project NRC-39
(OD-34-3), Improvement in Gui. Steel Ingot Prac-
tice, ac Carnegie Institute of Terhnologv. One ina-
jor objective common to both of these projects was
the determination of the factors responsible for
bore defec2s and the control of these factors so as to
eliminate, or at least gready reduce, bore defect
losses. On Pre -t NRC-50, steel making and pro-

cessing factors  re studied, while on Project NRC-
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IMPROVEMENT IN GUN STEEL INGOT PRACTICE G5

39, the work was limited to a study of ingot prac-
tices. T'wo other major objectives of the work done
on Project NRC-39 were (1) to determine the effect
of bore defects in gun tubes on tube performance,
and (2) to supply information for the esiablishmert
of standards which would be uscful in a quantita.
tive study of the significance of cach factor thought
to influence the occurrence of bore defects, and for
the assistance of the Army Grduance Department
in standardizing inspection procedures and in set-
ting up specifications for the acceptance of 40-mm
M1 and 75-mm M3 gun tubes made by the scamless
process and containing minor bore defects. While
such specifications are not at present available, ¢ iy
known that both forged and seamless gun rubes con-
taining minor bore defects have been accepted.

331 Relation Between Ingot P’ractice
and Bore Defects

Investigations of the relation between cach of a
number of facters pertinent to ingot practice and
the occurrence of bore defects failed to give leads as
to what changes in practice were necessary to reduce
bore defect losses in seamless gun tubes made from
basic open-hearth steel.'®' However, it was observed
that the maximum frequency of bore defects respon-
sible for tube losses occurred in steel coming from a
regicn of the ingot coutaining the cone of solidifi-
cation, and this fact suggested that a change of in-
got practice, which would lower the cone of solidifi-
cation so that it would not appear, should reduce
bore defect losses in guns. It was found that by slow
cooling of the bettom of an ingot during freczing,
the cone of solidification wuld be coifined to « re-
gion of the ingot not contained in the gan tubes.tv?
Fundamental studies of the solidification of steel in-
gots indicated the reasons why a slower ceoling of
bottoms should lower the cone of solidification in
ingots.!4

In plant experiments, the slow cooling of ingot
bottoms during solidification was obtained by usc
of carbon insert insulators. In commercial practice,
the use of carbon inserts would not be economical.
However, if desired, a practice could be developed
which would be economical and would at the same
time accomplish the end sought. Such a practice
used by one Canadian steel producer is the pouring
of steel into moids set on refractory brick hottoms.

An experiment was planned  to demonstrate
whether, by slowly cooling the bottoms of basic
open-hearth ingots used for scamless tubes, bore de-
fect losses could be significantly reduced. However,
this experiment was not tried for the following
reasons:

I. At about the time the experiment was to be
made, basic clectric was substituted for basic open-
hearth steel for the manutacture of scamless gun
tubes. Furthermore, the probability of a subsequent
reversal of this change was quite low, because basic
clectric steel was much more readily available than
basic open-hearth steel.

2. ''he change from basic open-hearth to basic
clectric steel completely solved the bore defect losses
problem, whereas cooling the bottoms of ingots
more slowly could probably only cut bore reject
losses in hall at best,

332 Effect of Bore Defects on Performance
of 40-mm M1 and 75-mm M3 Seamless
Gun Tubes

During a critical period of World War 1 in 1942,
when it was important that gun tubes should be
produced and inspected as cfficiently as possible,
several hundred seamless tubes per month were be-
ing rejected. At that time little was known about
the relation between bore defects and gun tube per-
formance. Therefore, inspection standards were nec-
essarily arbitrary, There were those who believed
that practically all the tubes rejected for bore de-
fects should have been accepted, and conversely,
there were some who believed that «he psychological
effect of a visible bore defect in the tube of a new
gun on tire user oi the sun justified the rejection of
the tube regardless of its performance, In this con-
nection it should be remembered that only a small
percentage of the tubes rejected had bore defects so
large as to be noticed readily except by a trained
observer using a boroscope.

In order to obtain some information about the
influence of bore defects on the behavior of seam-
less gun tubes, a number of such tubes were selected
and subjec ! to firing tests.'3* Four 40-mm M1 and
four 75-mm M3 tubes were used for the tests. It wag
estimated that three of the 40-mm and three of the
75-mm tubes would be classed among the worst 5 per
cent of the total tubes rejected for bore defects. The
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other tabe of cach size was rejected but contained
only small defccts and might even have been aceepted
by other inspectors. No effect an gun life and periorm.
ance was noted 10 any case. In static detonation of
projectiles in the region of the deiects, the defects did
not initiate brittde failures. However, the tendency for
the defect to enlarge on progressive firing was greater,
the nearer the defect was to the origin of rifling.

The observation that each of eight tubes rejected
for hore defects had a normal life and gave a normal
performance obviously does not justify the assump-
tion that all the other 10,000 tubes rejected for bore
defects would behave likewise. It is a fact, however,
that the probability that such an assumption is true
is definitely greater because cach of cight drawn
from the 10,000 showed a normal behavior. The
assumption would be less prabable if some of the
tubes tested had hehaved normally and some abror-
mally, In evaluating this probability, an effort was
made to choose six of the worst tubes available. For
this reason, it is likely that ne more than 500 of the
10,680 or so rejected were as bad or worse than the
six chosen.

Control charts of bore rejects indicated a definite
lack of uniformity in bore inspection which seri-
ously disturbs any correlation studies and which
opens the question of the significance of inspection
methods used for bore defects.

A study was made of bore deferts and a series of
pictures was abtained covering the usual range of
defects found in practice. These pictures were dis-
cussed with Army Ordnance Department personnel,
and a division yielding four classes of severity was
agreed upon. This chart provides the means of classi-
fying, by size and character, the type and possibly
the severity of any particular defrct.

A method of assigning a quantitative index of
bore quality was developed, taking into considera
tion [requency of occurrence, size and character,
and possibly severity as well as position of defect
along the length of the gun tube, This rating was
usedd to provide quantiwtive data on bore quality
for s:atistical correlation studies. It also was sug-
gested to the Army Ordnance Department for pos-
sible assistance as o means of description in gun
tube inspection records, 133

As a result of couperative cffort between the in-
vestigators on Project NRC-39 and the Erie Proving
Grouind, a rapid mcthod for bore photography also
was developed. This was used in praciice at the Eric

Proving Ground to photograph defects in bores be-
fore and after proof firing.

1.3.9 Classification of Bore Defects
in Forged Tubes

A classification chart for bore defects in forged
tubes similar to that developed for the classification
of bore defects in scamless tubes was constructed.
This was worked out in close cooperation with the
Armed Services and is on file for futurc possible use.

34 CONTROL OF BASIC OPEN-HEARTH
MELTING PRACTICE FOR THE
MANUFACTURE OF WROUGHT

GUN TUBES

The experience of the Timken Ordaance Com-
pany in processing for gun tubes about 140 open-
hearth heats of steel from six steel companies, and in
processing tubes from two piercing sources brought
out marked differences in the etch quality and physi-
cal propertics resulting from different melting and
piercing practices. It was indicated that the type of
inclusions found in the steel is related to the etch
quality and the physical propertics of the steel.

In order to study this problem, Project NRC-50
(OD-34-3), Control of Basic Qpen-Hearth Melting
Practice for the Manufacture of Wrought Gun
Tubes, was cstablished in the laboratories of the
Timken Roller Bearing Company in Januasy 1943,
The project was confined to studies of the melting
variables in the making of steel to be used in making
pierced or scamless gun tubes, as measured by the
quality of the product as determined by mechanical
and meallographic tests, acceptance records, etc.

As it was suspected that the melting praciice em-
ployed in making the sceel was one of the more im-
portant factors affecting gun tube quality, a statis
tical correlation was made of the numerous vari-
ables in melting and pouring practices in an attempt
to determine the most satisfactory procedure. Cor-
relation studies of meliing and pouring wvariables
with resulting etch and bare quality of gun tubes
were conducted on 358 open-hearth heats of approx-
imately 120 tons cack. Of theee, 142 were 40-mm
heats and 211 were 75-mm heats. Complete logs of
times, temperatures, additions, preliminary chemi-
al tests, ete., were obtained from the producers on
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cach heat. Altogether, 8 different correlation studies
were made, cach on a different group of 40-mm or
75-mm  heags V137188 The principal conclusions
derived frow. these studics are as follows: 15"

1. Statistical correlation studics of 353 gun heats
indicate that certain variables in melting and cast-
ing practice affect the etch and bare rejections.

2. The control of the oxidizing condition of the
slag, particularly during the finishing period of the
heat, has a pronounced effect on both alloy losses
and gun quality. The more highly oxidizing and
active slags cause greater loss of alloys and tend to
produce poorer gun steel (as judged by increased
gun rejections for macroctch and bore defects).

3. More frequently than not, heats with turnings
in the charge result in higher gun rejections.

1. Two different types of melting practices em-
ployed by the same producer of 40-mm gun heats
have been found to yield marked differences in re-
sultant gun quality. Alloy losses and rejections are
smaller on the heats melted under less oxidizing
conditions.

5. FeCr additions to the bath arc 'a. uced over
Chrome-X additions to the Jadle. Also, CaSi addi-
tions to the ladle are favored over FeSi additions
to the ladle.

fi. Control of tapping and pouring temperature
is most important, A medinm pouring temperature
is most satisfactory. Skulled or cold heats are defi-
nitely unsartisfactory.

7. Heats poured into ingots with “C” and “D"
hot tops tended to be better than those poured into
clay-topped ingots. There is an indication that
straight pouring is preferable to back pouring.

8. Exceptionally short and long holding times of
heats after pouring are more frequently undesirable.
Ingots of approximately 6,000 Ib in weight should
be held at least 1 hour before moving and prefer-
ably should be charged into the soaking pits within
4 hours after pouring.

The rolling and picrcing practices were also sus-
pected as having some effect on the quality of the
guns. Studics of these practices were made,'®® with
the following conclusions:

1. Heats which are direct rolled from ingots into
8 in. round piercing billets for 75-mm guns show
better gun quality than those that are double con-
verted into billets. Direct-rolled 40-mm heats, how-
ever, do not show any appreciable supcriority over
double-converted heats.

2. The direction of piercing a gun tube, whether
with or against the original herringbone pattern in
the ingot, has not been found to affect the quality
of the gun tube.

3. Normal variations in both drawing tempera-
tures of billets from the piercing mill reheat furnace
and in electricai power consumed in the piercing of
gua tubes showed no appreciable correlation with
the resulting gun tube.

4. Picercing of 40-mm gun tubes with longer plugs
is favored over shorter plugs. The greater surface
arca of the longer plug increases the amount of hot
working on the inside diameter of the tube.

5. With the exception of the method of rolling
ingots into billets, factors which tended to better
75-mm gun stecl quality also bettered 40-mm gun
steel quality.

6. The mherent quality of gun steel heats which
is attained during meliing and casting is by far
the most important [actor affecting gun tube qual-
ity. The most ideal rolling and piercing conditions
cannot produce good quality guns [rom a heat
which, for example, was poured very cold.

The second phase of the rescarch program was
the determination ot the relation between the RAT
and the several inclusion rating factors of good ver-
sus bad heats of steel. 1% Based on over 1,100 in-
dividual specimens frem 128 heats of steei, a corre-
lation was cstablished between both quantity and
type of nonmetallic inclusions and the RAT ob-
tained in basic open-hearth Ci-Ni-Mo steel proc-
essed in 40-mm and 75-mm seamless gun tubes.
Basing the inclusion rating on the Timken chart,
for cach unit of the vating chart in the dirvection of
dirtier steel, the average or peak of the distriburtion
curve decreases about 5 per cent RAT in 75-mm
tubes, but less in 40-mm tibes. With the same total
inclusion content, the stringer-type inclusion is more
detrimental than the nonstringer type.

35 PREVENTION OF CRACKING
IN GUN TUBES

A study of data from the manufacturers of gun
tubes showed that in onc year, September 1, 1942,
to September 1, 1943, about 2,000 tubes of sizes vary-
ing from 40-mm to 8 in. were cracked during heat
treatment. For this reason, in February 1944, Proj-
ect NRC-80 (OD-34-3), Prevention of Cracking in
Gun Tubes, was established at Carnegice Institute of
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Technology in order o develep a suitable test for
cracking susceptibility, to  determine causes  of

qucmh cr.ukmg. and to prupmc pr'\cuml steps to

331 Development of Test for Cracking
Susceptibility

A test was developed for determining the crack-
ing susceptibility of gun tubes,' The basic prop-
crties of this test are provided by a series of disks
cut from the bore =f @ guv whe and Venotched on
the ID to induge cracking during a quench. The
notched test disks are quenched in a jig in such a
way that rapid cooling vceurs on ID and OD sur-
faces only, that s, heat is abstracted from the disk
wall radially., Cracking susceptibility is measured
by an index value. As this value increases, the arack-
ing susceptibility decrcases. Notched disks from a
portion of tube having a cracking susceptitdlity of
14 in. would sometimes show notch «racks i the
1D notches in the quenched disks were 1 in, deep.
(Fhe root of notch is 0,012 in. and angle of notch
is always 30 degrees.) Disks with 3/16-in. notches
would rarely ever erack when quenched, and disks
with  5/16-in. notches practcally .nlwnya would
crack. The reproducibility of the test is probably
good to within plus or minus §,/6 in. of the index
value.

No significant cerrelation was found to exist be-
tween determined index values and percentages of
tubes cracked per heat. The failure to find such
a correlation probably vesulted from inadequate
sampiing rather than from a lack of sensitivity of
the test. When a treatment is used which causes all
the material so treated to crack much less easily,
then it is bnown that such a treatment raises the
index values as determined in the racking suseep-
tibility test For example, prebore quenching raised
the 1D index value determined by the amacking test
and lowered cracking losses as determined hy one
('()Hlpil"}’.

a2 Causes of Quench Cracks

Quench cracks occur when tensional stresses are
high enough to cause vupture. I such siresses are
sufficiently high, cracks occur in steel of superior

quality, and if steel quality is sufficiently poor, rela-
tively low stresses cause cracking. Unfortunately, it
is often quite dificult 1o determine whether a
quench crack results from a change of stress pattern
(heat treatment), poor steel quality, or a combina-
tion of both., (Other potential causes listed below as
“remedies” also may be of considerable importance.)
Tentatively, it was concluded that cracking sus-
ceptibility is a hcat characteristic. This means that
even il heat treauent were held constant within
the smallest limits of variation possible, cracking
losses per heat would still be expected to vary
markedly from heat to heat. The primary cause of
the variation of cracking susceptibility among heats
has not yet been discovered. Tubes not normalized
tend to crack more easily than do those which are
normalized, and tubes of relatively high carbon
crack more easily than do those which have lower
carbon content. At present, however, effects of
vormalizing and carbon content, within the range
studied, are believed to be quite minor causes of
cracking. Ingot bottom weakness (region of cone of
solidification) is believed also to be a cause of crack-
ing in gun tbes. Quenching from too high a tem-
perature and quenching for too long a time showed
evidence of causing quench cracks, but within the
normal temperature and time ranges used in com-
mercial practice, these factors too are only of minor
significance from a practical point of view.

533 Remedies for Reducing Quench
Crack Losses

The remedy to be applied for the purpose of
reducing quench aack lesses depends on whatever
the major cause of cracking happens to be in the
particular practice considered. This is not the same
for each practice.

Quench-crack losses may be reduced by (1) pre-
bore quenching, (2) using basic electric instead of
basic open-hearth steel, (3) lcmp:.nng as soon after
the quench as possible, (4) using the lowest carbon
content stecl possible which will give the desired
yield strength after the quench and temper, (5)
cheosing a composition which gives to steel little
more than the hardenznbility desired and as high
an Ms temperature as possibile, (6) using a normal:
izing treatment before heating for the quench, (7)
quenching from the towest temperature possible
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which will give desired properties aftcr the quench
and temper, (8) holding in quenching medium for
optimum time, depending upon the gun type, size,
and heat-treatment praca. e, (9) improving loading
srrangement of tubes in batches to be quenched
so that each tube is morce uniformly quenched, and
(10) improving the water circulating system.

In referring to remedies for reducing quench-
crack losses, an atterapt has been made to arrange
them in order of effectiveness. It is believed that
prebore quenching, which heads the list, is so cffec-
t've and so generally applicable that its proper use
in any practice is likely to reduce cracking losses to
insignificance, One company lost four out of twenty-
four 8-in. howitzers owing to quench cracks when
the tubes were quenched simultancously on both 1D
and OD surfaces before being tempered, but lost
no tubes at all out of 172 when the bore was
quenched for 2 minutes before 1D and OD surfaces
were quenched simultaneously.

Effects of cach of the other variables scem te be
beneficial when applied to one practice but of ques-
tionable value when applied to another practice.
Considerable work remains to be done before the
relative usefulness and applicability of the remedies
mentioned above can be quantitatively evaluated.
Work on this problem is being continued under
an Army Ordnance Department contract,

16 HEAT TREATMENT OF GUN STEELS

It was made clear in the previously described
studies that different heats of gun steel reqguire
lifferent tempering temperatares in order to de-
velop the required yicld strength, and that cach
areat may have to be treated as a separate batch,
-ather than allowing tubes from different heats to
se mixed, tempered at some arbitrary temperature,
ind individually tested with the result that many
ubes have to be retreated. Thus, the sclection of
he proper tempering temperature and time for
empering cach heat becomes an important step.

It is well known that cquivalent tempering can
»e accomplished at a relatively low temperature for
1 long time or at a relatively high temperature for
1 short time. If the tempering furnace has good
emperature uniformity and if the charge is so
slaced that all parts of it have equal ingress of
1eat, that is, if the charge is properly loaded into
he furnace, the higher temperature and shorter

time make for more rapid production. The degree
to which wie quenched steel is tempered is well
indicated by the hardness.

For best properties in gun tubes (and in homo-
gencous armor), the steel must be quenched fully
to martensite before tempering. If, during quench-
ing, there is partial transformation at a relatively
high tempcerature of austenite to ferrite and pearlite,
or at a lower temperature to a range of acicular
structures known as bainite, and if part of the
austenite is thus used up in forming these structures,
only a portion of the austenite remains to form the
desired martensite at the low temperature at which
this chhange occurs. On tempering, the desired tem-
pered martensite  (secondary troostite or sorbite,
according to the tempering temperature) is inter-
spersed with the ferrite-pearlite, or with tempered
bainite, or both. These tempered nonmartensitic
structures may have a hardness close to that of the
desired tempered martensite, or they may be present
in too small an amount to show up in the hardness
determination, Their presence, however, is revealed
by examination under the microscope. Such struc-
tures noticably depreciate the mechanical proper-
ties, and the notched bar impact resistance at low
temperatures.

When nonmartensitic transformation products
appear on quenching, the steel is said to be slack
quenched. Failure to produce martensite results
from too low a rate of cooling. The outside of a
quenched gun can be chilled rapidly enough in the
quench to make it martensitic, but, unless the au-
stenite it sluggish enough to stand a lower rate of
cooling without transforming to nonmartensitic
structures, the center or even the outside partly
transforms to these nonmartensitic structures. Plain
carbon steel has nonsluggish austenite; in large sec-
tions, the center docs not transform to martensite
but rather to one or both of the nonmartensitic
structures.

Carnon steel, therelore, is relatively shallow hard-
¢ning to different degrees according to the carbon
content, A drastic quench, such as water under
pressure, brine, or other water solutions, cools the
outside morc rapidly than does oil, and slightly
greater depth hardening can be obtained in carbon
steels by water quenching instead of oil quenching.
But cven watcr-quenched carbon steel will not
harden properly all the way through in scctions
corresponding to those of gun tubes, such as 40-mm,
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7h-min, and Larger. Hence, an alloy steel must be
used in which one or more alloying clements are
present te make the austenite sufficiently sluggish
so that it daes not gansform to nonmartensitic
structures. Such sicels are more deeply hardening.
As the section 1o be quenched increases, more alloy,
and preferably two or three rather than just one
alloying element, is required.

The hardenability of steel is evaluated by the now
familiar Jominy test. in which one end of a cylinder
is auenched by water under pressure, the other end
not being touched by the water, Atier quenching,
the distance back from the quenched end at which
the d < ved hardness and structure have been ob.
tained measures the hardenability of the steel. It is
necessary to note that commercial evaluation of the
Jominy test is often made on the basis of the dis-
tance from the end of the test bar at which 50 per
cent martensite is obtained beecause at that per-
centage, in plain-carbon steels, there is an casily
discerned difference in etching behavior. But 50
per cend martensite is slack quenching and the
structure less desirable for ordnance purposes, com-
pered to a fully martensitic structure. In gun stcels
a drop of five points in Rockwell € hardness is
taken as an approximaye criterion, but cven this
does not insure absence of large amounts of hainite,

Jominy hardenability testing for quenched hard-
ness tedls nothing about the structure or the fitness
for guns or armor, The standard bar may show
little drop in hardness cear out to the aircooled
end, yet that stec! fatls to harden at the center in
the quenching of a heavy gun. It is necessary to
evaluate alloy steels being considered for guns and
armor in much more thorough fashion.

Chomical compaosition 1s only a means to an end
and of no value in itseif. Many combinations of cle-
ments and amounts of clements can be utilized
equally well to avoid slack quenching. But, for con-
servation of available supplic. of alloying clements,
imakes 2 preat difference whether a compaosition is
chosen with just enough of readily available ele
ments, or whether, through ignorance of the exisi-
ence of substitutes, the compaosition calls for large
amounts of critical or strategic alloys. Moreover,
since the availability of different alloying elements
varies from time to time and, under some conditions,
may not be predictable, there is nead not only for
evaluation of substitute compositions that appear
logical under the supply conditions of the moment
but also for clarification of the methaods of evaluation

so that any other suggested composition can be
promptly put through its paces to determine how
well it avoids slack quenching.

3.1 Time-Temperature-Hardness
Relations

To sccure fundamental data on the thermal
characteristics of gun steels from which improved
heat-ireatiment cycles might be developed by gun
manufucturers, Project NRC-86 (OD-34-3), Metal-
lographic and Physical Propertics of New Types of
Gun Steels, was established at the University of
Notre Dame du Lac in October 1942,

The initial phase of the investigation was a study
of the time-temperature-hardness relationships of a
typical gun steel. i one assumes that in actual prac-
tice the tempering time will be held constant and
only the temperature adjusted to tie needs of the
particular heat, the determination of the correct
temperature can be made by tempering for a stand-
ard time a properly quenched, long specimen in a
furnace in which there is a temperature gradient
covering the temperature range that is of interest,
determining the hardness gradient thus produced,
and from the results selecting the correct tempera-
ture to produce the required hardness. With two or
more such gradient furnaces, operated for different
tempering times, the time-temperature relations can
be worked ous,

However, it was found that it was not necessary
to make the test quite so claborate, since use could
be made of an experimentally ascertained relation-
ship by which, when the reciprocal of the absolute
temperature is plotted against the natural logarithm
of the reciprocal of the time, a straight line results
for the observed points corresponding to any chosen
hardness level. The straight lines for cach hardness,
that is, 40, 35, and 30 Rockwell C, are practically
paralicl. Then, if specimens are tempered at one
fixed temperature but for two or more times, and
if the results are plotted, the time-temperarure-hard-
ness relations are made evident. They can be ex-
pressed for cach hardness level in terms of the inter-
cept and slope of the plotted line. Once the slope
is known for a given type of steel, a single specimen
from cach heat can be tested at one time and tem-
perature, the result plotted, and a straight line
drawn parallel to the standard slope. Thus, for ex-
ample, by terpering specimens at 1175 F for 1 hour,
it was shown that to produce the specified hardness
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for 40-mm tubes for four different heats of the same
type of steel would require tempering temperatures
of 1150, 1160, 1170, and 1180 F. These would then
meet the hardness specifications exactly, If all had
been tempered at the average temperature of 1165
F, the heats that nceded 1150 F and 1180 F would
not have been tempered correctly, '

This test method for determining the correct
tempering temperatures for fully hardened and tem-
pered gun tubes was adopted by the Timken Roller
Bearing Company, 2 manufacturer of scamless gun
tubes, and resulted in the development of an im-
proved heat treating practice. In this practice, which
was fully automatic and continuous, the only vari-
able which could be adjusted easily was the tempe:-
ing temperature. By the use of this test method, the
optimum tempering temperature of each heat of
steel was employed. This resulted in a substanual de-
crease in the number of rejections and a correspond-
ing increase in production of seamless gun tubes.

To extend the use of this method of predicting
optimum tempering temperatures to other types of
gun steels being used, Project NRC-85 (OD-34-3),
Time-Temperature-Hardness Relations in New Gun
Steels, was established in June 1944 at the Univer-
sity of Pittsburgh.

This investigation covered studies of cight se-
lected gun steels, one of which was similar to that
upon which the original test was developed, as well
as an armor composition which was suggested by
Watertown Arsenal for a comparison with the gun
steels.

Earlier findings for steels of 0.30 to 0.60 per cent
carbon were corroborated.192103 A lower carbon
steel behaved somewhat differently, but in the car-
bon range uses in most guns and armor, the general
patterns of behavior on tempering were so similar
that predictions as to temperability, and the effect of
alloying elements upon it can be made with ~onsider-
able accuracy and with a mizimum of experiment.

These investigations of time-temperature-hard-
ness relations demonstrated principles applicable to
any heat of that steel, or to any heat of any other
steel that shows complete martensitic hardening on
quenching in the sections obtaining in the gun
tubes being made.

5.6.2 Slack Quenching

Because of the very different behavior of gun

and the limited knowledge of these structures, the
investigation of the heat treatment of gun tubes at
Netre Dame, Project NRC-36, was extended to in-
clude a systematic study of the tempering charac
teristics, metallographic structures, and physical
propertics of gun steels with siack-quenched struc-
tures, It has been found generally that slack-
quenched gun tubes have inferior physical proper-
ties, cspecially with vespect to impact strength,
Probably the most important information relevant
to this problem is the time for initial decomposition
at any temperature and the nature of the product
or products of decompasition at that temperature.
Since a systematic attempt to study slack-quenched
structures must be preceded by a thorough knowl-
cdge of the S-curve for the steel under consideration,
S-curves for ten typical gun steels were determined
with particular emphasis on the temperature of
martensite formation.'®!

The behavior of a steel in respect to retention of
austenite is mapped traditionally by the S-curve.
This is obtained by the isothermal methad, that is,
the steel is heated until it becomes austenitic, then
immersed in a fused salt or fused lead bath, held
there at a definite temperature for a definite time,
and then quenched in order to transferm to mar-
tensite the austenite not previously transformed 1o
ferrite, pearlite, or bainite. The picce s then exam-
ined for hardness und structurc. With enough data
taken at various different times of residence at tem-
perature, a behavior chart is made, showing the
range of time and temperature the anstenite can
endure without changing over to a nonmarten-
site prodnct. Thie ~hart gives a correct picture for
the behavior under just such isothermai conditions,
but the picture is incorrect for quenching conditions
where the temperature is continually dropping.
Empirical corrections have been suggested, but
since these are not generally applicable with any
degree of exactness, the use of ordinary S-curves in
cvaluating gun steels has distinct limitations. In the
experimental examination of methods of evaluating
the true slack-quenching behavior, it appeared that
bainite is formed in two stages and that austenite
1ctained with it is persistent, that is, resists decom-
position on tempering after quenching, but on
cooling from the tempering temperature it may
transform to fresh, hard, brittle martensite.

In this investigation it was tentadively suggested
that the presence of this brittle, untempered mar

tubes with slack-quenched and tempered structures  tensite, as well as the recegnized deleterious presence
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of ferrite or bainite, is partially responsible for tember 1942, and the testing machine was shipped

mwuch of the poor mechanical behavior of a shick-
quenched structure. If this s truc, a second temper-
ing to temper this late-formed martensite should help.

In 10 steels of such hardenability as to be of some
interest for guns, this same two - bainite - reaction
phenomenon was noted. All the steels contained
0.30 to 0.40°, C. Some of lhcm lmd 1149, Mn, 2
10 2.759, N, 0.60 1o 0809, Cr, (.25 to 0.409;, Mo, 0
10 0,109, V. Others, with no or Inw mckcl cotitained
0.90 10 1.009, Cr, 0.20 o 0.559;, Mo, ¢ tc 0.129, V.
One had ro Ni, 1009, Cr, 1.602, Mn, 0.509}, Mo,
0.100, V. Regular S-curves were Grawn for these
on the basis of isothermal hoiding and resultant
strocture and hardness, and dilatometer tests. Some
information was obtained on the speed of the first
and secontd bainite reactions as a function of tem-
perature,

This work was insuflicient to evaluate the possi-
hilities of the steels as gun steels, inasmuch as to
bring out those possibilities would require slack
quenching, double tempering, and determination
of mechanical properties at the time maximum at-
tention had to be directed to guns requiring thor-
ough quenching, The work indicates that evalua.
tion on the hasis of $-curves, as ordinarily obtained,
may climinate steels that, heat treated in the light
of the evidence obtained, would produce good qual-
ity guns and be economical of strategic alloying
clements,

37 FATIGUE STRENGTH OF GUN STEEL

At the request of the Army Ordnance Depart.
ment, the Metallurgy Section of the former Division
B, NDRC, established Project B-189  (OD-54-10),
Fatigue Strength of Sclected Gun Steels Under
Combined Stress, at the University of Michigan in
Getober 1941, The program covered combined-in-
phase bending and torsion fatiguc tests. A testing
machine designed lor a speed of 3,600 rpm was con-
strucied and a pilot test was made on SAE X4310
steel ¥ The tests were based originally on the im-
portance of determining characteristic relationships
at the endurance limit (10,000,000 cycles) and, for
this reason, the data available for the determina-
tion of any definite trend at higher stresses are
insufficient.

Since the results of this study were highly uncer.
1ain and since it appeared that the effort could be
applicd to problems of more wrgent importance in
the war cffort, the project was terminated 1 Sep-

to Watertewn Arsenal for possible future use.

The few data obtained on this investigation may
have a bearing on the multidirectional stress prob-
lems met in the ship failure problem, discussed in
Section 6.2.3 of this report. ‘The results tentatively
indicated that when repeated bending is predom-
inant failure tends to be in the normal britle
fashion of the ordinary fatigue test, but changes
to a ductile failure when repeated tersion is pre-
dominant.

.8 DEVELOPMENT OF NEW GUN
STEELS

In February 1944, the Research Group, Subcom-
mittee on Gun Forgings, Ferrous Mctallurgical Ad-
visory Board, Army Ordnance Department suggested
the establishiment of Project NRC-81 (OD-34.9),
Development of High - Sirength Gun Steels. Al
though the OSRD contract was placed with the
Vanadium Corporation of America, the research
program was a cooperative effort. The heats of
steel, the compositions for which were selected by
the War Metallurgy Committee Project Advisory
Committee, were made by the Midvale Company,
the specimens were prepared and heat treated by
the Vanadium Corporation of America, and the
tests were made by the United States Steel Corpora-
tion Research Laboratories, by Watertown Arsenal,
and by the Vanadium Corporaiion of America.

The purpose of the search for new gun steels
was to find a steel reasonably amenable to regular
steel-making processes, forging, etc, by which the
yield strength now consistently obtained in 75-mm
guns 140,000 to 170,060 psi, and in 76-mm guns,
150,000 10 180,000 psi, might be reached in larger
sizes.

The logical way to reach this goal is through the
development of a deep-hardening steel with an S
curve such that bainite is avoided and martensite
produced at the ceater of the section of quenching.

The same approach was talen here as in the
armor projects!®122 discussed in Section 2.3 of
this report, that is, systematic variation of composi-
tion and determination of the resultant harden-
abiiity and S-curves. In the gun steel werk, the level
of carbon content was higher than that in the
armor projeces, ait only the ordinary alloying ele-
ments, manganese, mckd, chromium, molybderum,
and vanadium, were utilized. The study of boron
additions was to be deferred until the preferable
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combinations of the other clements were ascer-
tained.

Attention was directed especially to the crucial
part of the S-curves, that just above the temperature
of the start of martensite formation Afs, at which the
too carly formation of bainite would introduce unde-
sirable properties. Ameng other treatments, isother-
mally treated notched bar impact specimens thai
had been held for varying times jusi above the Ms
point were quenched and tempered, cooled, and
tempered back to 40 Rockwell C. This gives an
opportunity for retained austenite to transform to
martensite on cooling from the first tempering, and
this martensite in turn to be tempered. The impact
values on specimens so treated serve as an indication
whether bainite has been produced in the isolther-
mal treatment. This simulates the quenching cycle
of the so-called “martempering’ process which holds
a2 heavy section just above the Ms point {or temper-
ature equalization before quenching,.

Jominy curves, S-curves, Afs temperaturcs, and
impact valucs after the treatment discussed above
were determined and reported!®3198 for some two
dozen compositions, some of which showed promise.
The work was of a preliminary nature, aimed to
pick out the most promising lines of attack. It will
need to be carried further and ultimately to be
supplemented by a study of boron additions to the
more promising compositions.

"The basic metallurgical data such as Jominy hard-
enabiliiy curves and S-curves for the SAE and the
NE steels that serve for the smaller sections made
from heat-treated steels are available in published
literature, but no published survey of steels for use
in heavy sections compares in completeness with the
studies of heavy armur and large guns made in
these NDRC projects, incomplete and preliminary
as they still are.

It is understood that rescarch of this nature will
be continued by the Army Ordnance Department
in the rescarch Jaboratory at Watertown Arsenal.

3.2  PRESENT STATUS OF RESEARCH
ON GUN STEELS

Further work was necded on several phases ol
the NDRC rescarch program on gun steels when

the principal projects were ternnnated in June 1945
in accordance with the NDRC demobilization plans,
This was recognized by the Office of the Chief of
Ordnance, and arrangements were made o have
the projects conducted at Carnegic Institute of
Technology transferred to direct Army Orvdnance
contracts. The projects concerned are Project NRC-
48, Improvement in Wrought Gun Tubes; Project
NRC-39, Improvement in Gun Steel Ingot Practice;
and Project NRC-80, Prevention of Cracking in
Gun Tubes. These continuing phases of the gun
steels research program were mentioned as cach
wopic was discussed in this report.

Other work also scems to be desirable. Cracking
is still a major factor in rejection, and the causes
have not been determined nor have methods been
devised to determine adequately the propensity to-
ward cracking.

The possible beneficial effect of double tempering
of steels with retained austenite should be explored
further, since it might be an important factor in
the selection of alternate stecls.

Search should continue for alternate steels that
are not too prone to injury on slack quenching and
yet do not call for large amounts of strategic alloys;
and, since the supply of any one alloy may fluctuaie
widely, different alternates should be worked out
and comprehensive data put on the shelf to be
taken down as nced arises. Regardless of the alloy
situation, compositions or treatments less prone to
cracking on quenching and producing better tough-
ness at high yield strengths are needed.

8.10 INDEXING OF DIVISION 18 REPORTS
ON GUNS AND GUN STEEL

To make the research information in the many
Division 18 reports on guns and gun steels more
readily available and to enhance the uscfulness of
the reports, the librarians of the Research Informa-
tion Division of the War Metallurgy Committec
prepared a comprchensive index of all of the re-
ports issued. This index'%7 provides @ subject index
of the information obtained on the topics studied
and a listing of the projects with the serial numbers
of the reports submitted on each.

CONFIDENTIAL




YU R T TORIBE EEESVREh e

sy s

soriii mmse

8 e gt

Bt s

Chapter 4
AMMUNITION

4.1 INTRODUCTION

S Ve INVESTIGATIONS were conducted on materials
for three components of ammunition: armor-
piercing shot, cartridge cases, and driving bands.
‘These studies were made at the request of the Office
of the Chief of Ordnance and were but phases of the
extensive ammunition programs being conducted by
the War and Navy Departments.

.2 ARMOR-PIERCING 3HOT

As one phase of the alloy conservation program, 2
study was made of thic usc of the special nonalloy
steels for the manufacture of armor-piercing capped
shot to obviate the use of critical alloys. Since the
use of special addition agents in plain carben stecls
had been investigated by the Buick Motor Division
of General Motors Corporation during the period of
automotive production and had been applied suc-
cessfully in the manufacture of varicus high duty
parts, Project NRC-37 (OD-167), Investigation of
the Usc of Special Non-Alloy Steels for Armor-Pierc-
ing Capped Shot, wa, established at Buick.

The initial phase of this research program was
confined to studies of steels weated with additions of
Grainal (a complex deoxidizing agent conitaining
vanadium, czlcium, aluminum, and boron) replac.
ing the usual alloying elements used for the manu-
{acture of the WD-4150 madified 37-mm projectile.
Various madifications ang heat treating cycles were
wried to determine which would produce a projectile
having the best ballistic properties. The tests cen
ducted on the steel from which each lot of projectiles
was machined included chemicai, tensile, lzod im-
pact, jeniny havdenability, grain size, and inclusion
counts. Samples of exch completed lot of projectiles
were examinad for hardness patiern and microstruc-
ture and then submitted to the Aberdeen Preving
Grounds for ballistic tests. The results indicated that
satisfactory projectiles could be made of Grainal-
treated nonalloy steels as the performance of two of
the experimental lots exceeded that of the standard
projectiles with which they were fired. 168

The sccond phase of the rescarch program was con-

cerned with the development of a shot with superior
ballistic properties from both nenalloy and alloy
steels. One of the most significant difficulties en.
countered in the performance of 37-mm AP projec-
tiles was the destruction of the projectile ogive upon
impact. This was not so common with AP projectiles
of larger calibers. Various modifications in process-
ing, together with a number of different steel com-
positions, were tried in an effort to improve shot
performance. Among these were the carburization of
the ogive, ausiempering, design changes of the pro-
jectile body and cap, and refinement of the induction
base draw and hardening cycles. A projectile with
the rough contour of the ogive formed by forging
which had passed through a 114-in. face-hardened
armor plate intact was examined, and a lamellar
pattern in the hardened zone was found. This dis-
closure subsequently influenced all experimentation
on the project. The investigators believe that the
most significant development of the work oa this
phase of the program is the importance of the heat
treating cycle. The ballistic performance of each of
six experimental lots was outstandingly successful.
These Jots were composed of three steels of widely
different compositions, each of which had been heat
treated with special reference to the particular mate-
rial involved.1%?

It appears that a boron-treated simple manganese
steel NE-9262 boron-treated NE-9465, or other steels
of similar hardenability, will serve equally well for
the fabrication of AP shot, structure and hardness
gradient being the important factors rather than
compaosition, As the work on this project was limited
in scope, it should be correlated with the mass of
information obtained in the production and testing
of the millions of AP shot of this and other sizes
praduced by various contractors who applied various
types of heat treatment to secure the desired graded
hardness.

45 CARTRIDGE BRASS

Three investigations relating to stress-corresion
cracking of cartridge brass were undertaken at the
request of Frankford Arsenal. These covered (1) the
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prevention of stress-corrosion, (2) the detection and
climination of internal stresses contributing to stress-
corrosion, and (8) the cflect of volume changes asso-
ciated with phase changes.

! Stress-Corrosion

In the forming of brass cartridge cases, internal
stresses are introduced. Unless these stresses are com-
pletely relieved, a residual stress remains. Under
some corrosive conditions arising from the powder
inside the case or frnm the atmosphere outside, stress-
corrosion cracking may occur which spoils the case.
Old ammunition which has been in storage may be-
come useless because of this. This phenomenon was
at one time referred to as season-cracking, but with
subsequent knowledge that many alloys crack under
corrosive conditions which tend to attack grain boun-
daries when the alloy is under tensile stress (either
residual internal stress or externally applied stress),
the term stress-corrosion has been adopted. The
problem is as old as the brass cartridge case, but it is
still a continuing problem.

PrEVENTION OF STRESS-CORROSION

Since stress-corrosion cracking requires both stress
and corrosion, avoidance of either factor, stress or
corrosion, will prevent it. Of course, prevention of
any sort of corrosion, whether it produces cracking
or not, is worth whiie,

Under their control number OD-25, the Oifice of
the Chief of Ordnance requested NDRC to investi-
gate a variety of coatings to supplement Frankford
Arsenal’s work on organic coatings. Project NRC-27,
Prevention of Stress-Corrosion Cracking of Cart-
ridge Brass by Protective Coatings o~ Surface Treat-
ments, was established in the research laboratories
of the New Jersey Zinc Company.

Since cartridge brass is composed of copper and
zing, clectroplating the case or the brass strip from
which it was formed with one of these metals is a
possible method of protection.

To study the protective value of these and other
coatings, tensile specimens of stress-relieved cartridge
brass strip were dead-weight loaded to 15,000 psi
and subjected at 89 F to an atmosphere of 82 per
cent relative humidity containing 90 per cent air,
20 per cent ammonia gas, and a small addition of
carbon dioxide. This is a standard accelerated test,

the results of which correlate well with actual service
exposures. Unprotected specimens break in 5 hours
under the test conditions.

Copper is attacked by ammonia under these con-
ditions, but there was a possibility that the atack
could be slowed down. However, the results of the
investigation indicated that thin coatings of copper
give no benefit and a coating 0.0012 in. thick only
delays Zailure about 50 hours, whereas a zinc coating
of the same thickness delays failure about 470 hours.
Even thin coats of electroplated zinc prove effective
and, mareover, extend electrochemical protection to
bare arcas where the zinc coating had been scratched
away, The effectiveness is proportional to the thick-
ness of the zinc coating. The corrosive atmosphere
slowly removes zinc, but the zinc exercises protection
as long as even a thin coating remains and as long
as bared areas from which zinc has been completely
removed are not too large. Thick zinc coatings pro-
tect larger bare areas than thin ones.

The applied stress is not a major factor. Stresses
ranging from 10,000 (o 24,000 psi do not affect the
breaking time of zinc-coated specimens. That is, as
long as the coating prevents corrosion of the brass,
stress-corrosion cracking does not occur, Alter cor-
rosion of the zinc ceating exposes a brass area too
large for clectrochemical protection to be cffective,
the brass hehaves as it would without zinc, that is,
brass containing internal siress fails rapidly while
the stress-relicved material stands up,

Zincslowly diffuses irto brass at somewhat elevated
temperati .« Zinc coatings of various thicknesscs
allowed ., uiffuse for two months at 208 T were
found to afford as much protection as these without
the diffusion treatment. Hence, diffusion of zinc on
storage at high atmospheric temperatures will not
decrease the protection. No zine coating other than
that applied by eclectroplating was foui:d satisfac-
tory. Metal sprayed zinc does not adhere unless the
brass surface is roughened more tnan can be toler-
ated, and sherardized coatings are less protective
than clectroplaied ones of equal thickness. More-
over, the sherardizing process requires temijciatures
above those used for stress-relief annealing.

Under the test conditions where unprotected brass
specimens break in 5 hours, those coated with 0.0003
in. of zinc stand up 120 hours; with ¢.6006 in., 240
hours; and with 0.0013 in., 500 hours. Thus, the life
increases linearly with thickness of zinc coating,.

The electrochemical protection afforded by the
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zinc is noteworthy, Small scratches through the zinc
do not muterially decrease the life, while the life of
a test specimen with a zine coating 0.003 in. thick
and with a bare space 14 in. wide, freed from rinc,
falls only 1o 100 hours. A further increase in life
results when the zine coating is “Cronak™ treated,
that is, dipped in a solution that produces a thin film
of slightly soluble chromate on the surface. in the
presence of atmospheric humidity, this film supplies
a chamical inhibitor against corrasion. The filming
does not destroy the electrochvemical protection of
areas scratched or bared after the filming treatment.
Brass coated with 0,0808 in. of zinc, chromase filmed,
then scratched o bare brass, will last 175 hours.

Instead of applying the zinc clectroplate to the
completely formed cartridge case, manufacturing
waitld be simplified if the plating could be done at
an carlicr stage, On the hasis of vreliminary experi
ments, plating of fourth draw picces with 0.0003 in.
of zinc, with the final anneal converting the zinc
to an alloy by didusion into the brass, and the pos-
sible flaking off of some of the alloy, would still
result in somewhat veduced, but still very long, life.
This feature should be studied more completely if
zinc plating is to be adopted.

Zine, or zinc-coated brass, is not appreciably at-
tacked by various propellent powders, even on stor-
age at 122 F for a year. A comparative test of a dura-
tion of 1 year was inconclusive in that the unstress.
relieved, unplated cases used for comparison with
plated ones did not themselves show season crack-
ing in this period of exposure, At any rage, in addi-
tion o the fact that the zinccoated cases did not
cragk, neither did they show visible corrosion,

Since the zine coatings and ceatings with the
chromate treatment proved -effective even when
scratched, zine, zine oxide, and ziac chromate were
used as pigments in several types of lacquers. The
lacquer thickness was about 0.0015 in. The testing
technique was the same as that on the zinc-coated
specimens. Zine oxide or zinc chromate alone had
little efiect, but zine dust (actually a mixture con-
taining 80 per cent of zinc and £0 per cent of zinc
oxide) did show considerable protection, and the
scratched specimens bebaved aboun as well as the un-
scratched. A variety of ether pigrients ard a mixture
of 80 per cent zine dust and 20 per cent of plaster of
Paris in a urea-formaldehyde vehicle failed to do
very well when the lacquer was scratched, but zinc
sulphide in this vehicle (coating 0.0011 10 0.0012 in,

thick) showed marked protection. However, it did
not do so in a phenolic resin vehicle,

In urea-formaldehyde, bismuth trisulphide or lead
sulphide was even more effective than zinc sulphide,
in 0.0010 to 0.0020 in. thickness. However, none of
the three useful suiphides gave satisfactory perform.
ance when the pigmented urea-formaldehyide coating
was {ess than 0.0010 in. thick. This is three times
the thickness that can be allowed on cartridge cases.

Several thin organic coatings, if continuous and
not scratched, prevent ammonia stress-corrosion.
Among these are @ wax known as Puritan Cartridge
Coating Compound and an unmaodified nhenol-
formaldehyde coating. None of these exert protec-
tion when scratched through.

Another possible way of minimizing stress-corro-
sion would be to put the surface in compression, as
by shot-blasting, a method known to be effective in
combating fatigue failures. Slight mechanical work-
ing by hand burnishing or scratch brushing, as well
as shot-blasting, in some cases showed minor im-
provement in life, but much less than is preduced
by a very thin coat of zinc. Since the .. .mercial
application of shot-peening was considered difficult
to apply to cartridge cases, particularly to the inte-
rior, its possibilities were not further folluwed up in
this project. It is possible, however, that the applica-
tion of 150,000 psi in tension in the test method used
more than neutralized the surface compression
stresses introduced by shot-peening,

This project clearly demonstyated the efficacy of
thin electroplated zinc coatings and the clectro-
chemical protection afforded to scratched areas. The
results of the work aie summarized in the final re-
ports, 170171 while the details are covered compre-
hensively in five progress reports, 17170

EvVALUATION AND ELIMINATION OF RESIBUAL STRESSES

Swress-corrosion cracking in cartridge brass is
avoided if there is no corrasion ot if there is no stress.
The project discussed ahove related to prevention of
corrosion. Another project, relating to the evalua-
tion and elimination of residual stresses, was estab-
lished at Lehigh University by the Metallurgy Sec-
tion of former Division B of NDRC. This was Project
B-220 (OD-25), Residual Stresses in Cold-Drawn
Non-Ferrous Alioys.

The distribution of internal stress can be approxi-
mately ascertained by machining or splitting of
layers and noting the dimensional changes resulting
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from the removal of this matcrial, Another way is
by use of X-ray diffraction methods which can be
applied to measure the interplanar spacings between
atoms in the metallic crystal. In strain-free material
this spacing has a fixed value. If compressive stress
is present, the atoms are squeezed together and the
spacing is smaller. If tensile stress is present, they
are pulled apart and the spacing is larger. Therefere
by measuring the spacing in a stressed area and com-
paring it with the value determined for the normal
lattice, the existing stress can be evaluated.

The X-ray measurement can be made accurately
only on the surface. However, by etching away suc-
cessive surface layers and determining the surface
stress cach time, the redistribution of stress, resulting
from removal of material is shown. From this re-
distribution, the original stress conditions prior to
ctching can be calculated. The method ofters pos-
sibilities of greater precision than can be obtained
by measuring dimensional changes.

Extension and refinement of the X-ray method
applied to measurement of stresses in cartridge cases
was desired by Frankford Arsenal, and Project B-220
(OD-25) was set up with these aims in view.

The production methods used in making cartridge
cases generally result in compressive stresses at the
surtace. The higher the compressive stress and the
greater the depih o which compressive stress ex-
tends, the more the resistance to stress-corrosion
cracking, which results partially from tensile stress,
Tensile stress, to balance the surface compressive
stress, will occur below the surface. When corrosion
penctrates the suiface locally and gets down to mate-
rial that is under tensile stress, stress-corrosion crack-
ing will occur.

X-ray measurements applied to cartridge cases
processed in different ways can reveal the stress dis-
tribution at each step and thus point the way toward
modifications in processing methods which couid
remove or delay the danger of stress-corrosion crack-
ing. The eflcct of diffcrent methods of pickling, pro-
ducing rough or smooth surfaces that hold or do
not hold fvbricant in the next draw, die angles of
the drawing die, ctc., were examined. The effcct of
variation in compositicn (percentage of zinc) and
of a zinc gradient due o volatilization of zinc from
the surface had to be taken into account.

Because of the varying amount of cold work at
different locations in the case, the varying thick-
nesses, and the variation of restraint upon the walls,

which is high at the base and low in the body, the
stress conditions vary considerably over the length
of the case, making measurements at seveval loca-
tions necessary, The X-ray method examines only
a small spot and thus is a more selective measure
than are dimensional measurements.

The equipment and technique for X-ray measure-
ment of surface stresses on the outside and inside
of caliber 0.30 cases are fully described in the reports,
and the results of many variations in processing upon
the magnitude and distribution of stresses are
recorded.

In general, the method gives useful and illuminat-
ing results, but in the ammonia-cracking test, body
cracks occur that could not be predicted hy the Xray
studies. This anomaly needs further study. Final
reports!?182 have been used on many phases of
the problem, but the work is being continued under
a direct contract with the Ordnance Department.

ErFrct oF DENsITY-VoLUME CHANGES ASSOCIATED
wITH P11ase CHANGES

A possible cause for susceptibility to intergranular
corrosion, as well as for the splitting of cartridge cases
during forming, might be the initial presence in the
cake from which the strip is rolled for forming of
some beta (zincrich) phase in the alpha (copper-
rich) phase.

The beta phase exists in the center, which is the
part last to frecze, of most large cakes. It is diffused
and transformed to the alpha phase by annealing.
If the annealing is insufficient, however, diffusion
will not be complete and a laminated structure will
result revealing ghost or phantom lines where the
beta phase occurred. The brass may show a finer
grain along the contact line, and grain size is im-
portant in the fabrication of brags,

It was suspected that the transformation might
leave voids ai the original beta location because the
beta phase is very slightly less dense than the aipha
phase, that is, it occupies more volume,

To investigate this problem Project NRC-62 (OD-
117) was established at the University of Minnesota
in July 1943. It was shown that (1) the volume
changes which result from transformation of the beta
phasc to the alpha phase are extremely small and do
not cause voids, and (2) proper annealing, even of
cartridge brass with zinc content at the high zinc end
of the specification, will prevent any trouble that
might arise from the initial presence of beta, '8
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i DRIVING BANDS

Shortage of copper forced Germany to find substi-
tutes for copper or gilding metal driving bands.
Under Project NRGC-32, Examination of Enemy
Matériel discussed in Chapter 3, several German
driving bands were examined. The first step in cop-
pev conservation was the use of & bimetal band, with
conner on the autside, coft fron on the inside. In-
stead of being made as a complete ring, the bimetal
band was made in sheets, presumably by hot-rolling
a slab of iron surmounted by a slab of copper. Strip
of the proper dimensions was cui irom the duplex
sheet and forced into a knurled and undercut groove.
The ends were so forced wogether that the jaint could
scarcely be found by visual inspection. Despite this
joint, the band functioned properly.

In the duplex band, the iron extends nearly to
the surface of the projectile: the raised part which
contacts the lands and grooves of the gun is copper.
This saves approximately half the copper that would
be required by a solid copper band.

The duplex band wis used as a first-step conserva:
tion measure but was later replaced oy allsoft-iron
bands, used only to a limited extent, or, more com-
monly, by sintered-iron bands. These were formed
in ring shape from metal powder. This powder was
derived pot from very pure iron, but rather from
scrap low.carbon steel much like that used by the
Gevinans for carwridge cases. ‘The compacted ring
was Lishtly sintered, impregnated with oil to prevent
rusting, and pressed into the undercut, knurled
g-oove. After presing in, it still had soine 20 per cent
porosity, which permits easy deformation. The
metal-powder bands in place appear very brittle
when they are being pried off, but they withstand
the compressive and shear stresses caused by being
engraved by the lands and grooves in driving the
projectile. ‘They have become the German standard
for projectiles up to 150 am and have replaced the
duplex copper-iron band.

It was suspected that the sintered-ivon band woukl
wear the gun tube more than the copper of the
duplex band. On the contrary, a captured German
document, (OTIB 155 12338, August 1, 1943) shows
curves of increase in the diameter of lands at the be
ginning of rifling of a 103-mm lignt ficld howitzer 18
(over 8,004 rounds), with projectiles equipped with
bimetal and with sintered-iron bands,

At 5,000 rounds, the land diameter had increased

0.7 mm with the bimetal band, but only 0.2 mm with
the sintered-iron band. Increases of 0.8 and 1.0 mm
at that location ave shown in another curve a¢ having
brought the 105-mm light ficld howitzers to the ends
of their useful lives. Extrapolating the first pair of
curves, it would appear that the use of the bimetal
band on the projectiles would give the howitzer a
life of 7,000 to 10,000 rounds, while the sintered-iron
baads would give double that life. A definite state-
ment that the life of this howitzer is doubled with
the sintercd-iron band is also made in this document.
In the course of other comments in this document,
reference is made to the great pressure exerted by the
bimetal band. The sintered-iron band is also pre-
ferred to the bimetal because there is no coppering
of the bore. The film of iron deposited is so slight
as to be of no importance,

From this evidence it would appear that the com-
plete replacement of topper in the driving band
by sintered iron might, from the performance point
of view as well as from that of conservation of copper,
be more fruitful than partial substitution by the bi-
metal band. The Army Orndnance Department has
been experimenting with various sintered, matal-
powder bands.

However, the suppliers seem to have sought to
secure density and freedom from porosity, trying
to make the product as much like a solid iron band
as possible, whereas the perfermance of the German
band is probably due to its porosity. An inspection
team in Germany alter cessation of hostilities found
records comparing solid, soft iron bands, which were
in limited use, with sintered bands, much to the
advantage of the porous band in regard to barrel
wear. It was also reported that the iron powder was
made by grinding up low-carbon steel scrap, rather
than by electrolysis or by the reduction of the oxide.
The compositions of German steel cartridge cases
and powdered iron bands were so similar that it
appears likely that scrap cartridge cases or trimmings
from cartridge cases were the raw material.

Hewever, until the Corman datz on wear with
the sintered band are confirmed by American tests,
the duplex band in which the operating face is
copper scems a logical first step in conservation.

At the request of the Bureau of Qrdnance, Navy
Department, Pioject NRC-60 (No-159), Bi-Metallic
Rotating Bands for Projectiles, was established by
NDRC at the General Electric Company Research
Laboratories. The objective of this project was to
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investigate methods of producing a satisfactory bond
between copper and steel by means of alloys and a
study of the mechanical properties of bimetal driv-
ing bands for 40-mm naval projeciiles.

German methods of production could not be ap-
plied, for the instructions from the Bureau of Ord-
nance were to produce bimetal rings, not strip, in
order to retain the usual technique of banding. The
possibility that bimetal tubing, to be cut into bands,
could be made by centrifugal casting had been ex-
plored by the U. S. Pipe and Foundry Company
under Project NRC-26 (discussed in Section 7.2.5
of this report). It was not found feasible to cast iron
inside copper owing to the respective melting points,
although a copper-lined iron tube could have been
produced.!®t Other casting methords tried were un-
satisfactory, so recourse was taken to bonding a
copper tube to a stecl tube placed inside it.

Various brazing solders were tried, along with
various methods of heating the nested pair of tubes.
Zinc was selected as the best bending agent since
it alloys with both iron and copper at a relatively
low temperature, Metal spraying appeared to e the
best method of applying the zinc.

SAE 1010 carbon steel tubing 1.715-in. OD, 0.30-in.
wall, surface ground, was spray-coated with 0.066 in.
of zinc and slipped inside a 2-in OD, 0.125-in. wall
copper tube. The composite tube was drawn through
a single die to 1.84G-in. OD, 1.570-in. ID, over a
plug. This resulted in a composite tube with wall
thickness of 0.103 in. copper, 0.005 in. zinc, and
0.130 in. stecl. Afier various methods of heating in
an attempt to melt the zinc and praduce bonding,
8-in. sections were heated 20 to 26 minutes in an
electric mufile furnace operating at 174¢ F. This pro-
duced some volatilization of zinc as vapor and did
not bring about 100 per cent bonding. At least 75
per cent of the area was bonded and the unbonded
areas were uniformly di: tributed. This partial bond
was appraised as sttonger than the grip on the knurl-
ing of the shell, and hence adequate for the purpose.
A lot (Lot 1) of 34 shells was provided with bimetal
bands so made, Banding was performed as usual and
without trouble.

To produce more complete bonding, ar:other lot
(Lot 2) was prepared in the same manner, but
ticated for bonding in a hot press consisting of a pair
ot carbon blocks shaped circuumferentially to fit the
OD of the composite tube. Currcnt was passed
through the assembly, heating it to 1740 F. After

about 6 minutes heating, while the tube was hot,
slight pressure was put upon the outside of the tube,
the current was cut off, and pressure was maintained
until the tube was cool. Copper is soft enough at
1740 F so that a tight bond is obtained. In produc-
tion, this external pressurc probably would be ap-
plied by hot drawing through a die. Lot 2 contained
62 shells provided with bimetal bands made by the
hot press method.

Lets 1 and 2 were fired by the U. S. Naval Proving
Ground at Dahlgren. The Dahlgren report stated
that examination of Lot 1 showed discontinuous
bond and a possibie tendency to strip, while Lot 2 was
sound, with no indication of deficiency in ductility
or strength, Apparently, both lots functioned prop-
erly in the firing tests, '™

Since the results obtained with the naval 40-mm
projectile were so successful, work was done also!®s
on the production of driving bands for the naval 3-in.
projectile and the Army 37-mm projectile. The
attempts to produce satisfactory driving bands for
the naval 3-in. projectile by the above method were
unsuccessful because the hot press equipment used
for the purpose did not have sufficient electrical capa-
city to effect rapid heating and to attain the tempera-
ture required to produce the alloy bond. A jot of
Army 37-mm driving bands was shipped to Frank-
ford Arsenal for firing tests, The results of these tests
have been reported by Frankford Arsenal.18¢

It was concluded that the process could be used
to conserve copper. The cost of production would,
of course, be above that of an ail-copper band, so
that the process would not be economical when
copper is available.™

It would be logical to extend this work to bimetal
strip rather than confine it to bimectal rings, since
the German experience shows strip bands to be effec-
tive, and their production would be much simpler.

A U. 8. Naval Technical Mission in Europe con-
cluded,!87 on the basis of documents scarched and
interrogation of German personnel, that (1) the
copper-clad steel band will give almost as good serv-
ice as a copper band; (2) the sintered-iron band was
the best substitute for copper bands, although its
development was not as yet complete; and (3) soft
iron baunds were not so satisfactory as the copper,
copper-clad steel, or sintered-iron bands, although
they were a substitute for sintered-iron bands in high-
velocity and large guns for which the sintered-iron
band had not proved to be satisfactory. The Germans
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rezlized that the investigation of the sintered-iron
band and rifling design was by no means compiete.

In view of the evidence indicating that German
experience evaluated the porous sintered-iros band
as the hest substitute for solid bands in some types
of guns, at least on the score of barrel wear, further

study of driving bands obviously should begin with
theduplication of porous band and its trailin Ameri-
can guns. That band seems so good in performance,
as well as on the score of complete observation of
copper, that further effort on the duplex band could
at least be deferred until test results are available.
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Chapter 5
METALS FOR HIGH-TEMPERATURE SERVICE

8.1 GAS TURBINES AND
TURBOSUPERCHARGERS

Ariy 1N 1942, the Bureau of Ships, Navy Depart.
E ment, indicated an urgent need for better heat-
resisting alloys than those then available for use in
the construction of gas turbines for ship propulsion.
It was stated that alloys were needed for use in fabri-
cation of turbine buckets which would show a crecp
rate not ia excess of 0.00001 per cent per hour at
1500 F and stresses of 7,000 psi.

The Officc of the Coordinator of Research and
Development, Navy Department, requested NDRC
to institute a research program to evaluate the known
alloys and to develop and test new and improved
alloys for the desired service requirements. Project
NRC-8 (N-102), Heat-Resisting Mecals for Gas Tur-
bine Parts, and Project NRC-41 (N-102), Heat Treat-
ment of High-Temperature Alloys, were established
to carry out this research program.

Long-time high-temperature tests require special
equipment and special techniques possessed by only
a few research laboratories which have specialized
in this type of testing and have gained the experi-
ence required to produce reliable resuits. Several
government laboratories and some dozen other lab-
oratories, the latter heretofore occupied with the
high-temperature problems of industry, possessed
this experience and test equipment. The facilities
of these laboratories were largely diverted from
their previous activities to this heat-resisting alloy
problerm.s

Most of thesc laboratories put practicaily all of
their facilities and personnel for high-temperature

s Under OSRD contracts, lahoratories of the following organ-
izations were engaged to work cooperatively on the project:
suncrican Brake Shoe Company, Battelle Memorial Institute,
Climax Molyldenum Company, Cranc Company, Federal
Shipbuilding and Drydock Company (United States Steel Cor-

ration Research Laboratories), Funkenheimer Company,
The Massachusetts Institute of Technology, Midvale Company,
National Bureau of Standards, University of Michigan,
Vanadium Corporation of America, and Westinghouse Elec-
tric and Manuiacturing Company.

Additional data and cooperation were supplied by the fol-
lowing organizations not under OSRD contract: Allegheny
Ludlium Steet Corporation, Crucible Steel Company, General
Electric Company, Haynes Stellite Company, International
Nickel Company, Inc., Urion Carbide and Carbon Company,
Universal Cyclops Steel Corporation, and U. 8. Naval Engi-
neering Experiment Station.

research on this work directed by the War Metal-
lurgy Committee.

At the same time, rescarch sponsored by the Na-
tional Advisory Committee for Acronautics and
conducted at the University of Michigan was deter-
mining the tensile and stress-rupture propertics at
1200 and 1850 F of many heat-resisting alloys in
order to evaluate their usefulness for turbosuper-
charger and gzs turbine wheels.

In the NRDC program, the temperature of inter-
est was stated initially to be 1500 F, but the scope
of the research was broadened to cover long-time
creep testing at the lower winperature of 1350 F
and all types of tests at 1600 F. Later tests were run
on the better alloys at 2000 F.

In the NACA program, all types of tests were run
at 1200 F, stress-rupture tests were made at 1350 F,
and, morc recently, some of the promising alloys
were tested at 1700 and 1800 F.

The two concurrent research programs sponsored
by NACA and NRDC were carcfully coordinated
to eliminate duplication of effort and to provide all
types of test data over the entire temperature range
from 1200 to 2000 F.

The requirements of the Bureau of Ships, Navy
Department, for alloys for long-time service required
final evaluation of the properties of the most prom-
ising alloys in long-time tests, or creep tests of at
least 2,600 hours’ duration. However, because of
limited test equipment and manpower, it was neceg-
sary to compare the available alloys and to evaluate
new alloys first by stress-rupture tests which deter-
mine the stresses required to produce rupture in
given shorter time periods such as 10, 100, and 1,000
hours,

Activities of the Bureau of Acronantics, Navy De-
partment, developed the need for alloys suitable for
use at higher stresses than 7,000 psi at 1500 F, but
with shorter requirements for usctul life. In the
stress-rupture tests used for developments of alloys
of the desired low creep rate, considerable data of
direct value for this purposc were obtained. Only
those alloys indicated as promising were subjected
to long-time creep testing.

Tests were made on 96 heat-resisting alloys. These
alloys were principally of Cr-Ni-Fe, Co-Cr, Cr-Ni-Co,

CONFIDENTIAL 81

P

e T



it G o A st ol o

£

= e

TN

s

it

A A .t

T PR DA

v s e o

&2 METALS FOR HIGH -TEMPERATURE SERVICE

and Cr-Ni-Co-Fe bases, Some were made available
in wrought form while others were supplied in the
form of precision-cast test picces. ‘Fests were also
made on material cut from large forged disks of four
heatresisting alloys. Alloys for high-temperature
service contain a considerable amount of chromium
to confer resistance to oxidation, and a considerable
amount of nickel or cobalt or both to render the
alloy austenitic, since austenitic alloys far surpass
ordinary ferritic steels in high-temperature strength.
Rather generous additions of carbide-forming cle-
ments, such as molybdenum, tungsten, columbium,
titanivm, and tantalum, either singly or in combina-
tion, whose carbides can be separated out by a pre-
cipitation-hardening type of heat treaiment, further
raise the high-temperature strength. For cach of
these alloys it was necessary to work out the opti-
mum heat treatment, The required time and tem-
perature for solution of the carbides, the cooling
rate from the solution temperature, and the rcheat-
ing or aging time and temperature all had to be
determined  experimentally, Detailed heat treat-
ment experiments were carried out on seven alloys
under Project NRC-4i, Heat Treatment of High
Temperature Alloys, 19791

In addition to the stress-rupture and creep prop-
crties determined for the various alloys, impact
resistance andd shorttime tensile properties were
determined at selected clevated temperatures. For
determination of stability of the alloys, hardness,
impact resistance, and tensile strength were deter-
mincd on material after long-time testing in stress-
rupture or cieep tests,

‘The numcerouns tables, figures, and graphs in the
various progress reports show in detail the proper-
tics of all the alloys tested.1?*193 For the stress-rup-
ture and creep tests, the actual time-deformation
curves were presented to facilitate comparisons be-
tween the alloys by designing engincers on bases
other than thoese arbitrarily chosen by the War
Metallurgy Committee Research Supervisor for the
program. The order of superiority of the alloys is
not the same at different temperatures; moreover,
at some temperatures forgings appear better than
castings, while at others, the reverse is true. Extra-
polaticns are dangerous, actual tests or evzluation of
alloys under service operating conditions being
desirable.

At the start of this work in catly 1942, the War
Metallurgy Committee conducted a survey of the

current data en alloys suitable for high tempera-
ture service in gas turbine and supercharger parts.
This survey, Project SP-5, was made in collabora-
tion with the Naval Engincering Experiment Sta-
tion and NACA.'" It was found that only limited
data were available on about six heat-resisting alloys
indicative of promisc for gas turbine and turbosuper-
charger service. Of these alloys, two showed a stress
for 1,000-hour rupture and 1500 F at 9,000 and
11,0600 psi, while two others were somewhat stronger
and showed about 15,000 psi for rupture in 1,000
hours. Creep-test data were available at 1500 F for
only onc alloy and this gave a creep rate of 0.06001
per cent per hour at about 5,000 psi, whereas the
Navy Department desired a material with this creep
rate at 7,000 psi or higher.

At the termination of the NDRC work, nine cast
alloys were known with 1,000-hour rupture at 1560
F in excess of 20,000 psi and up to 26,000 psi. Six
forged alloys were known with 1,800-hour rupture
at 1500 F between 15,000 and 18,500 psi.

At 1600 F, the cast cobalt-base alloys were definite-
ly supericr to the forged alloys with rupture in 1,000
hours between 14,500 and 17,500 psi as compared
with 8,000 to 10,000 psi for the best forged alloys.

At 2000 F, the best cast cobalt-base alloys showed
rupture in 100 hours between 4,000 and 5,000 psi.

In the creep tests, at 1500 F cast alloy X-40 showed
the best creep resistance with a stress of 11,0600 to
12,000 psi indicated for a creep rate of 0.060001 per
cent per hour. All the other cobalt-base alloys, with
the exception of Vitallium, are indicated to be above
8,000 psi for this rate of creep. Four of the forged
alloys showed creep rates of 0.00001 per cent per
heur at 7,000 psi or higher, with one alloy indicated
between 10,000 and 11,000 psi.

Creep tests were made at 1350 F on those alloys
snowing promising propertics at 1560 F. The bettcr
forged zlloys, as a group, had better creep resist-
ancc at 1350 F than did the cast alloys, a reiationship
reversed from that at 1500 F.

Creep tests at 1600 F indicated that scveral of
the forged and cast alloys met at this temperature
the requirements which had been set as the original
goal at 1509 F.

For feur of the forged alloys which tests on bar
stock indicated as, promising for use as gas turbine
rotors, large forged disks were obtained and high-
temperature tests over the temperature range 1200
to 1500 F are in progress jointly between NACA and
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the Navy Department on materviai cut from various
locations in the disks.

It is certainly to be expected that among the pos-
sible combinations of precipitation-hardening cle-
ments in an austenitic matrix, new elemcnts or com-
binations, some as yet untried, may be materially
superior to those so far evaluated.

The Vanadium Corporation of America, onc of
the-contracting laboratories on Project NRC-8, melt-
ed and cast a large number of Cr-Ni-Co and Cr-Ni-
Co-Fe base alloys with considerably higher molyb-
denum or tungsten additions than the majority of
the alloys tested in ti:e balance of the program. Pre-
liminary appraisals of the effects of these additions
were made by means of high-temperature hardness
determinations. In these alloys, the effects of addi-
tions of other elements, including vanadium, boron,
beryllium, titanium, and aluminum on the hot hard-
ness were also determined. Some of these alloys
possess very high hardness at 1500 F, some as high
as 400 Brincll, Stress-rupture properties at 1600 F
have been determined on a few of these alloys.
Ductilities upon rupture tend to be low. Testing
was restricted by lack of facilities, but at feast four
of the alloys show properties at 1600 F superior
to those of the best cast cobalt-base alloy. It is ob-
vious that there is opportunity for still further im-
provement in this family of alloys, improvements
that might be of great portent to the gas turbine.
'To date, the cffects of carbon cortent, heat treat-
ment, and melting practice (deoxidation and grain
size) on strength and ductility are not known, 1"

However, attention has not been confined in the
lieat-resisting alloy program to the families of allcys
previously discussed. Other families, whose process-
ing and fabrication offer such difficulties that past
investigators have done littie or no serious work on
them and whose properties were entirely uncharted,
might be so much better that the difficult job of
working out their fabrication problems might be
well worth tackling. The value of super high-tem-
perature alloys in gas turbine service is so great
that cost of raw material ana processing, which would
be prohibitive for less important uscs, is no barrier.

With these aspects in mind, the Climax Molybde-
num Company, one of the contracting laboratories
on Project NRC-8, surveyed the ficld of possible new
alloy systems. Various binary and ternary alloy sys-
tems formed using clements with melting points
considerably in excess of the presently used alloys

were investigated, including chromium, molybde
num, tungsten, columbium, platinum, thorium,
vanadium, and zirconium. Considering availability
and properties, the most interesting of these refrac-
tory metals is chromium. An outstanding presenta-
tion of the properties of the alloys of chromium
and the methods of melting, purifying and shaping
of the alloys has been made by the Climax Molyb-
denum Company in two reports, 106107

The alloys having the best combination of strength
and ductility at 1600 F were found in the composi-
tion range from 609, Cr, 859, Fe, 52, Mo to 609, Cr,
159 Fe, 259, Mo. Alloys with 609, Cr and between
15 and 259% Mo, balance iron, show rupture times
at 1606 F and 30,000 »si as long as those of the best
cobalt-hase alloys at 20,000 psi. Heat-trcatment ex-
periments indicate still greater promise for these
alloys, and the study of these chromium-base alloys
containing iron and molybdenum is being contin-
ued at Battelle Memorial Institute under the spun-
sorship of the Office of Research and Invention, Navy
Department.

Service tests under actual gas wrbine operating
conditions have been arranged for most of the prom-
ising bucket alloys whose propertics were deter-
mined. Some are under test at the U. S. Naval Engi-
neering Experiment Station in a General Electric
turbosupercharger using hot gas produced from
combustion of Navy Bunker C fuel oil. Other alloys,
including alloys from the Vanadium Corporation
and the Climax Molybdenum Company work, have
been installed and are being tested in a Westing-
house aircraft gas-turbine jet-propulsion engine.
These service tests are still in progress, so compari-
sons between the alloys which possess somewhat dif-
ferent strengths anl ductilities are nut yet available.

In some types of hign-temperature seivice, notably
those with rotating parts, there is likelihood of vibra-
tion which may set up extraordinary stresses so that
the behavior of the alloys in fatigue and notch fatigue
at operating temperatures should be known. From
this point of view, the ability of the material itself
to damp out vibrations at operating temperature is
also of interest. The Westinghouse Electric and
Manufacturing Company has made available a large
quantity of fatigue data determined in iheir own
laboratory and these data have been reported in
the progress reports on Project NRC-8. Some high-
temperature fatigue work was begun and will be
continued under a Navy Devartment contract. As
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would be expected, alloys which show outstanding
resistance to deformation under stress at high tem-
peratures, also tend 1o have low damping capacity,
and vibration apparently must be avoided by means
other than by choice of material. Data on the damp-
ing capacity of some of the high-temperature alloys
were collected and compiled. '™ (See also Section 5.3
of this report.)

Assembly of buckets on gas turbine rotors is facili-
tated if welding can be used. In June 1944 the War
Metallurgy Committee Project Committee for the
heat-resisting afloy program reported that a number
of turbine fabricators were experiencing welding
problems and that there was a scrious need for weld-
ability data on the newly developed heat-resisting
alloys. Three types of weld joint defects were re-
ported to occur in welded wheels as follows: (1)
notch extensions or a form of cracking which initiates
at the junctions between buckets on the outer edge
of the weld metal and propagates radially across the
welded joint eventually veaching proportions en-
dangering the strength of the wheel; (2) weld nietal
bead cracking in the form of longitudinal cracking
in the center of the deposited weld bead and also
in the form of scattered intergranular fissures; and
(3) under bead cracking in the fusion zone and heat-
affected zone in heavier section buckets of jet unit
and gas turbine wheels. In order to investigate these
problems and to evaluate the relative weldability
of & series of selected alloys, Project NRG-9) (N-102),
Weldability of Heat-Resisting Alloys, was established
in the laboratories of the Rustless Iron and Steel
Corporation in July 1944.

Simple weld tests were investigated in an attempt
to produce the defects encountered in welding heat-
resisting alloys by the submerged-melt and manual-
arc provesses. A wheel-and-bucket design test was
ultimately developed and, of 80 such tests planned,
about one-third had been completed by October
1945 when the NDRQC project was terminated. '
Sufficient work completed to show that wide varia-
tions cxist in the susceptibility of differert heat-
resisting alloys to the development of welding
defects. This welding work is being continued by the
Ruatless Iron and Steel Corporation undcr a Navy
Department contract with Battelle Memorial Insti-
tute.

The results obtained in the heatresisting alloy
program have indicated that improverients made in
the alloys now commercially available execed the

requirements originally set by the Navy Depart-
ment, and still further improverents are to be
expected, particularly in the new alloy systens inves-
tigated. The data of the program were presented in
comprehensive reports, 8810108200200 Ay jpddex20te
of the Division 18 reperts on heatresistant alloys
was preparcd by the Research Information Division
of the War Metallurgy Committee. This index gives
a subject index of the various reports issued on cach,
a numerical list of reports with » brief abstract of
the conteats of each, and a subject-index of the re-
ports. It lists also the alloys investigated. Severa!
special reports not specifically mentioned in the fore-
going discussion also were issued as follows: Survey
of Data on Alloys Developed for Turbosupercharger
and Gas Turbine Applications,"* Machining Data
on Heat-Resisting Alloys, "t Metallurgical Investi-
gation of a Lavge Forged Disc of Low-Carbon N-155
Alloy.202 The last-named joint NDRC-NACA re-
port brought together the data of the NDRC and
NACA projects on the subject. At the specific re-
quest of the Arnicd Services, these reports were dis-
tributed to their contractors who were concerned
with the development and usc of heat-resisting alloys.
The data presented have had wide use by designing
engincers in specifying designs and materials for
improved gas turbine power plants for marine and
aircraft use now under construction.

Rescarch on heat-resisting alloys of the more
common Cr-Ni-Fe and Cr-Ni-Co-Fe types was car-
ried out by the American Brake Shoe Company un-
der Corrclation Project NRC-84A, Heat Resistant
Alloys for Ordnance Matériel and Aircraft and
Naval Engine Parts, This program, which was
financed by the American Brake Shoe Company and
conducted under the general supervision of the War
Mctallurgy Committce, covered comprchensive
studics of alloys of the 219, Cr, 99 Ni type as sub-
stitutes in applications below 1660 F for the widely
used 269 Cr, 129, Ni type.29 The effects ot cobalt
and nickel in two groups of 264, Cr alloys, one group
esseitially nonferreus and the other containing 50
per cent of iron also were investigated.*"

The cooperation of the alloy producers, the gas
turbine contractors, and the contracting research
laboratorics in the prosecution of the work under
the NDRC heat-resisting alloy program was our-
standing and is a2 shining example of the willingness
and ability of industry to cooperate in solving mu-
tual problems.

CONFIDENTIAL



ROCKETS AND JET PROPULSION DEVICES 83

52 ROCKETS AND JET PROPULSION
DEVICES

The Special OSRD Committee on Jet Propulsion,
in its report dated March 20, 1944, recommended
that those engaged in the development of rocket
motors for solid fuels obtain the aid and advice of
Division 1, NDRC, and the War Metallurgy Com-
mittee (Division 18, NDRC) on materials for nozzle
construction.

Project NRC-88 (AC-75), Metal and Ceramic
Materials for Jet Propulsion Devices, was established
at Battelle Memorial Institute to provide advice and
assistance to the Armed Services, their contractors,
and other NDRC divisions engaged in the develop-
ment of jet propulsion devices in matters concerning
materials of construction for both solid-fuel and
liquid-fuel rocket motors.

For this work, in addition to the facilities of Bat-
telle Memorial Institute, cooperation and assistance
was obtained from Division 1, NDRC, from metal
and alloy producers, and from commercial producers
of ceramic shapes. Assistance on material problems
was supplied to Allegheny Ballistics Laboratory,
Division 3, NDRC; Explosives Research Laboratory,
Division 8, NDRC; California Institute of Tech-
nology; Burcau of Aeronautics, Navy Pepartment;
and the Acrojet Engincering Corporation.

Because of the successful application of chromium
plate in machine gun liners by Division 1, NDRC,
similar chromium platcs were tried as protective and
crosion-resistant coatings in rocket nozzles, In noz
zles of liquid-fuel units burning mixed acid and ani-
line, chromium-plated coatings gave very satisfactory
service. In one trial, a copper nozzle plated with
6.009 in. of soit low-contraction chromiwin was
subjected to 14 firings totaling 7914 minutes and
was still in a satisfactory condition. The use of chro-
mium-plated nozzles in solid-fuel units was not so
successful. Blistering and cracking of the plated coat-
ings occurred, even though suitable adhesion of the
plate was obtained in most cases.

Many firing trials were made in solid-fuel units on
nozzles coated with tantalum, molybdenum, and
tungsten by vapor phasc methods by Battelle Memo-
rial Institute and by Bell Telephone Laboratorics,
a contractor of Division |, NDRC. While it was indi-
cated that these metals possess usable corrosion and
erosion resistance, satisfactorily consistent ductility
and adhesion of the coatings to the mel comprising

the nozzle were not obtained.

Firing trials on nozzle inserts of pure chromium
and high-chromium Cr-Mo-Fe alloys, prepared by
the Climax Molybdenum Company, shiowed these
materials to be of consideraale promise in that ero-
sion was practically nil. Furcher trials of these ma-
terials scem warranted and desirable,

Ceramic nozzles of alumina, zirconium silicate,
and beryllia were prepared by Battelle Memorial
Institute, and ceramic nozzles of commercial and
pure refractories of the alumina and silicon carbide
types were prepared by the Norton Company and the
Carborundum Company. Several additional com-
mercial ceramic nozzles were supplied by the General
Electric Company. In firing tests, all of thase ceramic
nozzles were cracked, probably as a result of lack of
the necessary heat-shock resistance. None cf the
ceramic nozzles, except for beryllia, were found to be
erosion rezistant, and considerable roughening of the
surface and spalling was observed.

Tungsten carbide and boron carbide nozzle inserts
were tested. Both of these materials, on limited trials,
appear to show satisfactory crosion resistance, but
nozzles of both materials were cracked. This cracking
may be the result of stresses set up by heating and
cooling of the stecl holders in which the nozzle inserts
were mountad, rather than lack of hoatshock resis-
tance. These materials, particularly the boron car-
bide, deserve further study for appiications requiring
nozzles of exceptional performance. It should be
noted that fabrication of the ceramic or carbide noz-
zles in a number of pieces divided along the nozzle
longitudinal axis might relieve the stresses set up
sufficiently to prevent additional cracking. The Aero-
jet Engincering Corporation was supplied ccramic
nozzles for test by the Norton Company, but no
report of their performance has been received.

Assistance on material problems to the Bureau of
Aeronautics, Navy Department, included chromium
plating of a stainless-steel nozzle, and chromium
plating ot a pump shaft, both used in an acid-aniline
motor. The chromium-plated nozzle sustained no
damage in nincteen runs totaling 28 mimnes using
jet velacities up to 6,900 fps with chamber pressures
between 300 and 550 psi absolute. Considerable work
was under way for the Bureau of Aeronautics 1o find
matcrials suitable for bearings, sealing rings, adhe-
sives, and other component parts for the acid pump
used in this motor, but the work was incomplete
when the project was terminated in accordance with
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the demobilization schedule of NDRC.

Failures of reed springs operating in the tempera-
ture range 900 to 1000 F used in buzz bombs led to
a request for assistance by the Acrojet Enginecering
Corporation. The failures were apparently fatiguc
failures. Data presented in the final repory on the
heat-resisting alfoy program' indicate which mate-
rials have outstanding clevated-temperature fatigue
resistance, Strip 0.010in, thick of three of the most
promising alloys (Bateelle 8-J, Hastelloy B, and In-
conel X) was fabricated into reed springs and heat
treated o produce maximum spring and fatigue
propertics for service at 900 to 1600 F. Fhese reed
springs were submitted to the Acrojet Engineering
Corporation for trial, but reports on their perform-
ance are not as yet available.

Some of the materialz tried in the various firings
amd service applications noted above were sufficiently
promising ts warrant further trials and consideration
in rocket development work.?* Multipiece ceramic
nazeles, boron carbide nozeles, and nozzles of melted
and cast pure chromiuvm and chromium-hase alloys
deserve further study for these applications.

53 RESEARCH NEEDS IN THE FIELD OF
HEAT-RESISTING ALLOYS

The NACA Conunittee on Materials Research Co-
ordination compiled an index of the vesearch proj-
ccts on heat-resisting alloys carried on during World
War I1I. During the committee’s discussions oi the
adequacy of the rescarch programs carried out by the
Armed Forces, NACA, and NDRC, the need for a
compilation of the properties of sheet materials for
high-temperature service and a bibliography on the
damping of mztals was emphasized. At the commit-
tee’s request, the War Metallurgy Committee estab-
lished and carried out two surveys: Survey Project
SP-31, Propertics of Sheet Materials for High-'Tem-
perature Service, and Survey Project SP-83, Bibliog-
raphy on the Damping of Metals. The report on
SP-31%%9 covers the properties of materizls used in
fabricating jet engine combustion chambers, ducts,
exhaust collector rings, cte, while that on §P-33207
covers test methods as well as data on the damping
of metals,
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Chapter 6
WELDING

6! ARMOR AND ORDNANCE WELDING

6.1.1 Introduction

Arty in World War II the decision was reached
E to make use of welding as a principal method of
fabricating much of the vast quantity of material
neceded in the armament progeam, Attention was im-
mediately drawn to the problems involved in welding
metals, which in many cases possessed different char-
acteristics from those in common use before the war.,
Difficulties encountered by fabricatoss, particularly
in the ficld of armor and alloy steel welding, soon
made it apparent that a coordinated research effort
to provide urgently nceded information was essen-
tial to the maintenance of planned production.

At the suggestion of the Office of the Chief of
Ordrance, several NDRC projects were established
with the expectation that the resulting information
would be of immediate value. Among the most ur-
gent carly problems requiring attention were an eval-
nation of the relative weldability of rolled homoge-
ncous armor, the development of an armor welding
clectrode which when deposited would exhibit bal-
listic properties equivalent to roiled ho.rogencous
armor, a study of procedures for welding face-hard-
cned plate, and the development of a satisfactory
substitute clectrode containing the lowest practical
amount of strategic alloy clements to replace the
259, Cr, 209, Ni type commonly used for alloy steels
prior to the war. Less urgent problems included a
study of the fundamenta. cictors affecting the weld-
ability of steels, the developmenc of spot welding
techniques for light armor, a study of methods for
stress-relieving ordnance steels with special regard
te machining stability and an investigation of the
flash welding of aircraft stecls. Associated studies
were initiated as warranted, and other urgent prob-
lems, such as the repair welding of cast armor, were
investigated as the war progressed.

Surveys hoth cf literature and of industrial prac-
tice were conducted in the fields of armor welding
and aluminum alloy flash welding preliminary to
the establishment of rescarch programs on various
aspecis of these subjects.

Throughout the war considerable aid was fur-
nished by members of the staff of the War Metal-
lurgy Committee to the fabricators of ordnance
cquipment in the form of ficld service and consul-
tation on special problems that developed in the
production of certain combat equipment.

612 Armor and Alloy Steel Welding

In order to determine the research needs in the field
of armor and alloy steel welding, in July 1941 the
Metallurgy Section of the former Division B of
NDRU established a project to survey the literature
and industrial practice. This survey was conducted
by Ohio Siate University under Project B-150, Re-
search Needs in the Field of Welding and Summary
of Existing Knowledge on Welding Practice, and re-
suited in five comprehensive reports covering the
research necds,?® the then current industrial prac-
tices and procedures for the welding of armor,*?
available data on precipitation-hardening  alloys
used in armor welding (OD-36-2, GD-36-3),21¢ data
on the dilation characteristics of alloy steels used in
ordnance (OD-37-1, OD-37-2) and their significance
in welding,®!! and the evaluation and relief of re-
sidual stresses in welded ordnance structures (OD-
34-2, OD-34-1).212

This survey disclosed that little information was
available in this ficld and that industrial knowledge
had ot progressed to the point where standardized
procedures were common from one plant to another.
Each fabricator had experienced difficulties which
were considered only in the light of the information
and facilities available, and no unified cfiort had
been directed toward the solution of the many basic
problems involved,

Since armor plate compositions are not greatly
different from certain classes of alloy steel in com.
mon usc, the problem of weldability was not en-
tircly new and considerable use of past information
and methods of attack was employed in its solution.
The problem of welding armor plate involves two
broad aspects. These are, first, the production of
sound, crack-free welds usually under conditions in-
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volving high 1estraing, and, second, the subsequent
performance of the weldment in service, Since the
service requirements for welded armor plate obvi
ously include ability to withstand ballistic impacs, it
was necessary to establish an arhitrary test early in
the war in the hope that satisfactory performance
under this test would insure satislactory service.

The pracedure finally adopted for evaluating the
quality of welded anmor involved the assembling of
four pieces of ammor in such a manner that the
welded joints form the lever “H” on the completed
plate. The test consists of subjecting alternate leg
welds of the H plate to the impact of special pro-
jectiles which are primarily designed to evaluate the
shack properties of the weldment. Details of the H
plate test for various thicknesses of welded amnor
are to be found in Army Ordnanue specifications on
this subject.

Since the inability of either the armor or weld to
withstand shock in extreme cases may result in com-
plete disintegration of a combat vehit'e, it was ap-
parent that equipment subjected to ballistic attack
with overmatching projectiles must be designed pri-
wmarily to resist shock loading, with penetration re-
sistance of secondary importance. Therefore, early
production of armor weldments was accomplished
with the use of austenitic clectrades which exhib-
itedd reasonably satisfactory shock-resisting proper-
ties with a fair degree of consistency. Tt also appeared
that the use of austenitic electrades in production
could be satisfactorily controlled. As a result, most
[abricators evolved successful procedurss for welding
armor using austenitic clectrodes, first of the 259,
Cr, 209, Ni type, and later as the result of alloy
conservation, of the modified 209, Cr, 109, Ni type.

It was felt that vescarch effort in the field of eval-
uating the weldability of cummercial armor should
be devoted to a study of methods of cbtzining weld-
ments with better shock properties than were being
produced, and also, because of the disadvantages
associated with austenitic welding and the need for
conserving straiegic ailoying mateaiials, to place in-
creased emphasis on the development and use of
ferritic clectraddes. In addition, theve was an urgent
demand for an investigation to determine the causes
of firse piss cracking in austenitic 209, Cr. 109, Ni
clectrodes,

Accordingly three research projects were initiated
and established in the spring of 1M42: Project NRC-1
(O1-82), Weldabiiity of Commercial Armor Plate,

at the United States Steel Corporation Research
Laboratories, Project NRC-2 (OD-36-2), Develop-
men? of Ferritic Armor Welding Electrodes, at the
Combustion Engincering Company; and NRG-2R,
Development of Armor Welding Electrodes, at the
Rustless Iron and Steel Corporation,

DEVELOPMENT OF Armon Weining MeETHODS AND
ERRITIC ArRMOR WELDING ELECTRODES

The primary objective of Project NRC-1,”Weld-
ability of Commercial Armor Plate, was nei to find
a metkod for welding anmor, but rather to develop
better methods than were in current use and to de-
termine the causes of the erratic shock performance
of identical weldments. Initial wark included the
preparation and subsequent ballistic testing of H
plates fabricated using ferritic electrodes and differ-
ent welding procedures. It sheuld be noted that the
assembly of an H plate involves the deposition of
weld metal under high restraint, which enables an
evaluatios to be made of the combined effect of pro-
cedure, armor composition, and electrode on the
ability to produce sound, crack-frec joints, and pro-
vides direct information e shock performance when
tested ballistically, Other primary functions of this
project were the post-ballistic examination of weld-
ments, such as H plates, 10 determine the funda-
mental causes for failure and to develop and inves-
tigate the suitability of jaboratory tests for the pre-
diction of baliistic propertics. A detailed statement
of the ebjectives of the project, together with an out-
line of the proposed H plate program and prelimi-

nary test results, is containesl in an early progress

report, 213

Coincidental with the cstablishment of Project
NRC-1 on the evaluation of the weldability of com-
mercial armor, work was initiated on the ferritic
electrode development phase of the armor plate
weldability problem under Project NRC-2. The fer-
ritic electrode development program was doubly
important at the time because of the need for con-
servation of strategic alloys, such as nickel, chro-
mium, and molybdenum, and because of disadvan.
tuges associated with the use of austenitic electrodes.
Yiesides the first pass cracking difficulty mentioned
previously, these disadvantages include shock prop
:rties inferior to prime armor, slow deposition rates
which tend to decrease rates of production, the great
difficulty of removing austenitic deposits during re-
pairing, and the necessity for employing wide joints
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to avoid failures resulting from lowalized deforma-
tion and rupture in the low-yield we'd metal during
ballistic attack, a fzctor which also tends to slow
produiction.

Originaily, it had been intended to treat this par-
ticular aspect of the armor welding program more or
less separately, but overlapping with the more direct
weldability studies was unavoidable, since the in-
vestigation of clectrodes could not be accomplished
without simultaneovslv ¢ ‘nsidering all the variables
inherent in the welding mor. Early work on
both projects was therefore closely integrated. The
progress reports®!#216 complement one another, and
the final reports®1?21% summarize briefly the work
done and the results obtained.

In the course of the investigations referred to
above, a considerable number of tests were con-
ducted on H plate fabricated with fevritic electrodes.
The majority of these early plates failed by a wide
margin to pass the arbitrary shock requirements es-
tablished for austenitic weldments. Analysis of the
resuits of these tesis ientatively attributed failures to
several factors, the most important of which were as
follows:

1. High residual stresses in and near the welds.

2. Microcracks not detectable by radiographic ex-
amination.

3. Excessively high vyield strength of the weld
metal, k

Subsequent rescarch, however, demonstrated the
fallacy of these early conclusions.

With this information available, additional stud-
ies involving the influence of thermal stress relief
on the performance of welded armor were initiated.
An investigation of the residual stress pattern in a
typical H plate was made which showed that high
residual stresses approaching the yield strength of
the wekl metal are present in completed H plates.?1?
To determine the effect of thermal stress relief treat-
menis on the hardness of commercial roiied homeo-
gencous armor, a study was made which demon-
strated that the hardness of five types of rolled ar-
mor is reduced for treatment temperatures above
1100 F.220 Since reductions in hardness lower tnhe
ballistic penetration resistance and may adversely
affect toughness, thennal stress relief treatments can-
not be considered desirable. Practical difficulties en-
countered in stress relieving large arnior weldments
are of course obvious.

Extensive studies to determine the magnitude aud

distribution of residual stresses in the longitudinal,
transverse, and thickness direction in welded plates
were made at the Massachusetts Institute of Tech-
nology under Project NRC-53 (OD-106), Effect of
Locked-Up Stresses on Ballistic Performance of
Welded Armor. An analysis of the cffect of residual
stresses on ballistic shock performance, as measured
by a direct explosion test, indicated that the residual
stress pattern has but minor influence on the shock
resistance of weldments and that the major cause of
failure involves purely metallurgical factors2¥1:22
Subsequent tests of H plates confirmed these conclu-
sions.

Further investigation of commercial and experi-
mental ferritic electrodes under Project NRC-2 at
the Combustion Engineering Company, using bead-
crack sensitivity and restrained joint tests, cstab-
lished the fact that these tests afforded practical
methods for comparing clectrode ciacking tenden-
cies. With these tests and the cooperation of the arc
welding electrode industry, a large number of com-
mercially available ferritic electrodes were screened
to determine their suitability for armor welding ap-
plications, The results of this early study provided
sufficient data to climinate all low-tensile ferritic
clectrodes from further consideration and to con-
centrate attention on a few high-tensile electrodes*s

After the first few restrained joint tests, the results
obtained with a Mn-Mo-Si electrode with a lime-type
coating were so favorable in comparison with the
other high-tensile ferritic electrodes that all efforts
were turned toward improving and investigating
this type of electrode termed the NRG-2A electrode.
It had been noted during the bead-crack sensitivity
work that cracking consistently occurred in the heat.
affected base metal of current armor compositions
whenever ferritic clectrodes of the conventional type
were used without preheat. The extent of cracking
varied with both the electrode and the type of armor,
and high preheat was known to eliminate this un-
derbead cracking tendency. It was also noted?!® that
underbead cracking did not occur in the base metal
when austenitic clectrodes of either the 209, Cr,
109, Ni, or the 259, Cr, 209, Ni type were used and
that the Mn-Mo type of clectrode coated with a
mineral-type coating similar to that used on all
austenitic electrades did not preduce cracking, The
reasons for this difference in the cracking tendency
for single or multibead deposits were not completely
clear during the carly stages of the investigation. The
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most importiant reasons advanced for the noncrack-
ing characteristics of the special Mn-Mo clectrode
were:

1. A difference in the compasition of the arc at-
mosphere produced by the lime-type coating. It was
felt that this difference would result in lower gas
content, particularly hydrogen, and reduced embrit.
tlement in the heataflected zone, It is significant
to note that this was the first tnne it was felt that the
heataffected zone cracking was associated with hy-
drogen in the arc atmosphere,

2. A smaller amount of expansion during trans-
formation resulting in lower stresses in the weld
region,

As soon as the difference in the properties of the
Mn-Mo electrode became apparent, experimental H
plates were prepared anid bidlistically tested. From
ballistic vesults obtained {or the first plates tested,
the [slluwing tentative conclusions were drawn:

. Most of the plates passed the shock test re-
guirements established for austenitic weldments.

2. Noane of the plates failed as badly as did the
majority of H plates welded with other types of
fevritic electrodes,

3. A few of the H plates tested performed better
than any H plate previously tested and ciosely ap-
proximated the shock performance of unwelded
relled homageneous armor.,

4. "T'he effect on shock resistance of heat treatment
following welding did not appear beneficial.

As a result of these observations, the ferritic clec
trade development phase of the armor weldability
problem was mogified and directed towards a thor-
ough investigation of the Mn-Mo type clectrode. It
was felt that to develop further the information al-
ready available, pertinent studics should include the
following:

1. The development of an optimum cemposition
of the NRC-2A clecrode (Mn-Mo type) for ballis-
tic application.

2. The development of a modified lime-type coat-
ing possessing better operating characteristics ¢han
that used on the original electrodes.

3. A fundamental investigation oi the factors in-
volved in improving electrode coatings. This study
also planned an investigation of the arc atmospheres
produced by various types of electrodes.

Accordingly, a fundumentai investigacion of elec-
tradde coatings was established in January 1944 at
Battelle Memorial Imstitate under Project NRG-76

(0OD-36-2), Developmant of Improved Electrode
Coatings. Initial work on the project was entirely
devoted to a study of the gases present in arc at-
mospheres and their effect on underbead cracking,
since this subject was of particular interest in ex-
plaining the noncracking characteristics of the Mn-
Mo [erritic electrode. 'The investigation showed that
the lime-coated ferritic and austenitic armor welding
clectroddes which do not cause underbead cracking
preduced arc atmospheres low in hydrogen with ap-
preciable amounts of carbon dioxide. Conventional
ferritic clectrodes of the mild and alloy steel types
with cellulosic and related coatings consistently pro-
duced underbead cracking and are characterized by
arc atmaospheres high in hydrogen*** A continua-
tion of experimental work to obtain more data per-
taining to underbead cracking in hardenable alloy
steels led to a study of commercial and experimental
coated clectrodes. Additional tests were made using
synthesized arc atmospheres to determine the effect
ot ndividual gases on v.nderbead cracking and also
to dciermine the effect of the arc upon these
gases, 23220 These tests definitely prove that hydro-
gen is directly responsibie for underbead cracking
in hardenable sieels. Other investigations show that
this cracking tendency is also affected by metallur-
gical factors.

At the request of Watertown Arsenal, later work
on this program was devoted to determining the
causes of weld metal porosity during metal arc weld-
ing. Variations in porosity were found to be asso-
ciated with the presence of hydrogen, nitrogen, and
water vapor.*28 It appears desirable to point out that
these invastigations were terminated in August 1945
before the work had progressed to a logical conclu-
sion. The continuation of these studies should pro-
vide much useful information which ultimately
should be of considerable value in minimizing arc
welding probiems.

While the above investigations were in progress,
work was also continuing or the armor plate weld-
ability problem and ferritic electrade development
pregram. Both investigations were closely integrated
anid were concerned with the further improvement
and application of the NRC-2A clectrode (Mn-Mo)
to the welding of armor. A large number of H plates
were fabricated by various procedures using com-
mercial versions of the NRC-2A clectrode, which by
this time was being produced in appreciable quan-
tities. The results of ballistically testing these H
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plates are summarized in two reports?!=227 which
conclude that the usc of ferritic welding under con-
trolled conditions will insure weldments possessing
shock properties equal to or superior to correspond-
ing austenitic weldments. Improvements were made
in the operating characteristics of the Mn-Mo clec-
trode and subsequent ballistic tests of weldments,
such as an M-5 tank hull, showed that it is possible
to fabricate successfully large armor weldments with
this electrode.®7 As a result of these observations, a
suggested specification for the NRC-2A clectrode
was prepared?? which was subscquently adopted as
Ordnance Department tentative Specification AXS-
1450, i '

Attempts to improve the operating cha. .cteristics
of the NRC-2A electrode were continued under
Project NRC-2. 'T'he effects of changes in the con-
stituents of the electrode coating were investigated
to determine the cffect of such changes on operating
characteristics, porosity, and weld izetal proper-
ties,”® This information remains incomplete be-
cause it was considered necessary to drop this phase
of the investigation in order to take up the more
urgent problem of the development of clectrodes for
the repair welding of heavy cast armor. This work
is discussed later in this chapter.

A fundamental investigation of the isothermal
transformation characteristics of NRC-2A  weld
metal was made under Project NRC-1, which indi-
cated that the deposited metal from this clectrode
should consist of acicular ferrite and tempered mar-
tensite. This structure was attributed to the rapid
and extensive formation of acicular ferrite in the
vicinity of 1000 F during cooling which results in
carbon enrichment of the residual untransformed
austenite. With the cooling rates associated with
arc welding, no transformation occurs at imer-
mediate temperatures and, as a consequence, mar-
tensite rather than a ferrite-carbide aggregate is
formed 220.280

Anotherstudy pertaining to the propertics of NRC-
2A clectrode was conducted at the International
Harvester Company, Inc., and showed that a pro-
ncunced aging effect, resuiting in improved ductil-
ity, is obtained when NRC-2A deposits are tested
after various clapsed times at room temperature.
Ductility is also shown to increase further as the re-
sultof treating the weld metal for varioustimes atlow
temperatures. This effect is believed to be associated
with elimination of hydrogen from the deposit,2h

Waork was also undertaken involving the post-bal-
listic examination of ferritically welded 14-in, H
plates to determine the fundamental causes of peor
shock propertics. This work shows that ballistic per-
formance is affected by several factors including weld
metal structure and properties, armor composition,
joint design, and welding procedure, and that failure
usually occurs in shock-deficient metallurgical struc-
tures adjacent to welds.®** Other experiments to
compare different types of commercial NRC-2A elec-
tredes exhibiting good and bad shock properties also
were carried out.

STupy OF CAUSES AND MANNER OF FAILURE
OF WELDED JoiNTs UNDER BALLISTIC SHOCK

An extensive study was made under Project NRC-1
at the United States Steel Corporation Rescarch
Laboratory to determine the causes and manner of
failure of welded armor joints subjected to ballistic
impact. A large number of weldments primarily H
plates but including actual components of armored
vehicles, were examined, and the path of fracture in
these weldments was determined and  correlated
with the zone of the joint through which the frac-
ture traveled. In addition to establishing the mecha-
nism for failure under ballistic shock, procedures for
improving the shock resistance of welded joints were
recommended 21724326 "The most important facts
and conclusions revealed by these studies were:

1. Ballistic fractures propagate through the weld,
the bond zone, or the heat-affected zone, whichever
has the lcast ability to absorb energy under shock
loading.

2. In weldments made with high rates of heat
input for the cross section available, the unusually
low rate of cooling produces a zone of weakness in
the heat-affected portion of the parent metal next
to the weld with the armor compositions used for
most combat vehicles.

3. Submerged-melt, automatic, and manual weld-
ing of thin sections up to 14 in. in thickness usuaily
results in cooling rates sufficiently low to permit the
formation of a zone of weakness in the heat-affected
zone of commercial armor compositions used for
most combat vehicles. Ballistic failures usually occur
in this region.

4. Ballistic failures of weldments made with aus-
tenitic electrodes usually occur in the weld metal
adjacent and parallel to the interface between the
weld nietal and the heat-affected zone, provided no
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weskness exists in the latier region. This type of
iracture is believed to be caused by a linear precipi-
tatlon of carbides and nonsnetaliics in the weld mewi
immediately adjacent to the interface.

5. Excessive dilution of anstenisic weld metal with
parent metal (particglarly in narrow joints) miakes
the weld deposit less shock resistant. Failure has
bren found 10 occur consistendy it the fron content
ef the wekl depasit is greater than 70 per cent.

. Weldments made using ferritic clectrodes ex-
hibit sheck propertics superior to corresponding aus-
tenitic weldsents and in many cases develop shock
resivtance approaching that of uawelded armor.
1 fiese fervitic welds were made in an arc zimosphere
low in hydrogen and the deposits are characterized
by a microstructure consisting of acicular ferrite and
tempered martensite which has been found to be
associated with superior shock resistance.

7. Conventional tensile properties, such as yield
strenpgtiy, ultimate strength. and ductility, as deter-
inined by standard tosts, do not correlate with the
ballistic shock resistance of any part of the welded
joint.

Dwecr Exprosion Test ror WELDED ARMOR

Since it was necessary to cvaluate the ballistic
shock performunce of weided armor in order to in-
sure satisfaciory service performance, it was felt that
a sitapler test for this purpose would be extremely
valuable. As a result, an investigation involving the
determination of shock propertics by static detona-
tion of explosive charges, either in contact with or
ciosely adjacent to prime and welded armor, was
undertaken at the Trojun Powder Company under
Project NRC-25 (OD-76) (N8-255), Direct Explo-
sion Test for Welded Armor and Ship Plate. Ac-
tivity on this project resulted in the development of
testing proceidures and special explosives which,
when detonated in direct contact with either welded
or primc armor, enables the relative shock perform-
ance of the steel or weldnicat under investigation
to be ascertained. It is possible with this type of test
to differentiate between the quality of different heats
and types of armor, alloy, and mild steel, and tc
evaluate the effect of welding with different pro-
cedures. The results obtained with the explosion
tests closely approximate the results ebtained for
standard ballistic tests made with projectiles. How-
over, it should be noted that, although the explosion
test does not exactly duplicate the ballistic test, it

does provide a shock test of sufhicient severity to ac
complish the same objective.5142357 ‘This project
is also discussed in Section 2.2 of this report in con-
nection with nonballistic testing methods. Although
work bas terminated in connection with the appli-
cation of this test to armor and ordpance equipment,
ather development work in applying the explosion
test to evaluate the performance of ship plate and
high-tensile hull steel is being conducted for the
Navy Department under a direct contract with the
Burecau of Ships.

DEVELOPMLNT OF AUSTENITIC ELECTRODES

While the above investigations were being con-
ducted, work on the development of noncracking
austenitic armor welding clectrodes was progressing
at the Rustless Iren and Steel Corporation under
Project NRC-2R, which was financed by the com-
pany and conducted under the supervision of the
War Metallurgy Comunittee. The objective of this
investigation was to determine thic cause of root pzss
cracking and to investigate the relative advantages
of mangauese versus molybdenum modifications nf
2094 Cr, 109, Ni ¢lectrodes. Details are describea in
three reports which comprehensively cover the work
done 238230240 The important conclusions drawn
indicated that it is possible to climinate weld metal
cracking in austenitic depasits of the modified 209
Cr, 109, Ni type by praperly balancing the carbon,
nickel, chromium, manganese, and molybdenum
contents. Modifying the compositien of the weld
deposit so that a small amount of delia ferrite is
developed minimizes the tendency for cracking.
There appears to be an optimum amount of this
phase which will give best resuilts. Satisfactory elec-
tredes can be made using either manganese, molyb-
denum, or combinations of these metals, provided
proper alley balance is maintained. A chmpaosition
balancing factor was developed which relates the
carbon and alloy conter of the weld to its structure.

Significantly, it was d. closed that although both
the mechanical properties and the cracking tendency
of austenitic clectrodes are affected by changes in
compaosition, no relation exists between the ballistic
properties of austenitic weldments and the compo-
sition of the depaosited electroa.:, The baiiistic per-
formance of several types of rolled homogencous
armor welded with austenitic electrodes, as evalu-
ated by a direct explosion test, revealed variations
which were ascribed to the anmor used in the tests.
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APPLICATION OF LARGE DIAMETER ELECTRODES

A survey was made by the War Metallurgy Com-
mittec on the application of large diameter austen-
itic electrodes to the welding of armor.2¢4! It was con-
cluded that, while the use of large-size electrodes (34
in. and 14 in.) would materially increase rates of
production, in armor applications their use should
be limited to sections not less than 114 in. thick,
since ballistic tests indicated that the high heat input
associated with large diameter clectrodes produced
shock-deficient metallurgical structures in plates up
to 1 in. thick.

Low-TEMPERATURE BALLISTIC PERFORMANCE OF
WELBED ArMoOR P~

As a result of the poor ballistic shock performance
exhibited by prime and welded armor at subnormal
temperatures, the Army Ordnance Department’s
Tank Automotive Center in Detroit requested an
investigation of the causes for failure of welded
plaies tested during the Canadian Cold Test Pro-
gram of 1942-1943, This study was conducted also
by the United States Steel Corporation Research
Laboratories under Project NRC-1 and included H
plates welded by the automatic Unionmelt process,
H plates inanually welded using 209, Cr, 109, Ni,
4% Mn electrodes, and H plates manualiy welded
with 209, Cr, 109, Ni, 29, M electrodes. Because of
the urgency of the work, these problems were as-
signed to research laborateries of the United States
Steel Corporation, the International Nicke! Com-
pany, and the Climax Molybdenum Company, re-
spectively, with overall coordinaticn provided by
the United States Steel Corporation investigators,

The investigation of the automatic process dis-
closed that the path of fracture in the ballistically
tested H plates was predominantly in the heat-
affected zone of the armor adjacent to the weld. The
primary cause of failure in this region is believed to
be due to the combined effect of unfavorable armor
composition and to the high rate of heat input char-
acteristic of the submerged-melt process, both of
which result in the formation of free ferrite and
other high-temperature shock-deficient transforma-
tion products. Other contributing factors, which ap-
pear to be magnified at subnormal temperatures, are
the presence of local stress concentrations resulting
from excessive weld rcinforcement and defective
welding. Recommendations for improving both aus-

tenitic and ferritic Unionmelt welded armor are also
presenzed in the report of this work,*

The investigation of H plates maauaily welded
withh Cr-Ni-Mn zustenitic clectrodes attributed fail-
urc at low temperatures o excessive weld metal
hardness in the root passes resulting from a low
austenitic margin.*3 Studies of H plate failures
manually welded using Cr-Ni-Mo austenitic elec-
trodes showed that the fracture path obtained in the
low-temperature tests occurs at the interface be-
tween the weld and base metals and appears to al-
ternate between these regions.?*® This type of tailure

was attributed to shearing stresses developed at the
weld interface as a result of cooling the armor and
the austenitic weld metal which possesses greatly dif-
ferent coeflicients of expansion at low temperatures,
Other investigations have shown a linear precipita-
tion of carbides and noametallics in the weld metal
very close to the base metal interface, a factor which
vndoubtedly plays an important part in failure at

t.118 location.

DeEVELOPMENT OF WELDED BACKUP STRIPS

Research involving the development of backup
materials for welded armor joints was established in
May 1943 at Battelle Memorial Institute under Proj-
ect NRC-59 (OD-82), Non-Metallic Welding Back-
Up Strips for Armor Plate Joints. This program was
particularly concerned with nonmetallic materials
because of difficulties attendant to removing stecl
bars and because of the fact that copper tends to
melt, diffuse, and thereby alter the compasition of
the first weld pass. This sometimes causes porosity
and cracking in certain weld metal compositions.
Mineral-coated metallic strips and tamped granular
ceramic matcrials were developed and applied with
considerable success to austenitic and ferritic weld-
ments in armer, alloy, and mild steels, 242,243,244

Errect oF OxyGEN CutrInG oN WELDABILITY

Another project, directly related to the armor
weldability investigation, was initiated as the result
of a request made by the Army Ordnance Depart-
ment's Tank Automotive Center in Detroit. This
project, Project NRC-71 (OD-136), Effect of Cxygen
Cutting on Weldability of Armor Plate, was estab-
lished in October 1943 at the Air Reduction Com-
pany, Inc., to study cracking associated with oxygen
cutting, grooving, and gouging operations on rolled
and cast homogencous armor. Originally it had been
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contended that aracks resulting from flame cutting
operations made paeparatory to welding were par-
tially responsible for poor ballistic properties.
Therefore, one of the primary purposes of this proj-
ect was to investigate conditions leading to the crack-
ing in the oxygen cutting of rolled homogencous
armor, It was demonstrated that with appropriate
cutting procedurss rolled homogeneous armor in
plate thicknesses up to 3 in. couid be oxygen cut
without cracking. Large inciusions, shrinkage stresses
in internal corners of small radii cuts, and residual
stresses resulting from straightening operations were
found 10 be responsible tor cracking in oxygen-cut
nlas

Later work on this project was primarily devoted
to a study of cutting, grooving, and gouging opera-
tions on heavy sections of cast armor, Again it was
found that with appropriate procedures cast armor
of 4 in. thicknesses could be cut, grooved, and gouged
without cracking. Shrinkage stresses in internal cor-
ner cuts with radii less than 1 in,, low ductility, and
cspecially inclusions are the primary reasons for
cracking in cutting er scarfing operations on cast
armor, Recommendations for the cutting of rolled
and cast armor were also prepared.®®

WELDING OF FAGE-HARDENED ARMOR AND
Boron-Treatep HoMociNnEoUs ARMOR

Although the problems attendant to the welding
of face-hardened armor were considered urgent dur-
ing the carly part of World War 11, greater empha.
sis on shock properties with the resulting increase in
the usc of homogencous armor somewhat reduced
the importance of this subject. Three projects were
initiated, however: a corrclation preject, NRC-16R
(OD-74), Welding of Face-Hardened Arinor, at
Rock Island Arsenal; Project NRC-24 (OD-74), The
Development of a Process for Manufacturing and
Welding of Face-Hardened Armor, at the Buick
Motors Divisien o Geaeral Motors Corporation;
and Project NRC-30 (OD-74), Development of Proc-
csses for the Manufacturing and Welding of Case-

sarburized Armor Plate from Non-Alloy Steels, also
at the Buick Motors Division of GMC.

The work on Project NRC-16R showed that it was
impossthle to weld face-hardened armor of the high
nickel-molybdenum type with complete freedom
irom cracking by any procedure in which weld metal
comes in direct contact with the carburized surface.
No difficulty was experienced in welding the uncar-

burized surface of this type of armor. Special pro-
cedures involving precladding were developed which
resulted in satisfactory welds in this material 247

Work on Project NRC-24 was primarily concerned
with the development of a machinable type of face-
hardened plate by additions of boron in the form
of special addition agents, such as Grainal, to a con-
tiolled hardenability carbon-manganese steel. Tests
showed this material to be readily weldable, but
difficultics were eucountered induplicating plate ma-
terial which made the results rather inconclusive.®4

In Project NRC-30, Manufacture and Welding of
Case Carburized Armor Plate from Non-Alloy Steels,
spocial attention was paid to the effecis of boron and
other alloying additions on ballistic properties and
weldability of armor steel. It was apparent from this
work, as well as that on Project NRC-29, Manufac-
turing and Welding of Homogencous Armor Plate
from Non-Alloy Steels, that boron does not materially
affect the weldability of armor. It is to be noted that
some of the reported developments seem unsuited
for welded applications, 588100107

The above-mentioned projects dealing with boron-
treated steels are also discussed in Sections 2.8.1 and
2.3.2, because they were concerned principally with
the development of armor plate vather than with
the welding of such plate, although the latter is an
important consideration in its fabrication.

Siress RELIEF oF WELDMERTS

Shortly after the stast of the armor welding pro-
gram, research was initiated to determine the stress
relieving characteristics of steels used in the fabri-
cation of ordnance equipment, such as gun mounts,
Investigations in this ficld were established at Ohio
State University under Project NRC.3 (OD-34-2),
Stress Relief of Weldments for Machining Stability,
and at Rock Island Arsenal under Correlation Proj-
cct NRCG-I7TR (CD-34-2), Stress Relief of Welded
Joints. In both these projects che variables present
in stress relieving low-alloy steels and methods of
measuring residual stresses were investigated. In ad-
dition, the problem of dimensional stability after
machining was given special attention in Project
NRC-3. These investigations indicate that (1) a
temperature of at least 1100 F is necessary to elim-
inate cffectively residual stresses in alloy steels, (2)
temperature is more eifective thar time in reduc-
ing residual stresses, (3) thermal stress relief just
below the critical temperature greatly improves
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the stability of weldments after machining, and
(4) both the magnitude of residual stress and the
distortion which occurs on machining weldments

yicld strength of the steel at stress relieving tem-
perature, 248250

REPAIR OF CAST ARMOR BY WELDING

During 1944 the problem of repairing heavy cast
armor became of extreme importance because of
the need for heavy tanks. As a result of a request
of NDRC initiated by the Office of the Chief of
cxicnsion of Army Ord-
nance problem OD-36-2 to include the development
of suitable clectrodes for repair purposes, the pro-
grams of both Project NRC-1 and Project NRC-2
were modified to carry on this additional work, The
basic problem was to develop a weld metal which
when heat treated in accordance with the pro-
cedures used for heavy armor castings, would pro-
vide shock and penetration-resisting  properties
cquivalent to heat-treated cast armor. Under Proj-
ect NRC-1 at the United States Steel Coiporation
Research Laboratories, the objective was to recom-
mend clectrode compaositions which, when deposited
and heat treated, would develop fully martensitic
structiires at the center of 6-in, sections :ind to eval-
uate the suitability of these clectrodes for the in-
tended purpose. It is believed that the presence of
tempered martensite or certain low-temperature
bainites is essential to the development of gowl
shock-resisting propertics, and it was desired that
these properties be realized at the highest practical
hardness !evel in order to obtain adequate resistance
to penetration by armor-picrcing projectiles.

The work under Project NRC-2 at the Combustion
Engineering Compaity was designed to produce and
investigate the welding characteristics of electrodes
recommended for the above purposes. It was neces-
sary to terminate work on both phases of ¢his investi-
gation before it had been carried to a logical con-
clusion and as a result only preliminary work is
reported. Several electrodes were developed, how-
ever, which appeared promising for the intended
purpose.217218251.252

During the production of combat vehicles with
heavy cast armor, considerable aid was furnished pro-
duction foundrics by members of the welding super-
visory stafl of the War Mcialiurgy Conumittee in the

:
Orvdpance.Detroit for the

form of field service and consultation on repair weld-
ing problems, It is noteworthy that it was necessary
to use the NRC-2A eclectrade, developed in the
NIDBRC welding program, for the production repair
of armor castings pending the development of bettes
clectrodes. All other commercial ferritic and austen-
itic clectrodes were found to be unsuited for this ap-
plication in Army Ordnance Department tests, The
availability of this electrode undoubtedly speeded
heavy tank production at a critical period. It is felt
that this field service was one of the more important
contributions ot the War Metatlurgy Committee and
NDRC during the later stages of World War 11,25

DLYELOPMENT OF AN ELECTRODE FOR WELDING
HIGH-STRENGTH STRUCTURAL STEELS

Another problem of cousiderable importance dur-
ing the late stages of World War II arosc because of
the necessity for weight reduction in ordnance equip-
ment.  Experimental designs for gun mounts,
tank rransporters, etc.,, have been proposed using
quenched and drawn steels of 90,000 psi minimum
yield strength. The use of heat-treated steels in the
120,000 psi yicld strength range has also been contem-
plated. As a result, there was an urgent need for the
developinent of usable lime-coated alternating-cur-
rent ferritic clectrodes possessing cquivalent yield
strengths for fabricating these materials. However,
these steels are essentially the same as those used for
light homogencous armor and, therefore, weldability
problems are similar.

At the request of the Ordnance Design Sub-Office,
Franklin Institute, the Office of the Chicef of Ord-
nance reqquested NDRC for an extension of the scope
of problem OD-36-2 and for this purpose a develop-
ment program was added to Project NRC-76, Devel-
opment of Improved Electrode Coatings, already
being conducted at Battelle Memortal Institute, Al-
though work on this project was terminated before
the completion of the proposed program, two very
promising electrodes were  developed  possessing
90,000 and 120,000 psi yicld strengths with good duc-
tility.?" Additional work to determine the suita-
bility of these clectredes for use under severe loading
conditions is essential before definite recommenda-
tions can be made for their use in high-strength,
lightweight structural applications, Important ficld
service and consultation in conrection with this

general problem was also furnished the fabricators
\
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of experimental equipment by members of the
welding supervisory staff of the War Metallurgy
Committee, 23

é13 Weldability

Although a fundamental study of the weldability
of steels way not considered as importaat early in
World War 1 as a more direct approach to special
subjeets, suich as the anmor problem discussed in the
previous section, it was felt that information which
would enable the selection of optimum arc welding
conditions for stecls used in the fabrication of tanks,
gun mounts, and other ordnance equipment would
be extremely useful. Because of the breadth of the
general weldability problem, however, it was deemed
desivable to limit initial studics to a particular phase
of the subject in order to reduce the number of vari-
ables under simultancous consideration. Since it was
the considered opinion of many in the welding in-
dustry that the production of a ductile metallurgical
structure in the heat-affected zone of the base metal
was of paramount importance in avoiding welding
and service difficultics, carly work was restricted to
a study of the clfect of welding conditions on the
heated base metal adjacent o welds and the utiliza-
tion of this information to select welding conditions
for different steels. In recognizing the significance of
this aspect of weldability. it was not intended to
minimize the importance of the electrode depusit,
since it is apparent that the interrelation of both
base metal and weld metal properties determine the
subsequent behavior of the weld in service.

It is of particular interest 10 note the belief in
1942 that high ductility in the heataffected base
metal was essential to avoid such welding and serv-
ice difficulties as cracking and poor ballistic proper-
tics. ‘This conception undoubtedly was prompted to
a great extent by the cracking observed in the
heated region adjacent to welds made in harden-
able steels which were made by using ferritic elec-
trades without preheat. Since that time, the under-
bead cracking phenomenon has been explained.#s
The relatively poor shock propertics of the highly
ductile clevated temperature transfeamation prod-
ucts has been dersonstrated, as well as the fact that
ductility measurenients do not provide a valid
method for predicting service performance particu-
larly under severe loading conditions.*™ The re-

sults of the initial weldability investigations, which
are bricfly summarized below, should thercfore be
reviewed in the light of more recent findings.

Both the properties and structures of the base
metal adjacent to the weld are necessarily influ-
enced by a number of factors, It was believed that
the most important of these were the rate of cooling
of the heated base plate material and the hardening
characteristics of the steel under consideration.
Therefore, the first phase in the investigation of
the cffect of welding conditions on the heat-affected
base metal involved the determination of the rate
of cooling in this region. This was approached by
making direct measurements and hardness meas-
urements. Both lines of attack were resorted to, since
it was realized that great difficulty was associated
with the direct measurement of welding cooling
rates and the subsequent extension of this data by
mathematics to include a wide variety of conditions.

The method of attack utilizing hardness smeasure-
ments was followed in Project NRC-Y9 (OD-37-1),
Evaluation of Weldability by Direct Welding Tests,
established at Lehigh University in April 1942, The
procedure used involved the deterniination of the
maximumn havdness in the heat-affected base plate
for given cnergy inputs, plate thicknesses, and joint
designs, and the further relation of this hardness to
the hardness of a standard end quenched Jominy
hardenability bar of the same steel treated to re-
produce the austenitic grain size found adjacent to
the weld. It was assumed that corresponding hard-
nesses in the heat-affected zone and in the Jominy
bar would represent equivalent cooling conditions,
and in this manner welding conditions could be
expressed in terms of Jominy positions. By heat
treating to various hardness levels notched bend
specimens from the material to be welded, the y¢ia-
tive ductility corresponding to these hardness levels
can be obtained from measurements of the angle
at maximum load during slow bend tests of these
specimens at room temperature. Thus, cooling rates
could be corrclated with ductility by relating both
of these factors to hardness, and the selection of
welding conditions to be used under given circum.
stances then resolves itself into a specification of
the required ductility, which is a matter of expe-
rience and judgment,

To reduce the amount of experimental work nec-
cssary to provide working charts from which in-
formation applicable to a wide range of welding
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conditions (current, arc voltage, and travel speed),
plate thicknesses, and joint designs can be obtained,
the assumption was made and verified that the cool-
ing effect of various weld geometries can be related
to the cooling effect exerted by metal within a cer-
tain distance of the weld. With the charts prepared
in this manner, a quantitative prediction of the
cooling rate for any combination of welding condi-
tions, plate thicknesses, and joint design may be
made without experiment. Then with hardness-
ductility relationships established for the steel
under consideration, welding conditions may be
selected to ebtain the desived ductility in the heat-
affected zone adjacent te the weld, 230,257,238

A program to undertake actual measurement of
cooling rates in the heat-affected zone immediately
adjacent to welds was established in March 1942 at

. Rensselaer  Polytechnic  Institute under  Project

NRC-10 (OD-37-1), Evaluaiion of Weldability by
Direct Measurement of Cooling Rates. In this in-
vestigation, experimental techniques were devel-
oped to measure cooling rates associated with dif-
ferent welding conditions. The experimental data
obtained were extended by means of mathematics
to include a wide variation in welding conditions
threugh modifications of the transient heat flow
equations. The cooling rate data so obtained may
be applied to particular sicels for the purnose of
securing any desired metallurgical structure ad-
jacent to a weld through the use of the end-quenched
Jominy hardenability test and isothermal trans.
formatien data, Procedures for applying this infor-
mation to the solution of weldiag problems were
developed.25®

Another investigation, closely related to the
above studics, was initiated for the purpose of
studying the mechanism of heat flow during arc
welding. This investigation, which did not involve
anv consideration of the metallusgical aspects of the
problem, became Project NRC-11 (OD-37-1), Evalu-
ation of Weldability by Correlation of Electrical and
Heat Constants, established at Columbia University
in April 1942. The investigations were conducted
using the method of electrical analogy in which elec-
trical networks are used which follow the same
mathematical laws that apply to transient heat flow.
General cooling curves were established for a variety
of welding conditions and were found to be in close
agreement with cooling curves determined by direct
thermal measurements. An interesting and impor-

tant featurc of the clectrical analogy method is that
experiments need not be carried out in the same
time in which the heat transfer phenomenon oc-
cts. The time for the clectric experiment may be
made shorter or longer than the actual interval of
heat flow on a scaled basis, which simplifics the pro-
cedure used for making measurements. Although
the data accumulated in this investigation are in-
complete, the validity of the method is evident and
in all probability it may be applied to other weld-
ing problems involving transient heat flow.=00

Under Project NRC-65 (OD-123), Evaluation of
Factors  Affecting Crack  Sensitivity of Welded
Joints, a research program  was conducted at
Rensselaer Polytechnic Institute. The priacipal
emphasis of this investigation was placed onr a study
of the effects of the length of weld, plate thickness,
plate composition, electrode, and welding variables
upon the stresses produced. Welds were made using
both transverse and longitudinal restraint, and
considerable information was obtained for cach
case.?% Another phase of this project was concerned
with the magnitude of the stress at which cracking
occurs in welds made under conditions of restraint.
This condition is referred to as the cracking limit
and comparisons were made to determine the sig-
nificance of plate thickness, joint geometry, and type
of electrode. The results of a limited number of
comparisons made using comparatively thin plates
indicate that the cracking limit is obtained at a
stress value in the weld surface of approximately 80
per cent of the ultimate strength of the deposited
metal, and that the shape of the cross section in the
weld deposit significantly affects the cracking ten-
dency in first pass depuosits, These data were obtained
using E-6020 and E-601C clectrodes in welds made
in 14-in. plate without backing strips. Different
results were obtained for welds made with backup
bars, 202

Another investigation conducted at Lehigh Uni-
versity, Project NRC-66, Methods of Testing Weld.
ability of Steel Plates and Shapes, developed a
method for quantitatively comparing the degree
of restraint at which a weld cracks during cooling in
steel plates of various compositions when all other
conditions are maintained constant. A special fin-
type specimen in which the restraint can be varied
was designed for this purpose, Variations were noted
in the cracking tendency of several plain carbon and
low-alloy steels, and it was found that the rest
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method could be used o compare clectrodes, in
terms of the restraint at which cracks occur, with
any chosen plate compasition,

An investigation of the cracking tendency of
several grades of commercial clectrodes vsing the
lintype weldability specimen revealed differences
in the quality of these clectrodes. A study of the ef-
fect of preheat indicated that crack sensitivity is
reduced proportionately as the plate temperature
is raised, ¥

Gl Resistance Welding

Several nonrclated rvesistance  welding  vesearch
programs were undertaken as needed to provide in-
formation consuelered necessary for the successful
fabrication of war material, particularly aircrafe,
This work included investigations of the spot weld-
ing of light armor and alloy steels, the flash welding
of aitcrafe steels, the spot welding of magnesium
alloy sheet, and nondestructive test methods for spot
and  flash welds. Although fundamental data of
major imporsance resulted from this work, it ap-
pears desizable to point out that these studics are
representative of only a small portion of wartime
resistanee welding research,

Sror WELINMNG

Investigations conducted priov 10 Worid War 11
indicated that spot welding ofiered a promising
method £ joining steels up to 14 in. in thickness,
The paossibility of fabricating light armor and alloy
steels in this thickness range offered interesting pos.
sibilities and was made the subject of an investiga-
tion at Rensselaer Polytechnic Institute under Proj-
cct NRC-12 (OD-85), Spot Welding of Armor Plate
and Low-Alloy Stecls. Attempts to utilize carly in-
formation led to a complete investigation of the
fundamentals of spot welding heavy plate, together
with an investigation of the feasibility of heat treat-
ing spot welds in the welding machine. As a resuit
of this work, which included the development of
control cquipment, measurement technigues, and
a test for weld propertics, a general procedure was
formulated which penmits the sclection of optimum
welding and heat-treating conditiens to be used for
any given thickness combination of hardenable
steels, Procedures were also devzloped for spot weld-
ing alloy steel clip attachments to both homoge-

neous and face-harderied armor. In ballistic tests
these weldments  demonstrated  shock  resistance
properties equivalent to the armor itself. An in-
teresting comparison of the merits of continuous and
pulsation welding for this application showed that
the continuous process is to be preferred.*04:403

T'o ascertain the feasibility of predicting weld
strengths from radiographic or fluoroscopic images,
Project NRC-56, Radiographic and Fluoroscopic
Methods of Inspection of Spot Welds in Ajuminum
Alloys, was established at California Institute of
Technology in March 1943, In this investigation, a
new short source-film-distance technique was devel-
oped Tor spot-weld radiography which enables de-
terminations of weld structure and quality to be
made and also provides a consistent and positive
method for determining the strength of spot welds

mide in Alclad 245-T and XB75S-T sheet in equal -

or uncqual thickneas combinations up to a ratio of
3:1.266 As this technique involves the unorthodox
pre-cdure of placing the * Lray tube very close to the
film, it is applicable only to the radiography of thin
specimens. The interpretation of spot-weld radio-
graphs given in the final report on this project was
adopted and included in the Navy Bureau of Acro-
nautics Specification PW-6A, Amended, covering
spot welding process control and inspection for naval
aircraft.

A study of the fluoroscopic method of spot-weld
inspection showed that further development, in-
cluding a major improvement in screen contrast
and definition, was necessary in order to atiain the
reliability and accuracy exhibited by the radio-
graphic method. In general, those aluminum alloys
with high percentages of radiographically dense
atloying constituents, such as zine and copper, will
produce spot-weld images which may be used for
process control, whereas alloys without dense con-
stituents canmot be handled in this fashion. 297

The fzasihility of spot welding magnesium alloy
shieet material was investigated at Reassclacr Poly-
technic Institute under Project NRC-68, Spot
Welding of Magnesium Alloys. It had been demon-
strated in carly studies that for the production of
sound and consistent spot welds the surface of the
sheets to be welded must be carefully prepared
cither chemically or mechanically. Therefore, a
major objective of this investigation was to develop
a single chemical solution which would clean all
varieties of magnesiurm sheet at room temperature.

GONFIDENTIAL
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As a result of extensive work on this aspect of the
problem, a chemicai method for preparing mag-
nesivm sheet for spot welding was developed. The
solution used contained 10 per cent chromic acid
with an addition of 0.05 per cent anhydrous sodium
sulphate,*98

Since magnesium alloys are similar to aluminum
alloys in that they have relatively high electrical and
thermal conduvctivity and low melting points, the
essential requirements in equipment and technique
for spot welding magnesium zlloys are similar to
those required for aluminum alloys. Optimum
conditions for spot welding equal £
three commercial compositions of magnesium alloy
sheet in several tempers and thicknesses were deter-
mined and are presented in the finzl report on the
project together with a description of methods used
for testing and examining spot welds in these
alloys.200
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Project NRC-13 (OD-86), Flash Welding of Alloy
Steels for Ordnance, was established at Rattelle
Memorial Institute in April 1942,

In order to investigate the effect of process vari-
ables on the production of high-quality welds, dif-
ferences resulting from varying the electrical and
mechanical factors associated with the process were
appraised by metalluigical examination and me-
chanical tests. It was demonstrated in the investiga-
tions that high-quality flash welds made in SAE-4130
steel heat treated to 160,000 psi are as strong as the
parent material. Defective welds resulted from de-
carburization at «he weld interface and the presence
of oxide films at this Jocation,370-274

Attempts were made to eliminate these defecis by
surrounding the flashing surfaces with nonoxidiz-
ing atmospheres during welding. Dry hydrogen, dry
carbon moenoxide, and patural gas were shown to
have possibilitics as protective atmospheres. The re-
sults of these tests show that defects arc obtained
even with these atmospheres, if the clectrical or me-
chanical conditions are not properly established. It
was noted, however, that the variation in welding
condiiions which can be tolerated without affecting
the production of high-quality welds is greater when
the protective atmospheres are used.?™

Part of the activity of ihis projedi sitcluded the
translation of the German book by Hans Kilger,

n o

<, &

published in 1936, which discusses the fundamentals
of the flash welding process.*™

The difficulty of determining the quality of {lash
welds in production without resorting to destruc-
tive tests led to the establishment at California In-
stitiie of Technrology of Project NRC-57 (OD-86),
Non-Destructive Testing of Flash Welds. Amoeng
the many methods investigated, four were found
which may be used with limitations for the detection
of flash-weld flaws. These methods include the
standard magnetic powder test and several special
tests. 272 Of these tests, onc in which the devia-
tions from a normal eddy-currenit flow pattern in
the region of the weld are measured is considered to
offer the greatest possibility for production testing.
In this test, deviations in the eddy-current pattern
are produced by flaws in the weld. It is of particular
interest to note that the eddy-current test may be
successfully applied to the testing of nonferrous
metals, 80

To determine the rvescarch needs in the field of
aluminum alloy flash welding, Survey Project SP-23,
Flash Welding of Aluminum, was carried out by the
War Metallurgy Comnmittee in mid 1944, This sur-
vey showed that the application of this process to
aluminum alloys was in its infancy. No standardized
welding techniques existed, and there were consid-
crable differences of opinion regacding  proper
methods for weldiag and the design of machines.
On the basis or rather inconclusive evidence, it ap-
pears that it may be possible to produce flash-welded
joints possessing 90 per cent of the tensile strength
of the parent alloys. From expressed opinions, it is
believed thar most aluminum alloys can be suc-
cessfully flash welded and that heat treatment after
welding will probably improve the joint properties
in certain compositions.*! No NDRC rescarch
projects were established on this subject.

615 Indexing of Division 18 Reports on
Welding of Armor and Ordnance

An index of the Division 18 reports on the weld-
ing of armor, ordnance steels, and structural steels
issued during the period 1942 to 1944 was prepared
by the Research Infermation Division of the War
Metallurgy Committee. This index®? gives a sub-
ject list of the various projects with the reports issued
on cach, a briel abstract of the contents of cach
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report, and a subject index of the reporis. It Hists also
the steels and electrodes used in the investigations.

6.2 SHIP WELDING AND WELDED
STEEL SHIPS

xi Introeduction

Several welded tankers and dry-cavgo ships suf-
fered severe structural failures during the winter
of 194243, Failures occurred both at sea and when
ships were moored in quict harbors, These failures
were of the brittle cleavage 1ype and often propa-
gated with explosive rapidity, in some cases the
reports having been heard as far as a mile away.
The fractures which started at discontinuities in
the hull structure occasioned by fabrication and
design wraveled transversely acress the hull struc-
ture, in several instances splitting the vessel in two,

At the outset of the extensive war shipbuilding
program of the Merchant Maine, it was decided
that the ships were to be fabricated by welding.
Although the experience available at that time bear-
ing on the operation and fabrication of welded ships
was limited. it was decided to adopt this method of
construction rather than riveting because welding
reduced greatly the construction time and saved
materials, Both of these factors were, of course, of
paramount importance.

Investigations following these hull failures re-
vezled the fact that, although in many instances the
wovkmanship was not satisfactory, the shipbuilding
materials complied with the existing specifications.
Recognition of the seriousness of faulty workman-
ship led 0 imniediate improvements through edu-
cation and extended supervision and inspection.

At that time it was the considered opinios: of the
majority of technical shipbuilding personnel that
a prime factor in the cause of these failures was the
existence of residuai stresses locked i the hall strue-
ture generally, but particularly in the welds and
adjacent material. This opinion was based on the
appearance of cracks parallel to the weld which oc-
curved when a weld was made under high vestraint
and the proper welding sequence had not been [ol-
lowedd. These cracks were believed to be caused by
high transverse stresses resulting from the welding
operation, v was aiso believed that such high trans.
verse residual stresses were present to a degree inall
welds and when they were combined with the work-

ing stresses of the hull, particularly at welded butts,
hull fractures resulted. For this reason great empha-
sis was placed on following a prescribed welding
sequence in order to avoid or at least minimize resid-
ual stresses, In consequence, when the research
program for investigating the structural failure of
welded ships was started, prime emphasis was placed
on a study of welding stresses.

‘Through the recommendations of the War Metal-
lurgy Committee and with the cognizance of the
U. S. Maritime Commission, the U. 8. Coast Guard,
and the American Bureau of Shipping, NDRC had
established the first research project in this general
field by Junc 1943, As time went on, the need for
investigating the ship failure problem from other
vicwpoints became apparent. This resulted in the
establishment of additional research projects so that
by August 1945, fifteen investigations in this field
were in progress, or had been completed.

22 Welding Stresses in Ship Censtruction

Two rescarch investigations were established at
the University of California o investigate welding
stresses. Project NRC-64 (NS-304), Residdal Stresses
in Ship Welding, was concerned witlf studies of
residual stresses in typical ship weldments as well
as those in actual ship subassemblies, while Project
NRC-74 (NS$-305), History of Residual 3tresses in
Welded Ships, dealt with investigations of both
residual stresses in actual ship subassemblies and the
locked-in stresses in the hull structure of completed
ships. Residual stresses are defined as the weld-
ing stresses produced in free subassemblies, while
locked-in stresses include also the stresses result-
ing frem other fabrication and assemibly processes.

The research projects to study residual stresses
were organizedd to determine the magniwude and dis-
tribution of stresscs in typical ship weldments, etc.
To determine these stresses, a method of relaxing
plugs comaining resistance strain gages was per-
fected. Weldments consisting of l-in.-thick ship
plates and ranging in size from 4-ft by 6-ft to 27-ft
by 57-ft ship subassemblies were investigated?83.26¢
The cffect on the magnitude and distribution of
residual stresses was determined as a function of such
variables as manual and Unioninelt welding,?%
welding  sequences, %380 clectrodes, 22122328 re.
straint, %3388 preheating, 2324 peening, #8328 me-
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chanical loading along a butt weld,*** and the
effect of controlled low-temperature stress relief.#8¢

The investigation of the locked-in stresses in com-
pleted ships, Project NRC-74, was organized to de-
termine: (1) stresses in the decks of six recently
complctcd vessels and cight ships that had been in
service,®7 the histery of the changes of the locked-in
stresses starting from completed deck subassemblies
and tracing these stresses through construction,
launching, outfitting, and loading, as well as during
the first voyage of two Liberty ships;288 (2) the effect
on the locked-in stresses of the hogging and sagging
test of three type T-2 tankers;28200 (3) the stress
effects owing to temperature gradients through the
hull structure;*** (4) the magnitude and distribu-
tion of locked-in stresses in the decks of 21 Victory
ships constructed in three Pacific Coast yards;2™ the
stress effects of welding a large hot deck subassembly
into a cooler hull structure;*%? and the use of X-ray
diffraction measurements for determining stresses
in hot-rolled plate, 204,203

Some significant conclusions from these investiga.
tions are as follows:

1. The magnitude and general patterr: of the resid-
ual welried stresses existing in verv large weldments
up to 27 ft by 57 ft can be obtained in panels as small
as 6 ft by 4 . These stresses are sufficiently repro-
ducible either by Unionmelt or manual welding to
enable significant effects of different controlled vari-
ables to be determinced.283.284.260

2. In butt welds of free subassemblics made from
I-in. plate, the Iongitudinal residual stresses along
the center line of the weid reach a magnitude of ap-
proximately 47,000 psi in tension throughout the
length, except in the 9 inches adjacent to each end
where they decrease to zero at the ends. The trans-
verse residual stresses are low tension usually less
than 10,000 psi, cxcept near the ends of the weld
where they chaage to compression, reaching values
of fram 20,000 to 30,000 psi at the ends,279.283,265.260

3. Welding sequence in general does not affect the
magnitude of residual stresses in free subassem-
blies,286

4. Longitudinally along the deck welds of com-
pleted Liberty ships® stresses were tensile and ranged
from: 20,000 to 50,600 psi with an average value of
36,000 psi. Stresses transverse to the welds reach a

#The computed tensile deck stresses resulting from the bend.
ing moments were essentially the same in all ﬂhl!)s rangieg
from 2.200 psi to 4,70 psi with an average valuc of 3,400 pn

maximum value of 11,000 psi in tension with an
average value very close to zero. It was determined
also that these stresses are not reduced appreciably
by normal service*s? since onty a very small fraction
of the welded ships have failed. Therefore, it was
concluded that the locked-in stresses do not con-
tribute materially to such failures. Similar investiga-
tions on board T4 troopships*™ and ‘12 tank-
ers?88.200 also were completed.

5. The locked-in stresses at sclected peints away
from welds in the general deck area abreast of a No.
3 hatch of completed Liberty and Victory ships are
generally compressive.®87292 In the Liberty ships,
the locked-in stresses ranged from 1,500 psi in ten-
sion to 9,800 psi in compression with an average value
of 5,200 psi in compression.*? In the Victory ships
these locked-in stresses range from 8,800 psi in ten-
sion to 16,600 psi in compression with an average
value of approximately 7,600 psi in compression.
Those near the gunwales of completed Victory ships
are generally tensile and reached a maximum value
of 5,900 psi. Higher values of locked-in tensile stresses
were observed at other locations in the deck. 2"

625  Effect of Muitiaxial Leoads on the
Behavior of Ship Steel

As the investigations dealing with welding stresses
progressed, it became apparent that these stresses
were not important factors contributing to the struc-
tural failure of welded ships and that other phases
of the problem should be investigated.

Upon review of the britile characteristics of frac-
tured material removed from ships that had failed,
questions were raised regarding the state of stress to
which this material had been subjected. It was felt
that the bull steel must have been subjected to a
complex state of stress since, as manifested by the
low degree of ductility exhibited by the fracture,
shear flow had been inhibited. When samples of steel
taken close to the fracture were subjected to the
usual tests, they exhibited satisfactory strength and
ductility.

In order to study :his problem, two 1esearch proj-
ccts were initiated carly in 1944: Project NRC-7)
(NS-306), Behavior of Steel under Conditions of
Multiaxial Stresses and Effect of Welding and Tem-
perature on this Behavior, at the University of Cali-
fornia; and Project NRC-77 (NS-307), Behavior of
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Steel under Conditions of Multaxial Stress and
the Effect of Metallographic Structure and
Chemical Composition on this Behavior, at the
Hinois Institute of Technology. ‘The programs of
these investigations involved the determination of
the mechanical behavior of 2 typical semi-killed ship
steel when subjected to biaxial foading. This was
accomplishedd by testing unnotched tubes from the
same heat of semi-kitled steel under conditions of
biaxial tensile loading at various temperatures. Two
sizes of the tbes were tested: 314 in. in diameter
with a 14-in, wall, and 20 in. in diameter with a
Y4-in. wall,

At room temperaiure it was found that the saller
tuhes?n 00205 predict generally the behavior of the
larger tubes,*™ but at low temperature (—40 F) this
wis not the case.®™ Anather significant finding of
this investigation was that the larger tubes, when
testedd under biaxial tension and especially at low
temperatures, show great reduction in strength and
ductility as compared with results from the usual
tensile test at corvesponding temperatures.®® "This
lack of plastic flow at 10 F was comparable to
that found in fractured ships. A large wbe, suress
relieved after welding and tested at —40 F, showed a
significant increase in strength and ductility over a
similar tube which was tested at the same stress ratio
but not stress relieved after welding. =%

The investigations on large tubes are being con-
tinued at the University of California under the
sponsorship of the Burcau of Ships, Navy Depart-
ment,

To supplement these investigations, the War Met
allurgy Committee cavried out Survey Project SP-19,
Review of Literature on Behavier of Metals under
Multiaxial Stresses. This review covered a study of
six hundred references with principal emphasis on
experimental work on metals under multiaxial
stresses. Phese results are discussed under such head-
ings as yield strength, plastic behavior, rupture
strength, encrgy to rupture, fatigue, ete. Theories
of shear flow and fractwie are discussed in the light
of available test data. ™

624  Effect of Notches and Structurai
Ditscontinuities on the Behavior
of Ship Steel

As information hecame available through the cu
mulative record, pacticulariy on the potentiaily seri-

ous nature of structural failures in welded ships, it
became increasingly apparent that the common ori-
gin of these fractures was in defective butt welds and
structural discontinuities in the hull, such at Liatch
corners, sheer strake cutouts, ete. The probability of
making all the welds in a ship 100 per cent perfect is
very small. Furthermore, the deletion of all struc-
tural discontinuitics through idealized design would
work undue hardships on the economical construc-
tion and operation of welded ships. In order to
insure safety of operation, the materials used for
welded ships must be capable of withstanding, with-
in the operating temperature range, the effecis of
stress raisers caused by discontinuities in the hull
structure required by reasonable engineering design,
and of stress raisers caused by damage incidental and
accidental to the construction processes and opera-
tion.

The fractures originating in this manner propa-
gate through plates of the hull structure, usually
with no evidence of ductility, and are of the brittle
cleavage fracture type. Deck failures have occurred
in cases where the computed nominal stresses arc
well below the yield point of the material as deter-
mined by the usual tensile test.

To determine the factors contributing to the brit-
ile cleavage failures of large structures that contain
stress raisers, three research investigations were ini-
tiated and established in November 1944 at the re-
quest of the U. S. Coast Guard, Navy Depa:ument,
under control number NS-336. These were Project
NRC-92, Cleavage Fracture of ship Plate as Influ-
enced by Design and Metallurgical Factors, at the
University of California; Project NRC-93, Cleavage
Fracture of Ship Plate as Influenced by Size Effects,
at the University of fllinois; and Project NRC-94,
Correlation of Laboratory Tests with Full-Scale Ship
Plaie Fracture Tests, at Carnegie Institute of Tech-
nology. As the principal investigator on Project
NRC-91 wransferred from Carnegic Institute of
Technology to Pennsylvania State College, Project
NRC-94 was terminated and Project NRC-96 was

established at Pennsylvania State College with the—

same title and program zs the former Project NRC-
94.

The investigations of ship plate fracture invoived
studies of the load-carrying capacity and ductility of
large plates, 72 in. wide and 34 in. thick, containing
central transverse notches as stress raisers. These
plates were to be tesied to failure at various tem-
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peratures ranging from —40 to 4-110 F. Also included
in the program was a study of a large welded struc-
tural member simulating a ship hatch corner which,
owing to its geometry, has & high degree of restraing
and a severe notch condition 02303 Preliminary to
the laboratory investigation of these welded struc
tures, the War Metallurgy Committee conducted
Survey Project SP-25, Stress Analysis of Welded Sec-
tions: Brittle Failures in Welded Steel Ships, to
study the factors underlying the btittle fractures in
such structures and to determine if laboratory tests
could yield useful information,

The research program is still in progress under
direct contracts with the Bureau of Ships, Navy De-
partment, the OSRD contracts having been termi-
nated in August 1945 in accordance with NDRC
demabilization plans.

A number of diffevent stecls falling within present
ship steel specifications, incuding rimmed, semi-
killed, and fully-Killed steels, are being investigated.
By these investigations it is experted that, through
ihic wse of large madel studies appraaching full-scale
proportions, steels can be segregated and evaluated
on the basis of notch toughness, particularly at low
temperatures, thereby yielding results that ave di-
rectly applicable to the ship. Further, it is expected
that these investigations will produce results that
can be applied toward maodifying present specifica-
tions to insure steels best suited for welded fabrica-
tion and safe ship operation, The results of these
tests are being correlated with those of notched bar
impact tests, 04300

Since these investigations are still in progress, only
provisional resulis can be given at this vime. Based
on the work completed to date, the following results
appear significant:

1. Wide centrally notched speciens of 34-in. ship
plate tested statically ai temperatures ranging from
+4-110 to —40 F failed at stresses on the net section
only slightly exceeding the yield point of these steels
as determined from the vsual tensile test. These frac-
ture stresses were essentially the same whether the
[racture occurred by shear or by cieavage. The cleav-
age fractures, particularly those at the lower tem-
peratures, failed with a lack of ductility comparable
to that observed in ship fractures 07908

2. Tiwough the use of the large specimens it was
possible to raise the transition temperatures, at which
the mode of fraciure changes from shear to cleavage,
to values within the temperature range of 20 to 110

F under which ships normally operate. The change
from shear o cleavage fracture indicated a signifi-
cant decrease in the ability of the steel to absorb
eneigy.

3. Generally the steels were segregated in the flat
plate tests in the same order as predicted by the
notched impact tests.

4. Large welded specimens were designed to sim-
ulate a ship hatch corner and loaded to produce a
stress distribution closely approximating that in a
Liberty ship, On the basis of this single gecometry
which has a high degree of restraint and a severe
notch, variations of type of steel, testing tempera-
ture (32 to 72 F), and type of welding electrode
(E-6020, HTS, austenitic) had little effect on the
nominal breaking strength of the specimen, 23,100
to 27,806 psi. The ductility and energy absorption
varied depending upon the type of fracture,302.308

5. All hatch corner specimens tested at 32 F failed
with a cleavage fracture. These tests covered all the
stecls being investigated.

6. A hatch corner specimen, preheated to 400 F
and then welded, failed at a nominal breaking stress
of 32,200 psi. An identical specimen welded without
preheating failed at a nominal breaking stress of
24,000 psi. Both specimens failed with cleavage frac-
ture when tested at 70 F. The energy absorbed by
the prcheated specimen was considerably greater
than that absorbed by the specimen that was not pre-
heated.

625  Fffect of Various Rates of Strain on

the Behavior of Ship Steel

Several Division 18 projects related to the eifect of
various rates of strain on the behavior of steel. These
studics included (1) the effect of impact velocities
25 to 200 fps on the mechanical properties of various
steels (sce Section 9.8.2), (2) the equivalence of strain
rate and temperature in producing brittle fracture,
and (3) the behavior of steel plates, welded and un-
welded, when subjected to high strain rates under a
direct explosion test.

In conncction with the laboratory tests of cen-
trally notched plates discussed previously, the rate
of crack propagation has heen found to be as high
as 6,000 {ps.*7 These rates were determined in plates
failing with cleavage fractures and having ductilities
of the order of those found in fractured ships. When
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cleavage fractures ol very low ductility occur, the
fracture strength of the material is Jess than its yiekd
strength. In the type of fracture encountered in
welded ships, the vield arength has heen raised ow-
ing to the complex state of stress existing at the root
of the fracture and the high strain rate. A method
for separating these increments to the yield strength
is not known. Subscquent investigations may show
an equivzlence between the effect of strain rate and
state of stress on the yield strength comparable to
the appareat relationship between strain rate and
temperatere. So far the explasion test appears to be
the only method whereby strain rates of the order of
those pmb.lh!) obtaining in ships during fracture
can be achieved.

Under Project NRC.72, Investigation of Factors
Reducing the Effective Ductility of Welded Steel
Members, at the Mawachusetts Institute of Tech-
nology, sufficient work has been completed to con-
firm an apparent cquivalence between temperature
and strain rate recently provaulgated.® This work
was done wing welded and unwelded-notched beam
speeimens, 1 in, by 1in. by 6 in. in size, of several
ship steels. The temperature was varied from 4-480
to ~280 F, and the testing speed to reach the yield
pmm was vavied from 0,05 second to 5 minutes. The
investigation is heing continued under the sponsor-
ship of the Welding Research Council.

The direct explosion test developed by the Trojan
Powder Companv under Project NRC-25 (OD-76)
(NS-255), Direct Explosion Test for Welded Armor
and Ship Plate (sce also Sections 2.2 and 6.1.2), ap-
pears to be a most promising method for determin-
ing behavior of specimens, welded and unwelded,
under high strain rates. Using platesapproximately 12
in. square, an essentially cqu.el biaxial tensile stress

can be prodiced on the tension face. This biaxial
stress is accompanied by a third axial tensile com-
pronent of unknown magnitude and phase relation-
ship. Thus, it is possible 1o test plate specimens un.
der rriaxial strese and high strain rates and, in addi-
tion, the temperature may be varied, Special explo-
sives have heen developed whereby the velocity of
the detonauing wave and the gas volume can be con-
troliced, Iuis possible thereby to vary the shock load-
ing so that the specimen can be fractured without
spalling on the tension face. This was considered
necessary, since it was desired 1o fracture the stecl
on plancs normal to the plate surfaces, but at the
same time keep the third-axis stress component as

large as possible in ovder 1o maintain a high degree
of restraint, Prefiminary investigations have evalu-
ated shipbuilding and HT steels in the same order
as predicted by the Charpy impact test. %% Essentially
the same results have been obtained from similar
specimens subjected to a static-bend test at low tem-
peratures,3t0

This investigation is still in progress under a
direct contract with the Bureau of Ships, Navy
Department.

$.24 Weldability of Hull Steel

At the specific request of the Office of the Coordi-
nator of Research and Development, Navy Depart-
ment, two investigations, Project NRC-86 and Proj-
ect NRC-87, were established in May 1944 to study
the factors influencing the weldability of hull stecls
and to determine the relation between these factors
and the metallurgical quality of the steels.

Project NRC-86 (NS-255), Weldability of Stcel
for Hull Construction, ai Lchigh University, utilized
a restraint test which was found usetul in predicting
the behavior of steels and electrodes in the fabrica-
tion of welded structures. Through this test, unde-
sirable heats of H'T hull steels could he segregated by
determining their sensitivity to cracking when welded
under various degrees of restraint.? The investiga-
tion involved a study of such variables as the varia-
tion of steel composition, variation of chemistry
within a given specification, effect of position in
the ingot, variation among steel suppliers for a given
specification, effect of electrode, preheat, plate thick-
ness, and edge pmp.xr’atmn.

‘This project made also a preliminary stlltly3'° of
the factors, such as metallurgical structure, tempera-
ture, residual sivesses, and stress concentration
(notches), that are believed to affect the ductility of
welded joints, The program included static-bend
tests, notched and unnoiched, in which the speci-
mens were bent both longitudinally and transversely
to the welds. An extensive investigation of the
Charpy impact values at various positions in the
weld heat-affected rone and parent plate was started
in an attempt to explaia the influence of each on
the behavior of the plate as a whole in the bend test.

Under Project NRC-87 (NS5-255), Investigation of
the Metallurgical Quality of Stecls Used for Hull
Construction, conducted by Battelle Memorial In-
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stitute, the factors influencing underbead cracking
of HT steel were studied. A weld-bead test was de-
veloped to measure dhs tendency, This test indicated
large differences in crack sensitivity of various lots of
the same grade of steel. Frequent variations of crack
sensitivity were found that could not be explained
on the basis of chemical analysis, end-quench hard-
cnability, hardness of the heat-affected zone or tensile
properties. The crack sensitivitics could be changed
markedly by heat treatment. This investigation also
included a study of the steel making and processing
procedures used in making commercial heats of this
grade of steel and involved the determination of
crack sensitivity effects of plate thickness, position in
the ingot, grain size, microstructure, and tensile
properties 31213

Since these projects are being continued under di-
rect contracts with the Bureau of Ships, Navy De-
partment, only tentative conclusions can be drawn
at this time. The following appear significant:

1. Satisfactory correlation exists between the be-
havior of four heats of HT steel as predicted by the
restraint test?® and the direct explosion test.30
Both prime plate and double-V butt joints welded
with E-G010 electrodes were tested.

2. The transition temperature for the prime plate
is lower than that for the welded plate in all cases
where prime plate properties have been compared
with welded plate properties in the as-welded con-
dition by the static-bend test. The steel compositions
investigated included a 0.18 carbon steel, a 0.25 car-
bon killed steel, and an HT (0.18 per ceni) carbon
steel; the electrodes used included the E-6010, HT'S,
and 25-20 types. It is believed that this bend test can
be used to determine the influences of such factors
as metallurgical structure, dissolved gases and re-
sidual stresses on the ductilities of welded joints. 31

8. The relative tendency toward underbead crack-
ing of HT hull steel can be determined by a simple
weld bead test made uader closely controlled con-
ditions, 313315

4. Higher compositions have generally greater
sensitivity to uaderbead cracking. However, vari-
ations ia the crack sensitivity of different Jots of HT
steel cczurred frequently. These variations could not
be explained on the basis of chemical analyses, hard-
enability, hardness in the heat-affected zone, or other
propertics commonly determined, 313315

5. Thermal treatment was indicated to have a
pronounced effect on crack sensitivity. Homogeniz-

ing decreases and annealing inareases this sensitiv-
ity 114,313

6.2.7 Fatigue of Ship Welds

On a number of ships, hairline cracks have been ob-
served in the vicinity of the hatch corners. Owing to
the stress concentration in this area occasioned by
the hatch corner discontinuity, it appeared reason-
able that these could be fatigue cracks caused by the
alternating loads to which a ship is subjected in a
seaway. These cracks would then propagate until
the stress in this area had been lowered by the re-
«luction of the stress concentration factor. Upon sub-
scquent loadings having higher stress amplitudes
and increased strain rates, for instance, in a rough
sea with a lowered temperature, it was expected that,
owing to the lowered notch toughness, the hairline
crack could act as a trigger to start a fracture prop-
agating through the structure.

Welded ships have suffered structural failures
after only a short period of sea service or with no
service at all. It appears, therefore, that while fa-
tigue failure may be a contributing factor, it does
not provide an adequate explanation for the struc-
tural failures of welded ships.

Project NRC-89 (NS-304), Fatigue Tests of Ship
Welds, was established at Cornell University to de-
termine the fatigue behavior of ship steel specimens
containing lengitudinal welds and cutouts with and
without welded reinforcement plates and doublers.
No significant conclusions can be drawn as yet ow-
ing to the limited amount of work completed.’!t
This investigation is being continued under a dirsct
contract with the Bureau of Ships, Navy Depart-
ment.

628  Staius of the Research Program

Since mest of the above-mentioned investigations
are still in progress under the sponsorship of the
Bureau of Ships, Navy Department, no evaluation
of the results can be given at this time. However, it
appean reasonable to anticipate that the completion
of these projects will assist in determining the rela-
tive importance of the design, material, and fabrica-
tion method in the successful service performance of
welded ships. Thus, it is anticipated that the results
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of this rescarch program will ultimately be of con-
sidesable assistance in the design and construction of
low-cost welded ships of assured service performance.
‘T'his hackground information will be of particular
value in the future construction of welded passenger
ships where even minor structural failures may have
INOSL SCHiOUs CONSE(UEnCes.

Most of the Division 18 projects, which have been
taken over under direct contracts by the Navy De-
parument, are being continued for the present under
the supervision of the War Metzllurgy Committee.
‘The objective of these projects is to obtain addi-
tional experimental data upon which definite rec-
ommendations bearing on the problem of the design
and construction of welded ships can be based. This
work will involve:

1. Obtaining additional data to explain more
fully the reasons for the reduction of the strength
and ductility of welded stractures, especially at low
temperatures or high-strain rates, by means of (3)

investigations of the large as-welded tubes (20 in. in
diameter, %4-in. wall) subjected to biaxial tensile
stresses, especiaily when tested at low temperature
(—40 F), and " (b) bend tests of unnotched plates con-
taining a butt weld or surface weld bead and sub-
jected to the explosion test or a static-bend test at
low temperature.

9, Periorming additional tests on stecls of supe-
rior notch toughness using large flat plate and hatch
corner specimens.

8. Investigating improved hatch corner designs.

4, Continuing the investigation to determine the
fyacture stress at zero ductility of steel in an attempt
to explain the factors, particularly from the view-
peint of metallurgy and mechanics, which control
the change from shear to cleavage type fractures.

5. Attempting to develop a laboratory tesi to pre-
dict the service performance of large structures.

6. Obtaining informaticn relative to the fatigue
behavior of typical ship welds.
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Chapter 7
FOUNDRY MATERIALS AND PROCESSES

71 MALLEABLE IRON

arry In World War 11 steel-making facitities weve
E often overloaded with orders for cast steel prod-
ucts as the demand far exceeded the capacities of the
industry. It became apparent that, if malleable iron
could be used in war material applications where
stee]l had been used, the large productive capacity of
the malleable iron industry would be available to the
war effort.

When substitution of malleable iron for cast steel
in tanks, combat vchicles, and other military applica-
tions is contemplated, a question arises as to its
behavier at low temperatures and at clevated tem-
peratures. While experience in other uses indicates
that, over the range of temperature involved, malle-
able iron does not depart greatly from its room-tem-
perature behavior, more information was needed.
To explore this possibility, the Ordnance Dcpart-
ment requested, under their control number OD-81,
that the effects of temperature on the properties of
malleable iron be investigated. Therefore, Project
NRC-28, Properties of Malleable Iron Castings for
the Use in Tanks, Combat Vehicles, and Other
Military Applications, was established at Battelle
Memorial Institute. ‘This project encompassed an
investigation of the effects of low wemperatures on
the impact resistance of malleable iron castings by
Charpy impact, tensile impact, and wedge tests on
different grades of commercial malleablc irons. pearl-
itic malleable irons, and cupola malleable irons over
a temperature range from 4-75 to 50 F, and a study
of the effects of clevated temperatures on the sanic
varicty of malleable irons by the same tests at tem-
peratures up to and including 1200 F.

A comparison of the mechanical properties of or-
dinary grade B cast steel, normalized and drawn,
with those of malleable irons, heat treated according
to their class, is given in the following tabulation:

Mallecable iron

c(:;:?(:'t:cg Regular  Pearlitic Cupola
Yield strevigth, psi 45,000- 33,000 42,600-  25,000-
55,000 37,000 57000 20000
(0.2 per
cent offset)
Tensile strength, psi 75,000  53,000-  75,000- 42,000-
80,000 57,000 93,000 48,000

Malleable iron
Grade B

D ) Regular  Pearlitic Cupola

Elongation, per cent 25-35 12145-25 818 h-7
Reduction of area,

per cent 30-55 2025 5-15 4-7
Charpy impact (roem

temp.) keyhole, ft-lb  15-30 5-8 2-6 45
Charpy impact (-40F) 1-20 3-7 I3 3-4

Regular malleable is peculiar in that increased
strength and increased ductitity go hand iz hand.
With other ductile ferrous products, ductility de-
creases as strength increasces.

Pearlitic malleable can be made with a yield
strength closely approaching that of cast steel, but it
has lower ductility. Regular malleable runs below
cast steel in both yield strength and ductility, but, if
the design in which substitution is to be made docs
not require all the yield strength of steel, or if the
design is modified in accordance with the yieid
strength, it should be a usable material, for it com-
bines a fair level of toughness and has long been used
in many severe services, e.g., in railway parts and in
trucks where it may have to resist shock and even bat-
tering. Cupola malleable, though made more cco-
nomically than the other types, has a relatively low
level of strength and ductility, although it serves well
for some purposes, such as pipe fittings, All the mal-
leables, especially regular malleables, are very readily
machined having, in this respect, a material practical
advantage over cast stecl.

When comparing malleable with cast steel with
respect to low-temperature behavior, it needs to be
recalled that cast steel may show very low notched
bar impact values at iow temperature, as the cited
range of ) to 20 ft-lb at ~40 I shows.

It is now well understood that within this range
variations in cast steel are governed by the deoxida-
tion practice. Thus, well deoxidized basic or acid
open-hearth, basic ar acid ciectric, and converter
steels will give results hugging the top of the range.
Poorly deoxidized steels made by any of these proc-
esses may hug the bottom of the range.

Not much attention has been paid to tnis, and
much cast steel with very low notched bar impact
resistance at subnormal temperatures has un-
doubtedly been in low-temperature service and given
satisfactory scrvice under conditions where the
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designer, had he appreciated how brittle poorly made
cast steel can be at low temperature, would have
specified that the steel be tested for low-temperature
toughness amd that those heats of steels lacking in
such toughness he rejected. That is, cast steels no
more resistant to shock at low temperature in the
presence of notches than the better grades of malle-
able, have given useful service. Neither steel nor mal-
leable parts that are wo severely notched will stand
severe impact. Engineering design has to recognize
this and sce to it that where impact is invoived
scvere notches are absent, and that where notches
cannot be avoided the parts are protected from re-
ceiving severe shock by design of the assembly.

Lt is well known that the usually determined me-
chanical properties of both steel and malleable, with
the exception of notch toughness or impact resist-
ance, improve as the temperature drops within
atmospheric  temperature  limits,  Auention  was
focused, therefore, on the low-temperature impact
behavior,

Tensile impact results on unnotched bars of all
three types of malleable do not maicrially diverge,
cither in encrgy absot bed or in elongation produced,
from room-temperature restilts, even down to -80 F.
At least down to —~40 F, the same was true of un-
notched Charpy bars.

Cupola malleable did not prove promising for
low-temperature use. Pearlitic malleable was some-
what more promising in view of its high yield
sircngth, with fair low-temperaiure behavior, but
regular malleable showed the best low-temperature
behavior.

However, regular malleable should be so heat
treated as to remove all vestiges of pearlite,

Notched bar impact tests are not so selective as the
wedge-curl drop test, and wedge-curl drop tests at
low temperatures seem indicated for proving that the
heat and heat treatment have produced materiz! thar
will be tough at low temperatures, 1f such testing is
applied 1o climinate material of doubtful quality,
regular matleable can be selected thatappears to have
as gooed toughness at —46 F as at room temperature,
and usable toughness at still lower temperatures.

At clevated temperatures, tire best combination of
properties in all irons occurred in the temperature
range of 70 to 20 F. Above these temperatures and
up to about 600 F, ductility either remained con-
stant or fell off. Charpy impact values fell off con-
tinuously to about 1000 F, while wedge test results

generally reached a low point at temperatures rang-
ing from 400 to 800 F. Tensile impact values dropped
steadily to about 806 F and the strength held up fairly
well to 600 F, above which 1t dropped oif rapidly
while the ductility correspondingly increased.

The results of this investigation provided
data®'731% upon which the substitution of malleable
iron for cast steel could be based in considering mate-
rials for various parts of war material in the expecta-
tion that such would divert a considerable tonnage
from steel te the more plentiful malleable iron facil-
ities. A summary of this work was published serially
for the benefit of industry.?!?

7.2 CENTRIFUGAL CASTING

721 Survey of the Status of Centrifugal
Casting

As malleable iron was substituted for cast steel in
order to alleviate shortages in steel casting facilities,
it was believed that castings, particularly steel cast-
ings, made by the centrifugal casting process might
to some extent replace forgings and thus relicve the
pressure on forging facilities, Conventional mass
productivn facilities for the manufacture of forg
ings and seamless tubings were inadequate io meet
the unusual demand and, because of the relatively
sinall initial investment, centrifugzl casting metheds
appeared attractive and promising. To determine
the feasibility of this substitution, the War Metal-
lurgy Committee carried out a survey of the status
of development of the centrifugal casting process
and of the possibility of extending its use to items
of ordnance matériel, The applications, advantages,
and limitations of the process were studied and, ai-
though the survey was not complete, it was adequate
for the purpose of appraising the general problem

nd providing a basis for the formulation of a pro-
gram of development, In the report on this sur-
vey 320 five immediate needs were indicated and four
projects were established. Subsequently, the Army
Ordnance assumed active sponsorship of these proj-
ects under their control number OD-108.

an

22 RBibliography on Centrifugal Casting

This bibliography?*! was prepared by the Naval
Research Laboratory under Project NRC-34N (OD-
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108) in cooperation with the War Metallurgy Com-
mittee. The report consists of a short resumé of the
centrifugal casting field, a discussion of the funda-
mentals of the vanous processes, brief abstracts of
the more comprehensive writings on the subject, and
a chronological, classified listing of publications and
patents. It provided assistance not only to the groups
engaged in centrifugal casting but also to those con-
templating entering the field.

.23 Heat Flow in Metal Molds

As recommended by the survey, Project NRC-33
(OD-108), Analysis of Heat Flow in Metal Molds
for Centrifugal Casting of Gun Tubes, Airplane
Cylinders, Tank Bogey Wheels, and Other War Ma-
téricl, was established at Battelle Memorial Institute
with the objective of obtaining data which would
permit improved designs of casting machines, in-
creased life of molds, and improvements in cast
product owing to accelerated and controlied heat
abstraction.

The adoption of centrifugal casting in metal molds
for production of s.cel gun tubes, aircraft engine cyl-
inders, tank Logey wheelis, etc., raises questions as to
the proper material for molds and the proper thick-
ness of the molds.

Molds could be made, for example, of stecl, cast
iron, or copper, with the first cost and ease of manu-
facture naturally in favor of cast iron. The molds
can be thin or thick, with first cost and ease of spin-
ning on the side of thin molds. The outside can
be plain or corrugated and can be air cooled or
water cooled.

Failure of molds usually occurs by heat checking,
a result of repeated tensile stresses. The number of
casts before a mold has to be discarded because of
heac checking depends upon the magnitude of the
tensile stress set up by the thermal gradient and upon
the ability of the material to withstand repeated ren-
sile stresses of that magnitude.

Fundamental information on tke thermal gra-
dients and resulting stresses was sought by elaborate
experiments on steel, cast iron, and copper slabs of
different thicknesses, cooled in various ways, when
varying amounts of molten steel were cast upon
them.

The results®?* showed that the stresses produced
in the different materials are pretty much at the

same level as their known ability to resist repeated
stresses. ‘This results from the difierences in modulus
of elasticity among the three materials, Water ccol-
ing does not scem to offer much advantage over air
cooling.

Since the other materials do not appear outstand-
ingly better than cast iron, the commercial use of
cast. iron for molds seems justified. While thin molds
reach maximum temperatuie and maximum stress
quicker than thick ones, thus giving less time for
stress relief, the overall service, compared with cost,
will probably be better for thin melds than for thick
ories.

Marked improvement by lowering maximum tem-
perature and maximum stress is afforded by a heat-
insulating mold coating 0.04 in. thick. A coating
0f 0.01 in, in thickness is much less effective. Rather
thin, air-cooled, ccst iton molds with the 0.04-in.
insulating coating appear at least as good an engi-
neering choice as any other readily available mold
material.

724 Mathematics Underlying the Process

Survey Project SP-10 (CD-108), Mathematics Un-
derlying the Centrifugal Casting of Metais, was car-
ried out by the War Metallurgy Committee, and the
report was edited and revised by the Applied Math.
ematics Panel of the NDRC, :

Centrifugal casting, not only of cylindrical objects
but also of other shapes, involves forcing molten
metal under pressure against the mold wall by
centrifugal force. The pressure is usually expressed as
“times gravity.” 'The optimum pressure for any given
setup is produced at some particular rotational speed.
Mold inside diameter, casting thickness, density of
metal being cast, rotational speed, and angle of in-
clination of the mold 5 the horizontal all enter as
variables. It is premature to assume that an ideal
rotational speed can at present be calculated or pre-
dicted because of the many variables concurrcntly
operating and the lack of knowledge regarding the
interrelationship of these variables. The report on
the project*** docs, however, present information on
the mathematics underlying the mechanics of metaj
spinning and is a practical manual by which the
more obvious values of practical interest, such as
times gravity and pressure on mold wall, can be de-
termined and converted from onc to the other by
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means of handy chatws, It aiso provides a common
nomendature for the use of those contemplating the
adoption of the process.

125 Development and Extension of
Centrifugal Casting Methods

Project NRC-26 (OD-108), Improvements in and
Extension of Centrifugal Casting Methods for Pro-
duction of Miscellancous War Matériel Items, was
established in the laboratories of the United States
Pipe and Foundry Company. It involved applica-
tion of cenmrifugal casting methods to objects oredi-
narily produced by other methods, but for which
wethods existing facilities were limited.

Scamless steel tubing was not in sufficient supply
to provide the desired number of 60-mm trench mor-
tar barrels and, at the request of the Philadelphia
Ordnance District, centrifugal casting of such mon-
tar barreds was studied. ™ Casting centrifugally in a
steel mold prehieated to about 850 F and sprayed
with a water suspension of silica flour and colluidal
bentonite produced tubes which, after rough ma-
chining, were free from visible defests and withstoad
the hydraulic pressure test, Heattreated and ma-
chined, such tubes were found entirely satisfactory
on overload proof-firing tests at Aberdeen Proving
Ground. Casting details as 1o mold speed, mold tem-
perstute, reflractory coating thickness, casting tem-
perature, speed of pouring, cte., were then worked
out,

The process was applied to the commercial pro-
duction of 60-mm and 81-mm wench mortar barrels.
This veleased for production of aircraft tubing the
equipment for making scamless tubing that would
otherwise have been required for trenct: nortar
barvels. ‘The cost of the centrifugally cast barrel is
higher but production facilities, rather than cost,
were the important feature of the situation that was
thus met,

The success of this work led 10 a study of the cast-
ing of recoil cylinders for 30-mm and 105-mm guns??
at the request of the Army Ordnance Department.
These large castings, over & fi long, 6 in. OD, and
314 in. 1D in the rough, were made in cast iron
tather than steel molds, carrying & refractory wash.
Machining 14 in. each from the OD and 1D removed
all casting defects and shrinkage, and recail 2ylinders
from the castings. after heat treatment, finish ma-

chining, honing and lapping, met all requirements
of mechanical properties, machinability, and finish-
ability.

Rock Island Arsenal reported®? on these centritu-
gally cast recoil cvlinders as follows,

1. The ten (H? centrifugally cast ¢ylinders submitted by
the U. S. Pipe and Foundry Company, Burlington, N, J., have
been found to be suitable for processing into 1o5-mm recoil
crlindcrs which meet all requirements and specilications, in-
cluding physical properties, machining, honing, and lapping
characteristics,

2. It is believed that, if cylinders can be produced by cen-
trifugal casting which consistently show compaosition and phys-
ical characteristics similar to the ten (10) cylinders tested, an
additiona! rource of cylinder stock, other than those of bar
stock and drawn tubing, can be developed by the method of

centrifugal casting,

An attempt was made to produce steel recoil cyl-
inders lined with monel metal to replace those made
from solid forgings of monel?* This would have
saved much critical monel metal. No successful bond-
ing was accomplished by centrifugally casting monel
metal into a heated steel tube, but good bonding
was produced by pouring molten steel into the ro-
tating mold first and following this, while the steel
was still above 2500 F, with a pour of molten moncl
metal. Unfortunately, shrinkage voids in the monel
metal produced small imperfections in the ID not
permissible in recoil cylinders. As the use of monel
metal for recoil cylinders had been abandoned by
the time satisfactory bonding had been achieved, the
problem no longer existed and no further attempt
was made to produce duplex steelsnonel castings
with perfect interiors.

End connections for tank treads were castiasz
using several molds arranged radially about a cen-
tral pouring gate, and using special dry sand mixes
to avoid cutting the mold by the molten metal. Cen-
trifugal force was used to ilow the molten metal into
the molds. After working out the proper gating,
radiographically sound castings were made and sup-
plied to the Army Ordnance Department for heat
treatment and service test. Early fracture of some of
the castings hrought out the fact that the heat treat
ment applied by the Ordnance Department was
quenching without tempering, the Brinell hardncss
being 500 instead of the specified 330 to 375. The
Army Ordnance Department planned to temiper the
castings properly and run them to destruction, but
apparently this was never done because adequate forg-
ing facilitics had been provided by that time. From
the analogy of oiher cases, one weuld expect that, had
the test been made, the centrifugal castings, correctly
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heat treated, would have proved serviceable,

X4130 steel for seamless tubing for aircraft is nor-
mally cast into ingots, rolled to blooms, the blooms
reheated and rolled into rounds, and the rounds
pierced in a tube mill. All this processing to produce
a hollow round for subsequent rolling and drawing
could be obviated by centrifugal casting of a hol-
low round billet in the first place. This was
done323.32 and the centrifugal billets hot rolled and
drawn. No difficulty was met in these operations.

However, nno boring or broaching was done on the
ID of these hollow cylinders, that is, no removal was
made of the last metal to frecze. There was no analog
of the cropping of an ingot. As a result of shrinkage
voids distributed over the ID of the casting, the in-
side of the finished tube contained imperfections not
permissible in zircrafe tubing,

Quite the same condition was met in a similar
effort to produce blanks for ball-bearing races by cen-
trifugal casting of alloy 52100.9*% Such cast blanks
were cold reduced with equal facility to the hot-
rolled tubing ordinarily used, but, since the ID was
not machined, flaws similar to those noted above
appeared on the ID of the finished race, and the
material was not acceptable.

In these particular cases, lack of suitable facilities
for cleaning up the 1D jed to abandonment of the
centrifugal casting method, though with such a clean-
ing-up operation there is reason to expect that the
serviceable castings might have been preduced.

All these experiences show that it is futile to ex-
pect perfect ID on centrifugally cast tubes when no
one would expect to use an ingot without cropping
off the piped top. The piping shrinkage that results
from the volume change in going from the liquid to
the solid has to take place. In the centrifugal casting
it takes place all over the 1D and the resulting un-
sound inner surface has to be removed from any such
casting where a sound ID is needed, just as it is re-
moved from centrifugally cast guns. In cases where
such removal is done, as in centrifugally cast guns,
centrifugally cast tubes are capable of giving high-
quality metal.

An cffort to produce a duplex metal casting of
steel within copper, for the purpose of conserving
copper in driving bands for shells, proved unsuc-
cessful.#26 The steel solidifies first and undergoes its
normal shrinkage while the surrounding copper is
still molten along the interface. Centrifugal force
then acts to separate the two metals rather than to

bring them together, Duplex driving bands are dis-
cussed also in Chapter 5 of this report.

The progress reports cited in the foregoing give
all details of the investigation while the final re-
port?7 summarizes the work.

7.2.6 Commercial Application of the
Process

Correlation Project NRG-61A, Experimental Pro-
duction of Pijot Static and Centrifugal Castings for
the Armed Services, which was financed and con-
ducted by the American Brake Shoe Company under
the general supervision of the War Metallurgy
Committee, was a study of the application of the
centrifugsl casting process to the manufacture of
composite grinding rolls.*** In this investigation,
techniques were developed, much operation data
were obtained, and practices were recemmended.
Also studied under this project were the differences
in the fluidity of various commercial grades of heat-
resisting alloys. An improved method was developed
for evaluating fluidity by the cast spiral technique. "

.3 PRECISION CASTING

As a result of a number of informal suggestions
from the Armed Services and the War Production
Board as to the need for a general and rather elemen-
tary review of the field of precision casting of metals,
the War Metallurgy Committee carried out Survey
Project SP-14, Centrifugal and Precision Casting of
Nonferrous Alloys. The report on this project*
described the various methods of casting metals nd
was intended for those having little or no expe  ce
in the ficld of precision casting, who might be v od
to consider the production of such castings to case
the demand on forging and machining facilities.
The portions of this report relating specifically to
the so-called lost wax precision casting process were
duplicated by OPRD and widely distributed to in-
dustrial concerns.

I'he above-described swrvey indicated the desira-
bility of further study of precision casting methods
so that they could be applied to the production of
war matéricl, such as intricate parts for artillery and
small arms firing mechanisms, parts for breech mech-
anisms, rocket nozzles, and other urgently needed
parts made from commercial structural steels ur-
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gently needed, but the production of which was
hampered by the lack of machine too! capacity and
the need for an excessive amount of hand work. The
precision casting process also held promise for the
production of alloy metal parts from materials not
forgeable or machinable, Project NRC9, Develop-
ment and Extension of Precision Casting Methods
for Production of Miscelancous War Matériel Items,
was established in the research laboratories of the
General Llectric Company because that company
wits one of the pioneers in the lield of precision cast-
ing. Subscquently, the Army Ordnance Department
assumed the sponsorship of the project under con-
trol number OD-144,

Dentists and jewelers have long been accusteimed
to making small castings of precious metals to very
precise dimensions. A model is made in wax, coated
with a wash that will give 2 smooth surface on the
final casting, and “invested” in a refractary material.
The wax is melted out, and the metal cast into the
space formerly occupied by the wax. This is the so-
called lost wax process which had been used by the
ancient Greeks in mabing statuary. '

The dentist uses this meth:od not because his alloys
could not be formad in other ways, but merely be-
cause it is the simplest way of making just one object
of particular dimensisns and contour. However, the
pracess also serves for production of repetition cast.
iugs, very close tosize, of alloys that cannot be forged
or machincd, and which would be difficult to cast to
required dimensional tolerance by more common
foundry methods. It will produce, with even better
dimensional certainty than dic casting, castings from
alloys of such high meiting point that they cannot
be dic cast. It has been especially valuable in the
production of supercharger buckets from special
heat-resisting alloys, difficult or impossible to forge
or machine.

In vreduction of such parts by the millions, in-
stead of modeling the wax pattern for cach casting
as is done when only one casting is to be inside, many
wax patterns, exact duplicates of cach other, have to
be prepared. Hence, a macter pattern is constructed
and from this a mold of soft, low-melting alloy is
wmade. Into this meld is foread a suitable wax, using
injecticn molding methods, such s are employed in
molding plastics.

One or more of the wax patterns so made, coated
with z fine-grained precoat,are swrromded with a suit-
able refractory slurry, which scts up to a hard miass.

The wax is then melted out, the mold suitably pre-
heated, and the metal tobe cast poured into the mold,
sometimes being forced in by air pressure, sometimes
centrifugally as in common dental practice.

While these steps sound simple, it should be noted
that (1) the wax pattern is warm and expanded when
formed, but cold when surroanded with investment,
and (2) the refractory mold expands when heated,
and the final casting contracts cn cooling. All these
thermal dimensional changes have to be allowed for,
cach material used in the sequence of operations
must be suitably chosen, and the gating of the wax
pattern must be so designed that the wax will melt
out cleanly and the casting be properly fed so as to be
sound. Thus, many important steps have to be worked
out for cach particular case. Once they are worked
out, castings can be produced with marvelous pre-
cision of dimensions, often requiring no finishing
other than removing gates, and perhaps buffing.

Obviously, the difiiculties increase as the size of
the piece increases. Small turbine blades of alloys
difficult to form by other methods and several smalil
gun parts of ordinary steels requiring very close di-
mensions and costly machining account for much
of the production. Under either of these conditions
the process is economical, although it would seldom
be economical for parts easily made by other proc-
cs3¢8 Or not requiring extreme closeness of dimen-
sions. Somewhat analogous methods, using plaster
molds, are used for certain brass or aluminum cast-
ings, in which high, but not extreme, dimensional
precision is required.

Each object to be made by precision casting is a
problem in itself and has to be studied a5 such. Part
I of the tinal report on the project?! describes in
rather general terms the fundamentals of the proc-
css and the various steps used in precision casting,
particularly in the casting of ferrous and higher
melting nonferrous alloys. Some of the parts made
were cast rocket iets, cast gun parts, and escort vessel
turbine valves. The General Electric Company also
instructed personnel of several commercial concerns
and governmental agencices in the art of making pre-
cision castings. Part I¥ of the final reporis? i jclly
describes the achievements of the organizations thai
were instructed in precision casting methods through
the activities of the project. The experience of
Watc vliet Arsenal in making precision-cast gun
parts is reviewed and the cost data indicative of the
savings affected through the use of the process are
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given. It is noteworthy that the precision-cast guny
parts not only had properties equal or superior to
those manufactured by conventional machining or
forging operations, but also were manufactured at
a considerably lower cost, For example, a trigger of
SAE 3415 steel costs $8.33 when made by machining
methods and but §1.65 when made by precision cast-
ing methods and finished. Other comparisons were
less striking, but in all examples cited the saving
amounted to more than 30 per cent.

Part 11 of the final report™ on Project NRC-61A,
Experimental Production of Pilot Static and Cen-
tyifugal Castings for the Armed Services, gives a
realistic and detailed account of the difficulties met,
of how some were overcome, and of the logical steps
for overcoming the others, in making gas turbine
diaphragms by a modification of the precision cast-
ing method. This report gives considerable insight
into the process and is commended to those who are
concerned with the production of large, heavy, and
intricate castings.

74 REFRACTORIES

Investigation of two refractory problems was un-
dertaken by the former Division B, NDRC, at the
request of Watertown Arsensl. These problems in-
volved the development of a substitute for sillima-
nite and studies of pouring box refractories. The
projects were established prior to the outbreak of
Worla War II and their supervision was transferred
from Division B, NDRC, to the Metaliurgical Ad-
visory Committee of the National Research Council
(later the War Metaliurgy Committee) in March
1942. The work was co.apleted shortly thereafter.
41 Substitute for Sillimanite

Project B-95 (Lw-35-2), Development of Substitute
for Sillimanite in Pouring Rings Used in Special

Steel Foundry Practice, was conducted by the Massa-
chusetts Institute of Technology. The objective of
the investigation was to develop a substitute for
sillimanite, or Indian kyanite, because of their scar-
city due to unsettled world conditions. It was found
that a kaolin grog-clay-sodium silicate mixture, all
domestic materials, was a suitable substitute refrac-
tory for pouring rings, although there was no assur-
ance that the mixture would be suitable for other
refractory purposes. The mixture was proved satis-
factory in ramming and casting operations at Water-
town Arsenal. 34885 in addition to this develop-
ment, a mold was designed for the mechanical
pressing of the pouring rings. Trials made using this
method indicated that a large amount of time and
labor could be saved in molding as well as accom-
plishing considerabie improvement in the qualivy
of the finished pouring rings. "

e Pouring Box Refractories

Project B-103 (OD-35-1), Acceptance Test for Fire-
brick: Pouring Box Refractories, was carried out by
Ohio State University. The objective of this investi-
gation was to develop a rapid acceptance test method
for fire clay brick to be used at Watertown Arsenal
in pouring boxes for handling molten steel where
the brick must endure high thermal shock. Under
the project a simple slag penetration test was devel-
oped. This involved studies of the properties of the
refractories used, the design, construction, and opera-
tion of a slag test furnace, and the correlation of
the 1est results with the experience of Watertown
Arsenal in the behavior of the varous refractories
used, The work was done with the active cooperation
of Watertown Arsenal and sufficient data were ob-
tained for the preparation of specifications for pour-
ing box refractorics,336.337
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Chapter 8
EXAMINATION OF ENEMY MATERIEL

uE gesEArRcH and development program of the
T:\_rmcd Services required an intimate knowledge
of enemy mitériel. Early in World War 1 the War
and Navy Departments organized specialized groups
to study captured equipment in the field and o
serure representative samples for more complete ex-
ardination in this ccuntry, Collection centers were
established at Aberdeen Proving Ground by the
Office of the Chicl of Ordnance, War Department,
and later at Anacostia by the Office of the Chief of
Navel Gperations, Navy Department. Equipment
as tested functionally at these centers or sent to
the service laboratories or the assenals for more
complete examination,

After functional tests were completed, it was fre-
quently desired to know more abeut the materials
and manufacturing methods used by the enemy than
contld be sceured conveniently by the service labora-
tories. It was recognized thae civilian research lab-
ortories and civilian metallurgists, chemists, and
engincers who had broad familiaricy with produc-
tion methods could be used to advantage to supple-
ment the service organizations in securing the de-
tailed informarion needed to establish trends in
development projects and in the use of materials.

This type of information was alse needed by the
Boavd of Economic Warfare to follow the economic
aspecis of the changing materials situations in the
enemy coutitries,

Accordingly, after consultation with the Army
Ondnance Department, the Board of Economic
Wurfare (Later the Foreign Economic Administra.
tion), members of the War Metallurgy Committee,
and investigaton of the Division 18 projects on
armor »late, gun steels, and other materials of war,
it way recommended that a project be established
for the examination of enemy matériel as part of the
rescavch program of Division 18.

The project was established at Battelle Memorial
Institute as Project NRC-32 in September 1942, Sub-
sequently, the Army Ordnance Department, the
Army Air Forees, and the Navy Department en-
dorsed the project through channels assigning their
control numbers OD-11Y, AC-77, and N-119, respec.
tvely. A project committce was appointed by the

War Metallurgy Committee to advise in the selec-
tion and examination of matériel.

Items of captured matériel were selected by the
project committee te provide informadion for Divi-
sion 18 NDRC rescarch projects as well as the War
and Navy Departments, the Foreign Economic Ad-
ministration, and ihe Ofhce of Strategic Services.
Maost of the selections were made after consultation
with the interested branch of the Armed Services,
while some of the items were selected by the Services
and shipped to Battelle Memorial Institute for ex-
amination.

The project was organized to use the specialized
knowledge and facilities of the various laboratories
and industrics anywhere in this country as might be
indicated by the particular item vader study.»

The purposes of the project were, first, to find
whether the enemies had improved compositions or
fabrication practices and second, to note the progrers
of the censervation measures they adopied to combat
raw mizerial shortages.

The work dovetailed into that of the Armed Serv-
ices and of the British, At the begivning it was
chiefly on German projectiles and small arms with-
out much attention to German aiveraft, since the
British were reporting on that, Later, some large
German guns were studied. As Japanese matériel
became availabie, the proportion of specimens of
Japanese origin sent in by the Services increased.
Japanese aivframes and aivcraft engines came in in
considerable number.. Aircraft instruments from
both Japanese and German planes were also sup-
plied. Periodic trips were made to collection centers
to select informative specimens. When possible, se-
lections of matériel for examination were made of
chronological series of items to show changes indi-

aOrganwations working on this project inciuded:

Aluminum Company of America, Bendix Aviation Corpora-
tion Scint!ila Division, Bendix Aviution Corporation Eclipse
Aviation Division. Bethlehem Steel Corporation, Chrysler
Corporation. Etlivl Corporation, Forest Products Laboratory,
General Motors Coiporation, Goodyear Tire and Rubber
Company, Indiana Steel Products Company, The Massachusetis
Inatitute of Technology, Mellon Institute, National Cash
Register Company, The New Jemey Zine Company, V. 1.
Smithers Laboratories, A. O. Smith Corporation, Johr A,
Rochling Sons Company, Rome Cable Corporation, Wallace
Barnes Company, Western Cartridge Company, and Wyman
Gordon Company.
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EXAMINATION OF ENEMY MATERIEL "

cating material shortages as well as possible trends
in development.

The Services first examined the available matériel
for its functioning and behavior before turning it
over for study of material and fabrication, unless
plenty of duplicates were available. Some articles of
prime and immediate interest were at once exam-
ined as to material by the Services. The role of this
project was to supplement such examinatiens and
Il in gaps, so that a chronological history of enemy
materials and fabrication practices might be built
up, insofar as matériel of known dates of manufac-
ture were at hand.

It was not expected that much of a startling nature
or many striking inne: - ns would turn up, for
metallurgical practice 15 necessavily pretty much
alike the world over, but it was considered necessary
to watch for any such cases that might occur. Few
cases were met where the enemy appeared to have
anything different and worth copying. These were
promptly followed up by the Services.

On the whole, the picture showed adoption by the
Germans of chromiumn and manganese steels for
heat-treated parts of heavy sectians for vital service,
with every possible economy in use of nickel. This
development reflected the German supply problem
and underlined the correctness of the program of
strategic bombing and diplomatic and economic ac-
tion to pinch off the supplies of chromiumn and man-
ganese. 'The German shortage of copper also was
very apparent,

As the war went on, the German products showed

labor-saving practices, though assemblies that would
here be made from stampings by copper brazing or
welding were still made by more laboricus methods,
and the application of free-machining steels was still
astonishingly small.

German foundry practice, on both steel and alu-
minum alloys, was cvidenced to be excellent. Ma-
chine work as to tolerances and finish was uniformly
good. In general, the German implements of warfare
were made from available materials so chosen and
so processed that the implements were effective for
their purposes. German technology produced reli-
able planes, guns, projectiles, and armor. Where
their practice deviated from ours, it was usually
with a purpose. Their armor welding was poor by
our standards, but their tank design did not depend
so much on the integrity of the weld as does ours.

They made more consistent use of steel cartridge
cases than we, being forced to this by the copper
shortage. Their use of porous ivon driving bands,
probably motivated at fivst by the copper shortage,
was probably accelerated by an even more satisfac-
tory performance of the bands than they expected.

These bands are very brittle by ordinary tests but
do not act brittle under the stresses imposed on them
in service. The porous iron band deserves more at-
tention than it has had here, especially from the
point of view of duplicating the porosity and nat
trying to make a band of the greatest possible solid-
ity. The Germans used some solid, soft iron bands
but soon found the poreus band preferable.

The Japanese products showed little variance from
the old, cstablished prewar choices of materials.
Probably because of the availability of Chinese tung-
sten, some of their heai-treated steels utilized tung-
sten as an alloying element, but in general their
choice of materials reflected German practice of
about 1930 and even went beyond it in lavish use
of nickel.

In some cases the materials and processing were
cxact duplicates of those used in German or Ameri-
can products which they were copying as to design.

The raw materials classed as strategic or critical
in the Urited States and even more in Germany were
used by the Japanese without stint, so lavishly as to
suggest that huge stock piles of raw materials and
alloying elements, especially copper and nickel, had
been accumulated and were being drawn upon with-
out thought of conservation. In a few instances of
late 1943 or 1944 manufacture, aircraft engine parts,
previously high in nickel, were of low nickel or
nickel-free steels with chromium and manganese as
alloys, but this may as well have been the copying of
late German practice as motivated by conservation
requirements.

Rarely was metallurgical initiative shown, though
the use of the strong aluminum-magnesium-zinc al-
loys in fighter planes was an innovation adopted on
their own initiative.

Japanese products were often made with a vast
deal of handwork and by roundabouc¢ methods, not
because they did not know better methaods, since
some parts are made in up-to-date fashion, but cvi-
denily for lack of processing equipment for rapid,
large-scale production. Despitc this, the workman-
ship, though seldom up to the German standard, is
fair and generally adequate for the purpose in hand.
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Some very poor ball bearings of Japasese make were
found, made of the conventional steels but sloppily
heat treated, probably because of poor equipment
and inadequate inspection.

On the whole, however, the Japanese implements
of warfare were of good, usable quality. The Japanese
bottleneck was more probably in iron for tonnage
steel rather than in alloying elements. The tonnage
steel, and even most of the alloy stecls, carry residual
ciements, indicating wide use of scrap meal that
would ordinarily be considered inferior, and un-
doubtedly much of the second grade scrap that was
sold to Japan during the appeasement periad en-
tered into implements of warfare for use against us.

Neither the Genmans nor the Japanese went far
toward conservation of steel alloying elements by
considered use of the content of such elements found
in scrap as we did in the Natienz! Emergency steels.

The German scrap situation did not iend itself w0
such a solution as well as does American scrap. Japa-
nese serap could have been somewhat more readily
adapted. In only one case, that of a torsion bar for
a Panzer tank, was boron wsed to enhance harvden-
ability, and that was late in the war.

Thas project, which covered the examination of
7 individual samples or shipments of diverse na-

ture, has been reported in 215 topical reports, 3335
not many of which are interconnected. A list of the
titles of these reports as well as a subject index of
the items examined are given in the final report’
on the project and should be inspected when details
are sought.

A general summary of the earlier examinations,
correlated with published British reports, was pub-
lished.%s3 ‘These examinations related chicfly to guns,
ammunition, and aircraft, and give a picture of
German and Japanese war metallurgy very similar
to that reported from a study of automotive equip-
ment,H

Au her project dealing with enemy materials
rather than matériel was Survey Project SP-6, Ab-
siract of a Confidential Report on Nickel in Japan.
This project was carried out by the War Metallurgy
Committcee as a result of a request directed to NDRC
by the Far Eastern Branch, Military Intelligence
Division G-2, War Department General Staff in
April 1942, Under this project a voluminous docu-
ment was abstracted.?7 Although the document
contained no useful information on rew alloys or
substitutes for nickel steels, it did yield information
as to possible bombing objectives to bottleneck Japa-
nese production of nickel.
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Chapter 9
MISCELLANEQOUS MATERIALS FOR WAR

ol INTRODUCTION

NpeR the classification of miscellancous materials

for war are grouped a rumber of investigations
relating to studies of materials used in miscellaneous
instrumentalities of warfare that were not integral
parts of the programs described in the foregoing
chapters. Although some of these investigations arc
mentioned in other sections of this summoarv jn in-
stances where phases of the work had direct bearing
on the program of that section, the references there
cited covered only the phases of the program being
discussed.

92 MATERIALS FOR QUARTERMASTER'S
SUPPLIES

Several problems were presented by the Office of
the Quartermaster General for study by NDRC.
These comprised the development of fused inorganic
coatings for cooking utensils, investigations of plated
steel flatware for military use, general metallurgical
studies of quartermaster’s supplics including meth-
ods of camouflaging mess gear, and the evaluation of
the corrosion-resisting propertics of an alloy that
had been suggested for use in quartermaster’s items.

921 Fused Coatings for Cooking Utensils
and Other Quartermaster’s Supplies

Project NRC-46 (QMC-18), Development of a Suit-
able and Noncritical Fused Inorganic Coating for
Cooking Utensils and Other Quartermaster’s Items,
was established in the laboratories of the Ferro
Enamel Corporation. T'he program originally formu-
lated comprised investigations which might lead to
the development of fused inorganic coatings for steel
canteens and cooking utensils, studics of the possible
use of combinations of fused inorganic coatings and
metallic coatings for the edges and corners of the
articles, and the gathering of data from which recom-
mendations could be drawn for establishing satisfac-
tory specifications. The Quartermaster Corps desired,
as quickly as possible, coatings that would be capable

of withstanding rough usage and would be nonre-
ficctive, nontoxic, and adaptable to camonflage,

Before the project was completed, the metal supply
situation changed and stainless steel and later alumi-
num became available for canteens. As a result, the
aim of the project was changed and the work was
concentrated on the development of coatings for
such quartermaster’s articles as spark arresters, tent
hardware, stoves, stovepipes, and cooking utensils.
Not only were a number of coatings developed,
but also trials were made of commercially available
coatings.p’?

Two developments made under the project are
noteworthy, and it is understood that, in part at
least, they have been adopted by the Cffice of the
Quartermaster General. One is a cemented inorganic
coating applied at low temperatures (under 500 F).
The other comprises applying a so-called slag coating
and then over it a thin matte finish of vitreous
enamel. This coating combines corrosion and erosion
resistance, and, as it has a matte finish, glare is absent.
In addition, objects can be finished in olive drab or
camouflage colors, Samples of the more promising
coatings were supplied to the Avmy and Navy liaison
representatives for the project as welii - to the Con-
servation Division, War Production Board. The
Military Planning Division of the Office of the Quar-
termaster General sent a set of these samples to the
National Burcau of Standards for evaluation. Infor-
mation as to the results of these tests and the extent
of the adoption of the coatings developed is not
available.

L Flatware for Army Use

In 1941, the necessity for diverting copper, nickel,
zinc, and chromium to the most essential military
uses led to the substitution of plain carbon steel for
nickel-silver and stainless steel in flatware procure-
ment by the Armed Services. The specifications issued
at that time, RR-T-56, provided for plating or coat-
ing steel with tin, nickel, chromium, or silver accord-
ing to accepted commercial practice, with the usual
undercoatings of different metals. Subsequently, an
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emergencs  specification,  E-RRT56,  was issued
limiting approved coatings to silver directly on steed.
It soon became clear that flatware made by plating
sitver an steel was not of the anticipated quality.
Although carly difficulties from pecling and blister-
ing of the coatings were overcome, the susceptibility
of the ware to staining by rust was seriously objec-
tionable, In 1942, the Conscrvation Branch, Produc-
tion Division, Headquayters, Services of Supply, War
Department, requested the War Metallurgy Com-
mittee to make a study of plating silver direetly on
steel. A commitiee was appointed and Survey Project
SP-11, Silver Plating of Steel Flatware, was estab-
lished, 'The conmittee consulted with flatware manu-
facturers as well as with representatives from the
Armed Services and the War Production Board., A
comprehensive report on the situation was issueds®
and, as there was no known method for fabricating
silver-plated steel flatware that swould not eventually
rust in seyvice comparable to that required by the
Armed Forces, a research program was recommended.
As the result of this report, the Office of the Quarter-
master General requested that NDRC undertake
investigations under the control number QMC-21.
Project NRC-48, Flatware for Army Use, was estab-
fished at the Reed and Barton Corporation for the
puipme of having flatware made by various pro-
cedures for service testing. The contract for the
manufactuve of this flatware was virtually a procure-
ment contract and the committee for Survev Project
SP-11 provided the procedures, drew up a test pro-
gram, and cvaluated the results. This committec
included liaison with the Army and Navy, the War
Production Board, and the National Bureau of
Standavds, thus knitting together the several investi-
gations being carried out on the subject. The objec-
tive of this project was to investigate the use of the
less strategic metals, for example, silver alloys, other
metals and alloys, and composite coatings for the
procection of steel flatware from rusting in service,
and to coordinate tests and data from the several
government agencies incerested in the subject.

Lots of approximately 500 picces of each of thirty-
five types of mild stecl forks plated with electre-
deposited coatings of silver, chromium, and com-
posite coatings of these metals with copper and nickel
were prepared under the supervision of 3 member of
the coonmiiice. Samples of cach type were examined
by the National Bureau of Standards and a number
of picces from each lot were subjected to test in the

mess halls of Camp Lee, Virginia. These tests were
conducted by the Quartermaster Board and werc
examined weekly by observers. The unserviceable
forks were withdrawn from the test and returned to
the chairmnan of the committee.

Part 1 of the final report™® on Survey Project
SP-11 (QMC-21) gives the results of one full year of
ficld service tests. Part 11797 covers the results of the
service tests beyond 368 days to a total of 599 days.
Appended to this report are reporis from the Na-
tional Bureau of Standards, and the Quartermaster
Board on the parts they played in this cooperative
cffort. A report of the U. 8. Naval Engincering Ex-
periment Station also is appended to bring together
all the significant reports on the testing of flatware
for military use.

As a result of this investigation, the committee
made recommendations as a guide in the preparation
of specifications and in the supervision of the manu-
facture of plated steel flatware for military mess hall
use,

%25 General Metallurgical Studies

In February 1943, the Research and Development
Branch, Military Planning Division, Officc of the
Quartermaster General, requested the War Metal-
lurgy Commiittee to initiate a project to deal with
miscellaneous metallurgical problems relating to
quiartcrmaster’s supplies. As a result of this request,
Project NRC-54, Metallurgical Studies and Surveys
of Army Quartermaster Corps Supplies, was estab-
lished at the Massachusetts Institute of Technology.
Work on this project did not involve extended re
search programs but consisted of the study of many
isolated problems, some of which required incidental
experimental work for their solution. These prob-
lems changed constantly because of the changing
needs of the Armed Forces and also because of the
constantly changing availability of certain metals
which had been found satisfactory but for which sub-
stitution had to be made in the emergency. The
investigator worked closely with the Office of the
Quartermaster General and in particular with the
Boston Quartermaster Depot.

The final report on the project™? is topical and
fragmentary as in inost instances the urgency of the
need made it impaossible to follow through to a
wholly satisfactory conclusion. Generally speaking,
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the problems were concerned with metals used in
any form of quartermaster’s supplics from shoe cye-
lets to gasoline containers. Experimental work and
consultations covered mountain and ice equipment
such as ski binders: rock pitons, and ice pitons: cook-
ing and messing equipment; and miscellaneous items
such as small tools, shoe eyelets and hooks, toe and
heel plates, pails, and refuse cans.

9.2.4 Camouflage of Mess Gear

Another phase of the foregoing investigation was
the study of the camoufiage of mess gear (QMC-25).
In the Southwest Pacific Theater, there was a need
for a surface which would be nonreflecting and at
the same time would withstand severe shock and ex-
posure to high temperatures, even to flame tempera-
tures. A series of experiments led to the preparation
of a number of canteens coated by a metal spray proc-
ess. These canteens had a dull surface and various
colors could be produced by variations in the metal
powder compositions.” As far as could be deter-
mined by rough tests, these coatings were satisfactory.
Their resistance to impact, abrasicn, and heat, as
well as their toxicity, was determined by the Na-
tional Burcau of Standards. Information as to the
results of thesc tests and the extent of the adoption
of the process, if adopted at all, is not available.

923 Evaluation of the Corrosion Resistance
of a Special Alloy Steel

At the request of the Office of the Quartermaster
General, Project NRGC91 (QMC-39), Development
and Evaluation of an Economical Corrosion Re-
sisting Alloy for Quartermaster Items, was estab-
lished at Batu.ile Memorial Institute. The objective
of this project was to evaluate the corrosion resistance
of Alcuphos, a speciai alloy steel deveinped ag ghe
Jeffersonville Depot, to determine its suitability for
possible uce in flatware. It was believed that this
alloy had corrosion-resisting properties which would
be of value in tropical areas. The corrosion esis per-
formed on Alcuphos with mild steel, stainless steel,
and an aluminum alloy for comparison, comprised
tropical humidity tests, saltspray tests. industrial at-
mosphere tests, and spot tests with sc eted foods.
These tests demonstrated, in every case e suscepti-
bility of Alcuphos to corrosive attack. In some cases,

the test suggested that Alcuphos is less resistant than
mild steel. Both stainless steel and the aluminum
alloy showed excellent resistance to the several corro-
sive environments." Thercfore, the project was
abandoned.

%3 PROPERTIES OF MISCELLANEQUS
MATERIALS

9.3.1 Low-Temperature Properties
of Metals

In August 1940, the Office of the Quariermaster
General requested NDRC to study the physical
changes occurring i metals and other matevials
under extreme cold conditions as these changes pre-
duded thesimple adaptation of conventional designs
and materials used in standard production motor
vehicles. This information was desired in the devel-
opment of motorized transport equipment for Army
use in arctic climates. Action on establishing a project
was delayed until the problem could be discussed
with Watertown Aisenal. As a result of this confer-
ence, the Metallurgy Section of the former Division B
of NDRC recommended that a thorough study of all
available data be made before the formulation of a
definite research program. In March 1941, Project
B-89, Literature Survey on the Low-Temperature
Properties of Metals, was established at the Univer-
sity of Michigan by the former Division B of NDRC.
The final report on this project comprises seven
volumes and covers the information available at that
time on the low-temperature properties of metals
and alioys, both ferrous and nonferrous. Each major
group is divided into subgroups, according to alloy
typcs_ﬂ(l-l

Theeflect of low temperatures on the cleavage frac-
ture of ship plate is discussed in Chapter 6 of this
summary report. It is noteworthy also that studies of
the behavior of ferritic steels at low temperatures
were the subject of an investigation carvied out for
the Office of Production Rescarch and Deveiopment
of WPB under the supervision of the Wi MetaHargy
Committee?

932 Behavior of Metals under Dynamic
Conaitons

Prior to Y42, the sty oo dhie beltavion of metals
uinder dynande coniztions wis concerned prinei-
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patly with the assembly of data from notched Lar im-
pact tests. ‘There had been some activity toward
obtaining information on the performance of metals
in tension impact, In spite of the abundance of dats,
there was not a clear lundamental understanding of
the conditions involved in impact loading except in
the case of elastic behavior, It was well recognized
that clastic strains were propagated in bars with the
velocity of sound, but when plastic strain was in-
volved the behavior of the bar could not be inter-
preted. T materials were 1o be subjected to impact
foading and tested in that manner to destruction, it
wits necessary to be able to interpret the results in a
manner that would have significance in practical
applications.

For some time engineers have believed that many
machine parts and structures are subject to impact
loading, and, lurthermore, they have observed that
the performance of some materials when subjected
to dynamic loading is different from that experi-
enced under static conditions. To explain these dif-
ferences, a fundamental concept must be established.
By the development of this fundamental concept, it
was hoped that a basic understanding of the dynamic
performance of metals not only under impact, but
also uader high strain rate and rapid loading condi-
tions, conld be obtained.

In March 1942, the former Division A of NDRC
establisiied a project at California Institute of Tech-
nology to undertake experimental and theoretical
investigations, for various high rates of strain, of the
propagation of plastic deformation in wires, bars,
and beamss under conditions in which end effects
could be neglected. Ie was believed that the theory
propased by von Kibrmidn % and partially confirmed
in carlier work under Division A% would be useful
in connection with the understanding of the mecha-
nism of projectile impact and penctration. Work on
this preblem was informally requested of Division A
by the Naval Proving Ground and endorsed by the
NDRC ad hoc Armor Committee.™ It was requested
also by the Bureau of Ordnance, Navy Department,
under their control number of NO-11. Subsequently,
the Burcau of Ships, Navy Departinent, requested,
under their control number NS-109, work relating
12 the behavior of ship building materials at high
raies of loading to provice basic data for usc in the
design of suuctures subjected to shock loading. The
project was of interest also to the Corps of Engincers
under their control numbers CE-5 and CE-6.

With the reorganization of NDRC, the supervs-
sion of the project was transferved from the former
Division A to Division 2. In January 1944 the project
was transferred from Division 2 to Division 18 and
continued as Project NRC-82 (NS-109), Behavior of
Metals under Dyniamic Conditions. At that time, the
program was revised to emphasize tepics which held
promisc of being of most immediate value to the war
cffort. These comprised studies of impact loading on
aircraft matd. ials, gun steels, and ship plate.

According to the von Kidrmiin theory of the
propagation of plastic deformation in solids, the
velocity of propagation of a plastic strain is less than
that of an clastic strain; the velocity of propagation
of this plastic strain decreases with increasing strain
when the slope of the stress-strain diagrams decreases
continuously; and plastic strain will increase with
increasing velocity, When this theory is applied to
the case of a long prismatic bar put suddenly into
motion with a constant velocity, if the impact velocity
is sufficient to voduce a strain corresponding to the
ultimate strength of the material in the bar, necking
or rupture will occur at the moving end of the bar
without causing very large plastic deformation
further along the bar. The impact at which this oc-
curs is termed the critical velocity.

The principles of this theory were verified in a
preliminary maener by Duwez? from impact tests
with Jong wires. Later tests with short specimens
verified the existence of a critical velocity.*87 The
computation of the critical velocity is based upon the
static stress-strain diagram. The agreement between
the experimental and computed critical velocity is
not teo close in all cases. However, data has been
presented in these investigations to show that the
dynamic si:essstrain diagram is higher in some mate-
rials than the static diagram.

Further theeretical work3® was carried on to tzke
into account the reflection of plastic strain waves at
the end of a bar of finite length. The effect of release
of the impact load o the performance of bars has
been considered. A graphical methad of analysis was
developed which is carried through in a more exten-
sive manner in a general report.’® These methods
of analysis make it possible to establish the stress-
time relations in a member subjected 1o tensile im-
pact.

It has been found that the simple theory of plastic
strain propagation cannot be applied to materials
for which the stressstrain diagram shows a yield
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point. In the interest of this problem a preliminary
study was made of the mechanism of the progression
of plastic yielding.5™ While the results of this study
did not provide a means of taking care of yiclding in
the strain propagation theory, it gave some signifi-
cant information. It appears that in the usua!l static
tensile test, yielding progresses in jumps and the
strain associated with these jumps is the strain cor-
responding to the end of yield on the static stress-
strain diagram. Actually the strain at yield, whether
static or dynamic, is not less than the strain at the
end of yield when considered over a small increment
of the gage length.

It is natural to question the validity of the theory
of plastic strain propagation for compression load-
ing. An investigation®™! was made, and it was found
that the theory holds whenever the compression
stress-strain  diagram is concave downward. Tests
were made with steel and lead. With the latter mate-
rial it was shown that the concept of a critical velocity
holds for the case of compression. The critical velacity
for the steel is greater than the impact velodity at-
tainable with equipment at hand.

Although the experimental work has shown cer-
tain discrepancies with respect to theory, it is to be
remembered that the theory is based upon ideal con-
ditions involving perfect impact by a rigid body.
Also, the theoretical computations are based upon
the static stress-strain diagram. The experimental
work has given definite evidence to the effect that the
stress-sirain diagram under dynamic conditions is
higher than under static conditions.

INFLUENCE OF IMPACT VELOCITY ON TENSILE
PROPERTIES

While the tensiic impact tests on long wires were
directed toward verification of the theory of the
propagation of plastic strain, tests were made on
specimens with a gage length of 8 in. These speci-
mens were carried to failure and the force-time rela-
tions were determined. This provided data on the
influen _2 of impact velocity on the ultimate strength,
percentage of clongation, percentage of reduction of
arca, and energy required to rupture. More exten-
sive tests oin long wires were made followed by tests
on 8-in. specimens in the first part of these investiga-
tions."7 While the tests on the short specimens pro-
vided information on specific metals, they also proved
the existence of a critical velocity.

o0

Some tests®™ were directed toward a comparison

between the experimental and theoretical strain dis-
tribution curves. The method of computing the re-
flection and stopping of plastic waves was shown to
be substantially correct.

Onc may well be concerned with the effect of the
dimensions on the results of impact tests. Such an
investigation was madeS™57 In one series of ex-
periments an investigation was made of the behavior
of long specimens of a material which exhibits yield-
ing where it was shown that the velocity of propaga-
tion is a multivilued function and the strain dis-
tribution differs from that computed by the theory.
It was also shown that such a material can sustain a
stress approximaiely three times the static yield point
without the accurrence of plastic strain, provided the
duration of the application of load is short. Other
tests were made to determine the influence of gage
length on the results of tensile impact tests. It was
found that the critical velocity was not affected by
the gage length., However, the gage iength must be
less than 4 in, to show the critical velocity clearly.

Another investigation®™ was made to study the
influence of general specimen dimensions and shape
on the results of the tensile impact tests. From these
tests it was apparent that if the ratio of length to
diameter was greater than 13, the results were not
altered. Furthermore, the shape of the specimen
within the range considered had no effect on the test
results, The accuracy of tensile impact test results
has been studied in some detail.?”® The experimental
crror in se far as energy measurements are concerned
is not mere than plus or minus 10 per cent.

Tests were made on a rather large number of {er-
rous and nonferrons metals and alloys in the de-
termination of the influence of impact velocity upon
the tensile properties of these materials. Investiga-
tions were made over a range of impact velocities up
to 200 fps. The details of these tests are covered in
individual reports,577884 A general summary ol
these data is presented in a separate report.” As a
result of these investigations taken with dhe theoreti-
cal analysis, it was shown that only the force-time or
stress-time diagrams can be obtained in tensile im-
pact tests and that these diagrams cannot be trans-
formed into stress-strain diagrams. The conclusion
is that in tensile impact tests the results cannot be
logically referred to values of strain rate. Inability
to transform these diagrams is due to propagation
cflects which give rise to a nonuniform strain rate
over the gage length of the specimen.
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Tosts made so far indicate that the dynamic tensile
propertics of materials cannot he predicted from
their static properties, aithough the order of magni.
tude of the critical velocity may be predicted with
reasonable rehiability on the basis of the static stress-
strain diagram. It has been found that the ultimate
strength of all materials tested so far is aever less than
the static value at impact velocities 0 the range of
25 10 200 fps. In plotting the percentage of clonga-
tion against impact velocity, the data appear to fol-
low one of three typoes of relations:

1. Elongation is constant (either higher or lower
than the static values) within a certain velocity range
followed by a decrease in elongation at higher
velogities.

2. "The clongation increases uniformly to a maxi-
mumn and then decreases with continued increase in
impact velocity,

3. The clongation values are scattered with a tend-
ency to increase with increasing impact velocity and
then to decrease slightly above a eritical impact
velocity.

The influence of impact velocity on the energy
required to rupture the specimen follows the same
general tendency as the percentage of elongation for
the materials tested in these investigations. It was
concluded that, in general, the higher the static
ultimate strength and percentage of elongation, the
lower is the percentage of increase of strength and
clongation under dynamic conditions.

Some of the work included a study of the influence
of heat treatnient on e tensile impact properties of
several steels 37P.380.383.388 [y some it was found
that, in a steel heat treated to hardnesses of the order
of 50 Rackweil G, better dynamic propertics were ob-
taiped by austempering than by quenching and tem-
pering. On the other hand, when these same steels
were heat treated to a hardness of about 3¢ Ro kwell
C. quenching and tempering appeared to give better
dynamic properties. To carry this line of investiga-
tion further, other teats™” were made specifically on
an SAE 4546 steel which was heat treated by thiee
procedures, nnely, quenching and tempering, mar-
tempering, and austempering. The range of hardness
covered was from approximately 28 to 49 Rockwell
C. All these tests were made at an impact velocity of
about 100 fps. For hardncsses in the range of about 48
Rockwell C, it was observed that an austemper or a
martemper treatment gives asslightly higher value of
energy required to rupture shan aquench and temper

treatment, For hardnesses in the lower range, «
quench and temper or a martemper treatinent gives
slightly better energy values than an austemper treat-
ment. These results might be helpful in certain
applications in the selection of the proper heat treat-
ment and hardness range for certain specific require-
ments where it is recognized that impact conditions
prevail. However, it must be remembered that the
austempered specimens tested were of very small
sections and that austempering is not in general ap-
plicable to large sections.

CoMPRESSION IMPACT

In the discussion of the development of the theo-
retical aspects of plastic strain propagation, it was
stated that the relations established by von Kérmin
are believed to hold in the case of compression im-
pact for materials in which the static stress-strain
diagram was concave downward.

A series of tests was made on annealed copper, cold-
drawn copper, annealed SAE 1020 steel, cold-drawn
SAE 1020 steel, a zinc base alloy dic-casting, and
lead. It has been shown®! that the theory of strain
propagation is valid in compression for strains which
are less than those corresponding to the inflection in
the static compression stress-strain curve, Reasonably
good evidenge had been presented to show the com-
pressive elastic jimst of anncaled SAE 1020 steel
under dynamic conditions to be about 40 per cent
greater than the static value. The experiments with
lead have given evidence of the existence of a critical
velocity of about 100 fps in compression. At impact
velocities greater than this value, plastic strains
greater than approximately 35 per cent could not be
detected in the specimens tested. It appears that the
velocity of plastic deformation in lead for strains
greater than 35 per cent is too low to permit longi-
tudinal displacement of matcrial and, therefore, the
material is displaced laterally, In view of these results
the eritical velocivy of annealed copper, cold-drawn
copper, cold-drawn SAE 1020 steel, and class B
armor plate were computed to be 1,050, 1,220, 1,440,
and 1,750 fps respectively. It is to be noted that these
eritical velocities are considerably above those which
arc found in the casc of tension. The principal of
strain  propagation in compression was also con-
sidered for a practical prohlem.

The results of the compression impact studies led
to a consideration of the mechanism of penetration
of plates by projectiles from the standpoint of strain
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propagation.®™7 Some tests have been made in which
a projectile 0.224 in. in diameter was fired at copper
disks of diffevent thicknesses at a velocity of about
3,900 fps. In plotting the square of the residual veloc-
ity against the thicknesses of the disks, a definite dis-
continuity was observed. It is befieved that this dis-
coatinuity is related to the change of velocity of the
projectile during penetration. This discontinuity in
the curve has been interpreted on the basis of the
theory of strain propagation. These tests were of ex-
ploratory character and were not carried further.,

Inract oN BEAMS

In view of the success attained in the application
of the theory of plastic strain propagation to longi-
tudinal impact, hoth experimental and theoretical
investigations were made on the behavior of beams
under conditions of impact loading. The investiga-
tions included tests on small rectangular freely sup-
ported beams 10 ft fong and a theoretical analysis
of infinitely long beams.? The materials included
cold-rolled and hot-rolled low-carbon steel and an-
nealed copper. Deflection curves at the end of im-
pact and after the beams returned to rest were
obtained. A theory was developed for the plastic de-
formation of an infnitely long beam subjected to
a concentrated transverse impact of constant velocity.
The results show that for a material such as low-
carpon steel, for which plastic deformation is local-
ized, the obscrved deflection curve is closely approxi-
mated by considering the clastic behavior in the
theoretical case. 'T'wo approximations of the moment-
curvature curve have been given by which the de-
fiection characteristics may be computed J{or certain
cases.

With the development of the theory of propaga-
tion of plastic bending and its verification, experi-
ments were made on beams for which the ratio of
depth to length and the mode of clamping and load-
ing was somewhat closer to those which might be ex-
perienced in practice.®® The impact load was
obtained by means of a mass moving with a certain
velocity. The total kinctic energy of the hammer was
absorbed by the beam. Consequently, the impact
velocity after initial impact was not constant, as in
the test utilized to confirm the theory, but decreased
progressively to zero. An I beam and a rectangular
beam of the same section modulus, 40 in. long and
clamped at the end, were investigated. ‘These beams
were of extruded sections of 245-T aluminum alloy.

In general, the results showed that the center deflec-
tion of we beam increases approximately linearly
with the kinetic energy of the hammer. It appears
that, for a given type of beam and a given amount of
kinetic energy of the hamner, the damage as meas-
ured by the center deflection is greater for a heavy
hammer with a low impact velocity than for a light
hammer with a high impact velocity. Furthermore,
it was shown that a beam with a greater cross-
sectional area evidences less damage than another
beam of the same section modulus.

Records were made of the force on the beam at
the point of impact as a function of time. These
determinations show that the force reaches a max-
imum value rapidly and then decreases progressively.
If two beams having the same section modulus but
different weight per unit length are subjected to the
same conditions of the impact, the force acting on
the hammer will be greater for the heavy haminer.

IneACT ON PLATES

Interest in the perforation of plates by projectiles
led to a consideration of the application of the theory
of strain propagation to the action of a punch at the
center of a plate under conditions of impact loading.
For this purpose a preliminary investigation was
made.5" In this work the impact velocities were less
than 150 fps. Both hot-rolled and cold-rolled plates
14 in. thick and 714 in. in diameier were employed.
Three types of punches were used, namely, flat end,
conical end with 75-degree included angle, and
conical end with 45-degree included angle. These
plates were clamped at the periphery. While these
tests were of preliminary character, they showed that
a certain velocity exists above which the maximum
deflcction in the plate decreases markedly. This veloc-
ity appears to be independent of the shape of the
punch. Deilection curves are given for various veloc-
itics up to approximartely 150 ips and for static
loading.

In view of the results of the prafiminary tests with
plates, a theoretical study was made on the plastic
bending of circular plates with both static and im-
pact leading at the center™! A reasonably satisfac-
tory agreement was obtained between theoretical
and experimental static deflection curves. In gen-
cral, it was found that the law of propagation of
bending strain which had been found to hold for
beams is also true for plates.

The small diameter of the plates used in the pre-
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vious work did not permit as extensive conclusions
as were desired. An investigation was made ou steel
plates 14 in. thick, 6 fu and 3 ft in diameter, loaded
in impact at the center with a spherical punch.#92
In these tests the plates were supported at the edge
and stuck at the center at different impact velocities
and for several durations of impact.Velocities ranged
from about 5% to 205 fps, with the duration of im-
pact between 0.4 and 2 msec. The deflection curves
were determined ar the end of impact and after the
test was completed. The results indicate that the
point along the diameter at which the deflection is
rero travels from the center of the plate toward the
support proportionally to the square root of the
time. The relation is in agreement with the theory
based on bending stress only and is not in agreement
with the membrane theory also discussed in the re-
port of this work. It appears from these results that
a theory covering the dynamic deflection of a plate
must include both tensile and bending stresses.

A series of tests was made on a Zamac 1T die-cast
alloy for the purpose of investigating its dynamic
propertics for a specific application.™? "Fensile im-
pact and static-bend tests were made at temperatures
between —58 F and 70 F.

Strain RaTr

In the investigation of longitudinal impact, the
results were obtained with the aid of forcetime
curves determined during the impact tests. It is im-
poreas¢ to realize that these force-time diagrams can-
not be transformed into stress-strain diagrams. This
restriction is based upon an understanding of the
theory of strain propagation. By applying the theory
of strain propagation, it is possible to determine the
rate of strain at any specific point along the specimen
as a function of time. From these considerations, it
was shown that the rate of strain varies widely from
one point to another and that the strain rate at any
point may differ markedly from the average strain
rate. Therefore, the results of tensile impact tests
must be expressed in terms of impact velocity and
not in terms of strain rate.

In order to determine the influence of pure strain
rate on the propertics of materials, it is necessary
to conduct a test in which propagation effects are
cither climinated or very markedly minimized. To
this end, special equipment has been devised. 5 A
tubular specimen was employed in such a manner
that a uniform civcumferraiial stress was introduced.

The stress was obtained by means of fluid pressure
applied within the tubular specimen in such a man-
ner that strain rates up to approximately 200 in. per
in. per sec were attained, These tests were made on
MS, HT'S, and STS ship plate. Since the specimens
consisted of thin-walled tubes approximately 0.013
in. thick, inhomogeneities and segregation in the
structure were found to be highty influential on the
results of the test,

The results of the uniaxial strain rate tests have
shown that for these particular materials the ultimate
strength and proportional limit increases with in-
creasing strain rate in the range from approximately
zero to about 200 in. per in. per sec. Evidence has
been presented to show that the ultimate strength
attains an approximately constant value at rates of
strain as high as about 200 in. per in. per sec. The
proportional limit becomes equal to the uliimate
strength at a rate of strain of about 70 in. per in. per
sec. The values of maxunum uniform strain at rup-
ture were quite scattered; therefore, no relation
could be found between these measurements and the
rate of strain. It was of considerable interest to note
in these tests that the ultimate strength of these three
materials as determined with the tubular specimens
at a strain rate of about 200 in. per in. per sec. was
about the same as that determined in the tensile
impact tests in the range of impact velocities of 25 to
200 fps. Some of the specimens of the MS ship plate
cracked open prematurely in both static and dynamic
tests. Jzod impact tests were made on these same
materials, and there did not appear to be any correla-
tion with premature cracking in the tubular type of
specimens. As a result of these investigations it ap-
pears that the increase of ultimate strength resulting
from dynamic cffects is about the same whether
determined under conditions of high pure rate of
strain or under tensile impact conditions.

The pure strain rate tests just described were ap-
plied to samples taken from two 76-mm gun tubes
which showed markedly different behavior when
ruptured by detonation of a high-explosive shell in
the bore of the tube.’ One of these tubes failed in
a ductile manner while the other {ragmented badly.
The dynamic tests were made at a strain rate as high
as 190 in. per in. per scc. Static tensile tests and lzod
impact tests made on these mazierials had revealed
the expected differences in the two gun tubes, one
of which was slack quenched, quenched in solid, the
other fully quenched, quenched as a tube. This fact
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was not stated in the progress report.™s Tests on the
uniaxial thin-walled specimens at high strain rates
showed that the gun tube which failed in a britte
manner had a very low uniform maximum strain,
while the gun tube that failed in a ductile manner
had a much higher uniform maximum strain. No
better differentiation was obtained by these tests,
however, than was obtained by ordinary tensile and
impact tests.

Rarip LoADING

The research up to this point was cornicerned with
the influence of impact velocity and strain rate on the
properties of metals and alloys. As 2 result of these in-
vestigations, a reasonably clear picture has been
secured of the conditions prevailing under an impact
type of loading. This condition involves an almost
instantaneous setting into motion of some part of a
structural member, Such a condition gives rise to
the propagation of strain waves which, under certain
conditions, may be disastrous to the structure, It was
shown that with impact loading and with high strain
rates the proporticnal limit and ultimate strength
are greater than with static loading. With this knowl-
edge one may examine the dynamic loading condi-
tions which may prevail in the practical case.

One is confronted with the difficulty of finding
very many structures in practice that are subject to
true impact loading. Usually the load may be applied
rapidly to some specific value, maintained at that
value for a specified length of time, and released or
changed to another value. Since it has been shown
that the proportional limit is higher for high rates of
strain than for static loading, one may question the
time for which a rapidly applied load can be sus-
tained without causing permancent deformation.

This problem has been considered in a preliminary
investigation." Very simple cquipment was as-
sembled for this study and, while it was irradequate
for a precise examination of such phenomena, pre-
liminary indications were obtained which appear to
be significant. The results showed that it was possiblc
to maintain a stress which had been applied rapidly
for a short time without causing plastic deformation
even though that stress was above the static elastic
limit,

It was recognized that in order to obtain accurate
information on this subject, with a shorter time in-
terval for loading and time of sustained load, special
cquipment was required. Thercfore a hydropneu-

matic machine was designed to [ulfill the regnire-
ments of this investigation.™7 "The machine was
designed to attain a tensile load of 20,000 Ib in ap-
proximately 5 msec and to permit that load or any
fraction of it to be maintained for any desired length
of time. Provision was made for making the proper
record of the tests,

SUMMARY

The investigations covered in this research were
concerned primarily with impact in tension, com-
pression, and bending. The theoretical relations
concerning the propagation of plastic strain were
presented and checked experimentally. In addition,
specific data were obtained on the influence of im-
pact velocity on the tensile properties of a relatively
large number of metals and alloys. Investigations
were made also on the influence of strain rate on the
properties of a few ferrous alloys.

The foregoing work led to preliminary tests in the
study of rapid loading as distinguished from impact
loading. This approach appears to have the greatest
practical significance and, if further werk were 1o be
done in the ficld of the dynamic properties of metals
and alloys, this phasc should be pursued. Equipment
was designed by which such studies can be carried on.

The foregoing discussion was taken from the final
report on Project NRC-B2 (NS-109) prepared by
California Institute of ‘T'echnology.®™® As there was
no promise of the work’s yicelding results of praciical
significance in the war cffort, the project was ter-
minated in December 1944, The investigation with
respect to the effect of explosive impact on armor
plate, ship plate, and aircraft materials is by no
means completed, however. It is the belief of mem-
bers of the staff of Division 18 that the attainable
velocities were too low and chat the simplest way to
attain explosive velacity is to use explosives. This
procedure is discussed in Sections 2.2 and 6.1.2 in
connection with the development of a direct explo-
sion test for armor and ship plate.

In April 1945, the Office of the Chief of Engineers
requested NDRC to undertake further work on the
dynamic properties of steels used in reinforcing con-
creie (Control No. CE-36.01). It was proposed that
“additional data on impact stresses in the plastic
range . . . be developed, particularly the increase in
elastic limit for load applied in 0.005 scc or iess.”
This work was not undertaken for the same reason
that the original preject was terminated.
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943 Effects of Impurities on the

Ferromagnetism of Nonferrous Alloys

Bstrument housings and various parts in the
neighborhood of aircraft instruments of the magnetic
type need 1o have low magnetic susceptibility and
magnetic moment in order that the instruments may
pive cortect indications. Brass and bronze castings,
wrought brass, ind cast and wrought aluminum al-
loys are commonly used in these locations, since they
are but slightly wmagnetic. However, all these alloys
contain small wmounts of iron, and, when they are
prepased from secondary metals, itis difhcult and im-
practical to keep the ivon content exceedingly low or
to hold v at any exact level, The ivon content is the
principal casss of magnetism.

At the request of Frankford Arsenal, the Office of
the Chiel of Orduance requested NDRC to investi-
gate the effects of impurities on the ferromagnetisim
of nonferrous alloys. Project NRG-79 (OD-156) was
established at Lehigh University with the aim of
determining the degree of magnetic interference
excrted by the common alloys with various ivon con-
tents, and ihe possibility of conarolling this influence
by variation n composition, heat treatment, aging,
and plastic deformation.

Few common nonferrous alloys regularly incorpo-
rate velagively large amounts of iron as an essential
alloying element to confer strength, as in manganese
bronze or manganese aluminum bronze, These are
covered by Federal Specification QQB-726, composi-
tions B and C, for castings. These alloys exert too
much magnetic intetference to be applicable to the
purposes under examination.

The common copper-base castings are the bronzes,
containing 3 to 8 per cent of tin, 3 to 10 per cent of
zine, and up to 10 per cent of lead, with iron usually
in the range of 0,03 to 0.25 per cent. Such alloys are
covercd by Federal Specifications QQB-691a, com-
positions 2 and 11,

In the as-cast condition, it may be necesary to hold
the iron content below 0.10 per cent to reach the
desired degree of freedom from magnetism. In dif-
ferent castings, or with diferent rates of conling of
the castings, irregularities in behavior may appear,
since the iron in solid solution is relatively ineffec-
tive; wherens, if it is thrown out of solution, as by
slow cooling of the casting, it becomes effective in
producing magneiism. With very high iron content,

cold working, as by cold volling or cold forging, may
also throw iron out of solution.

However, by heating the casting to 1475 to 1600 F,
most or all of the iron is taken into solution and can
be retained in solution by quencling from such a
temperature. This treatment induces satisfactory
nonmagnetic behavior up to an iron content of
about 0.30 per cent. Annealing the quenched alloys
at 1200 F throws the ivon out of solution and makes
the tolerance vevert to about 0.10 per cent; annealing
at 1100 F reverts it to about 0.20 per cent

The yellow brass casting alloy QQB-621, composi-
tion B, behaves much as do the bronze castings, but,
in the solwtion-quenched condition, can tolerate a
bit more iron.

Rolled yellow brass, ¢GQB-611a, composition C,
with about 2/3 cepper, 1/3 zinc, is much more mag-
netic for a given iron content than axe the cast alloys
studied. Without solution quenching it tolerates
only about 0.04 per cent iron. Solution-quenched, it
can tolerate 0.15 per cent. A stress-relieving anneal
at 575 F of hard-rolled brass materially increases its
magnetism. True anncaling at 930 F increases it, but
net so much as does the lower temperature. That is,
at 930 F some of the iron is being taken into solution.

The plastic deformation produced by rolling or
forging makes the iren come out of soiution very
much more readily than it does in a casting of com-
parable composition.

It is possible that this sensitivencss to iron may be
connected with the presence of the beta copper-zine
phase in the alloy tested.

A few commercial aluminum alloys also have been
stuelied. Commercial aluminum carries much higher
iron content than the copper-b se alloys do. How-
ever, a few compositions used for commercial sand
and permanent inold castings and a couple of forg-
ing compositions were examined and found to show
so lirtle magnetism as to give no concern about their
use. In such alloys the iren is probably combined
with aluminum inte compounds that are practically
nonmagnetic. In onc of the sand casting alloys tested,
I per cent of iron was present without harmful
results. The dactails of the metheds used and the
results of this investigation are given in four prog-
ress reports™ 902 and summarized in a final report. 908

This project was transferred from NDRC to the
Office of the Chief of Ordnance in May 1945 and is
being continued by that office under a direct contract.
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%4  CONSERVATION, SUBSTITUTION,
AND PROCESSING OF MISCELLANEOUS
MATERIALS

Although most problems involving the conserva-
tion, substitution, or processing of various materials
were studied by the War Metallurgy Comimittee at
the request of the War Production Board, several
survey projects in this field were conducted at the
direct request of the Armed Services and advisory
reports were issued for NDRC. These covered a
variety of subjects such as the enginecring applica-
tions of chromium plating, riveis and rivet steels,
rare metal contacts, and the rveclaiming of lead-
bearing copper alloy scrap. The requests for these
studlies also asked for recommendations on the re-
search necessary. In most of these cases, the sarvey
projects were able to secure from industry sufficient
information on the problems to obviate the necessity
of establishing research projects.

Research projects were established on two con-
servation problems; the heat treatiment of National
Emergency [NE] steels and the hardenability of cast
alloy steels. Although these projects were mentioned
in connection with armor in Chapter 2 of this report,
their objectives and results were not described.

941 Applications of Chromium Plating

In order to provide a basis for the establishment of
research investigations on the use of chromium
plating in war marericel, in March 1942 the Office
of the Coordinator of Research and Development
and the Burcau of Aeronautics, Navy Department,
requested the War Metallurgy Committee to study
the industrial applications of chromium plating.
Under Survey Project $P-2, Industrial Application
of Chromium Plating, a corrciated abstract of ap-
proximately 300 articles and patents sclected from
some 10,0600 was prepared. This review®™ does not
cover new experimental work but is a useful sum-
mary of published and unpublished information
dealing with the industria! nondecorative uses of
chromium plating. It describes many successful ap-
plications for parts subject to severe wear, that is,
gages, tools, dies, etc. While uses in war materiel are
not described in detail, reference is made briefly to
the use of chromiwmn plating for the reduction of

crosion in guns and for decreasing the wear of air-
craft engines and propellors, To familiarize designers
and engincers with the possibilities and limitations
of the use of chromium plating, a revised edition of
the report was distributed widely throughout in-
dustry by the War Metallurgy Committee.

Although no projects were established by Division
18 or the War Metallurgy Committee on this subject
as a result of the survey, investigations of the use of
chromium plating in guns were conducted by Water-
town Arsenal and Division 1, NDRC.

542 Proposed Research on Rivets and
Rivet Steels

At the request of the Coordinator of Research and
Development, Navy Department, the War Metal-
lurgy Committee established Survey Project SP-8 in
August 1942 to review the Bureau of Ships Research
Memorandum No 3-41, Rivet Rod and Rivets: The
Kelation of Chemical Composition to Their Phys-
ical and Metallurgical Properties, and Report No
3179-17A of the Materials Laboratory, Navy Yard,
New York, and to appraise the proposed research
project.

It was the consensus of the reviewers®s that the
development of a superior rivet steel was essentially
a metallurgical problein which could be solved using
the alloy clements available at that time. The use of
the alloy steels proposed by the Navy Departinent
was no longer feasible because the alloying elements
neceded were no longer readily available. It was be-
lieved, however, that the Navy Department was in
the best position to decide whether a research pro-
gram was advisable. It was estimated that an ade-
quate program would cost approximately $20,000
and require six months for its completion. No project
was established by Division 18 or the War Metallurgy
Committee.

= Rare Metal Electrical Contacts

In May 1942 the Conservation Branch, Resources
and Production Division, Army Service Forces re-
quested the War Metallurgy Committee to under-
take a study of the current osmium situation, which
had become critical. The yearly consumption of
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aspruin was about 2,400 ounces, yearly production
was about 600 OUNCsS, and stocks were le)pl'()Xilllﬂ(Cly
LOGO ounces. It was evident that, unless consump-
tion was curtailed sharply, military needs could not
be supplied. The development of substitutes for
osmium was recommended,

As a resuit of this request, Survey Project 5P-16,
Rare Mewl Electrical Contacts, was carried out.
Although 1t was found that the stock of osmium
available for military and civilian use was about
6,100 ounces instead of LO0D ounces, it was evident
that the supply and demand had to be brought into
balance to meet military needs. The report on the
project® reviews the osmium situation and makes
usciul suggestions relative to the substittion, con-
servation, and increased supply. 1t was believed that
rescarch in this ficld would be better canied out by
indhusiry, and it was recommended that csmium be
placed under allocation by the War Production
Board to insure its most effective use.

Subsequently, the Conservation Branch, Produc-
tion Division, Headquarters, Army Service Forces,
requested a second report on this subject under dicir
control number SOS-8, Pessibility of Interchangeable
Use of the Materials and Alloys of the Platinum
Group, Silver, Tungsien, and Others, in Electrical
Contacts, Suivey Project SP-16 was, therefore, re-
activated for the purpose of making the requested
study. The report on this phase of the survey™? re.
views the various types of contact materials and the
problemy involved in the functioning of electrical
contacts, The aim of the discussion of contact mate-
vials was o offer aid in the selection of a few prom-
ising matcrials for test in newly designed equipment
and in considering possible substitutions. It is
stressed that the complexity of the contact phenom-
cna is such that final selections cannot be made from
existing data and thai actual tests of promising mate-
rials must be made in the specific device under
aperating conditions when possible. Otherwise very
carefully simulated operating conditiens must be im-
posed to determine if a proposed material is ade-
(uate,

44 Upgradisng of Lead-Bearing Copper

Alloy Scrap
Another survey made at the request of the Con-
sevvation  Branch, Production  Division, Head-

quarters, Army Service Forces was of methods of
reclaiming lead-bearing copper alloy scrap for re-
use. A special committee appointed by the War
Metallurgy Cemmittee studied this problem and sub-
mitted a report in Marcn 943,00

Three types of scrap were involved in the study:
(1) screw machine turnings and borings, (2) miscel-
laneous cast bronze, cast red brass, and yellow brass
with lead as a major constituent, and (3) high-leaded
bronze such as railroad car bearings. The committee
recommended that, in case the scrap was not being
utilized in an economical manner, additional melt-
ing capacity be installed to handle the first type of
scrap, and additional converter and fire-refining ca-
pacity be installed to handle the second and third
types. It was stressed that the problem wus not the
lack of a suitable method to handle the scrap. The
committee concluded that no research was necessary.

945 Heat Treaoment ¢f National
Emergency Steels

The formulation and adoption of the NE steels to
replace the standard steels and to conserve critical
alloying elements was one of the outstanding metal-
lurgical accomplishments of World War II. In order
to establish proper heat treatments to utilize these
steels to full advantage in ordnance materiel, more
information was needed on their cooling rates. This
investigation was undertaken by the Riseacch Lab.
oratories Division of General Motors Corporation
under Project NRC-55, Heat T'reatment of National
Emergency Steels for Use in Tanks, Combat Cars,
Gun Mounts, and Other Ordnance Matériel. Al-
though the project was established on the recom-
mendation of the War Metallurgy Committee, it was
subsequently endorsed by the Office of the Chicf of
Ordnance and conducted under their conirol nem-
ber OD-115.

To determine the cooling rates and cooling times,
a procedure was worked out and special equipment
constructed.’® In addition, an accurate cooling
curve temperaturc recerder was developed with the
dasired sensitivity for recording temperatures simul-
tancously at four positions in the test specimen.?®
In the preliminary phase of the investigation, the
cilects of composition and the degree of hardenability
upon cooling rates along the length of the standard
Jominy hardenability test bar, end-gquenched from
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15¢0 F and 1650 F, were determined for two NE
steels, NE §420 and NE 9445, 1s well as SAE 115 and
SALE 1045.1# These data were obtained from cooling
curve records produced by the same recording equip-
ment to be used for studies of the quenching of
rounds and plates and were necesary for an ac
curate correlation between cooling vates in the hard-
enability test bar and those in plates and rounds. In
the final phase of the investigation, the cooling rates
and cooling times in different round and plate sec-
tions quenched in water were studied. Data were
taken at the center and at three other locations in
l-in,, 2-in., 3-in,, and 4-in. rounds of NE 9445 or
NE 9450 steels, and at the center and at three other
locations in V4-in., V4-in,, Lin,, 2-in,, and 3-in, plaie
specimens of 0.34 per cent carbon armer plate steel.
Also studied were gquenching experiments for deter-
mining the effects of (1) the change of quenching
temperature from 1525 F 1o 1650 F, (2) the presence
or absence of scale prior to quenching, (8) the changc
of water temperature from 55 F to 75 F and 80 F, and
(4) variation of water velocity over a range of from
0 to 1,000 fpm. The application of this work in the
study of the metallurgy of armor is discussed bricfly
in Section 2.3.3 of this report.

These data permitted the correlation of cooling
rates and cooling times in plate and round sections
quenched in water with similar data un the standard
Jominy end-quenched hardenability bars, and the
preparation of usable charts showing this correlation.

946 Hardenability of Cast Alloy Steels

A project clasely related to the studies of the heat
wreatment of NE sicels and of equal value in the war
effort was Project NRC-83A, Hardenability of Cast
Steels for Use in Ordnance Matériel. The investiga-
tion was financed by the American Brake Shoe Com-
pany and was conducted under the general supervi-
sion of the War Metallurgy Comnittee. It was estab-
lished in March 1944 with the objective of (1) deter-
mining the composition ranges, employing a mini-
mum of strategic alloying elements, that would be
satisfactory for the production of steel castings under
Federal Specification QQ-S-681L, (2) investigating
the minimum strategic alloy content that would be
adeguate for tank armor, in anticipation of the pos-
sible need for revision of cast armor specifications to

clicct further conservation of the alloys, and (3) ex-
amining the relationships between chemical composi-
tion, mechanical properties, tempering character-
istics and hardenability for Eeat-treated cast steels.

The last of these objectives produced many data
of wide applicability in the utilization of alloy steels
to attain high strength and toughness. Of most gen-
cral value are the hardenability data for the deeper
hardening cast alloy steels. Thirty-three heat-treated
cast alloy steels were made and tested. "The program
included the evaiunation of mechanical properties at
several hardness levels for quenched and tempered
Lin. rounds (tensile tests) and 34-in. squares (Izod
impact tests) and of hardenability as measured by the
standard Jominy end-quench tests.'™ The applica-
tion of the results of this investigation to the metal-
lurgy of low-alloy homogencous armor is also dis-
cussed in Section 2,.3.2 of this renort,

Although the investigation was closed as a correta-
tion project for the NDRC at the end of World
War I1, it is being continued by the American Brake
Shoe Com, .. :

947 Acceptance Tests for Plain Carbon
Eteel Forgings

It was thought that a program of study on plain
carbon stecl forgings, similar to that carried out for
gun tubes and discussed in Chapter 3 of this report,
should yield information of censiderable practical
value to those making plain carbon steel forgings for
the Armed Services and to those responsible for the
writing of specifications for plain carbon steel forg-
ings for ordnance matériel. At the request of the
Office of the Chief of Ordnance under control num-
ber CD-114, Project NRC-58, Acceptance Tests for
Plain Carbon Steel Gun Forgings and Other Ord-
nance Forgings, was established at Carnegie Institute
of Technology in April 1945, The program covered
a statistical analysis of the transverse ductilivy in
plain carbon forging stcel represented by SAE 1045
and included studies of the effect of the direction to
fiber of forging, the effect of cight different heat
treatments including normalizing, the cffect of ho-
magenization, the effect of the degree of forging
upon the reduction in area, and the effect of banding.

A very complete metallurgical investigation was
made of one plain carbon steel forging. In addition,
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a thorough statistical study was made of temile
test data received from companies making forgings
for the Armed Services,

On the average, the maximum variation of trans-
verse reduction of wea was found to be about as

large in Guenched and tempered plain carbon stecl
forgings as in alloy gun wtbe forgings. Attempts to
reduce this variation significantly by high tempera-
ture homogenization treatments all failed. 5 The
project was terminated in Augast 1944,
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ARMY AND NAVY PROJECTS ASSIGNED 1O DIVISION IR
AND THE DIVISIOXN 18 PROJECTS PERTAINING 1D FACH

The projeas listed below were transmitted to the Exceative Secrctary, NDRC, from the War or Navy
Department through either the War Department Liaison Oflicer for NDRC or the Office of Rescarch
and fuventions (formerly the Coordinator of Rescarch and Development), Navy Department.

s ot
TEEeE =

Ay ov Nevy

Army or Naey Title and

Control Number Division 18, NDRC Project Peylaining Thereto
AC-t Bevelopment of BervHium Alloys Applicable to Consizaction of Airaraflt
NRC-7  Benyllium-Aluminttin Alloss for Engine Parts
AC-6 Armor: Development of Noimmagnetic Armor
B-104 & B8-208  Development of Nonmagnetic Armor Steel
AGTS Development and Festing of Solid Propeliants aml Motors for Jet Propulbsion Devices Requiving

Large Propellant Grains
NRC-88 Metal and Coramic Materizis for Jer Propuision Devices

\C-77 Faamimation of Enemy Aireraft Matdiiel
NRC-32 Examination of Enemy Matériel
AC-86 Magneiune Allovs for Oxygen Systens
Projort not undertaken
ANGPS DBevelopment of Noncontaminating Fifty-Five Gallon Drums for Penoleum Products
Project not undertaken
CE-36.01 Investigations on Behavior of Metals Under Dynamic Conditions
Feoject not undertaken (Sce N§-109)
N-1od The Corrwvion-Fatigue Failvie of Aircraft Control Cables
NRC-I5  Corresion-Fatigue Failure of Aireraft Control Cables
N-H2 Heat-Resisung Metals for Gas Turbine Pares
SP-5 Curvent Data on Setected Alloys Suitable for High-Temperatuze Servier in Gas Turbine

and Supercharger Parts
NMRC-8 Heat-Resisting Metals for Gas Turbine Parts
NRC-#1 Heat Treatment of kigh-Temperature Altoy:
NRC-90  Weldability of Heat-Resisting Alloys

N Examination of Enemy Matériel

NRC-82  Examisation of Enemy Matericl
MAGH Beryllivum-Aluminum Allays for Engine Parts

NRC7 BeryBium-Aluminum Allove for Engine Parts
NAS Etfeets of Shot Blasting on Mechanical opertizs of Sieel

NRC-40  Effccts of Shot Blasting on Mechanical Propertics of Stevd
MR Stady of Effects of Surface Prestressing on Dynamic Propertics of Metals

NAHY Investigation of the Effect of Impurities in Muminum Alloys
SP.17 Eifeats of hapurities in Aluminum Alloys
NA126 Forming of Aluminum AHoys

NRC-13  Correlation of Information Available on the Fabrication of Aluminum Alloys
sPs Fatigue and Impact Characteristios and Notch Effect in Tension of Artificially-Aged

Alumintsn Alloye

N A3 High Temperature Propertics of Light Alloys
b1 1 High Temperature Properties of Light Allovs
NAEH Progerties and Heat Treatment of Magnesinm Ailoys
NRC-21 Properties and Heat Treatment of Magnesinm Alloys
NA ~ Fatgue Properties of Magnesinm Alloys and Structures
NHC-22  Fatigue Properties of Maguesium Alloy« and Structures
NA-TI6 Form .bility of Magnesium Afloy Sheet
NrC-it Formability of Magnesium Alloy Shees
NA T Phyvcal and Stress-Corrosion Properties of Magnesium Alloy Sheet
NRC-67  Physical and Stress-Corrosion Properties of Magnesinm Alloy Shecet
NA-H4H Deformation Characteristios of Magnesium Alloys
NRC-70  Deformation Characteristios of Magnesivi Alloys
NAH9 Plastic Flow of Aluminum Ajrcraflt Sheets Under Combined Loads, 1
NRCG-S Plastic Flow of Aluminum Aireraft Sheets Under Combined Loads, 1
NA 15O Plastic Flow of Aluminum Aircraft Sheets Under Combined Loads, 11

NRC-52  Plastic Flow of Aluminum Aircraft Sheets Under Combined 1 aads, 11
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Army ur Navy Army or Navy Title and

Contyol Number Division 18, NDRC Project Pertaining Thereto
NCG-100 The Inltuence of Peening on Weldments
Project not undertaken
NO-11 Stiuctural Defense Testing Facilities for Armor
NRC-82  Behavior of Metals Under Dyimamic Conditions
NO-B-13 Noamagnetic Armor or Armor of Modified Magnetic Propertics
B-104 & B-208  Development of Nonmagnetic Armor Stecl
NO-159 Bimetallic Conper Steel Rotating Bands for Projectiles
NRC-60 Bimctallic Rotating Bands for Projeciiles
NS-109 Properties of Materials at High Rates of Loading
NRC-82 Behavior of Metals Under Dynamic Conditions
NS§-255 Weldabhility ot Steel for Hull Constraction

NRC-25 Direct Explosion Test for Welded Armor and Ship Flate
NRC-86  Weidability of Steel for Hull Construction
NRC-87 Investigation of Metalurgical Quality of Steels Used for Full Construction

NS-30i0 Residual Stresses in Ship Welding
NRC-64 Residual Stresses in Ship Welding
NRC-89 Fatigue Tests of Ship Welds

NS 305 History of Resictual Stresses on Welded Ships
NRC-74 History of Residuai Stresses in Welded Ships
NS-306 Behavior of Steel Under Multiavial Sticsses

NRZL-75  Behavior of Steel Under Conditions of Multiavial Stresses and Effect of Welding and
Temperature on This Behavior
NS-507 Rehavior of Steel Under Conditions of Multiaxial Stress and the Effect on This Behavior of Metal-
lographic Structure and Chemical Composition
NRC-77 Behavior of Steel Under Condizions of Multiaxial Stress and the Effect on This Beha-
vinr of Metallographic Stricture and Chemical Composition
NS-336 Investiation of Cleavage Fracture Sensitivity of Steel
NRC-92  Cleavage Fracture of Ship Plate as Influenced by Design and Metallurgical Factors
NRC-93 Cleavage Fracture of Ship Plate as Influenced by Size Effects
NRC-94  Correlation of Laboratory Tests with Full Scale Ship Plate Fracture Tests
NRC-96 Corrclation of Lahoratory ‘T'ests with Full Scale Ship Plate Fractare Tests

NS-361 Consulting Services to Bureau of Ships on Division 18 Projects
Project not established, but consulting services are being rendered
oD-25 X-Ray Investigation of Residual Stresses
R.220 Residual Stresses in Cold-Drawn NMon-Ferrous Alloys

NRC-27 Prevention of Stress-Corrosion Cracking of Cartridge Brass by Protective Coatings, or
Surface Treatment

oDn-34-} Betermine the Relationships between Temper. @ and ‘Times of Hold at Heat for Adequate Relief
of Stress in Welded Structures (See OD-34-2)
oDn-ji.2 Evalnate Residual Stress in Weided Structures

B-150 Report on Research Needs in Field of Welding and Summary of Existing Knowledge
on Welding Practice
NRC-3  Stress Relief of Weldments for Machining Stability
NRC-17R Stress Relief of Welded Joints
0OD-51.3 Develop a Steel Composition That Has Maximum Strength at or Near the Solidus and That, After
Heat Treatment, Will Have Physical Properties Suitable for Gun Manufacture
NRC-36 Metallographic and Physical Properties of New Types of Gun Steels
NRC-38  Improvement in Wrought Gun Tubes
NRC-39  Improvement in Gun Steel Ingot Practice
NRC-50  Control of Basic Open Hearth Practice for Manuficture of Wrought Gun Tubes
NRC-£80  Prevention of Cracking in Gun Tubes
NRC-81  Development of High-Strength Gun Stecls
NRC-85  Time-Temperature-Havdness Relations in New Gun Steels
B-90 & B-160  Steel for Gun Tubes

oD-31-10 Determine the Fatigue Strength of Sclected Gun Stecls Under Various Combinations of Stresses
-189 Fatigue Strength of Sclected Gun Steels
0Ob-35-1 Develop a Rapid Acceptance Test for Fire Clay Brick to be Used in Pouring Boxes for Handling

Molten Steel Where the Brick Must Endure High Thermat Shock and Must he Strong Enough
for Hundiing While Cold
B-108 Acceptance Test for Fire Brick: Pouring Box Refractories
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Army or Navy
Control Number

Avmy or Nawvy Title and
Diwcision 18, NDRC Project Pertaining Therely

0O1-35-2

0n-36.2

On-337-

-

On 38.2

QD 7t

00746

Oob-81

062

0b-33
onasi
DD-RD

ON-86

on.ay

OD-8Y

OD-1G6
oD-107

ob-1es

Develop a Suitable Substitute for the Sillimanite Wet Pateh for Use as Seals in Connection with the

Pouring of Molten Steels in Special Foundry Practice
B4 Development of a Substitute for Sillinnite in Pouring Rings Used in Special Steel

Foumldry Practice

To Dovelop Precipitation Hardening Alloys Vhat Can Be Utilized for Welding Electrodes.

(Extendrd to include the development of clectrodes for the repair welding of cast armor and
for the welding of high-strength structural steels.)
NRC-1 Weldability of Commcrcial Anmor Plate
NRC-2 Development of Ferritic Armor Weiding Electrodes
NRCAR  Development of Armor Wellling Electrodes
NRC-76  Devclopment of Impioved Flectrode Coatings
SP.28 Field Service in Welding of High Strength Structural Steels
Si-29 Field Service i the Repaiv Welding of Cast Armor
Dictermine the Factuil Relationsbip Between Strastusre, Allotropy, Dilation Characteristics of Steely
Used in Ordnance
NRO9  Evaluation of Weldability by Dircct Welding Vests
NEC-10 Evaluation of Weldability by Direct Measurement of Cooling Rates
NECHE Fvaluation of Weldability by Correlation of Electrical and Heat Constants
Perfect a Methad for the Rapid Determination of Oxygen, Hydrogen, and Nitrogen in Steel atd fon
Coordinating the Effects of These Elements an the Structure and Physical Properties
NRC-1 Effects of Hydrogen, Nitrogen, and Oxygen in Armor Plate
Developrent of a Process for Manufacturing and Welding Face-Hardened Armor
NRC-16R Welding Face Hardened Armor
NRC-21 The Development ot a Process for Manufacturing and Welding Face-Hardened Armor
Plate
NRC-29  Development of Processes for the Manufacturing and Welding of Homogencous Armor
Plate fiom Nonalloy Steels
NRC-30 Development of Processes for the Manufacturing ard Welding of Case-Carburized
Armor Plate from Nonalloy Steels
Dircet Explosion Tt for Welded Armor Plate
NRC-25  Direct Explosion ‘Fest for Welded Armor and Ship Plate
Seudy of Properties of Malleable Fron Castings for Use in ‘Tanks, Combat Vebicles, atid Other Mili-
tary Applications
NRC-28  Pruperties of Malleabie Iron Castings for Use in Tanks, Cembat Vehicles, and Other
Military Applications
Weldubility of Commercial Armor Plae
NRC-1 Weldability of Commercdial Annor Plate
NRC-50  Nem-Metaliic Welding Back-Up Surips for Aninor Plate Joints
Correlation of Metdlographic Siructures and Hardness Limit in Annor Flate
NRC5  Correlation of Metallographic Structures and Hardness Limic in Armor Plate
Non-Ballistic Test for Armor Plate
NRC.6  Non-Ballistic Test for Armor Plate
Spot Welding of Armor PMlate and Low-Allov Steels
NRC-12 Spot Welding of Armor Plate and Low-Alloy Steels
Flash Welding of Alley Steels for Ordnance and Non-Destructive Testing of Flash Welds
NRC-13  Flash Welding of Alloy Steels for Ordnance
NRC-57  Non-Destructive Testing of Flash Welds
Improvement of Low-Alloy Armor Steels
NRC-14 lmmprovement of Low-Alloy Armor Stecls
NRC-31 Investigstion of Boron in Armor Plate
Flame Hardening of Homogenrous Armor Plate
NRC-23  Determination of the Effects of Flame Hindenit z on the Ballistic Properties of Pre-
Heat-Treated Homogeneous Armor Plate
Eftect of Locked-up Stresses on Brilistic Performance of Welded Armor
NREAHS Effect of Locked-up Streases on Ballistic Perf~-+=iance of Welded Armor
Non-Allc v Sweels for armor-Picreing Capped Shot
NRC §7  Investigation of the Use of Saecial Non-Alloy Stezls for Armor-Piercing Capped Shot
Centrifugal Casting Methods for Producioae of Miscellaneous War Matériel Ttems
Seo Mathematics underbving the Centrifugal Casting of Metals (0OD-108)
NRC-26 Improvements in and Extension of Centiifugal Casting Mctheds for Production of
Miscellaneous War Matéiiel Tterie
NRC-38  Analysis of Heat Flow in Metal Mol for Centrifugal Casting of Gun Tubes, Airplanc
Cylinders, Tank Rogey Wheels and Other War Matéricl
SRC-34N Bibliography o Centrifugal Casting
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Arinv or Navy

Control Number

Army or Navy Title and
Division I8, NDRC Project Pertaizung Thereto

OD-113

OD-1H

OD-115

OoD-117

on-123

OD-136

oD-144

OD-156
OoD-177

QMC-18

QMC-21

QMC25

QMC-30

S0S8-%°

Examinztion of Encmy Matériel
NRC-32  Examination of Encmy Matdricl
Investigation of Acceptance T'ests for Plain Carbon Steel Gun Forgings and Other Ordnance
Forgings
NRC-58  Acceptance Tests for Plain Carbon Steel Gun Forgings and Other Ordnance Forgings
Heat Treatment of National Emergency Steels for Use in ‘Tanks, Combat Cars, Sun Mounts, and
Other Ordnance Matériel
NRC-H5  Heat Treatment of Natioral Emergency Stecls for Use in Tanks, Combat Cars, Gun
Mounts, and Other Ordnance Matéricl
Study of Density atd Volume Changes Associated with Phase Changes in Brass
NRC-62 Study of Density-Volume Changes Associated with Piase Changes in Cartrislge Brass
Evaluation of Factors Affecting Crack Sensitivity of Welded Joints
NRC-65 Evaluation of Factors Affecting Crack Sensitivity of Welded Joints
Effect of Oxygen Cutting on Welaability ¢f Armor Plate
NRC-71 Effect of Oxygen Cutting on Weldability of Armor Plate
Development and Extension of Precision Casting Methods for Production of Miscellaneous War
Matériel Items .
NRC-69 Development and Extension of Precision Casting Methods for Production of Miscella-
neous War Matériel Items
Investigation of the Effect of Impurities on Ferro-Magnetism of Nonferrous Alloys
NRC-79  Effects of Impurities on the Ferro-Magnetism of Nonferrous Alloys
Manual on Effects of Shot Pecning of Machine Parts and Lahoratory Specimens
Project not undertaken (see NA-115)
Development of a Suitable and Noncritical Coating for Steel in Cooking Utensils
NRCG-16  Developnmient of a Suitable and Noncritical Fused Inorganic Coating for Cooking Uten-
sils and Cther Quartermaster’s Iems
Flatware for Army Usc
NRC-48 Flatware for Army Use
sp-n Silver Plating of Stcel Flatwarc
Cawouflage of Mess Gear
NRC-i4  Metallurgical Studies and Surveys of Army Quartermaster Corps Supplics
Corrosion-Resisting Alloy for Quartermaster Tems
NRC-91 Development and Evaluation of an Feconomicat Corrosion-Resisting Alloy for Quarter-
master Items
Passibilities of Interchangeable Use of the Maierials and Alloys of the Platinum Group, Silver,
Tungsten, and Others in Electrical Contacts
SP-16 Rare Metal Contacts
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CONTRALT NUMBERS, CONTRACTORS, ANL SUBJECTS OF CONTRACIS

Contract Number

Contractor

Subject

OFEMNMar 307
NDCre-164

NDCre- 120
OFEM- 113
NDGic- 181
OQFEMa-17
OFMar-185
OFMar- 1)
OFEMsr-68
OEMsr- 152
OF M -208
OFMys-352
OFEMsr-133%
Coreslanion :\yngm;l
Company inanced
QEMer-354
OFEMsr 419
OFMar- 148

OF Msr-117
Symbml No, 923
Fusds transferoed
QbEMs1- 478

OF Moy 847
OEMar-i07

OF 8- 162

OF - 150

QFMse-500

OE M. 508

OF Mar-305
Syinhol No. 934
Fantds transferied
OF Mar- 166
OFMsr-527

OF M 615

OF Msr 396

OF Mur- {04

OF M 391

Sational Academy of Sdences

University of Michigan
Ann Arbor, Michigan

Carnegie Insttute of 1echnology
Prsshiurgh, Pennsylvania

Massachusetts Institute of Fechnology
Cambdyge, Massachusetts

Ohio State University Rescarch Foundation
Cotumbus, Ohio

Masichunetts Institite of Technalogy
Cambridge, Masschnsetts

Ohio State University Besearch Foundation
Columbus, Ohlo

Uinsersity of Michiyan
Aunn Athur, Michigen

Leliigh University
Bethlehem, Penmylvania

Federal Shuphuitding and Dry Dadk Company
Kearny, New Jerey

Combusnion knginecring Company
New York, New Yoik

Rustless fron and Steel Corporation
Baltimore, Maryland

Ohio State University
¢ nhumbus, Ghio

Hattelle Memorial lnstitute
Cafuvmbus, Ohio

Battelle Memaorial Institute
Colwinbus, Ohio

Carnegic Enstitute of Technology
Pittsburgh, Pennsylvanii

National Barcan of Standards
Washingten, D, C.

American Brake Shoe Company
Mahwah, New Jensey

Battelle Memmial Institute
Columbus, Ghio

Climax Maolyldenum Company
Ietroit, Michigan

Crane Caapany
Chivago, Ninois

Federal Shipbuilding and Drv Dock Company
(U. §. Steet Corporation)
Kearny, New Jereey

Lunkenhcimer Company
Cinginnati, Ohio

Massachus=tts Institute of Technology
Cambristge, Massachusetts

T he Midvale Company
Philadelpha, Penpsylvania

National Burean of Standards
Washingion, L C,

University ef Michigan
Aunn Arhor, Mithigan

Vanadium Corporation of America
New Yosk, New York

Lehigh University
Rethilchem, Pennsylvania

Rensselaer Polytechnic Institute
T'rov. New York

Columbia Univenity
New York, New York

Rensselaer Polviechnic Institute
'roy New Yok

Metallurgicd Advice to OSRD-NDRC

Literature Survey on the Low-Temperature Proper-
ties of Metaly

Steel for Gun "Fulies

Bevelopment of a Sabstitute for Sillinanite in Pour-
ing Rings Used in Special Sieel Foundy Practice

Acceptance Test for Fire Brick: Pouring Box Refrac-
tories

Bevelopmeni of Non-Magnetic Armor Steel

Research Newds in Field of Welding and Summuny
of Existing Knowledge on Welding Practice

Fadgue Strength of Selected Gun Steels Under Com-
bined Stress

Residual Stresses in Cold-Drawn Non-Ferrous Alloys

Weldahility of Commercial Avmor Plate

Development of Fervitic Anmor Welding Electrodes

Development of Avmor Welding Electrodes

Stress Reliel of Weldments for Machining Stability

Effeciz of Hydrogen, Nitrogen and Oxygen in Armor
Plate

Correlation of Metallographic Structores and Hard-
nexs Limit in Armor Plate

Non-Ballistic Test for Armor Plate

Reryilivm-Aluminum Alloys for Engine Yarts

Heat-Resisting Metals for Gas Turbine Parts

Heat-Resisting Metals for Gas Tarbine Parts

Heat-Reaisting Metals for Gas Turbine Paiis

Heat-Resisting Metals for Gas Purbine Parts

Heat-Resisting Metals for Gas ‘Turbine Parts

Heat-Resisting Metals for Gas Turbine Parts
Heat-Rasisting Metals for Gas Turbine Parts
Heat-Resisting Metals for Gas Turbine Parts
Heat-Resisting Metals for Gas Turbine Parts
Heat-Resisting Metals for Gas Turhine Parts
Heat-Resisting Mctals for Gas Turbine Parts
Evaluation of Weldability by Direct Welding Tests
Evatuation of Weldability by Direct Measurement of

Cooling Rates
Evaluation of Weldability by Correlation of Flectri-

cal and Heat Constants
Spot Welding of Armor Plate and Low-Alloy Steels
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(Continued)

Contract Number

Contractor

Subject

QEMsr-151
OFEMsr-150
OFEMsr-492
Correlation project
Rock Island financed
Correlation project
Rock Island financed
OFMsr-617
OEMsr-729

OFEMsr-517

OQFEMsr-970

OF.Msr-712

OQEMsr-650

QF Msr-6ih
OFMsr-730

OEMsr-975

OEMr-971

OF Msr-721

Svmbol 1720A
Funds transferred
OFEMsr-722
OFMsr-731
Correlation project
Naval research
Laboratory financed
Correlation project
Compary financed

OFMsr-724

OF Msr-669

OFEMsr-771
OFEMsi-755

OFMar-i125

OFEMr-810

Battelle Memorial Tnstitute
Columbits, Ohio

Battelle Memorial Tnstinite
Columbus, Ohio

John A, Reebling's Sons Company
Trenton, New Jersey

Rock Island Arsenal
Rock Island, lilinois

Rock Island Arsenal
Rock Island, Hlinois

University of California
Berkeley, California

Batelle Memorial Institute
Columbus, Ohio

Massiachusetts Institute of ‘Fechnology
Cambridge. Massachusctts

Buick Motors Division
Genera) Motors Corporation
Flint, Michigan

Trojan Powder Company
Allentown, Pennsylvania

U. S. Pipe and Foundry Company
Burlington, New Jersey

New Jersey Zine Company
Palmerton, Pennsylvania

Battelle Memorial Institute
Columbus, Ohio

Buick Motor Division
General Motors Corporation
Flint, Michigan

Buick Motor Division
General Motors Cocporation
Flint, Michigan

Battelle Memorial Institute
Coiumbus, Ohio

National Bureau of Standards
Wiashington, D. C.

Batrelle Memorial Institute
Columbus, Ohio

Battelle Memorial Institute
Columbus, Ohio

Naval Research Lahoratory
Washington, D. C.

American Brake Shoe Company
Mahwah, New Jersey

University of Notre Dame Du Lac
South Bend, Indiana

Ruick Motor Division
General Motors Corporation
Flint, Michigan

Carncgic Institute of Technology
Pittshurgh, Pennsvivania

Carnegie Institute of Technology
Pittsburgh, Pennsylvania

Research Laboratories Division
General Motors Corporaztion
Detroii. Michigan

Rescarch Laboratory
Westinghouse Flectric and Manufacturing

Company

Fast Pittshurgh, Pennsvlvanin

Flash Welding of Alloy Steels for Ordnance
Improvement of Low-Alloy Armor Steels
Corrasion-$atigue Failure of Aircraft Control Cables
Welding Face-Hardened Armor

Stress Relief of Welded Joints

Propertics and Heat ‘Treatment of Magnesium Alloys

Fatigue Propesties of Magnesivm Alloys and Strue-
tuves

Determination of the Effects of Flume Hardening on
the Ballisuic Properties of Pre Heat-T'reated Homo-
gencous Armor Piate

The Development of a Process for Manulicturing
and Welding Face-Hardened Armor Plate

Dircct Explosion Test for Welded Aror and Ship
Plate

haprovements in and Extension of Centrifugal Cast-
ing Methods for Production of Miscellanecous War
Matériel Hiems

Prevention of Stress-Corrosion Craching of Cartridge
Brass by Protective Coatings or Surface Treatment

Properties of Mallcable Iron Castings for Use in Tanks,
Combat Vehicles and Other Military Applications

Development of Processes for the Manufacturing and
Welding of Homogencous Armor Plate from Non-
Alloy Steels

Development of Processes for the Manufacturing and
Welding of Case-Carburized Avmor Plate from
Non-Alloy Stecels

Investigation of Boron in Armor Plate

Investigation of Roren in Armoyr Plate

Examination of Enemy Matériel

Analysis of Heat Flow in Metal Molds for Centrifugal
Casting of Gun Tubes, Airpline Cylinders, Tank
Bogey Wheels and Other War Matéricl

Bibliography on Centrifugal Casting

High-Temperature Torch for Welding and Surfacing

Metallographic and Physical Properties of New Types
of Gun Steels

Investigation of the Use of Special Non-Alloy Steels
for Armor-Fiercing Capped Shot

lmprovement in Wrought Gun Tuhes

Improvement in Gun Steel Ingot Practice

un Mechanieal Preperties of

Heat Treamment of High-Temperature Alloys
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(Continued)

Contract Nutiber

Conlrartor

Subect

OEMer 822
OFEM-439

QEM 819

OFE M -502
OFEMsr-009
OFEMar-894
OF.Mar-861
OFMst-877
OFMar-8l2

OFMsr- 12D

OFSMsr-973
OENMw-974

OF 3ar-956
OFMu-979
OFMsy 1048
Corielation project
Company financed
QENMsr- 1044
OFEMsr-107)
OFEMsr-1030

OF M 1064
QFMsr-1033
OFMar- 1962

OF Msr- 1108

OF Mar- 1083
OFMsr-1187
OF Mar. } 162
OFAer- 1247

OF - 1001

OF e 127

Case Sthool of Applied Saence
Cleseland, Oho

Lurversity of Cahifornia
Berkeley, California

Fervo Enamel Corporation
Cleveland, Ohio

Reed and Barton Corporation
Taumon, Masachuseits

Timken Roller Bearing Conspany
Canton, Ohio

Carncgie Institute of Technology
Pittshurgh, Pennsyivania

Penasylvania $1ate College
State College, Pennsylvania

Massachusetts Institute of ‘Fechnology
Cambridge, Massachusetts

Massachusetts Institute of Technology
Cambridge, Massachusetts

Research Laboritory Division
Generad Motors Corporation
Detroit, Michigan

California Tnstituie of Techuology
Pasadena, California

California Institute of Technology
Pasadena, California

Carnegie Institute of Technology
Pittsburgh, Fennsylsania

Batteile Memorial institute
Colinizs, Ohio

General Electric Company
Rescarch Eaboratory
Schenectady, New York

American Brake Shoe Company
\Mahwah, New Jersey

University of Minnesota
Minncapolis, Minnewta

University of California
Berkeley, Califernia

Rensselarr Polytechnic Institute
Troy, New York

Lchigh University
Bethlchem, Pennsylvania

Rensselaer Polytechnic Institute
Troy, New York

Rensselzer Polytechnic Institute
Troy, New York

Geneval Fleotric Company
Schenectady. New Yook

Carnegie Institute of Technology
Pittsburgh, Pennsylvania

Air Reduction Comnpany
New York, New York

Mavachusetts Institute of Technology
Cambridge, Massachusetts

Unisersity of California

BA . .

i wlifmmari
Heihaloy, alifamnia

University of Califors s
Berkeley, Calitornia

Battell NMemorial Tostitute
Catumbus, Ohiio

Correlation of Information Available on the Falni-
cation of Aluminum Alloys
Formability of Magnesium Alloy Sheet

Development of a Suitable and Noncritical Fused
Inorganic Conting for Cooking Utensils and Cther
Quartennasier's Hems

Flatware for Army Use

Control of Basic Open-Hearth Melting Practice for
Manufacture of Wrought Gun ‘Yubes

fastic Flow of Aluminum Aircraft Sheets Under
Combined Loads, 1

Plastic Flow of Aluminum Aircraft Sheets Under
Combined Loads, 11

Eflect of Locked-Up Stresses on Ballistic Performance
of Welded Armor

Metallurgical Studies «nd Surveys of Anny Quarter-
master Corps Supplics

Treatment of National Emergeney Steels for Use in
‘Tanks, Combat Cars, Gun Mount: and Other
Ordnance Matériel

Radiographic and Fluoroscopic Mcthods of Inspec-
tion of Spot Welds in “luminum Alloys

Non-Destructive Testing of Flash Welds

Acceptance Tests for Plain Carbon Steel Gun Forg-
ings and Other Ordnance Forgings

Non-Metallic Welding Back-Up Strips for Armor
Plate Joints

Bi-Metallic Rotating Bands for Projectiles

Experimental Production of Pilot Siatic and Cen-
trifugal Castings for the Armed Services

Study of Density-Volume Changes Associated with
Phase Changey in Cartridge Drass

Residual Stresses in Ship Welding

Evaluation of Factors Affecting Crack Sensitivity of
Welded Joints

Methods of Testing Weldability of Steel Plates and
Shapes

Physical and Srvess-Corrosion Properties of Magne-
sium Alloy Sheet

Spot Welding of Magnesium Alloys

Uevelopment and Extension of Precision Casting
Methods for Production of Miscellancous War Ma-
tériel Items

Deformation Characteristics of Magnesinm Alloys

Effect of Oxygen Cutting o Weldability of Armor
Plate

Investigation of Factors Reducing the Effective Duc-
tility of Welded Steel Members

History of Residual Streases in Welded Ships

Biehavior of Steel Under Coaditions of Muttiaxial
Stresses and Effedt of Welding and Temperature on
this Behavior .

bevelopment of Improved Electrode Coatings
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(Continued)

Contract Number

Contractor

Subject

OEMsr-1247

OEMsr-1268
OEMsr-1219
OEMsr-1265
OEMsr 1286
OEMsr-318
Correlation project
Company financed
Caorrelation project
Company financed
OFEMsr-1850
OFMsr- 1523
OQFEMsr-1531
OEMsr-1345
OFEM51-1382
OEMsr-1466
OFEMsr-1100
OEMsr-1H18
OEMsr-1421
OFEM-r-1426

OF Mar- 1471

Hlinois Tnstitute of Technology
Chicago, Ihnois

General Elearic Company
Schenectady, New York
Lehigh University
Bethlehem, Pennsylvania
Carnegie Institute of Technology
Pittshurgh, Pennwylvania
Vanadium Corporation of America
New York, New York
California Institute of Technology
Pasadena, California
American Brake Shoe Company
Mahwah, New Jersey
American Brake Shoe Compan -
Mahwah, New Jersey
University of Pittshurgh
Pittshurgh, Pennsylvania
Lehigh University
Bethlehem, Pennsylvania
Rattelle Memorial Institute
Columbus, Obio
Battelle Memori.i Institute
Columbus, Ohic
Cornell University
fthaca, New York
Rustless Tron and Steel Corporatic
Baltimore, Maryland
Battelle Memorial Institute
Columbus, Ohio
University of California
Berkeley, California
University of Ilinois
Urbana. Winois
Carnegie Institute of Technology
Pittsburgh, Pennsylvania
Pennsylvania State College
State College, Pennsylvania

Behavior of Steel Under Conditions of Multiaxial
Stress and the Effect of Metallographic Structure
and Chenucal Composition ox this Behavior

Study of Effects of Surface Pre-Stressing on Dynamic
Propertics of Metals

Effects of Impurities on the Ferromagnetism of Non-
ferrous Alloys

Prevention of Cracking in Gun "Fubes

Development of High-Strength Gun Steels
Behavior of Metals Under Dynamic Conditions

Hardenability of Cast Steels for Use in Ordnance
Matéricl

Heat Resistant Alloys for Ordnance Matériel and Air-
critft and Naval Engine Parts

Time-Temperature-Hardness Relations in New Gun
Steels

Weldability of Steel for Hull Construction

Tuvestigation of Mewallurgical Quaiity of Steels Used
for Hull Construction

Mectal and Ceramic Materials for Jet Propulsion De-
vices

Fatigue Tests of Ship Welds

Weldability of Heat-Resisting Alloys

Development and Evaluation of an Economical Cor-
rosion Revisting Alloy for Quartermasier Items
Cleavage ricture of Ship Plate as Influenced by De-
sign and Metallurgical Factors

Cleavage Fracture of Ship Plate as Influenced by Size
Ffiects

Correlation of Laboratory Tests with Full-Scale Ship
Plate Fracture [ests

Correlation of Laboratory Tests with Full-Scale Ship
Plite Fracture Tests
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SURVEY PROJECTS

Project No,

Subject

Sp2
55

Lp-6

SP-8

SP-10
St
$§-2
SP-14
SP-15
SP-16
SP-7
S8

SP-19
se23

k) i

Sp-25
SP-26

§P-25
SP-28
sP-29
SP-30
SP-51
Si-33

Industrial Applications of Chromium Plating

Current Data on Selected Alloys Suitable tor High-Femperature Service in Gas ‘Turbine and Super-
charger Parts (N-102)

Alstradt of Confidential Report on Nidhel in Japan

Proposed Rescarch Project: Rivets and River Steels

Mathemacics Underlying the Centrifugal Casting of Metals (OD-10%)

Silver Blating of Steel Flatware

An Investigation of the Present Suatus of Magnesium Alloy Sheet in the Aireralt Industry

Ceatrifugal and Precision Gasting of Nonferreus Alloys: Methods of Predision Casiing of Metals

High-Temperature Properties of Light Alloys (NA-137)

Rare Metal Electrical Contacts

‘The Effect of Impuritics in Aluminum Alloys (NA-119)

Fatigue and Impact Characteristies and Noteh Effect in Tension of Artificially-Aged Aluminum
Alloys (NA-126)

Review of Literature on Behavior of Metals Under Multiaxial Stresses

Flash Welding of Aluminmmn

The Test Methods of the Materials Laboratory, Engineering Division, Air Technical Scrvice Com-
mamd, Wright Ficld, Dayton, Ohio

Strews Analvsis of Welded Sections

A Survey of Rescarch on Magnesium and Magnesium Alloys Being Conducted by Government
Agencies, Branches of the Armed Services, and Producers and Fabricaiors of Magnesium

Fatigue Properties of Aireraft Materials and Structures

Field Service in Welding High-Strength Structural Steels (0D-36-2)

Ficld Service on the Repair Welding of Cast Armor (0D-36-2)

Suggested Research on Aluminum Allovs from Members of the Aireraft Industry

Properties of Sheet Materials for High- Temperature Service

Bibliography on the Damping of Mctals

[
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The subject indexes of all STR volumes are combined ina master index printed in a separate volume.
For access to the index volume consutt the Army o1 Navy Agencey listed on the reverse of the half-title page.

Aberdeen Proving Ground, armer plate
testing, 38
Adhesive joints for magnesium alioys, 21
Acrojet Engineering  Corporation, ce-
ramic nozzles for rockets, 85
Air Reduction Company, effect of oxy-
gen cutting on weldability, 94
Aircraft armor, 88, 49
Aircraft control cables; see Control ca-
bles, aireraft
Aireraft materials, 11-338
aluminum alloys, 11-17
armor, 38,19
casting hollow round billet, 111
control cables, 27-29
fatigue, 32-33
heat-resisting alloys, 81, 81
nuagnesivm alloys, 17-27
molds for casting cvlinders, 109
nommagnetic armor plate, 49
-t methods, 32-33
Sowphos (special alloy steel), 119
atlegheny Ludlum Steel Corporation,
heat resisting atloys, 81
Alloys for high temperature use; see
Heat resisting alloys
Aluminum alloys, 11-17
alumimun-heryliium, 16
bulge tests, 14-15
casting, 112
cold volled sheets, 11
compression test, 15
fabrication, 12-16
fatigue, 13
flash welding, 99
formability limits, 13-16
formability tests, 14
handbook of properties, 12-13
high-strength alloys, 12-1%
hot forming, 14
plastic forming, 14
radiographic and fluorescopic inspec-
tion ot zpot welds, 98
sneet metal beiiavior, 14
stress-strain relationships, 15
tension test, 15
test results, 15
welding, 98-99
Aluminum-beryllivm alloys, 16
Amcrican Brake Shoe Company; cen-
trifugai casting, 111
hardenability of cast steels, 45, 129
heat resisting aflove, 814
Ammoniz corrosion test for hrass car-
tridges. 75
Ammunition, 74-80
armor piercing shot, 71
cartridge brass, 74-77
driving bands, 78-80
Applied Mathematics Pancl, centrifugal
casting, 109

Are welding; heat flow during, 47
weld metal porosity during, 90
Armor piercing shot, 74
Armor plate, defects; back spatling, 35,
13
cracking, 35
fracture, 35
mas impurities, 4112
intergranular fracture, 12
quench-crack suseeptibility, -4
Armor plate, fabrication; heat treat-
ment and cooling, 46-19
flame hardening, 37
flame softening, 37
gas carburized, 38, 94
melting practice, 45
quenching, 42
Armor plate, improvements, 36-19
Artaor plate, mat=iials; boren ailoys,
39-16
ferrosilicon alloys, 38-349
high-alloy steel, 46-19
low-allov steel, 38-46
nickel aflcys, 16
non-alloy steel, 38, 94
Armor plate, testing, 34-37
bend testing, 35
ceffect of impact velocity of projectiles,
85
non-ballistic test, 34
notch-bar fracture test, 35
recommendations for further work on
testing, 36
testing weided armor, 36, 88
testing with explosives, 36
Armor plate, types; cast armor, 45
face-hardened armor, §7-39
heavy armor plate, 46-49
nonnagnetic plate for aireraft, 49
rolled homogencous, 31
Armor plite, welding, 87-99
austenitic electrodes, 88, 92
clectrode size, 93
ferritic electiodes, 88
methods, 88
oxygen cutting, 93
recommendations for improvemen.,
93
repairing cast armor, 95
resistance welding, 98-100
spot welding, 98-99
Austenitic clectrodes, 88, 92

Bainite strurture of steel, (48
Battelle Memorial Institute; boron steel
for armor plate. 40
case toughnese on face-hardened
armor, 38
chromium-base alloys, 83
examination of enemy metallurgical
material, 114-116
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flash welding allov steels, 40
gases, cllect on armor plate, 4142
heat flow in metal molds, 109
heat resisting alloys, 814
homogenizing heat teatment of ar-
nor, 44
improved electrode coatings, %0
madleable iron in combat vehicles, 107
metal and ceramic materials for jet
propulsion, 85
steel endurance against heat, 10
steel for hull construction, 104-105
welding backnp strips, 93
Beams, metal, cffect of impadt loading,
123
Bending properties of aluminum alloys,
13-14
BersHium-aluminuia alloys, 16
Bore defects in gun tubes, 64-i6
Bore photography of guns, 66
Bore quality index for guns, 66
Boron as a substitute for molybdenum
in stecl, 40-41
Boron treated steel; for armor picrcing
shot, 74
in armor plate, 37, 39-11, 19
welding, 94
Brass cartridge cases, 74
Brass casting, 112
Buick Motor Division of General Mo-
tors; case carburized armor plate
from non-alloy steels, 38, 94
fuce-hardened armor plate, mfg. and
welding, 37, 94
hosmoegencous armor plite, 41
non-alloy steels for armos picicing
shot, 74
Bulge test, circular hydraulic, 14, 13
Bulge tests for sheet metal, 14
Bulge tests on aluminum alloys, 14-15
Bureau of Standards: see National Bu-
rean of Standards

Cable lubricants, 28
Cables for aireraft; see Control cables,
aircraft
Californiu Institute of Technology: non-
cestrustive tests of flash welding,
99
plastic deformation in wires and bars,
120
Camouflage of mess gear, 119
Carbide nozdes for rockets, 85
Carhon steels army flatware, 117
forgings, 129
galvanized cables, 28
hardening, 7¢
Carnegie Institute of Technology: car-
bon steel forgings. acceptance
tests, 129
cracking in gun tubes, 67-(4

167
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deformastion chartacteristio of wmagne
sium alloys, 26

nnpriscment of gun steel ingot prace
fice, B4

improvement of sronght gui tubes,
53,56

non-ballistic teat for armor plate, 3

plastic Bow of aluminwm alloy sheets,
1

rwhiographic and Quoroscopic inrpece
tion of spot welds, 94

shep plate fracture tests, 102

teats of gun tibe quality, 5

Cantridye beass, 7477
annicaling, 77
worroion during formiog, 77

v e TR 7H
covposion preve L

clectroplating, 75
organic coatings, 76
stress climination, 76-77
stress-coniosion, 75-77
sutlace compression, 76
Yy meassreents of stress, 77
fing coating, 75-76
Cantridge caes; see Cartridge bras
Cartridge coating compound, 76
Cast armor; handenability, 5
repatied by welding, 95
Cast steel: hardenability of alloy steel,
12
mechanical properties, 107
temperature efiects, 197
Casting moeihods) centrifugs]  casting,
lod- 11}
diffwultion with almminzum-bervilium
aftoys, 16
for alnminum altovs, 112
o mugnesinm atloys, 20
“lost wax"” provess, 12
precision casting, 1113
Conteifugn) casting, 10311
blanks for boll bearing races,
companite grinding rolls, 11
duplex metal casting of steed within
copper, 111
emd connections for tank treads, 110
heat Bow in metl molds, 169
wathematics of, 109
micthads, HO
maortar barreds, 110
recoil evlinders, 110
wxe of moncel wetal, 110
Cernmic nogles for rockets. 8%
Charpy impact test for pun tubes, 54
Chrominm and chromivm plated nos-
2ics for nukets, B3, R6
Chromium plated guns, 127
Chiomminm steel allovs, propertics of. 83
“Chronak” protection of zine surfaces,
76
Civenidar hvdraulic bulge tese, 110
Climay Molvledenum  Company. new
heut-tesisting allevs, RS
Coatings for cartridges, 76
Coatings for cooking utensils, 117
Colalt-base atlove, 82
Cold working surfacex of metals, 20-81
Cold.rolled aliiminun allos <heets, 1

Columban University, mathematical
staddy oi head flow during arc
webding, 07

Combustion Eng ineering Company;
clestiodes for welding heavy st
armor, 5

ferritic clectrades, BY
Compression tests for sheer meial, 15
Control cables, aiveraft, 27-29

corrosion fatigue, 28

tatigue tailure, 28

galvanized carbon steed cables, 28

witernad friction, 28

tubricants, 28

performance tests, 28

service foad tests, 28

Cooking utensils, inorganic coatings for,
117

Corrosion; Alcuphos afloy, 119

virtridge brass, 74-77
cooking utensils, 117-119
flutware for Aray, 117-118
magnesivi sllow, 2103
special alloy steel, 1i9

Cricking  suscoptibility test for gun
tubes, G4

Crane Company, heat resisting alloys, 81

Crucible Steel Company, heat resisting
alloys, 81

Cupola malleable iron, 167, 168

"Cyide-weld” joints in magnesivm al-
loys, 21

Dichromate rreatment of magncsium al-
loy surfaces, 2

Bilatometer, high speed, 45

brifatometric studies of armor, 45

Dimpling magnesium alloy sheet, 19

Division 18, NDRC; see War Metallurgy
Division, MDPRC

rowmetal alloys, 18

Drawing magnesium alloy sheet, 24

Driving baads lor projectiles, 78-80

bimetal, 78
duplex-band, 78
for 40 mm projectiles, 79
tor 87 mm projectiles, 79
for 3 in. projectiles, 79
German, §13
sintered iron, 78
recommendations for further research,
HO
Ductility in gun tubes, 53

Eddy current test for flash welding, 49
Electrode for welding: anstenitic clec-
troddes, K3
coatings, 80
composition and properties, 92
ferritic electrodes, 88
‘or heavy cast armor, 95
for high-strength structural steels, 95
MRE-2A electrocles, 89, 91, 05
L4 in. diameter electrodes, 93
Eliigtical hydraulic bulge test, 1415
tmbrittling agents in magnesium alloys,
26
Encmy material, study of captured
ciquipment, TH-116
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Erosion of gun steel, 52, 51

Etching technique for magnesium alloys,
26

Explosives for testing arnzor, 36

Explosion tests for weided armor and
ship plate, 2, 104

Face-hardened armor, 37-39, 08
Fatigue of meals; aircraft soructures,
J2.33
aluminum alloys 13
gun steels, 72
magnesium alloys, 20-21
ship welds, 165
Federal Shiphuilding and Drydock Co.,
heat resisting alloys, 81
Ferritic electrades, 88-91
Ferro Enamzl Corporation, fused coat-
ings for vooking utensils, 117
Ferromagnetic impuritics in nonferrous
atloys, 126
Ferrosilicon, use in carburizing steel, 38
Flame hardening of metals, 249, 37
Mame softening of armor plate, 37
Flash welding, 40
Flatware for Avmy use, corrosion pre-
veation, 117-118, HE
Fluoroscepic inspection of spot welds, 98
Ferging magnesium alloys, 20
Formability of aluminum alloys, 13-16
Forming magnesitun afloy sheet, 28-26
40 mm M1 gun wibes; bore defects, 65
yleld strength, 65
10 man projectite, driving bands, 79
Foundry materialy and processes, 107-118
centrifugal casting, 108-111
malleable iron, 107-108
precision casting, 111-113
refractories, 113
Frankford Arsenal driving band tests, 79
Friction in aircraft control cables, 28
Fungicide testing methods for aircrafy
materials, 32

Gas carburizing armor, 58
Gas turbines, heat resisting metals for,
81,83
Gascous elements in armor plate, 4112
General Electric Company: driviag
bands for projectiles, 78
heat resisting alloys, 81
induction hardening, 31
precision casting of war materials, 112
General Motors Corporation; conling
rates of heavy armor place, 17
heat treatment of NE steels, 125
shot blasting steel, 29-30
German aircraft cables, 29
German driving bands, 78
Cerman war products, Allied study, 111-
16
Gluce testing wmetheds for aireraft mate-
rials, 32
Grain structure of magnesium allovs, 20
Grainal-treated nonalloy steels, 74
Guerin press, 24
Gun device for embedding studs in
metal piate, 56
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Gunstee) sned guos, 51 73
Gun steels; favigue strenpth, 72
hardenability, 69-73
heut treatment, 69-72
ingot practice, 6-66
melting practices, 66-67
Bew tvpes, 72
quality, hi-64
recommendations for further research,
73
rolling and piercing practice, 66-67
time-temperature-hardness sehitions,
70
Guan tubes; angular fracture, 61
hore defects, 61-G6
cracking prevention, 67-69
crosion, 52
forgings, 57, 66
homogenizziion, 64
impact resistance, 52, 54
maximum touguness, H2
performance, 53
progressive stress damage, 52, 52
quality, 57, 66-67
quench cracks, 68
reasons for failure, 52-55
seamless, 57, 64
slack quenching, 71
trarsverse impact, G0-6i
transverse reduction of avea, 52, 57, 53
upsctting, 4
vield strength, 52, 59
Gun tubes, specifications, 53, 55-56,6G3-64
Gun tubes, tests; cracking susceptibility,
68
fatigue strength, 72
Jominy te<t, 70
macroctch test, 5
proof firing test, 54-55
statistical analysis of reaults, 55, 56
transverse Charpy impact, i
transverse tensile test, 5t
Guns, casting small parts, 12

H plate testing-welding, 89
Hadficld's manganese steel, 49
Hardenability of alloy sieel, 120
Hardenahility of steel, 45, 47, 69-73
Haynes Stellite Company, heat resisting
alloys, 81
Heat flow in metal molds, 109
Heut resizting alloys, 81-86, 111
centrifugal casting, 11
chromium alloys, 83
creep tests at different temperatures,
82
damping capacity, 84, 86
for aivcraft, 81, 84
for gas tarbines and turbosupercharg-
crs, 81
for naval engine parts, 84
for rocket nozzles, B5
for rockets and jet propulsion devices,
85-86
forged and cast alloys, 82
laboratories engaged in work, 81
recommendations for further research,
83,86

weldabiliiy, 81

Heat rreatment of magnesium alleys, 19

Heliare welding of magnesium ailoys, 2

High frequeney sur{ure hardening of
metdls, 29

High temperature alloys: see Heat resist-
ing alloys

High-alloy homogencous amor steel,
16-49

Homuogeoization of armor; see Low-alloy
homogeneous armor steel

Hemogenisation of gun tubes, 64

Hot forming of aluminum alloys, T

Hot forming of magnesinm alloys, 23-25

HT bull stecls, 104

Hull siee) weldability, 101

IHinois Institute of Technology: ship
steel, clfect of stress, 102
Impact resistance of gun tubes, 54
Impact studies of metads. 120-125
compression impact, 122
cffect of rapid loading, 125
impact on heams, 123
impact on plates, 123
impact velocity, effect on tensile prop-
ertics, 121-122
stvain rates, effect on wensile proper-
tics, 124
Impact test for gun tubes, 54
Induction hardening of metals, 32
Ingot practice (steel), 64
Iutergranular fracture of steel, causes, 12
International Harvester Company,
NRC-2A electrode, 91
haternational Nickel Company, Inc.,
heat vesisting alloys, 81
Tron. malleable; see Malleable iron
Isothermal quenching of armor, 43
Trod bar, 86

Japarvese aircraft cables, 29

Japanese war products, allied study of,
H4-116

Jet propulsion devices, heat resisting
allovt and ceranics, 85-86

Jominy hardenability curves, 73

Jominy hardemability test, 70. 73, 47,
128-129

Lead-hearing  copper alloy scrap, re-
claiming, 128
Leather testing methods for aircralt
naterials, 32
Lehigh University; effect of impuritics
on fenomagnetism of nonferrous
alloys, 126
stress elimination in ponferrous al-
loys, 76
weldability of hull steel, 101
welding tests, 95, 97
Liberty ships, study of stresses, 101
Lithium soap lubricant for low temper-
atures, 28
Low temperature propernies »f wetals,
19
Low-alloy homogencous armor  steel,
39-16
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clteat of boron, 39- 16
clicet of gascous elements, 114U
heat treating effects, 13
homogenizing treataent, 11-16
quench olfect, 42, 13
straviure investigation, 12-13
tempering pructice, d
Low-alloy steels, spot welding, 98-99
Lubricant testing methods, for airordi
waterials, 32
Labricants, low temperaiure, 28
Litder's Jines, 15

Macraetch rest for gun sieel, 5t
Magnesiuen afloss, 17-27
Magnesium alloys, fabrication; head
forming, 25
deep-drawing at high temperatures,
24
forging, 20
Gugerin proess, 21
heat treatment, 19-20
metheds of making joints, 20
sheet formation, 23-426
shot peening, 30
shrink fange foemations, 24
Magnesium alloys, propevties; damping
capacity, 19
deformation characteristics, 26
fatigue properties, 26-21
formability, 23-24
fracturing, 26
limitations for aivevaft, 21-22
mechanical properties, 17-20
notch efficiency and sensitivity, 17-19
problems, 17
stress effect of ductility, 26
stress-corrosion, 21-23
stress-strain, 23, 26
stretch forming, 25
tensile strength of sheet, 18
Magnesium alloys, recommendations for
further rescarch, 26-27
Magnesiue alloys, testing: bend tests, 24
corrosion-fatigue tests, 21
sample size, effect on tensile proper-
tics, 18
Magnesium alloys, welding: heliare-
welding, 21
spot welding, 98
Magnctic matevials, nonferrous alloys,
120
Magnetic powder test for flash welding,
94
Magnetic stability of aireraft armor, 19
Malleable iron, 107-108
comparison with cast steel, 107
cupola malteable, 107
cffect of clevated temperatures, 107,
108
cffect of impact, 107
for combad vehicles, 107
for steel substitution, 107
medhaniend properties, 107
Manganese, Technologic Committee on,
I
Manganese for armor plate, 37
Manganese steel, non-magnetic, 19
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Martensitic stincture of seel, 16, 69
VMoasschiserts Institute of Tedintogy:
atnay plae, Hame hardening, 5%
heat reststongg allovs, R
mctablurgial stadies of Quarternmas.
ter supplies, Hn
nontagnetic anmor steel. 19
ritlimanite sabstituie, 113
welded drmor, strosses, K9
Selting process for steel, 13, 66
Meve gear cimouflage, 119
Metals, behuevior: compression impact,
122
high temperature use, R1-K6
impact loading, 120
nnpact on heams, 123
unprart on plates, 12
it welovivy, eifect on reasle prop-
ertics, 124422
tow temperature praperies, (19
muttianial dres, (04
tapid Joading. 125
strain rate, effegt on tensiie propeeties,
124
SMetads for electrical contacts, rave, 127
Microtompression test, 15
Micumtructare of steel preferred for
shock resistance, 3
S6icrotension test, 15
2ichaale Compaiy, heat resisting allove,
®1
AMn-Mo welding elevtrode, 89
salile for contrifugal casting, 109
Sfartar barrels, centrifugal casting., 140

National Burean of Standards; boron i
armor plate, 39
hest resisting alloys, Bl
phiveical properties of steed, 40
Mational emevgency steels (NE stegd),
11, 1B
New Jersey Zine Company, prevention
of stress-corrosion of cartridge
braw, 73
Noa-altoy steed for armor plate, 33, 0t
Noufevsous alloys: see alto Heat resist.
ing alloys
atunuenum allovs, 11-17, 112
Alvminna-beryllivm, 16
boasy, 74-77, 312, 126
bronre, 126
choomitm allove 83
copper altey sorap. bead Bicaring. 128
Dowmectal, 18
effect of tmpurities oo ferromagnet-
tam, 126
wagnesivm allovs, 17.27
platinum alloys, 128
srew climination, 76
Noomagnetic allovs for advcrafe, 126
Senmagnetic armor plate for aiveraft
"
Nonmewatlic welding hackup strips, 93
Notch cfficiencies of magnesiuam atlove

1B
Notched har impace tests for metals, 108,
13

Notuhed Litigue of aluminum altovs, 1%

NREOIN clegtiade, 809, 491

3o State Uoonenity, poiting box re-

fractones, 118
tescarch needs and cursent practices

in welding, 67

Open-hearth stees melting practice, 66

Cramioiv sulisnitetes, 127

Onvpen cutting, effect an weldability of
armor, 93-44

Paing test methods for alveruft materials,
32
Paper testing methonds {for aircrafe ma.
terials, 32
Parathetone lubricant, 28
Pennwbvania State College: plastic Bow
of aluminum aHoys. 1
ship plate acture (osts, 12
Photographiog Jefects in gun bores, 66
Plastic defopmation i fead, 122
Plastic flow of aireyalt mintcrials, 18
Plating «ilver divectly on steel, 118
Platimun group alloys, T4
Pouring  box  refeactories for steed
foundries, 113
Precision asting, 11113
aluminum and hrass, 113
gun parts, 112, 118
“host wax” methiod, 12
annferroud wetals, i1
snali gun parts, 112
smah tarbine hldes, 112
Frojectiles, 7480
armmor piercing shot, 74
cartridge brass, 74-77
driving hands, 78.80
Proof firing test “or gan tubes, 55
Punching magnesinm alloy sheet, 18
Purvan Cartridpe Coating Compound,

76

Quartermaster's materials, 117.119
corrosion resistance of Alcuphaos, 119
flatware for aze s use, VI7-118
fored aonttugs for ceoking atensils,

1]
MO g cematifage, 119
wmetailurgical studics, 118

Quench ragks in gun tubes, 68

Quench-cracking in cast armor steel,

Ouenching steel, 12-13, 69

R-301 alominum alleys, properties, 12,

15

Radioeraphic inspe tion of spot welds,

a3

Rare metal electrical contacts, 127-128

RAT quality of gun tubes, (transverse

arca reduction’, H3-64
Hevoil ovhinders, centrifugal casting of,
1o
Recommendations for further vescarch;
atuminum allens 16-17
ofiects of explosive impact, 125
clecirorde coatings, 4
flash welding of aluminum allovs, ¥
gun steel. 73
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heat resisting alloys, 83, 86
nagnesinm allovs, 27
projectile driving bannds, 80
ship welding, 106
testing armor, 36
weld metal pososity, 40
Reed ansd Barton Corporation, flatwace
for army use, 118
Reed springs for “buzs bombs”, 86
Rifractories for molten metal pouring
haxes, 113
Rensselaer Polytechnic Institate, cool-
ing rates of weldiments, 97
crack sensitivity of welded joints, 97
spot welding armor plate and low al-
lay steels, 98
spot welding maguesiom alloys, 08
sgress-corrosion of magnesium alloy
shect, 22
Resistance welding of armor plate, 98-
169
Rivets and rivet stecls, 127
Rock Idand Areenal, welding rock hard-
ened avinur, 91
Rocket siozrtes, aarhide, 85
Rockets, hear resisting alloys for, 8%-8u
Koebling's Sons Co.; aireraft controd ca-
bles, 27
Rolling a2nd piercing practice in steel
manufacrring, 66
Rotating bands: see Driving bands
Rubber test methods for aircraft mate-
riale. 32
Rupture of shect metal, wathematical
analysis, 16
Rustless Tron and Steel Corporation;
austenitic electrodes, 92
heat resisting alloys, 8¢

§ curves for steel transformiations, 71, 73
Scrap veclamation, lead-bearing copper
alluss, 128
Seamless gun tubes; bore defects, 165-
166
specifications, 63
upsctting, 64
Sclenium ircatment of magnesium alloy
surfices, 23
75 mm gun tubes; horve defects, 65
steels for, 65, 72
vield strength, Y
753 aluminam alloy, properties, 12, 14, 15
Sheet metal compression tests, 15
Sheet metal tension tests, 15
Ship steel hehavior; effect of loads, 101
cficct of aotches, 101
clfect of rate of strain, 103
cdect of structural discontinuitics, 102
plaie facture, 102
Shin welding, 100-106
fatigue of, 105
recommendations for further rescarch,
106
residual stresses, 101
Shaot peening meials, 20-31
difficulties, 30
magnesivm allovs, 30
process manual, 32
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steel, 29-30
Silimanite substitate, 113
Silver in electrical contacts, P28
Silver platiey livecthy on steel, 118
Slack quenching, avoidance insomor
plate, H
Stk quendhing gun tbes, 71
Slag coatings for cooking utensils, 117
Solution heat treating of magnesium
alloys, 19
Spalling of armar plate, 35, 13
Specificitions 57-105-1; 55
Specifications 57-106A; 53, 56. Ha, 62, 61
Specifications for gun tubes, 53-56, 62614
Specifications for the NRC-2A clectiode,
|
Specifications WVXS-67; 63
Specifications WVXS-74: AR, 61
Specifications WVNXS-88; Oin, 63
Specifications WYXS-05: 53, 62, 61
Specifications WYNS-131; 04, 61
Spat welding of armor phate, 98-00
Stainless steel cables, U8
Steel; carbun steel, 28, 69, 117, 129
cast alloy steels, 129
cemrifugal casting, 108-11]
for aivcraft contiol cables, 27-28
for armor picrcing shot, 71
for armor plate, 37-49
for gas turbines, 81
for gun tube., 51-61
for hull construction, 104
for projectiles, 71
for reinforcing concrete, 125
for rockets and jet propelled devices,
85-86
hardenabilitv, 69-73
heat resisting alloys, 81-86, 111
heat treatment, cffect on tensile im-
pact propertics, 122
high alloy stecl, 46-49
ingot practice, G4
low alloy stecls, 39-46
national emergency steels, 128
non-alloy steels, 38, 94
weldability, 96-98
Sseel alloys for high temperature use, 81-
86
Steel flatware, protection from rusting,
118
Steel ingots, solidification, 6%
Strain gauges in plugs for weld stress
measurement, 100
Strain propagation in metals, 120
Strain rate tests for metals, 124
Strain testing of ship steel, 104
Stress in steel, effect on transformations,
18
Stress relief of weldments, 4
Stress waves in metal from impacts, 35
Stress-coriosion; cartridge brass, 74-77
magnesiam alloys, 21-23
Atress-strain relavions; aluminum alloys,
11
magnesium alloys, 23-24, 26
Stresses in ship welding, 100
Stretching properties of aluminum al-
Toys, 15-14

Surtuce peening of wetals, 29-32
Sutface prestressing of metals, 2032
shot peening, 29-31
induction hardening, 31-32
surveys of aviZiahle information; fatigue
of aiveraft materials, 32
forming of aluminum abloys 12
heat resisting alloys, 82, 86
magnesiua illey sheet techniques, 28
2
nterials testing methods, 82
multiaxial stresses in metals, 101

Tank treads, casting of end connections,
110
Tanker ship welding stresses, 101
Tempering gun steels, 69
Tensile impact properties of steed, 122
Tensile loading machine, high speed,
125
Tensile tests for sluminum atloys, 15
Tensiic tests for gun tubes, 51
Tethle testing methods for aiveraft ma-
terials, 82
Timken Roller Bearing Company; melt-
ing practice for wrought gun
tubes, 64
open-hearth melting process for
wronght guns, 66
tetpering temperature for gun steel,

Tiw Reclamation, Advisory Committee
on, |

37 mm AP projectiles, 71

37 mm projectile driving bands, 79

3 in. projectile driving bands, 79

Transformation characteristics of steel,
16-48

Transverse Charpy impact test for
wrought gun tubes, 54

Transverse impact in gun tubes, 60-61

averape quality, 60

degrec of control, 61

vaviation, 61

‘ranaverse reduction of area in gun

tubes; degree of control, 58-59

cffect ot forging reduction, 62

cffect of reheat treatment, 61-62

cffece of yield strength, 61

statistical studies of average quality,

57

variation, 57-58

Transverse tensile test for wrought guis
tubes, 54

Trojan Powder Company, direct explo-
sien tests for welded armnr ana
ship platc, 38, 92

Troopship welding stresses, 101

Tungsten in electrical contacts, 128

i urbine blades, casting, 112

Turbosuperchargers, Licat resisting
mctals, 81,03

218-0 aluminum alloy, properties, 13, 13

21S-T8 aluninum alioy, properties, 12

Twinning of magnesium crystals, 26

’

Union Carbide and Carbon Company,
haat resisting alloys, 81
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Universal Cyclops Steei Corporition,
heat resisting allos, 81
Univensity of Californias magnesinm
alloy fonability, 2824, 25
ship plate fracture, 102
University of Hlinois; shiy pshate H o0
ture, 102
fatigue strength ot gun sieel, 72
University of Michigan fatigue strength
of gun ateel, 72
heat resisting altoys, ¢
low temperacurs properties of metalbs .
19
University of Notre Dasve; propertics
new gun szels 7
slack quending gue ubes, 71
University of Pitisharg, time-toaper-
ture-hardness  relationy in g
steel, &<
U, 8, Naval Engincering Expernment
Station, heat rezisting alioys, &1
U, 8. Pipe and ¥oundry Company: cst-
ing bhimetad wmbing for driving
bands, 79
centrifupally cast recoil eylinders, 110
U, 8. Steel Corporation: hallistic per.
formance of welded armor plates,
93
failure of welded armor joints, 91
heat resisting alluys, 81

V notch Charpy values. 35

Vanadium Corp. of America; heat vesist-
ing alloys. 81

new gun steels, 72

Victory ship welding, stresses, 101

Vitallinm (cobalt-base alloy), high tem-
perature creep rate, 82

voin Kidrmdn, stress due to high velocity
impace, 35

von Kdarmin theory of the propagation
of plastic deformation in solids,
120

War Metallurgy Division, NDRC;
organization of, 1.3
rescarch projects, 3-4
Watertown Arsenal; pouring box refrac-
tories, 118
progressive stress damage of guns, 52
transverse impact resistance of guns,
52
transverse reduction of areas of guns,
52
Wax patterns for precision casting, 112
Wedge-curl drop test, 108
Weld metal porosity, during arc weld-
ing, 90
Welding, 87-106
Welding, mathematical and electrical
study of heat flaw, 94
Welding Advisory Committee, 1
Welding aluminum alloys, 98, 99
Welding armor, 87-9¢
armor ~d alloy stecl, 87
armor plate from non-atloy steels, 94
backup material for welded joiats, 93
ballistic performance, 91, 93
horon treated homogeneous armor, 91
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crick sensitivity of welded joints, 91
facc-hardened anmor, 94
improvement of shock resistance, 91
hack of standardized procedure, 87
repatir of cast armor, 85
stress analysis of welded armor, 89
weld joint defects, 84
Welding buckets on gas turbine rotons,
81
Welding clectrodes; austenitic elec-
trodes, 88, 92
ferritic clectrodes, 88
R{-2A electrodes, 89, 91, 95
Welding heat resisting alfoys, 84
Welding inspection, radiographic and
fluoroscopic, 98
Welding methads; arc welding, 94
flash weldirg, 90
resistance welding, 98-10)
spot welding, 58.99
Welding ships, 100-106

m&@‘m&

fatigoe fractuies, 100, 105
hull steel, 164
stresses in ship weldments, 106
structural failures, 100
Welding test methods; cracking tend-
ency measarements, 97
direct explosion tests for welded ar-
wor ind ship plae, 3G, 92
for aircraft materials, 32
“H plate test for welded armor plate,
8]a
hardness measurements, 96
Jominy bardenability test, 97
Wekdments; cooling rate, 96-97
stress relief, 94
Westinghouse Electric and Mfy. Com-
pany, heat resisting atloys, 81
Wood testing ractheds for aircraft mate-
rials, 52
Wrought gun tubes: basic open-hearth
melting process, 66-67

steel qualdiey, b2

XATHS aluminam alloy, properties, 12

X-ray stress measurement of non-{errous
alloys, 76-77

X-ray structure analysis of magnesiom,
20

Neray techaique of inspecting weld-
ments, 98

Yield strength of gun steel, 4
Yield sircugth of gun tubes, 52, 59-60
degree of control, G0
effect of tempering, 59
quality, 59
variation, 59-60

Zamac TN die-case alley, 124

Zinc coatings for cartridge cases, 75-76

Zinc used for soldering iron and coppes
together, 74

Ziveonium for armor steels, 89
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